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Itis about thirty yearssince the Author's attention 
was especially directed to the subject of Bridge 
CoNSTRiTCr:ON; and, fcis Original Essays published 
in 1847, are believed to have aided considerably 
toward establishmg the foundation upon which a 
knowledge of the principles involved, and the con- 
ditions required in the proper constructionof Truss 
Bridges, has been built up, and carried to a high 
state of advancement. 

However that may be, the flattering terms in 
which his former labors in the premises have often 
been referred to, as well as the frequent applications 
for copies of his former publication, since the 
supply became exhausted, have prompted the 
issue of the present volume. 

This work inculcates the same development of 
General Principles, and treats of essentially the 
same General Plans, Combinations, and proportions 
for bridge work, as were discussed and recom- 
mended in its humble predecessor; with such 
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IV Introduction, 

additions and improvements as subsequent experi- 
ence and observation have enabled the Author to 
introduce. 

The design has been to develop from Funda- 
mental Principles^ a system easy of comprehension, 
and such as to enable the attentive reader and 
student to judge understandingly for himself, as 
to the relative merits of different plans and combi- 
nations, and to adopt for use, such as may be most 
suitable for the cases he may have to deal with. 

It is hoped the work may prove an appropriate 
Text Book upon the subject treated of, for the 
Engineering Student, and a useful manual for the 
Practicing Engineer, and Bridge Builder. But as 
to this, the decision must be left to those into whose 
hands it may fall; and to that arbitrement, with- 
out further remark or explanation, it is respect- 
fully submitted. 
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BRIDGE BUILDING. 



PRELIMINARIES. 

L A bridge is a structure for sustaining the weight 
of carriages, animals, &c., during their transit over a 
stream, gulf or valley. 

Bridges are constructed of various plans and dimen- 
sions, according to the circumstances and objects re- 
quiring their erection ; and it is the purpose of this 
work, after a few remarks upon the general nature and 
principles of bridges, to attempt some analyses and 
comparisons of the respective qualities and merits of 
various general plans, with a view of deducing practi- 
cal results, ^s to a judicious and economical choice and 
application of materials in the construction of these 
useful and important structures. 

n. The force of gravity, on which the weight of 
bodies depends, acts in vertical lines, and consequently, 
a heavy body can only be prevented from falling to the 
earth, by a force equal and opposite to that with which 
gravity impels the body downward. This resisting 
force must not only act vertically upward, but the line 
of its action must pass through the centre of gravity of 
the body it sustains. All the forces in the world, act- 
ing parallel with, or perpendicular to, the vertical pass- 
ing through its centre of gravity, could not prevent a 
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2 Bridge Building. 

mnsket ball (concentrated to the point of its centre of 
gravity) from falling to the centre of the earth, unless 
it were a horizontal force capable of giving the ball a 
projection, such that the centrifugal tendency should 
equal or exceed gravity — a kind of force which could 
never be made available toward preventing people from 
falling into the water in crossing rivers ; consequently, 
having no application in bridge building. 

In fact, nothing but a continuous series of unyielding 
material particles,* extending from an elevated body 
downward to the earth, can hold or sustain that body 
above the earth, by vertical and horizontal actiou 
alone, either separately, or in combination. 

m. Suppose a body, no matter how great or small, 
placed above the earth, with a deep void, or an inac- 
cessible Space beneath it Attach as many cords to it 
as you please, strain them much *or little — only hori- 
zontally — the body will fall, nevertheless. Thrust any 
number of rods, with whatever force you may, hori- 
zontally against it; still the body will fall. This is 
obvious from the fact that horizontal forces, acting at 
right angles with the direction of the force of gravity, 
have no more tendency to prevent, than to promote 
the fall of the body. 

Moreover, the space beneath being inaccessible, 
there is no foundation, or foot hold, upon which to 
rest a post or stud that may directly resist the action 
of gravity, while the lines of all other vertical forces or 
resistances, pass by the body without touching it. 

In the case here supposed, the body can only be pre- 
vented from falling by oblique forces ; that is, by forces 
whose lines of action are neither exactly horizontal, 
nor exactly perpendicular. Attach two cords to the 
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body, draw upon them obliquely upward and outward, 
in opposite directions, or from opposite sides of the 
void, with a certain stress, and the body will be sus- 
tained in its position. Apply two rods to it obliquely 
upward, of a proper degree of stiffness, in the same 
vertical plane, and on opposite sides of the perpendicu- 
lar, a certain thrust exerted upon those rods, will pre- 
vent the descent of the body. 

rV. flere, then, we have the elementary idea — the 
grand fundamental principle in bridge building. What- 
ever be the form of structure adopted, the elementary 
object to be accomplished is, to sustain a given weight 
in a given position, by a system of oblique forces^ whose 
resultant shall pass through the centre of gravity of the 
body in a vertically upward direction, in circumstances 
where the weight can not be conveniently met by a sim- 
ple force, in the same line with, and opposite to, that 
of gravity. 

For a more clear illustration of this elementary idea, 
let us suppose a a', Fig. 1, to represent the banks of a 
river, or the abutments of a bridge; and gg^y the line 
of transit for carriages, &c. ; and, let us further suppose 
a load of a certain weight, 2/7, to have arrived at a point 
centrally between a a'. The simplest method of sus- 
taining the weight is, perhaps, either to erect two ob- 
lique braces aw. . a'w, or suspend two oblique chains 
or ties pw, fw, from fixed supporting points a a', ovpf. 

It is not necessary that the weight be at the angular 
point U7, of the braces or chains, but it may be sustained 
by simple suspension at w' below, or simple support at 
tr" above, and such obliquity may be given to the braces 
or chains as may be most economical ; a consideration 
which will be taken into account hereafter. 
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V. Thus v^e see how a weight may be enstained cen- 
trally between the banks of a river, or the extremities 
of a bridge. But the structure must not only provide 
for the support of weight at ibis point, but also at every 
other point between a a', ovgg' ; and it is obvious that 
the same plan and arrangement will apply as well at 
any other point as at the centre, with only the variation 
of making the braces or chains of unequal length. 

Fig. 1. 




This, however, would require as many pairs of braces 
or chains as there were points between g g'^ a thing, 
of course, impracticable, since the oblique members 
would interfere with one another, and be confounded 
into a solid mass. We therefore resort to the transverse 
strength and stifihess of beams, — phenomena with 
which all have more or less acquaintance, and without 
digressing in this place to investigate their principles 
and causes, it will be assumed as a fact sustained by all 
experience, that, for sustaining weight between two 
supporting points upon nearly the same level, a simple 
beam affords the most convenient and economical 
means^ until those points exceed a certain distance 
asunder, which distance will vary with circumstances ; 
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bnt Iq bridge building, will seldom be less than 10 to 
14 feet, where timber beams are employed. Hence, 
for bridges of a length of 12 to 14 feet, usually, nothing 
better can be employed than a structure supported by 
longitudinal beams, with their ends resting upon abut- 
ments or supports upon the sides of the stream. 

Of course, no reference is here had to stone or brick 
arches. For, though these are advantageously used 
for short spans, and in deep valleys, where the ex- 
pense of constructing high abutments for supporting a 
lighter superstructure, would exceed or approximate to 
that of constructing the arch, it is the purpose of this 
work to speak only of those lighter structures, com- 
posed mostly of wood and iron, and supported by abut- 
ments and piers of stone, or by piles, or frames of wood. 

Having then adopted the use of beams for supporting 
weight upon short spaces, it is only necessary upon 
longer stretches, to provide support for a point once 
in 10 or 14 feet, by braces, &c., from the extremities; 
and for intermediate points, to depend on beams or 
joists extending from one to another of the principal 
points provide^ for as above. "*" 

VI. For a span of 20 or 30 feet, it would seem that 
no better plan could be devised, than to support a 
transverse beam midway between abutments, by two 
pairs of braces or suspension chains, proceeding from 
points at or over the abutments, one pair upon each 
side of the road-way ; this transverse beam affording 
support for longitudinal beams or joists extending 



* It is Buaceptible of easy demonstratioo that the power of beams to 
•astain weight bj lateral stiffness, forms no exception to the principle 
that oblique forces alone can sustain heavy bodies over inaocessible 
qwoes. Bat thi4 matter if deferred for the present. 
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therefrom to the abutments. When saspension chains 
are used, it may properly be called a suspension bridge. 
If braces be employed, it is usually termed a truss-bridge. 



Horizontal Action of Oblique Members. 

VIL Before advancing further, it will be proper to 
refer to an important principle or fact which has not 
yet been taken into account, though a fact by no means 
of secondary interest. 

The sustaining of weight by oblique forces, gives rise 

to horizontal forces, for which it is necessary to provide 

counteraction and support, as well as for the weight of 

the structure and its load. The two equal and equally 

-, inclined braces, ac and 6c, Fig. 

2, in supporting the weight w 
at c, act in the directions of 
their respective lengths, each 
with a certain force, which is 
equivalent to the combined 
action of a vertical and a hori- 
jsontal force, \_Mementary Mechanics — Statics^'] which 
may be called the vertical and horizontal constituents 
of the oblique force. These two constituent forces 
bear certain determinate relations to one another, 
and to the oblique force, depending upon the angle 
at which the oblique is inclined. 

Now, we know that the vertical constituent alone 
contributes to the sustaining of the weight, and conse- 
quently, must be just equal to the weight sustained, in 
this case equal to Jm7. We know moreover, from the 
principles of statics, that three forces in equilibrio, 
must have their lines of action in the same plane, and 
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meeting at one point ; and mast be respectively pro- 
[ortional to the aides of a triangle formed by lines 
drawn parallel with the directions of the three forces ; 
and that each* of the three forces is equal and opposite 
to the resultant of the combined action of the other 
two. We have, then, at e, the weight | w, the oblique 
force in the line ac^ and a third force, equal and oppo- 
site to the horizontal constituent of the oblique force 
in the line ac. Then, letting tall the vertical de, and 
drawing the horizontal ad^ the sides of the triangle acd, 
are respectively parallel with the three forces in equili- 
brio at the point c. Hence, representing the vertical 
cdj by 27, the horizontal oi, by A, and the oblique by o ; 
and calling the horizontal force z, and the oblique 
force, y, we have the following proportions : 

(1). Ju? : X : \v : hj whence, x = Jio— ^ 

(2). \w I y : :v : Oj whence, y = Jiz; £. -. 

Bnt l^o equals the weight sustained by the oblique 
ae. Therefore, from the two equations above deduced, 
we may enunciate the following important rule.: 

The horizontal thrust of an oblique brace, equals the 
weight sustained, multiplied by the horizontal and 
divided by the vertical reach of the brace ; and the 
direct thrust (in the direction of its length), equals the 
weight sustained multiplied by the length, and divided 
by the vertical reach of the brace. 

Vni. Now, it is obvious that the brace exerts the 
same action, both vertically and horizontally, at the 
lower, as at the upper end, though in the opposite 
directions; the brace being simply a medium for trans- 
mitting the action of weight from the upper to the 
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lower end of the brace. Hence, the weight enstained 
by the brace ac^ exerts the same vertical pressure at 
the point a, as it would do if resting at that point, 
while the brace requires a horizontal resistance to pre- 
vent its sliding to the left, as would be the case if its 
foot simply rested upon a smooth level surface. This 
horizontal resistance may be provided by abutments 
of such form, weight, and anchorage in the earth, as to 
enable them to resist horizpntally as well as vertically, 
or by a horizontal tie, in the line a6, connecting the 
feet of opposite braces. 

These two methods are both feasible to a certain ex- 
tent, and in certain cases ; and, both involve expense. 
Under particular circumstances, it may be a question 
whether the former should not be resorted to, wholly 
or partially. But for general practice, in the construc- 
tion of bridges for heavy burthens, such as rail road 
bridges, and especially iron truss bridges, where expan- 
sion and contraction of materials produce considerable 
changes, it is undoubtedly best to provide means for 
withstanding the horizontal action of obliques, within 
the superstructure itself; and this principle will be ad- 
hered to in the discussions following. 

The preceding remarks and illustrations as to the ac- 
tion of braces, or thrust obliques, obviously apply in 
like manner to obliques acting by tension, with only 
the distinction, that in the latter case, the weight is 
applied at the lower, and its action transmitted to the 
upper end of the oblique, and the horizontal action (at 
the remote end), is inward, and toward the vertical 
through the weight, instead of outward ; and conse- 
•quently, must be counteracted by outward thrust, as 
by a rigid body between the points pp'. Fig. 1, or by 
heavy towers, and anchorage capable of withstanding 
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the inward tendency. Hence, in applying the rule be- 
fore given, to tension obliques^ and their vertical and 
horizontal constituents, the word pull should be sub* 
fititated for the word thrust^ wherever the latter occurs 
in said rale. 
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TWO PAIfEL TRUSSES. 

IX. There are three forms of truss adaptable to 
bridges with a single central beam or cross bearer 

(which may be called two 
^^* panel trusses), the general 

characteristics of which, 
are respectively repre* 
sented by Figures 3, 4 and 
5. Fig, 3 represents a 
pair of rafter braces, with 
feet connected by a horizontal tie, and with a vertical 
tie by which the beam is suspended at or near the 
horizontal tie, or the chord, as usually designated. 

For convenience of comparison, let 6rfa= v,=a 1 ,= ver- 
tical reach of oblique members in each figure. Also, 
let each chord equal 4i?, = 4, and the half chord = 2 =■ 
Asa horizontal reach of obliques in Figs. 3 and 4. Then 
ady Fig. 8, equals \^TF+^ ■■ \/5, and if the truss be 
loaded with a weight tr, at the point 6, bd will have a 
tension equal to w^ and abCy [see rule at end of Sec. 
VilJ, a tension equal to Jw, ( = weight sustained by oof), 
multiplied by the horizontal, and divided by the ver- 
tical reach of orf ; that is, equal to J w^y «= Jm? «, ■■ i/? ; 
while ad sufiers compression from end to end, equal to 
Jw^. But ad*-%/5, and r — 1. Whence Ji^ =» 

2 
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iN'ow, as the cross-section of a piece, or member, ex- 
posed to tension (or to thrust, when pieces are similar 
in figure), should be as the stress, it follows that the 
weight of each such member should respectively, be as 
the stress sustained, multiplied by the length, + an ad- 
ditional amount taken up in forming connections; which 
latter, for purposes of comparing the general economy 
of different plans, may be neglected. 

X. Then, representing By m, the amount of material 
required to sustain a stress equal to u?, with a length 

.X Uf X -C equal to bd^ = 1, we have only to multiply the stress 

of a member in terms of m?, by the length in terms of 
bdy or Vy and change i£7 to m, to obtain the amount of 
material required for the member in question, omittitig 
the extra amount in the connections. Hence, the 
length of the vertical tie bd^ being equal to 1, and hav- 
ing a stress equal to w^ requires an amount of material 
equal to 1m. 

For the horizontal tie, or chord, length = 4, and 
stress (as seen above), » U7, whence material «■ 4m. 
This added to 1m, required for the vertical, makes a 
total of 5m, for material exposed to tension in truss 8. 

The two thrust braces, as already seen, sustaiu com- 
pression equal to Jm?\/5, which multiplied by length, 
\/5, and w changed to m, give material » | m, for each, 
or 5 M, for the two. 

XI. In the case of truss Fig. 4, the obliques maui« 
festly sustain a weight = Jw?, by tension, giving stress « 
^w %/5, which multiplied by length, » v^5, gives- fM *» 
material for each, and 5m, for the two. The compres- 
sion of kij equals ^wxh = Jw7x2 = m?, while the length— 
4, whence, material » 4m ; and, each end post sustain- 
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ing ^Wy with length -■ 1, the two require material « M, 
making the whole amount of thrust material =■ 5m. 

Thus we see that the two plans require each the 
same precise amount of material for sustaining both 

tension and thrust, upon 
the supposition that the 
material is capable of sus- 
taining the same stress to 
the square inch of cross- 
section, in the one plan as 
in the other. This is true 
as to tension material ; but with regard to thrust mate- 
rial, the power of withstanding compression, varies with 
the ratio of length to diameter of pieces, as well as with 
the form of cross-section ; and it will hereafter be seen, 
that in this respect, plan 8 has the advantage in having 
the compression sustained mostly bv shorter pieces, 
unless ki be supported vertically and laterally by a stiff 
connection with the beam at/, which would increase 
the amount of material. 




FiQ. 5. 



Xn. Plan Fig. 5 has three members (in, mp and mq) 
exposed to tension, and the remaining three exposed, to 

compression. With the 
same length and depth 
of truss, and the same 
load » Wy at m, and with 
obliques equally inclined 
(at 45^), it is manifest that 
the vertical and horizon- 
tal reaches, each for each, is equal to 1, and the length, 
equal to >/2 ; while the weight sustained by each equals 
iw. Hence, the action (of tension or compression), 
equals ^<ri/2, and the material equals }\/2X\/2.m «• 1m; 
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making for the four pieces, 2m for tension, and 2m for 
compreseion. 

The tie or chord In^ suffers tension equal to the hori- 
zontal constituent of the thrust of qlj manifestly equal 
to the weight sustained by qlj or equal to J w. There- 
fore, the length being equal to 4, the material required 
in its construction, equals 2m. The remaining mem- 
ber pq («= 2) sustains compression equal to the com- 
bined horizontal constituents of the tension of ni^, and 
the compression of qlj each of said constituents equal 
to ^Wj making compression of ^, equal to w^ and length 
being 2, material » 2m 

We have therefore, for this plan of truss, 4m, for 
thrust material, and 4m for tension material, which is 
I less than in case of Figs. 8 and 4. Oonsequently, 
this plan is decidedly more economical than either of 
the others, unless the compression material acts with 
better advantage in the latter than the former; that 
is, unless the thrust members in 8 and 4, have a greater 
power of resistance to the square inch of cross-section, 
than those in Fig. 5. 

JLLiL As to this, both theory and experiment prove, 
as will be shown in a subsequent part of this work, 
that the long thrust members in bridge trusses, are 
liable to be broken by deflection, rather than by a 
crushing of the material ; that in pieces with similar 
cross-sections, with the same ratio of length to diameter, 
the power of resistance to the square inch is the same. 
That, since the cross-section is as the square of the di- 
ameter, and the diameters (in similar pieces), as the 
lengths, the absoliUe powers of resistance (being as the 
cross sections), are as the squares of the lengths. 



Two Panbl Trusses. 18 

Hence, if the compressive forces acting upon two 
pieces of different lengths, be to one another as the 
squares of the lengths of pieces respectively, and the 
diameters be as the lengths, the forces are as the cross- 
sections, and proportional to the power of resistance in 
each case, and the material in the two pieces, acts with 
equal advantage, as far as regards cross-section, so that 
the products of stress into length of pieces, are the true 
exponents of amount of material required in the two 
pieces respectively. It follows, that, if on dividing the 
forces acting upon the pieces in question respectively, 
by the squares of the lengths, the quotient be the same 
in both cases, the two pieces have the same power of 
resistance to the square inch, and in general, the greater 
the value of such quotient, the greater the power per 
inch, and the greater the economy, though not neces* 
sarily in the same precise ratio. 

XIV. Applying this rule to thrust members in plan 
Fig. 3, being the braces, the compressive force equals 
Jm?\/5, and square of length =* 5. Hence the quotient 

The piece fe'Fig. 4, has length a«4 and compression's 
«?, whence, force divided by square of length gives ^^^w 
«» 0.0625M7. This shows the material to be capable of 
sustaining much more to the square inch in the former, 
than in the latter case, though it does not give the 
true ratio. On the other hand, ek and gij with length 
«1, and ^stress =« Jw7, give quotient = Jm? = 0.5i^. 
Hence, with similar cross-sections, these parts have 
greater power to the inch than either of the former, but 
not enough to balance the inferiority of ki^ as compared 
with ad and dCy in Fig. 8. 
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"With regard to truss Fig. 5, ql and priy suffer each 
compression equal to Ju?>/2, with square of length =» 2, 
giving quotient =« iM?\/2, = 0.37li^, while pq^ has com- 
pression =» tr, and square of length = 4, and quotient 
»= Jt(? =B 0.25i£?. Hence it appears that this plan not 
only possesses a decided advantage in the less amount 
of action* upon materials, but also, a considerable ad- 
vantage as to ability of compression, or thrust members, 
to withstand the forces to which they are exposed. 

XV. Still another modification for a truss to support 
a single beam, is formed by reversing Fig. 3, thus con- 
verting tension members into thrust members, and vice 
versa; the oblique members falling below, instead of 
rising above the grade, or road-way of the bridge. In 
this case, the long horizontal thrust member ac, is di- 
vided and supported in the centre, and its economy of 
action becomes the same as that of pq^ in Fig. 5 ; and 
the truss gives the same exponents for both thrust and 
tension material as when in the position of Fig. 8. 
This arrangement affords no side protection, and is 
not always admissible, on account of interference with 
the necessary open space beneath. 



Deductions. 

XVL We seem to learn from what precedes, that : 

(1). Since all heavy bodies not in motion toward, or 
not approaching the centre of the earth (or receding 
from it under the influence of previous impulse), exert 
a pressure equal to their respective weights [viii]. 



* By the expression, amount of action, is meant) the sam of prodncts 
of stresses into lengths of parts, or members. 
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either directly or indirectly upon the earth; and, since, 
a body crossing abridge, having (as bridges are always 
supposed to have), avoid space underneath, preventing 
a direct pressure, it follows, that every such body exerts 
an mdirect pressure at some point or points at greater 
or less horizontal distance from the body. 

(2). That the pressure of a body at a point or points 
not directly below it, can only take place through one 
or more intermediate bodies, or members, capable of 
exerting (by tension or thrust), one or more oblique 
forces upon the first named body, and it is the office 
of a bridge to furnish the medium of such horizontal 
transfer of pressure [rv]. 

(8. That a single oblique force can not alone prevent 
a heavy body from falling toward the earth (since two 
forces can only be in equilibrio when acting oppositely 
In the same line), and that each oblique force is equal 
to the combined action of a vertical and a horizontal 
constituent, of which the first alone is equal to the 
weight sustained and transferred by the oblique 
member, while the horizontal constituent, acting at 
both extremities of the oblique medium, must be coun- 
teracted by means outside of the oblique and the weight 
sustained by it ; which means are usually to be sup- 
plied by other members of the structure [viii], 

(4). The direct force exerted by an oblique member 
(in the direction of its length), is equal to the weight 
sustained, multiplied by the length, and divided by 
the vertical reach of the oblique, while the horizonta- 
• constituent equals the weight sustained multiplied by 
the horizontal, and divided by the vertical reach of 
the oblique [vii], 

(5). The amount of material required . in a tension 
member, is as the stress multiplied by the length ot 
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the member [ix] (disregarding extras in connections) 
and the same is trae of thrust members of similar 
formed cross-sections, sustaining stress proportional to 
the square of the length of pieces respectively. 

(6). The respective stresses of two thrust members, 
divided by the squares of respective lengths, give quo- 
tients indicative of, though not proportional to, the re- 
lative efficiency of material in the two members, — the 
greater quotient showing the greater efficiency, or 
greater power of resistance to the square inch of cross- 
section [xni]. 

With these rules or principles in view, we may pro- 
ceed advantageously with general analyses and com- 
parisons of different plans, or systems of bridge trussing, 
adapted to different lengths of span. 



■•-•- 



THREE PANEL TRUSSES. 

XVn. In structures exceeding 25 or 80 feet in length, 
the length of joists from the centre to the ends, would 
require cross-sections so great, to give them the requi- 
site stiffness, that their weight and cost would become 
obiectionable. It becomes expedient, then, in such 
cases, to provide support for more than one principal 
point, or transverse beam, or bearer, A superstruct- 
ure from 30 to 40 feet long, may be constructed with 
two cross beams, supported by two trusses with tw6 
pairs of braces each, with the feet connected by a hori- 
zontal tie or chord, as seen in Fig. 6. 

The cross beams, may be at b 6', or suspended at e 
and dy at equal horizontal distances from a a\ and from 
one another; which latter position they will be re- 
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garded as occupyiDg in this instance. Or, the figure 
may be inverted, thus reversing the action of the several 
thrust and tension members. 

Xyni. Another, and a more common form of truss 
for two beams, is shown in Fig. 7. These may be 
called three panel trusses. 




Kg. 7. 




To compare these two trusses, suppose the two to 
have the same length and depth, and to be loaded with 
uniform weights, U7, at th^ two points c and d in each. 
Then, since we know from the principle of the lever, that 
each weight produces upon each abutment, a pressure 
inversely as its horizontal distance from them respec- 
tively, and that the pressure upon the two abutments 
is equal to the weight producing it, it follows that abj 
Fig. 6, sustains %Wy and compression » } ^w. Hence 

making a6 » d,... bc^v^ and ac^h^ ... }^?(7, becomes 

) ^, and multiplying this stress by length, » d, and 

8 
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changing tc to M*, we have for material in a6,...|- m. But 
D«-A» + v", whence |5'm - f (*! +1;) m - (f"+ ^)m. 

Again, afc' sastains Jtc, with length ■■ \^4A*+(?, and 
by multiplying and changing as in case of a£, we obtain 

material in ab\ — (j^ + ^) m, which added to amount 
for ahy give8(^ + t?) M for- the two braces, and 
[^ + 2v )m for the four. 

The horizontal thrust of oi ^ \w^ while that of aV 

wm X w^^ — iw^. Hence the horizontal thrust of ab and 

ai— 1 2£;~ n tension of aa\ and material for chord cui'^ 

equals 8 x |- M ■»— m. Tensiott of 6c and i'd, each, 

equals K7, and material for the twoB2vM, which 
add^d to amount iu aa'^ makes the whole tension 

nitaterial equal to(— +2v) m, being the same co-efficient 

of M as was obtained for compression. 

In truss Pig. 7, ... ai and a'b' (■■ d ■■ ^/A* +x^), evi- 
dently sustain each a weight equal to t^,*and a stress » 

y/W+^\o. Whence, material ■= (- +v)yL for each, 

ajid ( - + 2v) M for both, while 6^, equal to A, sustains 

compression equal to the horizontal thrust of a6, equal 
Xoho^ and requires material equal to -m, making, with 

amount in braces ab o'b\ {— + 2i?) m. 

Now we have just seen that the horizontal thrust of 
afr, equal to the tension of chord aa\ equals ^u?, and the 



* When « is uied in the co-«fBcieiit of M, then M repreeento the pre?' 
dnct of the streM, in terms of 10, bj length according to any assamed 
unit, which may be equal to « or not. 
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« 

length being 8A, the material consequently equals 
-^M, to T?hich add 2rH for verticals, and we have 

(^ -|-2v)tf «■ whole amount of tension material in 

truss 7, which is less bj ^* m, than in the case of truss 
Fig. 6. 

XlX> With regard to thrust material, it is clear that 
while in truss 6, the weight on either pair of braces, is 
transferred in due proportion to both abutments, inde* 
pendently of the other braces, whether one or both pair 
be loaded ; on the contrary, truss 7, when c only is 
loaded, must transfer ^w to a\ which can only be done 
through a'b\ the only oblique member acting at the point 
a\ Moreover, the weight must be communicated to a'l/^ 
at the point b% through the thrust of bd^ and the tension 
of db% assuming bd and c6' to be thrust members* Now, 
as either c, or ef, is liable to be loaded with weight equal 
to 10, while the other is unloaded, it follows that both 
bd and cb' are liable to sustain weight equal to iWj and 

require thrust material equal to ^(^ + v) m for each, 
^ or (^ + 2^)u for the two. The whole amount of 
thrust material for truss 7, then, equals (— + 2 r)M, 
(the amount found above) + (-^ + §t-)M, equal to 
{^ + 2 f v) M, against (i^ + 2i?) m for truss 6 ; the 

difference being [^ — }r) m. If this be a positive 

quantity, the balance is in favor of truss 7, and if nega- 
tive, in favor of tress 6, as regards amount of action 

on thrust material ; while, if ii. -— J r ■» zero, the 
amount of thrust action is the same in both trusses. 
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Either of these suppositions may be trae, according to 
the relative values of A and v. If A ■« i?\/2, then-i^ — 

iv^o. If A, be greater than r\/2—- J— — §» is 

positive, and if A be less than V\/2j the value is nega- 
tive. But the amount is trifling in any probable relap 
tion of A and Vj and may be disregarded in this general 
comparison. 

Calling then, the amount of action upon thrust mate- 
rial in the two plans equal, there is a probable advan- 
tage in favor of truss 7, as to efficiency of thrust 
material, while the latter truss, shows a positive advan- 
tage over truss 6 in amount of tension material, equal 
to {•^ + 2v) — {^ + 2v)u'm!^M. This is equal to 

4m, when A « 2t? — 2 ; which is in tolerable proportion 
for the trusses under discussion, and, substituting these 
values of A and v in the expressions of tension material 
in the trusses respectively, we have (16 + 2)m for truss . 
6, and (12 + 2)m for truss 7, being about 28| per cent 
more for 6 than for 7. 

The same difference would appear with Fig. 6 in- 
verted, the thrust and tension action being the same 
in amount of each, only sustained by different mem- • 
bers, thrust members in one case becoming tension 
members in the other. 
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FIVE PANEL TRUSSES. 

XX. Truss Fig. 7, may be increased in length and 
number of panels, by introducing additional panels 
between the end triangular panels, and the rectangular 
centre one either of an oblique form, as in Fig. 8, which 
represents an arch-truss, or of a rectangular form as in 
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Fig. 10. The trass on the plan of Fig. 6, may be 
lengthened by introdncing additional pairs of inde- 
pendent braces, as seen in Fig. 9. 

Fio. 8. 




For the analysis of these trasses, nsing the same no* 
tation as before, as far as applicable, that is, making 
r a verticals ek, in 8 and 10, and eqaal to nn'^ j>m/^ etc., 
in Fig. 9 ; A =- aJ,*» width of panel in each fignre, =■ J 
whole chord ; ?i?""aniform weights at the four bearing 
points in each, and m « weight of material reqnired to 
sastain a stress eqaal to K7, with length eqaal to 1 ; 
then, making /6 » 1 1; in trass 8, it is obvioas that the 
two abatments at a and /together sastain 4w^ with the 
common centre of gravity of all the weights midway 
between abatments, whence each abutment sustains 
22(7, equal to weight sustained by aL The compression 

of (d therefore equals ^^. But <d -« ^h? + ^i;*, 

which substituted in last preceding expression, gives 

i ^^^^+T^>"*compre8sion of al. Whence, mnltiply- 

ing by length, ^/W+\?y and changing 2(7 to M, we 

have i^—+l\v) m ■■ material for aL 

The horizontal thrust of af, [xvi (4)] equals 

2 U7 -^ » — M?, a» tension of chord af. 

The oblique member Ik^ sustains weight»2(7 (through 
the vertical elcf^ and has a vertical reach «"|r. 
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whence it snfiers compression equal to^ w^ =^—Wj &■ 
8 ^ A* + ji^ w, and requires material equal to (— + 

I^)m, while its horizontal thrust equals -A. u?, ■■J?iw?,«i 

compression of kiy by which it is contracted. The ma- 
terial required for fe', therefore,— — m. Material tor ig 

and ^y is the same as above found for al and . Iky and, 
doubling those quantities, and adding amount just 

found for Arf, we obtain(— + S^v) M, -* material in 

the whole arch. 
The tension of the chord af (Fig. 8), has been seen 

to be equal to — u?, whence, multiplying by the length, 

5A, and changing w to Uj we have 1^ h, ■» material for 

chord. 

The 4 verticals sustain each, weight ■■ w^ and the 
aggregate length being 8|t;,... material » S^vu. This, 

added to amount in chord, gives (— + S|t7)M, «■ ten- 
sion material required to support a full uniform load^ 
as above assumed. But since any number of the points 
0, Cj dy Cy are liable to be loaded while the others are 
unloaded, it is obvious that in such case, the arch will 
not be in equilibrio, the loaded points tending to be 
depressed, while the unloaded, tend to be thrust up- 
ward. Hence the arch requires the action of the ob- 
liques, or diagonals, in the three quadrangular panels, to 
counteract such tendency ; and, as will appear further 
on, these members will require material equal to about 
one-third of the amount required in the chord, thus in- 
creasing the amount of tension material for the truss to 

about(?5?+4Jr)M. • 
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XXL Iq truss Fig. 9, each brace obviously sustains 
a portion, a:, of the weight Wy which is to Wy as the 
horizontal reach of its antagonist, as to horizontal 
action, or its fellow and assistant vertically, is to the 
whole length of chord; that is, the weight x, bearing 
at m, through mn'j is to u?, as n^ to m^ ; or, x : u? : : 4 : 6. 
Ilence z ^ ^w. This, multiplied by the horizontal 
reach, equal to A, and divided by v, gives the horizontal. 

thrust of the brace, equal to {^t^. 



Fia 9, 




In like manner, mm' sustains a weight x\ which is to 
tr, a8jp5 to m«, i. e,, «' : i^ : : 8 : 5, whence x' = {w, aud 

the horizontal thrust » f ~tr «■ i-w; and in general, 

the horizontal thrust of a brace in this kind of truss, 
equals ir, multiplied by the product of the number of 
sections of chord at the right and the left of the point of 
application (of the weight), and divided by the whole 
number of chord-sections, and, by the vertical reach {v) 
of the brace. 

But the horizontal thrust of mn^ equals that of n% a 
that of m/ ,and the horizontal thrust of mm', equals that 
of m's «" that of mu, whence, horizontal thrust of the 
4 braces bearing at m, equals twice that of mn' and 



mm^, together, - 2 (j i + | -)w? 



m 

5v 



10 » 4±w. This 
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beiDg equal to the tension of the chord, multiplying 
by length 5A, and changing w to m, gives material for 

chord »—M. Adding to this, 4i;m, for 4 verticals 

with stress » Wj and length » v, each, makes whole 

amoant of tension material equal to (— +4i?)m, being 

very nearly the same as for truss. Fig. 8. 

• 

XXn. As for braces in truss 9, we have already 
seen that each brace sustains weight equal to w^ multi- 
tiplied by the number of panels crossed by its fellow, 
and divided by the number of panels in the whole 
truss. Hence mn^ sustains ^w, with length equal to 

s/T?+^. Therefore, stress = J \/T?+Pwy which mul- 

tiplied by length, and w changed to m, gives material 
for mn'- j(^*+t?)M,-(^+-y-)M. mm' sustains 

f M7 with length «= V^4A* + v^, whence material ■■ 
« (1^+r )m, «(^*+-y-)M. mu sustains §m? with length 

— \/9F+i?, and material equal8(^^*+-~.)M, while mt^ 



sustains IWj with length « \^16A*+y* requiring 
material ■« (^ + g-)M, Then, adding and doubling 

these amounts, we obtain(— +4v)m, against ( — * + 

Ziv)y[f for truss 8 ; a difference of about 80.6 per cent 
when A a V, and about 82.6 per cent when h » 2v. 

Thus, truss Fig. 8 has over 80 per cent advantage 
over truss Fig. 9, in the economy of amount of actum 
upon thrust material, with the advantage as to efficiency 
of action of this material, undoubtedly, also on the side 
of truss 8. Tension material is nearly the same in 
both. 
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• 

XXTTL If truss Fig. 9 be inverted, dropping the ob- 
lique members below the road-way of the bridge, thus 
reversing the action of thrust and tension members, the 
thrust material would act with nearly equal advantage 
in both plans, and with about the same amount of 
action. But the 80 per cent advantage as to amount 
of action upon tension material, would still be in favor 
truss 8. Besides, it is only in exceptional cases that 
this arrangement can be adopted, on account of interfer- 
. ence with the necessary space below the bridge. 

Fia. 10. 




XXIV. In truss Pig. 10, suppose the points 6, c, rf, «, 
to be loaded successively from left to right, with uni- 
form weights equal to w each, and suppose the truss to 
be without weight, as we have hitherto done. When b 
alone is loaded, ^w must bear at /, [xviii] which may 
be effected, either by tension of blj thrust of Icj tension 
of cA, thrust of trf, &c., by tension vertical and thrust 
diagonal alternately, till it reaches /; acting in its 
course upon 4 verticals, and 4 obliques, with a weight 
upon each, equal to Iw. Or, the weight maybe trans- 
ferred by tension of fci, ci and djr, and thrust of Ac, id 
and gf. These alternatives are subject to the control 
of the builder, and he will form and connect the parts 
accordingly. Let it be assumed that the truss has ten- 
sion diagonals, and thrust uprights at c and d, while 16 

4 
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and eg are necessarilj tension members in all cases, in 
practice. 

Again a weight, Wy at c, mast cause pressure equal 
to f U7 at /, through tension of d and dg^ and thrust of id 
and gf. This, with the \Wy from the weight at b^ makes 
%Wy acting on cL But the weight at c, causes pressure 
equal to Iw at a, necessarily through tension of cl ; 
and since cl and hk are antagonistic, the action upon 
one tending to produce reliaxatiou of the other, it fol- 
lows that only one can act at the same time, unless, 
unduly strained in the adjustment of the truss. Hence, 
the \Wy which acts upon 6A, when 6 alone is loaded, is 
overbalanced by the f Wy tending to act upon cl^ on 
account of the load at e ; and the result is, that bk is 
relaxed, the whole weight at 6, is necessarily sustained 
by bl and 2a, and the {i^, which must by a statical 
necessity, bear at/, in consequence of the loads at b 
and c, is all made up from the weight at e, leaving only 
%a) of this weight to bear at a, through cL Ifow, since 
it is obvious that all load at c, dj or €, must contribute 
to the pressure at a, which can only occur through 
action upon o2, it follows that bk can only sustain the 
whole weight of ^Wy when the point b alone is loaded ; 
and consequently, that \w is the greatest weight that 
bk can ever be subjected to. 

Then, applying another weight, u?, at dy it must add 
\w to the pressure at/, through tension of dg and thrust 
of j/; which last amount, added to fib, communicated 
to dg through ci and idy makes |U7, as the weight sus^ 
tained by dg. But the weight at dy also causes pres- 
sure at a, equal to f u?, which can only be done through 
action, or tendency to action upon dky and since dk and 
ci are antagonists, only one can act at once, and that, 
only with a force equal to the excess of tendency to 
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action of the one, over that of the other. Now we 
have seen that weights at b and Cj tend to throw Iw 
upon eiy while the weight at dy tends to throw ^w upon 
dk. Hence, in these circumstances, ci only sustains 
Iw, which is transferred to dg through thrust of id^ 
while dk is relaxed, and the whole weight at dy is sus- 
tained by dg ; maldng, with the Iw from ct, just above 
mentioned, {le^, equal to the pressure due upon the 
abutment at/, on account of weights at by c and d. 

Lastly, a weight, Wy at Cy tends to give pressure equal 
to \w at/, through eg and^, and a pressure equal to \ 
w at a, through eiy dky etc. This latter tendency has 
the effect to diminish by \Wy the tendency of previously 
imposed weights, to throw %w upon dgy reducing it to 
IWy and to neutralize the balance of {w acting upon 
ciy after the imposition of the weight at d, leaving ci 
and dk both inactive, while eg sustains the whole weight 
applied at «, equal to w. 

Now, as we have seen, any weight at d or e, tends to 
throw action upon dky thereby diminishing action upon 
ciy and since weight at b and e, both contribute to the 
stress of ciy it follows that the maximum action upon 
dy occurs when b and c are loaded, and d and ^, unloaded. 

For similar reasons, the maximum action upon dgy oc^ 
curs when e alone is unloaded. 

The maximum weight sustained by 26, and egy is the 
weight applied directly at each of the points b and e, 
equal to u;, and the maximum weights sustained by ez, 
dky and dy are the same as those sustained by bky d and 
dgy each respectively, as just above determined ; while 
al and gf, both receiving action from weight on any 
part of the truss, enviously sustain their maximum 
weight, equal to 2Wy under the full load of the truss. 
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The section ab^ of the lower chord, suffers a stress 
equal to the horizontal thrust of cU^ which of course, 
is greatest when oZ sustains the greatest weight. This 
has just been seen to be equal to 2Wy and occurs under 
a full load of the truss. Hence the greatest stress upon 

ab equals 2w ^, and is communicated without change 

to bCj bk being inactive when the truss is fully loaded. 
The section cdj suffers stress equal to the combined 
horizontal action of aZ and Icj which must be greatest 
when this combined action is greatest That is also 
under the full load of the truss. For, though Ic sus- 
tains lio more weight when b is unloaded, the same 
cause relieves al of the amount of ^w. Consequently, 
the weight borne by the two, is ^w less in this case, 
than when the truss is fully loaded. The greatest com* 
bined weights, then sustained by al and fc, being equal 

to 8Wj the greatest stress of cd equals 8io — . This is 

also the greatest compression suffered by the upper 
chord Igj since the latter is also equal to the combined 
horizontal thrust and pull of al and Ic. The stress of 
this chord is the same throughout, because the obliques 
meeting at k and t, are inactive when the truss is 
loaded throughout 

The maximum compression upon ck and ti, equals 
the greatest weight sustained by ci and dkj already found 
to be equal to ^w. 

XXY. Having thus ascertained the greatest weights 
sustained by the several oblique members, and the 
greatest stresses of the horizontals and verticals, we 
may deduce the required amount of material, or, per- 
haps more properly, the amount of action upon the ma- 
terial required for the truss, as compared with like 
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amount of action in trasses 8 and 9, thus : Max. 
weight on end braces, 2w x length v^/?"+l? •- stress -« 

Hence, action upon material for the , -,, ; 

two- (t-+ 4")*'- 

Max. weight on 2 verticals » }2/7 X 

length of the two (— 2y), gives 1 Ji? m. 

Max. stress of upper chord « Sw^ 

X length ( — 8A), gives amount ;^t 

of action = « ' 

Making total amount of action on . ^g^. ^ ^ 

thrust material - ("7" "*" ^^^^ ^ 

Aggregate max. weight on 6 tension 

diagonals — ^w^iw. This by the 

length ( « \/h* + r^), gives stress 

«= 4 2o\/ A* 4- V* ; whence amount 

of action on material, equals ^T" *v^* 

2 tension verticals sustain each, li(?, 

with length - v, giving amount of 

action for the two » 2v M« 

Stress of middle section, lower chord 

=• 8m7-, X length ( — A), gives 

action ^l*'* 

4 remaining sections, with stress » 

2M7i X length ( — 4A), give S^u. 

Making whole amount of action on "T ^J T ' 
tension material - ^^^"5 + ^^)^' 
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Stkoptical Statembnt in rsgabd to Tbcsses (Figs. 

8, 9 and 10. 
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AMoxTirr of Agtiok ufon Materials 



( a^+4i») M 
{?k. + 4») H 
(ilk + 6») M 



Compre$»ion. 

{^1+ 8Jr) M 
( 8|l + 4») M 



Total. ' 
(4l+lli.)K 



Milking A ■■ t; ■■ 1, the above table will be as 
follows : 



8 

9 

10 



24JM 
24m.. 
21m.. 



ISJM 

24m . 
181m 



.42}M 

.48m 

,89iM 



XXVL This shows very nearly the relative amonnt 
of teDsion material required in the several plans; 
while, as previously stated, the amount of compression 
material is not so nearly indicated by the figures and 
expressions giving the amoujU of action (sum of stresses 
into lengths of pieces), as in case of tension members. 
The compression material in Ifo. 8 (the arch truss), is 
undoubtedly more efficient in action than in either of the 
others, while that in No. 9, is unquestionably the least 
so. In fact, this truss will be hardly considered as 
possessing advantages of any kind, sufficient to induce 
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its adoption ; and it will not be considered in the dis- 
cussions and comparisons in regard to trasses of greater 
apaui to which we may now proceed. 
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• TRUSSES WITH SEVEN PANELS. 

Thb Arch Truss. 

XX?7IL In Pig. 11, let wirf - r, and A- ab -J2L. If 

each of the points 6, c, d^ etc., be loaded with a weight 
equal to K7, then, in order that the arch may be in equi- 
librio under the effects of these weights, without any 
action of the diagonals, it is necessary that each section . 
of the arch have the same horizontal thrust, since, if 
one section have a greater, horizontal thrust than the 
one opposed to it at either end, the diagonals alone can 
sustain the surplus. And, that the sections may have 
the same horizontal thrust each must have a vertical 
reach (the horizontal reach being the same for all), 
proportional to]the weight (W) sustained by each. For 
illustration, horizontal thrust being equal to W^, in 

order that this expression may represent a constant 
quantity, h remaining constant, v must be as W. 

Now, ml being horizontal, can sustain none of the 
weight acting at the point m, through the vertical md ; 
hence mn must sustain a weight equal to w. This is 
transferred to no [viii], and in addition to the weight 
at Cy makes 2i0 sustained by no. The latter weight is 
in turn transferred to oa^ and, in addition to the weight 
at 6, makes SiOy to be sustained by ao. The vertical 
reaches, therefore, be^nning with oo, should be as 8, 
2 and 1 ; whence, ob should equal }r, and ne should 
equal f r. 
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The thrust of ao^ then, equals 8m?-^, — 6w^^ --i 
Qw \/A*+K ; whence, amount of action 

on material* =■ (551 + l^vjxu. 

Thrust of on, - 2u?4i, - 6w^, - 
6u; \/E±E.y and material « (5^ + §f)xM. 



Thrust of nm =su?i 






V 



w-^^ Qw\ and material » 6-XM. 



Qw ^^±S!, and material - (?^+ ji;)xm. 

Thrust of ml (a* horizontal thrust 
ofnm), 

Adding these amounts, and repeating the first three, 
we have (i^ + 4|i?)xM, equal to amount of action 
upon the arch when fully loaded. 

Pia. 11. 




The stress of the chord obviously equals the horizon- 
tal thrust of ao^ equal to 3u7-A., m QijL* and is the same 
throughout, when the truss is fully loaded throughout. 
Hence, for the whole chord, we have, stress » Qv^ 
multiplied by length (»>7A), and w changed to m, 
a. 42-^ XM, representing the material required for the 

chord. 

The above are assumed, for the present, to be the 
greatest stresses that any part of the chord or arch can 



* Bj amottnt of action upon mftterial, U meant the stieas of a member 
omltiplied by its length. 
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be subjected to, in any condition of the load ; m?, being 
the maximum weight for any one of the sustaining 
points, 6, Cj dj &c. This is a point we shall be better 
enabled to verify after considering the 

Stresses of Verticals and Diagonals. 

XXVIIL As the diagonals do not act under a full 
load of the truss, the verticals must each sustain a ten- 
sion equal to w^ when the weights are applied at the 
chord ; and, the diagonals acting by tension, serve, 
when in action, to diminish the tension of verticals, or 
to subject them to compression, but can never increase 
their action of tension. Hence, the maximum tension 
stress of each vertical equals w. 

In order to bring the diagonals into action, the truss 
must obviously be unequally loaded ; and, to determine 
the maximum stresses of the several diagonals respec- 
tively, we may begin by removing the Weight at^r ; (see 
Fig. 11 A), and, to facilitate the process, letw^^ represent 
w divided by the number of panels in the truss («= 7 in 
this case), i. e., w" — ^w. Then, the full load of the 
truss bearing with a weight of 8i^, =21m;", at f, ... with 
load removed from gj the bearing at i, equals 2Lw'' — 
6u7", = 16m?'' ; and produces a thrust upon ij equal to 

16m?" v^?±^. Then, taking Jg by any convenient scale, 

on ij produced, to represent the thrust of ij (reduced to 
it" with a numerical coefficient, according to the pro- 
portions of the truss), and drawing qr parallel with jO', 
and meeting jk produced in r, it is obvious that the 
three forces acting a( J, namely, the thrust of ij and jA;, 
and the tension of jgf, will be represented respectively 
by the sides of the triangle Jgr, parallel respectively 
with the directions of those forces ; and may be mea- 

5 
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eured by scale and di- 
viders, or calculated tri- 
gonometrically. • 

Now, it will be seen 
thatthegreaterthe pres- 
sure at i, the greater 
the thrust of j/, repre- 
sented by J3, and conse- 
quently, the greater the 
line jr, representing the 
tension of jgf. But the 
pressure at t, is mani- 
festly the greatest pos- 
sible in the case here 
supposed, except when 
the weight at 5^ is wholly 
or partially restored, in 
which case the tension 
of jj would be wholly 
or partially relieved. 
Hence, it follows that 
the maximum stress of 
jQf, occurs when all the 
supporting points ex- 
cept ^, have their full 
load, and the point g is 
without load. 

Takings then, /? « 
gr, and drawing si par- 
allel with 5/*, Bi will re- 
present the horizontal^ 
and/^ theverticaleffect 
(equal to Zxxf) of the 
action of jj ; the former 



1^ 
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eSect being, in addition to the tension of / 1, resisted 
by the tension of efy while the latter is coanteracted 
by the weight at /, and the tension of fk is thereby 
diminishedi^ bat not exhausted*. But if the weights 
were applied at the arch instead of the chord, then fk^ 
in this condition, would suffer couipressiou represented 

XXIX. If the points g and/ be unloaded, the pres- 
sure at i is reduced to lOu/', and the thrust of ij ■« 10m?" 

v^ A'-t-tp* . Then, taking jq' by the scale, to represent 

this quantity, and drawing gV parallel withj(;, g'r', 
compared with the same scale, will give the stress of 
ff; from which, as in the preceding case, we. obtain 
JV {^ 2w"t), to represent the vertical effect of the ac- 
tion of jj ;. and, there being no weight at /, this force 

* Since the Tettical reach of ^Jl is f that of ij, and their vertical ac- 
tions (lioriaontal thrust, and horisontal reach beinff the same), as their 
rrapective vertical readies, j^ mast react down wara at^', with } of the 
lifting force exerted by ij. Then, if a weight be suspended at g, by 
the vertical Jgr, equal to ^ of the weight bearing at t, the forces acting 
St f through ijy jk, and jg, are in equilibrio. But if the weight at g 
be less than ^ of the pressure at t, the tendency of the point j is upward, 
and exert? a lifting force' upon j^,. But the action of fj, brings into 
play horizontal reaction in jA;, equal to that of fj, which gives j<fc a de- 
pressing action at j, equal to } of the lift of j^. This depressing power 
oijk, depends on forces acting directly or indirectly at k, and which 
go to make up part of the pressure at i. Hence, jk supports at the 
upper end, at k, first, f of tne weight bearing at », in virtue of the 
horizontal thrust received through ij, and second, { of the other ^ 
(when there is no weight at g), in virtue of the horizontal thrust com- 
municated through jjj. Now, g heinsr alone unloaded, the bearing at 
i is 15u>', of which, lOto*^ is received through jA;, in virtue of horizontal 
thrust counteracted by if. and } of the other Sw", in virtue of horizontal 
tlirust counteracted by j^, in consuquenoe of the latter sustaining {of 
said 5u>'. Hence, ;$ sustains ^ or i, while jk sustains ||, or | of all 
the weight bearing at i, when g alone is unloaded ; and dw , therefore, 
is the maximum weight sustained by^'. 

f Since jg represents the action of ^', due to a pressure of 15w' at i, 
and fV, the action of (;, due to a pressure of lOw', it follows that^g' 
■»(?? ; whence ^f^ obviously equals } qr, taidft* ^^ft- Consequently, 
ft' ss Ift. But ft represent* the lift of jQf, s Sto', whence ft' repro^ 
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is expended in causing compression upon fk; and is 
the measure of the greatest compression that member 
can receive through j^. Bat fk is also liable to com- 
pression, or a tendency thereto, from the tension off I 
when / and ^, are loaded, or g alone, and the other 
parts unloaded. This, however, in the former case, 
will never eqaal the weight at /", and in the latter, the 
compression will not exceed that jnst fonnd, resulting 
from action of j^' ; as will be better understood here- 
after. 

Now, asjV represents the thrust ofjky if we take to, 
on JA produced, equal tojV, — raise the vertical vx^^ 
fV^ and join Ar, the line kx represents the resultant of 
the forces to and ft (representing thrust oijk and/fe); 
and 7y^ drawn parallel with to, represents the tension 
of to ;* This is the maximum stress of the diagonal to. 

XXX. For, when the left half of the truss has more 
load than the left hand abutment is required by the. 
statical law to sustain, it is clear that a part of the 
weight on the left, is transferred from left to right past 
the centre through dl\ that being the only member 
capable of effecting the transfer. It is also clear, that 
such transferred weight, together with the weight at «, 
if any, is suRtained by Jk and e£, and causes pressure 
at I, equal to the weight sustained by Ik and tk. Also, 
that this pressure at t, causes a horizontal thrust in y, 
which is all transferred to Ik (except when kg is in ac- 
tion), and gives a lifting power to Ik^ equal* to } of that 
exerted by y (the vertical reach of the former being J 
that of the latter), that is, equal to \ of the weight 

* The Bides of the triangle kx/yt being parallel with the directions 
of the thrust of Vk^ the tension of tk, and the resultant kz^ of the 
thrust oijk and fk, which 4 forces are in eqnilibrio at the point A. 
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transferred by Ik and tk together. But the lifting 
power of Ik is farther increased by J of the weight sub* 
tained byj^, which increases the horizontal thrust of 
Ik^ the same as a like amount sustained by y ; also, by 
I the weight sustained by ek ; this member having 5 
times the vertical reach of Ik. Now, as each one of 
these items results from the weight transferred through 
Jk and ek^ and is greater or less in proportion as the 
last named weight is greater or less (/ and g being un- 
loaded), since all the conditions are the same, except 
as to amount of weight, it must follow that the greatest 
stress of ek^ is when / and g are unloaded, and all the 
other points A, c, &c., are fully loaded — unless it be 
when /and ^,. or one of them, be wholly or partially 
loaded. But any weight at/, increases the thrust and 
lifting power of /A, through increased action of ij and 
j^ both, while it diminishes the amount sustained by 
tk and Uc^ whence the action of ek^ is diminished, inas- 
much as it transfers to A:, a less proportion of a less 
weight. 

Again, weight applied at^r, while/ is unloaded, re- 
lieves the tension of j^, and diminishes its lifting power 
represented by /it' -and vx, and if of suflScient amount, 
relaxes j^, and brings tension upon gk; so that, when 
the weight at g equals w, or W, Ik has a lifting power 
■B ^ pressure at i, less what is due to the horizontal pull* 
oigkj plus, amount due to horizontal pull of ek; while 
the weight bearing at A, equals 9w" (being weight at 
e (a- 7m?") + 2w" through dt). Now if ek lifts as much 
as kg, Ik must have as great a horizontal thrust as ijy 
and be capable of lifting ^ 16w" (a weight bearing at 
t)j e«5 Ji^" ; which taken from 9m?'' bearing at A*, leaves 
8|m7'' sustained' by ek. Then it remains to be seen 
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whether gk sustains more than Sfu?'', so as to reduce 
the horizontal thrust of Ik below that of y • 

With the truss fully loaded except at the point /, ^ 
sustains vertically,16u;'^ whence JA:, having the same hori- 
zontal thrust exerts a depressive force"«§16«?",""10§M/', 
at J, Jeaving a bialance of h^w"^ exerted by y toward 
lifting the W at g. Hence, only l|w" remains as the 
weight sustained by gk. Therefore, the horizontal puU 
of eA, is not less than tha,t oigk^ the horizontal thrust 
of Uc, is not less than that of y , and its lifting power, 
not less than b\ic'\ and ek does not lift more than Z^w\ 
nor as much as when / and g are without load, as de- 
termined by the process above explained. 

XXXI. To determine the greatest stress to which 
t/Hs liable, let the weights at e,/and^ be removed. 
' Then the pressure at i, due to the weights at A, c anil 
d^ equals &w'\ that is, Iv/' for weight at 6, 2w^' for that 
at (?, and 8m?'' for that at d. We therefore take jg" on 
ij produced, to represent the thrust of j;, produced by 
6u7"— draw j'V parallel with jgf, and from q'Y' find/r 
(of course less than ff)y and having taken kt/ on jk 
produced, equal to jV, raise the perpendicular v'xf «■ 
fif\ and draw xy parallel with ek. Then, xy repre- 
sents the tension of eA, from which we find ea''^ repre- 
senting the vertical thrust of el at its maximum. Also 
kg' represents the thrust of kl ; and, having taken W 
on kl produced, equal to kj/^ raise the vertical d'ef^ equal 
to ea," from e\ draw eff^ parallel with dZ, and meeting 
Im (produced, if necessary), in/, and eff represents the 
tension of dL 

We have a short way of verifying the correctness Of 
otherwise of the last result, since we know that, in the 
state of the load here assumed, 6w'\ is transferred from 
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the left to the right of the eeotre^ necessarily through 
the tension of dCj the only ipember capable of perform- 
ing that office. Hence the tension of dl in this case, 
can be neither more nor less than what is due' to a lift- 
ing power equal to 6m?". Then, taking dcf on rfm, to 
represent 6u/\ and drawing the horizontal (^6', we have 
d6' to represent the tension of (fi, and, if t'f^dh\ the 
result is probably correct. We know, moreover, that 
6m?" is the greatest weight ever transferred past the 
centre of the truss, the left hand side having the great- 
est possible load, and the right hand side, the least 
possible. Therefore, di/ represent s the maximum 
stress for dL which is equal to Qw">^^l±J!t 

TXTTTT. If the points h and c alone be loaded, we 
know that 3</7" is transferred through dl^ and there 
being no weight at d^ this lifting force of dU must be 
sustained by the thrust of dm. Having then, found If 
representing thrust of m^, by a process similar to that 
by which we obtained {/'in the preceding case, that is, 
commencing with jj"', representing the thrust of j; 
under a weight equal to 8a?", we take mg' =■ {/*',* on Im 
produced, raise the vertical g[! equal to a line repre- 
senting 8u?", and draw i'^' parallel with cm, when we 
have i'^ to represent the tension of cm. 

XXXECL Or, we may take oV on ao produced, to re- 
present the thrust of ao, due to the vertical pressure 
(« 11m?") at a, resulting from the weights at h and c, — 
draw the vertical VVy representing 7m?", =■ weight at 6, 
and cutting on produced in m', and Vm' represents the 
lifting force exerted by 6n; as is made obvious by 
forming the parallelogram iV, upon the diagonal om\ 

*^ i^ andy shown in Diagmm B, to ay old complication 
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Take ho' = Pm', and draw the horizontal o'p', then Jj/ 
represents the tension of to, and om\ the thrust of en. 
Take wflf^,=» om', on on produced, draw ab^ » 6p', paral- 
lel with 6n, and, from 6^, let fail 6^Cy representing the 
weight ( »7 w") at c, and the part below nm^ represents 
the lift of c7n, whence we derive the tension of cm. 
The result should be the same as that obtained by the 
former operation. 

XXXIV. If the point b only, be loaded, we may 
take ok!' to represents the thrust of ao resulting from a 
pressure of 6iO" at a, let fall hf'l" cutting on in /w", to 
represent the 7i(?" at 6, and m"l" represents the vertical 
lift of 6/1. Make bo" = m!'l"^ and draw the horizontal 
o"p"y and we have bp" representing the tension of bn. 
This is the maximum stress of to, since 6n, can only 
sustain the weight at ft, less the excess of lifting power 
of ao over the depressing power of on, both having the 
same horizontal thrust; which excess is represented 
by k'm' and hf'm!'^ and is least when the weight bearing 
at a is least. But the bearing at a (and the lift of ao), 
can never be less than f of the weight at 6, and l^'m" 
etc., can never represent less than ^ weight at 6, or J 
of the lift of OLO ; whence m"l" etc., can never represent 
more than f weight at b ; consequently to can never 
sustain a weight greater than hw" which is the amount 
represented by m"l" when b is fully loaded, and the re- 
mainder of the truss without load. 

XXXV. With regard to (?m, no simple and conclu- 
sive reason presents itself, why the result above ob- 
tained for the stress of that member when b and c alone 
are loaded, is the actual maximum. But, as the 
assumed condition is precisely analogous, as far as the 
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case permits, to the conditions under which all the 
other diagonals have been shown to suffer their maxi- 
mum stresses, it is reasonable to conclude from analogy, 
and the general nature of the case, that we have ob- 
tained the true maximum stress for cm. Should there 
be doubt whether some supposable distribution of load 
upon the truss, would not produce greater stress than 
that above shown for the member in question, it is 
presumed that such doubt would readily be set aside 
by an analysis similar to what has already been gone 
through with. 

TJpRiOHTS, OR Vertical Members. 

XXXVI. It has already been seen [xxviii], that the 
maximum tension of verticals equal W7, throughout. 
"We have also seen [xxxiv], that the lift of 6n, is always 
less than the weight at b ; consequently 06 is never ex- 
posed to compression, unless the load be applied at the 
arch, which will seldom be found advisable. 

When cm exerts its maximum lift, the point c is 
loaded, and the lifting force of cm is all expended upon 
the weight at c. But when the point b alone is loaded, 
am exerts a lift, which is the measure of the maximum 
compression of en, resulting from tension of cm, since 
any weight at the right hand of c, would bring more 
or less downward action at the point m, thereby reliev- 
ing some of the tension of cm, and consequently, 
diminishing its compressive action upon bn. The com- 
pression exerted upon en by the tension of cm, is found 
to be about equal to 2u7^', and very nearly the same as 
that exerted byjgf, and represented on the diagram by 
fV [xxix], 2w"y then, may be regarded as the maximum 
compression of en, 

6 
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The vertical dm^ can never suffer compression to ex- 
ceed 8 w''^ » greatest weight sostaiued by dl when d is 
without load ; and if d be loaded, so as to add to the 
lifl of dl^ any weight at d^ relieves dm of 4 pounds of 
compression, to every three pounds added to the lift 
of dl^ so that Iw" at d^ while it increases the lift of dl 
from Zw" to 62^7'^, changes the action of dm^ from com- 
pression of 3w?'', to tension of Iw''. 

XXXYIL Having determined the maximum weights 
sustained by the several diagonals and verticals, we 
proceed to ascertain their respective stresses, and re- 
quired amounts of material ; as depending upon the 
length of each member, multiplied by its maximum 
stress. 

The greatest weight sustained by j^, as measured on 
the diagram, and verified by calculation, is equal to 
810", or f w ; and the length being equal to \/tf+^i;*, the 
stress equals {\/^+^u7, and the required material 

•equals (|^^+ j«g t?)m. The 4 diagonals gk, eA, hn and wrf, 
sustain , each, a maximum weight of 6u?", [xxxiv], with 
length = \//i2+ j|y^. Hence, stress equals ^\/ A'4- H^' ^^i 

and, material for each, «■ (y^+ liS^)^* 

The four remaining diagonals sustain each a maxi- 
mum weight of 6u7", « jfu;, with length » \/ A' + 1?% 
giving stress equal to | \/ A' + e «?, whence material 

equals (y^ + ft?) M. Then, multiplying the last two 

coefiKcients of m by four, and the preceding one by two 
for the number of pieces in each class ; adding tho 
ppoducts, and annexing the common factor M, wis 
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obtain for the ten diagonals, an amount of material 
equal to (7.14^'+5.626p)m. 

The aggregate length of verticals, equals 4f y, and 
their greatest tension stress equals w. Hence, 4.666(7,M 
represents the amount of tension material they re- 
quire. 

The two longest verticals sustain a maximum com- 
pression of dio" [xxxvi], or |i(?, with length =-* v. 
Hence material =i0.857i?M, The two next in length 
sustain compressionsf 2(7, with aggregate length » l^o^ 
and require compression material =-> 0.4762;m,. mak- 
ing the whole amount of required material, as repre- 
sented bj the amount of action by compression on 
verticals=i 1.383m. 

We have, then, material for the whole truss, as re- 
presented by the amount qfacthn^ as follows : 

Under Compression^ 

Arch, [xxvii] (42i' + 4§i?)M 

Verticals, l^r)M 

Total,... (42i' + 6i;)M 

Under Tension. 
Chord, [xxvn] (42|' m) 

Diagonals, '. (7.14^ + 6.626r)M 

Verticals, 4.666i?M 

Total, 49,14^"+ 10.292i;^M 

Making A »■ t? » 1, these amounts become : 
Under Compression, 48m. Under Tension, 59.4S2M.'*' 

* The difference between this result, and that given in the Bynopeis 
on page 20 of my original work, arises from the iact that one was 
based on a circuLur arcb, and the Btresses takun from the diagram, and 
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XXXni. The preceding results are based on the 
assumption [xxvii] that the maximum tension of the 
chord, and the maximum horizontal thrust of the arch 
in all parts, are equal to the horizontal thrust of the 
end sections of the arch when the truss is fully and 
uniformly loaded. Although this may seem self- 
evident, it may not be amiss to make particular men* 
tion of some of the conditions affecting the case, which 
may lead to a better understanding of the subject, if it 
fails to amount to an absolute demonstration. 

The arch and chord obviously act and react upon one 
another horizontally from end to end, and, as weight 
removed from any part of the length, diminishes the 
amount of bearing at both ends, which bearing go- 
verns the stress at the ends, it follows that the ends, at 
least, of both arch and chord, have their greatest stresses 
under a full load of the truss. 

It is obvious, also, that no part of arch or chord can 
have greater stress than the ends, unless it be commu- 
nicated by the tension of diagonals. When the acting 
diagonals all incline one way, their united horizontal 
action only equals the difference between the horizon- 
tal thrust of the two end sections of the arch, and the 
action of chord and arch can no where be greater than 
at the end from which the acting diagonals incline. 

When acting diagonals incline inward from the ends, 
the intermediate portions of chord and arch are under 
less stress than the end portions, and consequently, 
less than they sustain under a full load of the truss. 
But when acting diagonals incline outward, toward the 

the other, on a parabolic arch, and stresses mostly calculated numeri- 
callj ; and, from the farther Debet that in one case, the weight was as- 
sumed to be applied at the arch, and in the other, at the chord ; the 
former producing more compression, and the latter, more tension upon 
the uprights. 
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ends of the truss, the iDtermediate portions of arch and 
chord are under horizontal stress greater than that of 
the end portions, by an an^ount equal to the aggregate 
horizontal action of all the acting diagonals inclining 
toward the respective ends. 

ITow, as no more than two diagonals inclining toward 
the end bearing the greatest weight, can be in action 
at the same time, in a seven panel truss, the question re- 
solves itself into — whether two diagonals acting in one 
direction, can ever exert force enough to over balance 
the loss of action of the end section, resulting from di- 
minished bearing at the abutment, consequent upon 
the removal of load, on which removal, the action of 
diagonals depends ? 

As to that question, the removal of weight from the 
central portion of the truss, must bring into action in- 
wardly inclined diagonals, while removing weight from 
one end only, can bring into action no diagonals in- 
clined toward the full loaded end, whence the weight 
bearing at that end indicates the greatest stress of any 
part of chord and arch which, of coarse, is less than 
under the full load of the truss. 

There remains then, only the case of removal of load 
from both ends of the truss, which can produce any 
considerable action upon diagonals inclined outward, 
so as to give greater stress to the middle, than the end 
portions of the arch and chord. If the weights at 6 
and g be removed, the pressure at each abutment is 
diminished by J of the maximum, or, by ^w"\ andjgi, 
sustaining only Zw" at the maximum, and having the 
same inclination as ij^ its horizontal action could only 
balance the effect of Zw" removed from ij ; while ek, 
even if it sustained its greatest weight of 5w'\ as it 
evidently does not, in this case, would only exert the 
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Bame horizontal action as y would do under 8w'^. 
Hence these two diagonals, under their maximum 
stresses, which neither suffers, in the present case, 
would only compensate f of the loss on stress, of arch 
and chord, due to removal of weight from the truss. 

It may, therefore, be regarded as a matter of extreme 
probability, if not a rigidly demonstrated fact, that the 
arch and chord of an arch truss, undergo their maxi- 
mum stress in all parts^ under the full uniform load of 
the truss. 

It is hoped and believed that the foregoing illustra 
tions of the manner of determining the strains of. the 
several parts and members of an arch truss of sevea 
panels, will be sufficient to enable the same to be done 
in the case of trusses of any de&ired number of panels. 



'.♦. 



THE TRAPEZOIDAL TRUSS. 

So designated from the figure of tU' outline, 

XXXIX. This truss may be constructed with dia- 
. gonals and verticals, a&in Fig. 12, or without verticals, 
except at b and ^, as seen in Fig. 13. To explain the 
operation of these trusses, and determine the maximum, 
stresses of their various parts, we may use the same no« 
tation, generally, as heretofore ; that is, let h represent 
the horizontal, and v, the vertical reach of the diagonal 
or oblique members, and d, the length of diagonals. 
Also, let w represent the greatest movable load for a 
panel length, supposed to be concentrated at the nodes. 
b^ (?, d etc., of the lower chord ; and, let v/' be equal 
to tr, divided by the number of panels in the truss (7, 
in this case), t.e., let w « 7tr". 

Then, supposing the diagonals (Fig. 12), not includ- 
ing the king braces, ao and ij at the ends ; the verticals 
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ob zxiAjg^ and the lower chord, to act by tension ; and 
the upper chord, or boom, the king braces, and the 
four intermediate verticala, to act by thrast, or com- 
pression — if a weight (to) be applied at 6, it will ob- 
vioQsly cattse a downward action equal to w'' at tV and 
one equal to Qw" at a. 

Fia 12. 
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Now, from what has already been seen, in the discus- 
sion in relation to Fig. 10, the weight acting at i, can 
only do so by acting successively, or simultaneously, 
upon bn^ and each diagonal parallel with bn on the right, 
by tension, and upon each compression upright and 
the king brace y^ by thrust; causing upon each of 
these 10 members, a stress equal to w" upon Tei*ticals, 
and equal to w''^ upon obliques ; b representing the 

length of obliques, or diagonals. 

A weight {w) at e, in like manner, causes a pressure 
Cf(2u/' at t, through cm^ and other diagonals inclining 
to the right, on the right hand of c. Also, a pressure 
oibu/' at a. But co being the only member that can 
transfer weight from c to the left, and, co and bn be- 
ing antagonistic — stress upon the one tending to relax 
the other, the result must be, that both can not act at 
the same time, from the effects of weight at b and e, 
and only that one can act, to which the greater weight 
is applied; and that, only with the excess of weight 
acting upon it, over what is acting, or tending to act 
upon the others Kow, as the load at c, tends to throw 
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a weight of 5w" upon co^ while the load at b tends to 
throw Iw'' on in, the former tendency must prepon- 
derate — CO must sustain iu/', while bn is relaxed, and 
the whole weight at 6, is sustained by the tension of 06. 
In reality then, cm sustains | of the weight at Cj and 
none of that at b. 

Stilly the result is the same, as to pressure at a and 
t, the former point supporting 7w" ,=■ the whole of the 
load at 6, plus 4m?" of that at <?, making llw/', =■ pres- 
sure due at a, from the weights at b and c, while the 
point i supports 32^?'^ all out of the weight at c. Thus, 
CMy dl etc., sustain the same proportion of the aggre- 
gate weights at b and c, as if each weight acted sepa- 
rately, and independently of the other. 

Again, applying a weight {w), at ^, 8u/' tends to bear 
at i, and 4u?" at a, through dn and co. But as we have 
dw" tending to act on cm, as already seen, this is neu- 
tralized by the tendency to action upon dn^ and only a 
surplus of lw'\ really acts upon dn in this case, while 
the 6u?'', = pressure due. at f, from the weights at 6, e 
and d^ is all made up out of the single weight at rf, 
and the whole of the weights at b and c, together with 
Iw'^ from that at ^, comes to bear at a, giving a pressure 
of 15t(?", at that point; still the same as if each weight 
acted independently of the* others. And, in general, 
each diagonal, at all times, sustains the preponderance 
of weight tending to act upon it, over that which tends 
to act at the same time upon its antagonist. Hence 
the greatest weight sustained by any diagonal, is when 
all the weight tending to act upon it, is upon the truss, 
and none of the weight tending to produce action upon 
its antagonist, or counter. 

Thus, when b alone is loaded, Iw'' is sustained by 6n, 
but when any point on the right of 6 is loaded, there is 
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tendency to action by co, and the action of bn is de- 
stroyed or diminished. Therefore Iw'' is the maximum 
weight sustained by bn. Wh^i b and c alone are 
loaded with, the weight {w) at each, cm sustains 8id^% 
as already seen, with no tendency to action in dn. 
But if rf, or any point on the right of c, be loaded, there 
is tendency to action in dn^ which must diminish or 
destroy the action of cm. Hence, cm sustains its max- 
imum weight («■ 8m?''), when the points b and c alone 
are under their fuil load. And, it must be obvious 
that the maximum weight is sustained by each d&gonal 
inclining to the right, when the point at its lower end, 
and all the nodes at the left are fully loaded, and all 
those at the right are without load. Hence we esta* 
blish the following easy and expeditious practical method 
of determining the maximum weights and stresses 
upon this class of members, in trusses with any number 
of panels. 

XL. Having made a rough diagram of the truss, as 
Fig. 12, for instance, place over the nodes o, n, m, &c., 
the numbers 1, 2, 8, &c., high enough to admit of a sec- 
ond series under the first, formed by repeating the 1 
under itself, adding the 1 and 2 together and placing the 
sum (3), under the 2 in the tipper series.. Then add 1, 
2 and 8, and place the sum (6) under 8, and so on, plac- 
ing under each figure of the upper series, the sum of 
that figure, and all those at the left, in said upper series. 

Then, it will be seen that each figure in the upper 
line, prefixed to w'\ shows the pressure caused at the 
right hand abutment, by the weight (w?) directly under 
the figure, e. g.j the upper figure 8 over dj indicates 
that 8w^^ is the bearing at i^ produced by the weight 
{w) at dj and so of the other figures in the upper line. 
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In the mean time, the figures in the lower line, show 
the accumulation of the effects of the different weights 
upon successive dii%onals from left to right. Thus, 
the figure 6 Qver the point d, shows that dl sustains 
6i^", =s pressure due at i, from weights {to) at ft, e and 
dj when those points only are loaded ; in which case, 
dl sustains its maximum weight, as before seen. 

In like manner, the figures 10 & 15 over eand /, indi-. 
cate that lOto'' and LSm?", are respectively the maxi- 
mum weights sustained by ek and fg^ while 21w'^ («■ 
B\c)y equals the maximum weight sustained by ij, (by 
compression, of course), when the whole truss isloaded. 

XLT. Having thus ascertained the greatest weights the 
several oblique members are liable to. sustain (those 
inclining to the left being obviously e^fposed to the 
same stresses as those inclining to the right), we find 
their maximum stresses by rule 4, [xvi]; i. e., multiply 
the weight by the length, and divide by the vertical 
reach of the member. Thus, the ma ximum compres- 
sion of ?J, equals 8m?-, « Sw ^ti -+ g\ and the repre- 

sentative o£ required material, is (— + Zv) m. 

The maximum stress oi ek equals l(h^"-? -■ 
\%iO v^^+i! and its representative for material is 

(i 8^ + li}r)M. Or, the lengths and inclinations being 
the same, we may take the aggregate maximum weights 
sustained by tension diagonals, reduced to terms of w^ 
multiply by the square of the common length, divide 
by I?, and change w to m. The ten tension diagonals 
sustain maximum weights equal to w" multiplied by 
twice the sum of all the figures in the lower line over 
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the diagram, except the last, making lOw'^^lOw^ and 
require material • (lO^ + lOi?) m. 

The tension verticals 06 and J^, sustain the weights {w) 
acting at b and jr when the truss is fully loaded, which is 
their maximum stress, and they require material for 
the two,^"* 2vu. 

The thrust uprights d and /A, receive and sustain 
the maximum sustained by dl and ek respectively, 
which are the measures of their respective stresses of 
compression, being 6w^' for e/, and lOw^' for fk^ and 
the same for dm and en, making an aggregate weight 
of 4|u7, whence, their representative for material is 

XLII. With regard to stress of the lower chord, the 
tension of ac equals the horizontal thrust of ao, and of 
course is greatest when ao sustains the greatest weight ; 
which is-manifestly under the full load of the truss. The 
tension of cd equals the horizontal thrust of ao (through 
ac\ and the horizontal pull of oc ; and must be greatest 
when the combined action of ao and oc is greatest. Now, 
although the weight borne by oc is greater by lo'' when 
the point b is unloaded, than under the full load, on 
the other hand, the weight on ao is less by 6w'^^ so that 
the combined action of the two members, must be 
greatest when the truss is fully loaded;' since no other 
^change can increase the action of either. 

Again, de sustains the horizontal action of oo, oc and 
ndy when the truss is under a full load ; dl and em being 
inactive iu that case, since the tendency to action is the 
same in each, whence neither can act. Therefore nd 
sustains simply the weight (w) »t d; oc sustains the 
two weights at c ^nd rf, — 2m?, while ao sustains the 
same, with the addition of the weight at 6, making 6w 
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Bustained by the three members contributing to the 
tension of de. Now while the maximum wfeights sus- 
tained by oc and nd, exceed by only 4w/' what they 
sustain under a full load, neither can be brought under 
its maximum stress, without removal of load from b 
in one case, and from both b and c in the other, thereby 
diminishing the weight on ao^ by 6w'^ in one case, and 
by lli^" in the other. Hence the stress of de is greatest 
under a full load of the truss, and as already seen, 
equals the horizontal action of weight equal to Qw upon 
oblique members of vertical reach equal to v, and hori- 
zontal reach equal to A. The maximum stress of dey 

then, equals 6u?-, and that of cd equals the same, less 
the horizontal pull of dUy due to the weight {w) at dj 
and is therefore equal to 5w-. 

We have for the lower chord, then, one section, de 
(with length equal to A), exposed to stress b6u7-^ 

Two sections, cd and ef. with stress «= 6m?- 

Four do., ac and^, » 8m?-; 

whence, adding, multiplying by A, and changing w to 
H, we have to represent required material, 28— m. 

XLin. It is scarcely necessary to state that the ob- 
lique members ao, and oc, exert at o in the direction 
from to n, the same force that they exert in the op{^ 
site direction upon cd. In fact, the thrust of (m^ and 
the tension of cd^ simply act and react upon one ano- 
ther through the media of ax>^ oc and ac, whence the 
compression of on^ must be just equal to the tension of 
cd; and furthermore, the thrust of nm is the indirect 
counteraction of the tension of de; and, as the two 
forces are in opposite and parallel directions, they must 
be equal, being in equilibrio. Also, mlk must sustain 
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the same compression as nm, throughout^ since the 
diagonals meeting the chord at m and ly are inactive 
under the full load of the truss. Of course, kj is liable 
to the same maximum action as on. 

From what precedes, it cannot fail to be obvious 
that the maximum action of all parts of the upper chord 
occurs at the same time with that of the lower chord, 
namely, under the full load of the truss. We have 
then, two sections liable to a compression of SwAj &i^d' 

three, liable to 6w-; whence the representative of 

required material, is 28— m. We may now sum up 
the material for the truss, required to support the as- 
sumed movable load through all the changes liable to 
take place, as follows : 

Material tender Oompressim, 
Chwd, (28^ XM 

King Braces, [xli] (6^+6»)m 

Poste, [XLI] 44t;)M 

Total, (84^' + 104i?)M 

Under Tension. 
Chord,[xLii] .'. (285- x m 

Diagonals, [xli] (10^+10i?)m 

Verticals, [xli] 2yM 

Total, (88^+ 12i;)M 

Making A =» r ■■ 1, we have : 

Compression material, b444m 

Tension material, =»50m 

For Arch Truss, Comp. Mat., [xxvii] = 48m 

" *< Tension do., « 59m 
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XLIV. A trapezoidal truss without verticals (ex- 
cept at one panel width from the ends), is represented 
in Fig. 13. The members ob and oc^ as alsoj^ ^^^fj\ 
are supposed to be so formed and connected tui to act 
by tension only, and the other diagonals^ so as to be 
capable of acting either by thrust or tension. 
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If a weight {tD)j be applied at ft, it will cause a bear- 
ing of lt£/' at i, and 6u)" at a, the same as in the cade 
of Pig. 12. Now, this weight at 6, might (if 6n were 
removed, and oc were capable of withstanding com- 
pression), be suspended entirely by o6, and supported 
by ao and oc, in proportion to the bearing produced 
by it at a and i respectively. But as 6n is able to act 
by tension, and oe unable to act by thrust, the 6y/' 
bearing at a, acts through bo and oa^ while the lu/' 
bearing at i, n^ust first act by tension upon bn ; secondly, 
by thrust upon nd^ since that is the only member meet- 
ing 6n.at n, capable of sustaining weight. Hence, the 
action of the weight is transferred to (/, and through 
dl to I, thence to/, and so on through jgf, and^'i, to t&e 
abutment at /; acting alternately by tension and 
thrust, upon six oblique members, producing the 
same amount of action (» w"^^ upon each. 
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Another weight (w) at c, must cause pressure at i, 
equal to 2w'\ and at a, equcl to 5m?". The action there- 
fore, must be divided between cm and oc, in the pro- 
portion of 2 to 5, producing alternately tension and 
thrust, through the points m, e, A, g^j to i ; oii the right, 
and through co and oa^ to a, on the left. 

Thus far, the weights have acted upon independent 
systems of oblique members (except as to king braces), 
neither weight acting upon any member acted on by 
the other. But when a weight (w) is imposed at d^ it 
must act upon the same members acted on by the 
weight at 6. The ^u/' to be transferred to t, must act 
by tension upon rff, in concert with the Iw" of the 
weight at b. But the pressure at a, must be increased 
by 42/?", which can be transferred from rf, only through 
tension of c/n, and dn being previously occupied in 
carrying 1m?'' from 6, by compression, it followp^ since 
the same member can not be under compression and 
extension at the same time, that the greater force must 
preponderate, dn being brought under tension due to 
the difference of 4m/' tending to act by tension, and 
lw"y tending to act by thrust, the action of dw, being 
changed from thrust under It/?", to tension under 3m?". 
All the weight at 6, then, is sustained by &o, together 
with 8m?" from weight at d^ making 10m?", which, with 
6m?" from weight at c, makes 15m?" » pressure due at a, 
from weights at 6, c and d. 

In the mean time, the weight at d^ having obstructed 
the passage of 1m?" from b to the right hand abutment, 
has been obliged to make compensation, by sending 
4m?" of its own gravitating force, nstead of 8m?" owed 
by it to the bearing at i. 

Similar changes of action take place when another 
weight {id) is applied at e ; which tends to throw 8m?'' 
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by tension upon em, while the weight ate tends to throw 
2w" upon it by thrust, as seen above. The result is, 
that cm sustains Iw" by tension, and cm, \w" by thrust, 
while CO sustains the whole weight at c, in addition to 
1m?" from e. 

Again, a weight {w) at /, tends to throw 2w" upon 
/if, to act by tension ; but as^Z is already occupied by 
4i(?" acting by thrust, / is obliged to depend entirely 
upon fj ; at the same time turning back 2w'\ and re- 
ducing the weight previously on (/", by that amount, or, 
to 2w". 

In like manner, a weight applied at ^, finds gh sus- 
taining 6m?" by thrust, whereby it is prevented from 
Rending Iw" (due from it at a), to the left, through 
tension otgk. Hence, the whole weight at ^is sustained 
byjl^, and the weight acting on kg is reduced to bw'\ 

XLV. Thus we see that each diagonal (except oc and 
jf;, excluded by hypothesis), is liable to compression 
from weights at certain points, and tension from 
weights at other points ; and, it is ma^i^st that the 
greater stress of either kind, on each diagonal, is when 
all the weights are on the truss, which tend to produce 
upon it one kind of stress, and none of those which 
tend to produce the opposite stress. 

Hence, if we place the numbers 1, 2, 3, &c., over the 
diagram, as in case of Fig. 12. [xxxix], it is clear that 
only alternate weights act upon the same system of 
diagonals; that only weights under the odd numbers 
1, 8 and 5 act upon diagonals meeting the lower chord 
at points under those numbers; and so of the weights 
under the even numbers 2, 4 and 6. We therefore 
form a second series offigures under the first, by placing 
under each odd number, th^ sum of that number and 



Tbapezoid without Vebticals. 57 

all the precediQg odd nambers, and under each even 
number, the sum of that and all preceding even num- 
bers. Then, the number in the second line, is the co- 
efficient of w"^ to express the maximum weight acting 
bj tension upon the diagonal inclining to the right, 
from the point under that number, and by thrust, upon 
the diagonal meeting the former at the upper chord. 

For instance, the figure 4 in the second line, over </, 
shows that dl and (/*, sustains 4iW"^ the former bj ten- 
gion, and the latter by thrust. This is the weight 
which must bear at t, in consequence of the weights 
at b and d^ the only weights that can produce those 
specific actions upon those members. On the contrary, 
this action upon dl and (/*, is only liable to diminution 
from weight at /, which tends to throw 2i^'' upon the 
* left abutment through tension of fl and thrust of dl^ 
and consequently diminishes the action upon those 
members, due to weights at b and d. Therefore, 4m?" 
is the greatest weight sustained by dl and If^ and 2w"^ 
the weight sustained by them when the points 6, dy and 
/are loaded, whether the other nodes are loaded or 
not. There is, however, an alternative in this case, 
which will be noticed hereafter. 

The figure 1 over 6, indicates that bn sustains Iw" 
by tension, and nd the same by thrust, which action is 
reversed by weights at d and /, which tend to throw 
6m?" upon these members, namely, 4m?", from d, and 
2m?" from/. Hence, bn is liable to 1m?" by tension, and 
6m?" by thrust, the latter, when d and / are loaded, 
and b unloaded ; and tp iw" (acting by thrust), whc^ 
all the three points are loaded. 

Then, if we form a third series of numbers under 
the second, by reversing the order of the second, the 
one series shows the tension, and the other the thrust 

8 
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to which a memher is liablQ. Bat as thrust action is 
not received by any diagonal directly from the weight 
producing it, but from a tension diagonal meeting it at 
the upper chord, we do not learn the thrust of a dia- 
gonal from the figure over it, at either end, but from 
the figure over the foot of the diagonal by which the 
compression is communicated. 

Having arranged the diagram as above explained, 
we form from it a table of greatest weights sustained by 
the several diagonals, and stresses produced thereby, 
both of tension and thrust, remembering that tension 
weights are shown by one series of figures and thrust 
weights, by the reversed series. 



DiagofiaU. 


Compression, 
Weiffhts. 8(re$8et, 


Teiuion. 
W<itffht$. Slreit$. 


Under full load, 

WHgMs. 
Tax. Tkk, 


bn and kg^ 


6m?" 




Itt" 


9 


5w" 


cm and If, 


4« 


9 


2 « 


2a;"? 

9 


2ii/' 


dl and me^ 


2" 


9 


4 « 


4«/'? 

9 


2m/' 


ek and driy 


1" 




6 " 


6w"? 

9 


5 « 

« 


fj and CO, 



18 


» 


9 " 


9t*"5 

9 


9 « 




22 





Adding and doubling the several weights, we deduce 
the representatives of material. 
Under Compression, • (8|- + 8iJr)M 

Under Tension, (6jj/** + 6ft;)M 

The 2 verticals sustain each 12w'% giving SfvM 

The king braces ao and y, sustaid Bw each, 

requiring material for the two «= (6— + 6v)u 

XLVL The stress of chords is, as in case of Fig. 12, 
due to action of obliques, and may be fairly assumed 
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to be greatest under a fall uniform load of the truss. 
The brace ao has a horizontal thrust «« 21m;' —, « ten- 
sion of ab. The thrust of bn (under the full load), adds 
W^ at 6, making 26m?' - =- tension of be. This is in- 
creased by 9m?"— for tension of oc, and by 2w"^ for 
thrust of cm, making ZW^ for tension of cd; and, add- 

A * A 

ing 5i^ — for tension of dn, and subtracting 2m/ — for 

tension oidl in the opposite direction, we have 40m;''— 

*f tension of de. 
We have then, 1 section sustaining 40m;"-=«40z(7"^ 

2 " " 87 " 74 " 

2 " " 26 " 52 « 

. 2 « " 21 " 42 " 

Making a total stress-«208M?"-a»29f M;-actinguponsec. 
tions of a common length equal to A, and therefore, 
requiring material represented by 29iJ-M. 

Upon the upper chord, we have the horizontal action 
ij and jjy producing compression equal to SOm;"^ upon 

jk. Add for horizontal action of ek and kg^ 10m? - 

making 40m? -»stress of kl. Again, add 4iW" for 

horizontal action of If and Id^ and we have 44u? - -■ 

thrust of Im. 

Thus, we have for the whore upper chord, 184m? - 

-■ aggregate stress upon sections of the common length 
equal to h Hence, representative- for material »■ 
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Aggregate for whole THiss. 



Material under Campremon, 

Chord, (26?^*XM 

Diagonals, ... (8|^V8iJt?)M 
End braces,... (6^*+6i?)m 



Total, (k~+9fi;)M 



Under Teneian. 

Chord, (294~XM 

Diagonals,... (6|- + 6f v)m 
Verticals, 8fyM 



Total, (36^ + 9fMu) 



Making A = t? «= 1, Comp. 46.714m. Ten. «= 45.714m. 
Grand total, .' 91.428m. 

We have here a little over 8 percent lees action upon 
material, than in case of trass Fig. 12, with verticals. 
The difference is a little less than was shown in my 
original analysis, that being based on trusses loaded 
at the upper, and this, at the lower chord ; the former 
giving a trifle more action for the truss with verticals, 
and a trifle less for the other. 

Moreover, the difference was made to show greater 
Btill, by assuming that deductions might be made on 
account of certain diagonals being liable to two kinds 
of action. For instance, it was supposed that a mem- 
ber formed to sustain a considerable tension stress, 
might also sustain a small compressive force without 
additional material (not at the same time, of course), 
which is undoubtedly 0txe case, on certain occasions ; 
especially in the use of wooden trusses. This would 
give still greater apparent advantage to truss 18, with 
regard to economy of material. 

XLVIL There is, however, another view as to the 
action of load upon truss Fig. 18, which may modify 
the results above shown to a small extent 
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If we strike out the diagonals cm and mCy and also 
dl and Ify all the determinate forces necessary to sustain 
nniform weights at the nodes of the lower chord, 
would be exerted by remaining members, although we 
have assigned to those members, each, the sustaining 
of weight equal to 2w'' under the full load, and twice 
that weight under certain conditions of partial load ; 
and it is quite certain that they are necessary to the 
stability of the truss when partially loaded. But with 
both halves loaded uniformly, the weight upon each 
half could be transferred to the nearest abutment, pro- 
ducing equal thrust in both directions upon the central 
portiot) of the upper, and equal tension in opposite di- 
rections upon the lower chord ; whereas, with one-half 
loaded, there is no means by which the pressure due 
at the farther abutment could be transferred past the 
centre, without oblique members in the centre panel. 
Still, which mode of action takes place under the uni- 
form load, when the diagonals are in place, is a matter 
involved in a degree of uncertainty. If the centre dia- 
gonals do not act, under the uniform load, then ek and 
jgf must sustain each 7m/', instead of 6u/' for the former, 
and 9w*' for the latter, as above estimated. Also, kg 
would sustain Iw^^ by thrust, and different results 
would be produced as to stresses of various parts of 
upper and lower chords. 

The maximum stress for €& and e2n, and for nb kg, would 

be 7w"^ instead of 6^?"?, as found above, and would 

occur under the full, instead of the partial load. The 
tension of gj and obj also, would be increased to 14tw'\ 
The weight sustained by j5» would be only 7u/' under 
the full load, though liable to the same maximum 
weight of 9io'!j under a partial load. 
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For the lower chord, we should have the same co* 
efficient, (21) oiw"- to express the tension of ab and ig^ 
28 for bCy 85 (a decrease), for cd^ and 42 for de. 

For upper chord, the co-efficients of w"- would he 

28 for on and ^*, and 42 for the three middle sections; 
no action being imparted by diagonals at m and 2. 

XLVIIL This uncertainty of action has no place in 
trusses of an even number of panels, as in such cases, 
no transfer of the action of weight can be supposed to 
take place past the centre, under a uniform load, with- 
out involving the absurdity of supposing the same 
member to carry weight by tension ai\d compression 
at the same time ; except, however, that in case of 
diagonals crossing two panels, or having a horizontal 
reach equal to twice the space between nodes of th« 
chords, there will be diagonals filling the same condi- 
tion of crossing in the centre of the truss, both vertically 
and longitudinally, as in Fig. IS. 

We may obviate mostly, any mischief liable to result 
in cases of the kind under consideration, by estimating 
the stresses upon the several parts under both hypo- 
theses, and taking for each member the highest estimate, 
which will vMsUy meet all contingencies. Estimating 
action upon truss 18 in this manner, we obtain the 
following representative expressions for material : 



Ccmprtsaion* 

Chord, 26^XM 

Diagonals, (4^+4rM 

End braces,.... 6-+6v)m 



Total, (86?^ + 10i?)M 



Chord, 80 ^x M 

Diagonals,... {^+^v)u. 
Verticals, 4vH 



Total, (87 yj 10i|»)M 
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Making A — i? — 1,. These expressions give, Compres- 
sion material «* 46.855m + Tension do, 47.714m » total 
94,57lM. 

This shows an aggregate amount of compression and 
tension action, identical with that of truBS Fig. 12, 
[xlul] 

Decussation and Non-deoussation. 

XLIX. The elasticity of materials affords a means 
of answering the question as to decussation of forces 
through diagonals crossing in the centre of the truss, 
vertically and longitudinally (as in Fig. 13), in specific 
cases. But the results will vary in trusses of different 
numbers of panels, and different inclinations of diago- 
nals. 

Suppose the truss Fig. 18 to be so proportioned that 
the maximum stresses of the several parts and members, 
will produce change of length equal to £, multiplied 
by the lengths of parts respectively ; the vertical 06, 
■■ I?, being the unit of length. Then, the truss being 
uniformly and fully loaded, and the chords being under 
their maximum stress, the upper chord is contracted, 
and the lower one extended at a uniform degree ; and, 
if the diagonals be unchanged in length, their vertical 
and horizontal reaches have not been changed by the 
change in length of chords. Hence, the distance be- 
tween chords is not altered by change in their length. 
But th6 diagonals being under stress, by which some 
are extended and others contracted, according to the 
stress they are under, as compared with their maximum 
stresses respectively, the nodes of the chords are al- 
lowed to settle to positions below what they are brought 
to by the mere change in lengths of chords. 
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Hence, the panels are (generally) thrown into more 
or less obliquity of form, in consequence of inequality 
in length of diagonals in the same panel. But the 
centre panel can not assuniie obliquity, because any 
tendency of forces to change the length of one dia- 
gonal, is attended by a like tendency of equal forces to 
produce exactly the same change in the other ; so that 
the vertical reaches of both must sufier the same change, 
if any, and both must be under tension or compression, 
according as the acting forces tend to bring the chords 
at the centre, nigher together or farther apart. 

Now, the forces produced by the load being all con- 
centrated at the points o and J (Fig. 13), the point d is 
depressed with respect to o, by the extension of ob and 
nJ, and by the compression of hn. Hence, assuming 
decussation to have place, giving tension to the diagonals 
dl and me^ equal to what is due to a weight of 2u?'', ob is 
under maximum tension and gives depression equal tol^, 
to the point 5, — bn and hd are under { maximum stress, 
and give depression, each equal to jExD**=s 
(1.666A" + 1.666) E, for the two (d representing length 

of diagonals, =v^A^ + l). Then, adding IE for effect 
of ob, we obtain (1.666A* + 2.666) E, « depression of 
point d. 

The point m is depressed by extension of oe under a 
maximum stress, giving an amount equal to b'E « 
{h? + 1) E. Also, by compression of cm under one-half 
maximum stress, to the extent of (JA* + })E. Hence, 
depression of point m = (1}A* + 1}) E. 

This shows the point d to be depresseo more than 
w,by(1.666A» + 2.666) E — (1.6A« + 1.5)E «(0.166A» + 

*Let the diagonals bd and Bd, of two rectanffnlar panels ac and Ac, 
Fig. 14 (c and d, being fixed points), be exposed to tension in propor- 
tion to their respective cross-sections, reseiving each thereby, extension 
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1.166) E, and the spaces mi and U to be increased to 
that extent; of course producing tension upon ^^^and me. 

"Sow^ by hypothesis, these diagonals are under the 
weight of 2:u/'^ giving half maximum stress, and requir- 
ing an increase of vertical reach, equal to (^A' + \) E. 
If then, we give such a value to A, as will make the 
last co-efficient of b equal to the one above, it will 
show that the chords have receded just enough to give 
the assumed tension to dl and me^ and the decussation 
is a demonstrated fact. To iind the value of A, pro- 
ducing this result, make,.6A" + .5 =■ .166A* + l,166,and 
we deduce ,383A* ■■ .666 ; whence A ■■ y/2. 

But this requires too great an inclination of diagonals, 
and a less value of A, gives a space from d to m too 
great for the supposed tension of dl and me. Making 
A B 1 B v, we have increase of distance from diom^ 
1.833E, requiring a weight of 2.666m?", to stretch dl 
down to the point d. But as no weight or stress can 
be added to the 2w" assigned to dl and me^ without af- 
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equal to Ve and B'E, respectively. This will cause the points b and 
B to drop to b^ and W, in ab and AB prodaced. Join b e and BE. 

Then, the infinitesimal triangles bb^e and 
BB^E, right-angled at e and £, are essentially 
dmilar, respectively to the triangles db a ana 
dBA. Hence, the following relations : 

(1). bV : l/e : : bd : ab, and 

(3). BB' : B'E : : Bd : ab. 
whence, bV X ab= b'e X bd, and 

BB^Xab-B'BXBd. 
From these two equations we derive — • 

(8). bb'XabrBB^Xab-.ib'eXM: 
B^E X Bd. 

But, by the law of elasticity 

(4). h'e : B^E : : bd : Bd ; whence, 

(5). b'e X bd : B'E X Bd : : bd* : Bd». 

Hence dividing the first ratio of proportion (8) by ab, and substitih 
ting for the last ratio of (8)» its equivalent found in (5), we have. 




bb' : BB' : : bd* : Bd*. 

Hence the depression due to the extension of a diagonal retaining 
the same vertical reach, is as the stress (per square inch), sustained, 
maltiplied by the square of the length of diagonal. 

9 
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fecting all the 5 members contributing to the depression 
of the points d and m, and in ail cases, so as to dimin- 
ish the elongation of distance between d and m^ it is 
reasonable to conclude that by assigning some \^ or 
thereabouts, of the extra weight of .%QQxo" required on 
dl alone, it would, by affecting the whole 5 members, 
be sufficient to correct the error. Let us, then, assume 
that dl and me sustain 2.15m?", instead of 2w" as by pre- 
vious supposition. This change requires reduction of 
weight upon dn, vb and 6o, from bw" to 4.852^'' for the 
two former, and from 12w" to ll.Hw" for bo. Also 
an increase of weight on wc and co, to 2.\bw" on wc, 

and to 9.15?(?" on co. Then bo sustains -j^-of the 
maximum, and gives depression —i-^E = .9875E 

M fits 

bn and nrf, sustaining -^ of the maximum, give de- 
pression for the two, equal to 8.233E, making 4.2205E 
=■ whole depression of point d. 
With regard to the point wi, we have the maximum 

stress on oc, giving depression equal to 2E, and r- of 
the maximum on mc, giving depression «■ 1.075E, 
making a total of 3.075E for the point rn. Hence, the 
elongation of the space dm, equals (4.2205 — 3.075) E, 
« 1.145E, whereas 2.15t^" upon dZ, increases its vertical 
reach by only 1.075E. This shows that di sustains still 
a little more than 2.151/?". On the other hand if we 
asdume a weight of 2.2w" on dZ, we obtain the opposite 
result, showing that dl sustains less than 2.2m?", and 
hence the actual amount must be between 2.15^?" and 

We conclude then, that dl and me are voi inactive 
under the full load of the truss, but on the contrary, 
they sustain, in this case, even more than the decussa- 
tion theory assigns to them. We learn, moreover, that 
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the qaestion is affected by the horizontal reach of the 
diagonal, or the valae of h. And, since in this case, 
the point d being depressed by action upon 8 members, 
and the point m by action upon only 2, we have an elon- 
gation of space between (^ and 771 requiring more than the 
theoretical stress upon centre diagonals, it is natural to 
conclude, that, in case of a greater number of panels, 
nine, for instance, where 4 members contribute to the 
depression of the upper, and only three to that of the lower 
chord at the centre, the increase of distance between 
chords, would be less than that required to give the theo- 
retical stress upon diagonals in the centre panel ; and, 
such is found to be the case. In a nine panel truss on the 
plan of Fig. 13, the increase of distance between chords, 
due to the stresses assigned by the decussation theory, is 
only about one-third of what would be required to 
give the centre diagonals the stress assigned them. 
Hence in this case there is less decussation than the 
theory requires ; and, one or two trials, by ^assigning 
different weights as sustained by centre diagonals, in 
the manner pointed out above, would enable a near 
approxination to the actual amount of decussation to 
be arrived at, in the case of the nine panel truss, or 
ftuy other. 

Let us take one more view of this matter, by assum- 
ing no action by centre diagonals, under the full load. 
Then cm (Fig. 18), is also out of action, and oc alone, 
under } maximum stress, contributes to the depression 
of point m, giving depression equal to 2x3E, = 1.55E, 
(assuming h « v). 

The point d is depressed by the maximum change of 
two obliques, and one vertical, giving depression = 5E. 
Therefore the distance ww?, is increased by (5 — 1.55) E, 
>B 8.45 E. Hence dl and me must be elongated by 1.725 
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times the amount due to the maximum stress, in order 
to escape action. Suppose the member to be of wrought 
iron, proportioned to a maximum stress of 10,000ft to 
the square inch. Then, the extension due to 17250fi> 
to the inch, is about a,VWSnnr >^ length « .00069 x 
length, and if length ■■ 15 feet, the extension is equal 
to .00069x15, — .01035 ft. or, say i inch. 

Hence, in a 7 panel truss, as represented in Fig. 13, 
with A » r, if the diagonals in the middle panel be 
slack, by | inch in 15 feet of length, no decussation 
will take place, and the centre diagonals will be inactive, 
under the full load of the truss. If those members have 
less than that degree of slackness, they will be in action 
in such circumstances. 

It would be a very badly adjusted piece of work in 
which such a degree of slackness should occur, and we 
may fairly conclude, that the centre diagonals, in this 
class of trusses, are never entirely inactive. 

But the quantity E, is so very small, with any kind 
of material, and with any co-efficient that may affect 
it, in practice, that a slight inaccuracy of adjust- 
ment, may so change the practical form the theoretical 
resalts deduced by calculation, as to decussation, as to 
render the latter of no great practical reliability. 
Hence, after all, perhaps the most unexceptionable 
course, in this regard is, to follow the rule given before 
[xLViii], of estimating stresses on both hypotheses, 
and taking the highest estimate for each part 

Now, perhaps, this subject has been discussed at 
greater length than its practical importance demanded, 
considering the small percentage of error liable to oc- 
cur in any case ; but with regard to this, as well as to 
other matters, it is well to know, what may be known 
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without inconvenient or unreasonable effort at investi- 
gation. 

The Warren Girder. 

L. There is another form of truss operating upon 
the same principle as truss Fig. 13, in which one set 
of oblique members is left out, so that only one diago- 
nal remains to each panel. The diagonals meet and 
connect with one another and with the chords, forming 
alternate nodes at the upper and lower chords.' This 
truss, represented in Fig. 16, requires an even number 
of panels that the two half-trusses may be symmetrical. 

This is an extension of truss Fig. 5, with tension 
verticals for suspending floor beams from the upper 
nodes, when the travel-way is along the lower chord, 
and thrust verticals ascending from the lower nodes, 
in the case of what are technically called deck-bridges.* 

We compute the stresses of the members of this 
truss, by placing the figures 1, 2, 3, etc., over the 
diagram as in preceding cases, imd from a second line 
or series of figures, by adding all those in the first 
keries, as in case of truss Fig. 12, because each weight 
tends to act upon every diagonal. Each figure in the 
Second line, fs the co-efficient of t(?^' in the expression 
of the greatest weight transferred to the right hand 
abutment, through the diagonal crossing the panel 
next on the right hand of the figure ; and the action is 
tension or thrust, according as the diagonal ascends or 
descends toward the right. Thus, the Fig. 6 over o, 
indicates that 6u?'' is the greatest weight acting by thrust 
upon 0€y while 10 over the point e, indicates 10m?" as the 
maximum weight acting by tension upon em. These 

* The aathor built several small bridges upon this plan, to carry a 
rail road traak over common highways, in 1849 or 1S50, believed to 
have been the first application of this form of truss. 
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figures only indicate weight transferred from left to 
right, and it is evident that the same weights in a re- 
versed order, are transferred from right to left, through 
the same diagonals. Hence, a third series of figures 
under the second, composed of the same figures in a 
reversed oi-der, shows the weights carried by the seve- 
ral diagonals from right to left. The figures in the 
third line, show the weighta acting on diagonals next 
on the Ufi of respective figures. It will be seen also, 
that the figures under odd numbers of the upper line. 

Fig. 15. 
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indicate weights acting by thrust, and those under even 
numbers, by tension. The figures 6 and 15 over o, in- 
dicate 6m?" acting on oe, and 15?^, on oc, both by 
thrust. Again 8 and 21 under 2, indicate 8t(/' acting 
on eo, and 21i^'' upon cy, both by tension! The figure 
28 at the right and left, under 1 and 7, indicate 28tjD" 
acting by thrust upon aq and jk. 

Kow if we add all the figures in the second and third 
lines standing under odd numbers of the upper line, 
we obtain the co-ejficient of w" for the aggregate maxi- 
mum weights acting by thrust upon oblique members, 
while the sum of all the figures in like manner, under 
even numbers, forms the co-efficient of w" for the ag- 
gregate maximum weights acting by tension upon ob- 
liques. The former gives 100?/7",-"12.5w? for compres- 
sion, and the latter, 68ii/\'^8.5Wj for tension, nence. 
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making A=r=sl, we have as expressions for amount of 
thrust and tension action upon material in oblique mem- 
bers, 25m for thrust and 17m for tension. 

One half of the lower chord obviously sustains a 
stress of 28i/?", equal to horizontal thrust of the end 
braces, and the other half, 60tt?",= horizontal action of 
aq^ qc and co (under full uniform load), at one end, and 
of corresponding diagonals at the other end, giving re- 
quired material for chord equal to 44m. 

The compression of the upper chord, equals the hori- 
zontal thrust and pull of aq and 5C,=» 48w'\ for f of its 
length, with the addition of 12a?" for horizontal thrust 
of CO, and 4m?" for pull of oe, making 64u/' for the two 
middle panels. Ilence expression for material is 40m. 
The verticals obviously require tension material equal 
to 4m, and the aggregate for the truss, is, 

For Compression. lor Tension, 

Chord, 40m Chord, 44m 

Obliques, 25m Diagonals, 17m 

Verticals, 4m 



Total, 65m Total, 65m 

A corresponding truss with 2 diagonals in each 
panel, on the plan of Fig. 13, shows the same expres- 
sions for materials, or amount of action of both kinds, 
item for item, and any advantage possessed by either 
plan, must depend essentially upon the more advan- 
tageous action of compression material. 

Truss Fig. 15, has fewer intermediate thrust diagonals, 
and greater concentration of weight upon them ; which 
is favorable ; while in the other, the diagonals crossing 
one another, are enabled to afford mutual support 
laterally, in certain modes of construction. 
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The upper chord iu Fig. 15, acts at a decided disad- 
vantage, iu having no vertical support for a length of 
2 panel widths, unless it be especially provided at ad- 
ditional expense. As a deck bridge, with struts, or 
posts at p^ iij Ij and lateral tying and bracing, the truss 
may answer an excellent purpose. But even iu that 
case, it can scarcely be considered as preferable to the 
truss with a double system of diagonals. 

The Ohio river bridge at Louisville, Ky., has its long 
spans (about 400 fL), constructed upon the plan of Fig. 
15, and no plan which we have considered, shows a 
less amount of action upon material. These are believed 
to be the longest spans of Truss Bridging in the country. 

An eight-panel truss upon the plan of Fig. 12, gives 
the following expressions for amount of material. 

Compression. Tension. 

Chord, 48m Chord, 41m 

Ends, .14m Diagonals, 28m 

Verticals, 7m Verticals, 2m 

64m 71m 

This indicates a difference of nearly 4 per cent, as 
to amount of action upon material, in favor of the truss 
without vertical members, generally speaking ; i. e. in 
which there is no regular transfer of action from one to 
another, between diagonal and vertical members, as in 
truss Fig, 12. 

This advantage is made still larger in certain modes 
of construction, by the circumstance that the same 
members, in trusses 18 and 15, may sometimes act by 
tension and thrust, on different occasions, without any 
more material than would be required to act in one 
direction only. 
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LI. It maj be proper in this place, to refer to etill 
another form of traseing, which has enjoyed a degree 
of popular favor, and which differs somewhat from 
any we have hitherto considered. The plan is seen in 
oatline, in Fig. 16. Each weight is sustained primarily 
by a pair of equally inclined tension members, and 
thereby transferred either to the king posts standing 
upon the abutments,* or, to posts sustained by other 
pairs of equally inclined suspension rods of greater 
horizontal reach; which in turn, transfer a part to 
king posts, and another part to a post sustained by 
obliques of still greater reach, until finally, the whole 
remaining weight is brought to bear upon the abut- 
ments by a single pair of obliques, reaching froSu the 
centre to each abutment. 

Fig. 16. 
The Finck Truss. 




In Fig. 16, are represented three different lengths of 
obliques, in number, inversely as the respective hori- 
zontal reaches. The first set contains 8 pieces reaching 
horizontally across one panel, and sustaining each Ju;. 
The next longer set, of four pieces, reach across two 
panels, and sustain eachlt^; one-half applied directly, 
imd the other, through posts and short diagonals. The 
third and longest set, contains, but two pieces, reach 
across four panels, and sustain together 4w; of which Iw 
is applied directly, Iw through two short diagonals) 
ttnd 2w through two intermediates. 

I^ow, as each set sustains the same aggregate 
Iveight, namely 4m?, the material in each set, will 

10 
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be represeDted by this weight multiplied by the 
square of the lengths respectively, and divided by v : 
and, making /:«»»!, the squares of respective 
lengths are 2, 5 and 17, which added together and mul- 
tiplied by 4tWy and w changed to h, gives 96MBamount 
of material in tension obliques, the only tension mem- 
bers in the truss. 

The upper chord sustains compression equal to the 
horizontal pull of one oblique member of each class, 
obviously equal to lO^Wj with length « 8. Hence, re- 
quired material equals 84m. End posts sustain to- 
gether, 7Wy centre post 8Wy and the two at the quarters, 
one to each, in all 12wy and the representative for mate- 
rial is 12m ; whence the total for thrust material is 96m, 
making a grand total of thrust and tension material^i 
192m. 

The 8 panels trapezoid with verticals, requires,... 185m 
Do " " without verticals, 180m 

This comparison exhibits an amount of action in 
case of the first (Fig. 16), which, considering that it 
possesses no apparent advantage as to the efficient 
working of compression material, would seem to ex- 
clude it, practically, from the list of available plans of 
construction. 

Distinctive Characteristics op the Arch. 

LIL We have seen that all heavy bodies near the 
earth's surface (except when falling by gravity or 
ascending by previous impulse), exert a pressure upon 
the earth equal to their respective weights. We have 
also seen that the object of a bridge, in general, is, to 
sustain bodies over void spaces, by transferring the 
pressure exerted by them upon the earth, from the 
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points immediately beneath them, to points at greater 
or less horizontal distances therefrom. 

We have, moreover, seen that this horizontal trans- 
fer of pressure can only be elFected by oblique forces 
(neither exactly horizontal nor exactly vertical), and 
have discussed and compared, in a general way, various 
combinations of members, capable of effecting this 
horizontal transfer of pressure. 

But, without going into unnecessary recapitulation, 
we find two or three styles of trussing, possessing more 
or less distinctive features, which promise decidedly 
more economical and satisfactory results than any 
others ; and, to make the properties and principles of 
action of the best and ibost promising plans as tho- 
roughly understood as may be within the proposed limits 
of this work, will form a prominent object in the discus- 
sions of succeeding pages. 

The distinctive feature of the arch, as a sustaining 
structure, consists in the fact that all the oblique action 
required to sustain a uniformly distributed load, is ex- 
erted by a single member of constantly varying ob- 
liquity from centre to ends ; each section sustaining 
all the weight between itself and the centre, or crown 
of the arch, and none of the weight from the section 
to the end ; so that the weight sustained at any point, 
is as the horizontal distance of that point from the 
centre. Consequently (the arch being supposed in 
equiUbrio under a uniform horizontal load), the hori- 
zontal thrust at all points must be the same, and the 
inclination of the tangent at any point should be such 
that the square of the sine, divided by the cosine of in- 
clination (from the vertical), may give a constant quo- 
tient. For, rejfarding each indefinitely short section 
of the arch as a brace coinciding with the tangent at 
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the point of contact, its horizontal thrust equals the 
«7eight sustained, multiplied by the horizontal, and di- 
vided by the vertical reach of the brace. But the 
horizontal and vertical reaches are respectively as the 
sine and cosine of the angle made by the tangent with 
the vertical ; that is, as ah and bd^ Fig. 17, while the 

weight is also as the sine ab^ 
of the angle adh. Hence, the 
weight by the ' horizontal 
reach, is as aft', or as the square 
of the sine of cdb ; and the 
constant horizontal thrust of 
the arch at all points, is as 

bd' ^^' ^m' 

Kow this condition is answered by the parabola, in 

which6(?«=(?rf«" JJrf, andr^-a J-T--"Constant C, whence 

al^^cb X constant 2C7, which is the equation of the 
parabola. 

This quality of the arch truss, allowing nearly all of 
the compressive action to be concentrated upon almost 
the least possible length, and consequently, enabling 
the thrust material to work at better advantage than 
in plans where this action is more distributed, and acts 
upon a greater number and length of thrust members, 
enables it to maintain a more successful competition 
with other plans than we might be led to expect, in 
view of the greater amount of action upon materials 
in the arch truss, than what is shown in trusses with 
parallel chords. Hence, we should not too hastily 
come to a conclusion unfavorable to the arch truss, on 
Account of the apparent disadvantage it labors under, 
as to amount of action upon material. These apparent 
disadvantages are frequently overbalanced by advan- 
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tages of a practical character, which can not readily be 
reduced to measurement and calculation. 

The preceding general comparisons are to be regarded 
only as approximations, and should not be taken as 
conclusive evidence of the superiority or otherwise, of 
any plan, except in case of very considerable difierence 
in amount of action, with little or no probable advan- 
tage in regard to efficient action of material. 
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EFFECTS OP WEIGHT OF STRUCTURE. 

Lin. In preceding analyses, and estimates of 
stresses upon the various members in bridge trusses, 
regard has only been had to the effects of movable load, 
which may be placed upon, or removed from the struct- 
ure, producing more or less varying strains upon its 
several parts. 

But the materials composing the structure, evidently 
act in a similar manner with the movable load, in pro- 
ducing stress upon its members ; the only difference 
being, that the weight of structure is constant, always 
exerting or tending to exert the same influence upon 
the members, instead of a varying action, such as that 
produced by the movable load. In order, therefore, to 
know the absolute stress to which any member is liable, 
and thereby to be able to give it the required strength 
and proportions, we have to add the stresses due to 
constant and occasional loads together. 

The weight of structure evidently acts upon the 
truss in the same manner as if it were concentrated at 
the nodes along the upper and lower chords, and of 
the arch, in case of the arch truss. And, since much 
the larger proportion of it acts ^t the points where the 
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movable load is applied, if we regard the whole as 
acting at those points, the results obtained as to stresses 
produced by it, will be sufficiently accurate for ordi- 
nary practice. Still, more closely approximating results 
may be obtained by assigning to both upper and lower 
nodes, their appropriate shares cf weight sustained, as 
may easily be done when deemed expedient. 

If we divide the whole weight of superetructure sup- 
ported by a single truss, by the number of panels, the 
quotient, which we may represent by vd\ will show the 
weight to be assumed for each supporting point, on 
account of structure ; and the stresses produced by such 
weights, added to the maximum stresses of the several 
members, due to the movable load, will represent the 
true absolute stresses the respective members are liable 
to bear. 

Kow, as far as relates to parts suffering their maxi- 
mum stresses under the full load, such as chords, 
arches, king braces, and verticals in the arch truss, as 
to their tension strain, we have only to substitute W, 
(saw+w')y in place of w^ in expressions obtained for 
stresses due to movable load. In other cases, w and 
w' will have each its peculiar and appropriate co-effi- 
cient. 

The diagonals of the arch truss, are obviously not 
affected by weight of structure, as they are not so 
under full and uniform movable load. Moreover, the 
weight of structure acts in constant opposition to the 
compressive action of movable load upon verticals. 
Hence, in truss Fig. 11, where we find the varying 
movable load gives a maximum compression upon the 
longest, equal to Sw'\ and upon the next shorter, equal 
to 2w?", the weight of structure diminishes those quan- 
tities to Sio" — w\ and ^i^' — w' respectively. Or, if we 
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would be more exact, we may add in both cases, the 
weight of a segment of the arch, which has no tendency 
to produce tension upon the verticals ; or we may sub- 
tract only J or f of M?' ; thus, 8m?''— Jm/, and 2m?" — Jm?', 
may be taken to represent the compressive action upon 
the verticals in Fig. 11. 



LIV. In the case of truss Fig. 12, the only diagonals 
acting under uniform load, are oe,j^, nd and ek; the 
two latter sustaining, of weight of structure, Im?', and 
the two former, 2m?'. And, the maximum movable 
weight borne by those members, being [xl] 10m?" and 
15m?", the absolute maximum will be 10m?"+m?' for nd 
and eky and 16m?"+2m?' for oc andjj. 

Now, if we place the figure 1 under d and c, (Fig, 12 
A), and the figure 2 under c and/, and so on, in case of 
agreater number of panels, to the foot of the last diagonal 
each way, inclining outward from the lower nodes, these 
figures are obviously, the co-efficients of m?' to express 
the weights contributed by the material of the stru - 
ture, to the stresses of diagonals extending upward and 
outward from the points to which the figures respect- 
ively refer. 

Pia. 12 A. 




Again, we have seen [xl], that a certain condition 
of the movable load, tends to throw 1m?" upon 6m, and 
another condition of such load, tends to throw Sm?" upon 
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em. But, since, as we now. see, the weight of structure 
tends to throw a constant weight of 2u/ up6n oc, which 
is antagonistic to 6n, the actual maximum weight upon 
6n, is li(?" — 2m?', which will always be a negative quan* 
tity, in {)ractice ; whence bn must always be inactive^ 
and may be dispensed withf 

The maximum weight upon cm, as modified by 
weight of structure, is in like manner reduced to Bw" 
— u?', which will in practice, be either negative, or of 
quite small amount Hence, we have the following 
rule : For the absolute maximum stresses of diagonals 
(in case of parallel-chord trusses with verticals), we 
add the effects of weight of structure to the maximum 
effects due to variable load, where both fall upon the 
same, and subtract the former, in cases where the two 
forces fall upon counter, or antagonistic diagonals. 

In case of parallel -chord trusses without verticals, we 
add the effects of constant and variable load upon each 
diagonal, when alike, i. e., when both tensile or both 

compressive, and subtract the former when the effects 
are alike. 



^»»- 



DOUBLE CANCELATED TRUSSES. 

LY. The use of chords in a truss being to sustain 
the horizontal action (whether of thrust or tension) of 
the oblique members, it follows that the aggregate 
stress of chords, is equal to the aggregate horizontal 
action of all the diagonals acting in either direction. 
And, the horizontal action being obviously as the 
number and horizontal reach directly, and as the ver- 
tical reach inversely ; also, the length of truss being as 
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the nuraber and horizontal reach of diagonals, while 
the vertical reach is as the depth of truss, it follows 
that the stress of chords is directly as the jength and 
inversely as the depth of truss, other conditions being 
the same. 

Hence, if the depth of truss be so reduced as to make 
the ratio of length to depth indefinitely large, the stress 
and required material of chords, become indefinitely 
large. On the contrary, if the depth be indefinitely 
great, although the stress of chords be ever so small 
the length and required material for diagonals and ver- 
ticals must be indefinitely large. It is manifest, then, 
that between these two extremes there is a practical, 
optimum, — a certain ratio of length to depth of truss, 
which', though it may vary somewhat with circum- 
stances, will give the best possible results as to economy 
of material in the truss. This matter will be taken 
into consideration hereafter, and is referred to here, 
to show the expediency of generally increasing the 
depth, with increase of lengths in the truss. 

Now, in trusses of considerable length, and, conse- 
quently, depth, it becomes expedient, in order to avoid 
too great a width of panel (horizontally), or an inclina- 
tion of diagonals too steep for economy of material in 
those members, to extend them horizontally across two 
or more panels, or spaces between consecutive nodes 
of the chords. In such cases, the truss may be called 
double or treble cancelated, according as the diagonals 
cross two or three panels. i 

LVL To estimate the stresses of the members of 
double cancelated trusses with vertical members, a 
slight modification of the process already described, 
[xL, &c.], is required, as follows : 

11 
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Having placed the numbers 1, 2, 8, ftc, over the 
nodes of the upper chord, as seen in Fig. 18, place 
under each odd number, the sum of all the odd num- 
bers in the first series, up to and including the one 
under which the sum is placed ; and the same with 
respect to the even numbers. Then, the second series 
of figures may be used in precisely the same manner 
as that explained with reference to Fig. 12, to deter- 
mine the weight sustained by, and the maximum stress 
produced upon, each diagonal and vertical, by equal 
weights upon all or any of the nodes of either chord. 

For example; supposing the truss to have tension 
' diagonals and thrust verticals; take the diagonal hav- 
its lower end under 5 (upper series), and its upper end 
under 7. This diagonal may be represented by 5/7, 
while 5\7 may indicate its antagonist, and so of other 
diagonals. Then, as we see 9 (the sum of 1+8+5), in 
the second series, over the lower end of 5/7, and, as the 
diagram represents a truss of 16 panels, we know that 
the diagonal in question is liable to a maximum 
weight of j%70y =■ Qw". This amount is to be dimin- 
ished, of course, by the weight due from weight of 
structure to the counter diagonal. 

Aa:ain, the diagonal 9/ 11 sustains as a maximum from 
variivble load, 25^?^' ; which will require to be increased 
on account of weight of structure, since the latter, in 
this case, acts upon the main, and not upon the counter 
diagonal, as in case of 5/7. 

Now, to obtain the effects of weight of structure and 
uniform load, the truss having even panels, we place J 
under the centre node of the lower chord, because 
half of the weight v/j which is supposed to be concen- 
trated at that point, tends to act on each of the dia- 
gonals rising from that point 
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At the next node from the 
centre, each waj, the figure 1 
is set, because, of the weights 
(a?'),concentrated at those points, 

S each bears upon its nearest abut- 
•ment (the truss being uniformly 

* loaded), through the diagonals 
running upward and outward 

Sf from those points. If this be 
not so, each must transmit a part 

«^ of its amount past the centime, 
through the antagonistic dia- 

H^ gonals 7/ 9 and 7\9, which is 
contrary to statical law. 

^ Then we put 1 J, 2}, 8}, etc., 
under alternate nodes from the 

^ centre, and 1, 2, 8, etc., under 
alternates beginning at the first 

^ on each side of the centre ; as 
shown in diagram Fig. 18. 

^ These figures form the co- 
eflicients of w'y to indicate the 

g, weights acting, or tending to 
act, upon the diagonals running 

^ upward and outward from these 
numbers respectively, arising 
from weight of structure, and 
also, the co-eflScients for (w+nf)^ 
to express the load tending to 

^ act on diagonals, arising from 
both superstructure and mova- 
ble weight, when the truss is 
fully loaded. For illustration ; 
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the diagonal 5/7 we have seen to be liable to a 
maximum stress of 9w'' from variable load, and, as we 
have the figure 1 at the foot of 6\7, it shows that 
the weight due to the latter on account of structure 
is lw\ which must be subtracted from 9w'^ to obtain 
the actual maximum to which 5/7 is liable; which 
is 9m7" — w\ 

If.w' be equal to or greater than 9w'% then 6/7 is 
subject to no action, and may be dispensed with. As 
to the advantage of introducing counter diagonals, 
merely for the purpose of stiffening the truss, the results 
of my investigations will be given in a subsequent part 
of this work. 

The maximum weight sustained by any thrust up- 
right, is manifestly equal to the greatest weight borne 
by either diagonal connected with it at the upper end, 
since any weight borne by 8/5, for instance, being 
transferred to the antagonist of 5\7, thereby dimin- 
ishes by a like amount, the maximum action of the 
latter. Whence the upright at 5, can receive no more 
load from the two diagonals, than the maximum load of 
one, and this relation holds in general. 

The reason of adding alternate figures to form the 
second series over the diagram, will be obvious, when 
it is observed that there are two independent systems 
of uprights and diagonals ; one of which includes the 
uprights under even numbers in the upper series, and 
the diagonals connecting therewith, and the other^ the 
remaininguprights and diagonals. Now weight applied 
at the nodes of either of these systems, can only act upon 
members of that same system ; that is, weight applied 
at nodes indicated by even numbers in the upper series 
can only act upon the first above named system of up- 
rights and diagonals, and vice versa. 
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The main end braces are acted upon by both sys- 
tems ;. so that to obtain the weight sustained by them, 
we must add the numbers 56 and 64 (and correspond^ 
ing numbers in other cases), making in this case 120w'' 
equal to 7^w. 

The uprights under 1 and 15, sustain each a tension 
equal to i/?, for variable load, and to w+w\ for weight 
of variable load and superstructure together; which 
obviously gives their greatest strain. 

Having thus determined the greatest weights to which 
the several verticals and diagonal members are liable, 
we proceed as in former cases, to multiply those 
weights by lengths of diagonals, and divide the pro- 
ducts by lengths of verticals, to obtain the stresses of 
diagonals ; remembering to take into account the dif- 
ference in length between those having a horizontal 
reach of only one panel, at and near the ends of the 
truss, and those that reach across two panels. 

The mode of estimating the stresses upon the differ- 
ent portions of the cl^ords, depending upon the hori- 
zontal action of diagonals, has been sufficiently ex- 
plained. It is only necessary to observe that the end 
braces produce compression upon the upper, and ten- 
sion upon the lower chord, through their whole lengths, 
equal to J {w+w^ multiplied by the number of nodes 

of the lower chord, and that product multiplied by - . 

and that each pair of intermediate diagonals analo- 
gously situated with respect to the ends of the truss, 
whether acting by thrust or tension, produce tension 
and thrust in like manner, upon the portions of the 
lower and upper chords, between their points of con- 
nection with the chords. Thus is generated a progres- 
sive^and determinate increase of action upon succeeding 
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portions of the chords from the ends to. the centre of 
the truss. 

In the case of a deck bridge, the weights sustained 
by thrust uprights, are respectively indicated by the 
figures over the diagram on the right hand half of the 
truss, prefixed to w'\ for movable load, and the figures 
under the diagram prefixed to w\ for weight of struc- 
ture, being the same weight which gives the maximum 
stress to the diagonal running upward and outward 
from the foot of the upright Tension verticals at the 
ends sustain no weight. 



— ♦»■ 



TRUSSES WITHOITT VERTICALS. 

It will be seen upon a general view of the action of 
the different parts of a truss with parallel chords, that 
the diagonals (and verticals when used), form media 
through which weight acting upon the truss, is reflected 
back and forth between the upper and lower chords, 
until it comes finally to bear upon the abutment 

A weight applied at one of the nodes of the lower 
chord, of course, cannot be sustained by the tension 
of that chord, which acts only in horizontal directions ; 
but is suspended by a tension piece, whether oblique 
or vertical, from a node in the upper chord. But the 
upper chord acting also horizontally, cannot sustain the 
weight Consequently, a thrust member, either oblique 
or vertical, must meet the force at that point, to prevent 
the weight from pulling down the upper chord, and 
destroying the structure. 

Hence, we see, that in all the cases we have consid- 
ered, of trusses with parallel chords, the weight, whe- 
ther applied at the upper or lower chord, acts alter- 
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nately upon thcust and tension pieces, extending 
directly or obliquely from chord to chord. 

With reference to Fig. 18, we have regarded the 
weight as transferred from tension diagonals to thrust 
verticals, and the contrary. But if we conceive the 
verticals to be removed, except the endmost, we have 
only to insert a thrust brace from the abutment to the 
second node (or the first from the angle), of the upper 
choi^d, and to so form and connect the other diagonals 
as to enable them to act by either tension of thrust, 
and wehavea truss capable of sustaining weights applied 
• at all, or any of the nodes of the upper and lower 
chords, in the same manner as the truss with verticals, 
represented in Fig. 18. In this condition, the truss 
will act upon the principles discussed with reference to 
Fig. 18. For this modification of the tiuss, see Fig. 19. 

To estimate the strains upon the several parts of 
such a truss^due to weights Wy Wy etc., at the nodes of 
the lower chord ; we may place the figures 1, 2, 3, etc., 
over the nodes of the upper chord, as was done iii the 
' case of Fig. 18. But, instead of adding alternate fig- 
ures to form the second series, to be used as co-efli- 
cients of v/\ for expressing the weights sustained by 
diagonals, we add every fourth figure ; because it is 
only the weights at every fourth node, that act upon 
the same set of diagonals. 

For instance ; the weights at 1, 5, 9 and IS, act upon 
their peculiar set of 8 pieces (excluding the end braces, 
but including the tension vertical at 1), smd none of the 
weights at the other nodes have any action upon those 
pieces ; as ismade obvious by an inspection of Fig. 19. 

Again, the weight at 2, 6, 10 and 14, have their pe- 
culiar and independent set ; and so of those at 3, 7, 11 
and 15, and those at 4, 8 and 12. Therefore, in form- 
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ing our second series of no sa- 
bers, we place under each figure 
of the first series, the sum of 
that figure, added to every 4th 
figure preceding; that is, under 
12, place the sum of 12, 8 and 4 
« 24.^ Under 5, the sum of 5+ 
1 =«6. The four first figures, 
having no 4th preceding figures, 
are simply transferred, without 
addition or alteration. 

These numbers in the second 
series, are the co-eflScieuts of t^' 
(■=M? divided by the number of 
panels in the truss, being 16 in 
this case), to express the greatest 
weights acting by tension on 
each diagonal having its lower 
end under the number used, and 
the upper end under a higher 
number. Also the weight act- 
ing by thrust upon the diagonal 
meeting the former at the upper 
chord. The last, or highest 
number, determines the weight 
sustained by the tension vertical 
under the number, the vertical 
being a member of one of the 
four setsoi alfernate thrust and 
tension pieces connecting the 
two chords. 

A third series of figures 
formed by reversing the order 
of the second — ^placing the low- 
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est number of the third under the highest of the se- 
cond series, and vice versa, prefixed as before to w'\ 
will show the weights sustained by thrust and tension 
of diagonals in the reverped order ; i. e., Whereas one 
series shows the amount of tension a particular diago- 
nal is liable to, the reversed series shows the thrust 
the same piece must exert in a different condition of 
the load. 

Thus we ascertain, as in the case of truss Fig. 18 
[xLv], that nearly all of the diagonals are exposed to two 
kinds of action, thrust and tension ; and it is only the 
• preponderance of the larger over the smaller of these 
forces, which has place when the truss is fully loaded, 
and it is only this preponderance which is to be used 
as co-efficieut to {w+w') in estimating the stresses upon 
the different portions of the chords, and as co-efficient 
to 11/ J iu modifying the effects of the variable load upon 
diagonals, as affected by weight of structure. But it is 
to be remembered that the numbers over the diagram 
are to be divided by the number of panels, before being 
used before w and tr', in the expression of stresses of 
members* Thus, we have, as the effect of variable 
load upon the diagonal 2/4 ..., 2w'' {== -w)j as the 

• 18 

greatest weight acting by tension, and jgW?, the grea1> 

est acting by thrust Hence the weight upon this 

piece, due to weight of structure, is {—r~)w',*^w\siniit 

produces thrust or compression, because the thrust 
tendency is the greater. This weight {w')j added to 

18 

j^Wj the greatest effect of variable load shows the maxi- 
mum weight which can act by thrust upon that diago- 

18 

nal, to be ^w+w\ We have, also, for the greatest 
weight acting by tension as modified by weight of struo- 

12 
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ture, Y^w — w'j which is a negative quantity when w is 

less than Su?', as will usually be the case in practice ; 
x^onsequently that diagonal can seldom or never be ex- 
posed to thfi force of tension. 
Again irJw+w'y^ {h and v representing horizontal 

and vertical reaches of the diagonal, as in previous 
discussions), is the amount contributed toward the 
maximum tension of the lower chord by the diagonal 
in question, not affecting, of course, that portion of 
the chord outside of the connection therewith, or a 
like portion at the opposite end. 

LVili. It is to be remembered that the tension or 
thrust of a diagonal, is always equal to the weight sus- 
tained, multiplied by the length, and divided by the 
vertical reach of the diagonal. 

The method here under discussion for estimating 
stresses, seegas to need no further illustration. But 
the question as to decussation^ affects the case of Fig. 
19, as well as that of Fig. 18. The two sets of dia- 
gonals which meet the upper and lower chords in the 
centre, have symmetrical halves on each side of the 
centre, and no action can pass the centre upon either, 
when they are uniformly loaded ; whereas, the two sets 
to which 1/9 and 7\9 belong, have the half of one 
on either side of the centre, a counter part to the half 
of the other set on the opposite side ; and the diagonals 
7/9 and 7\9, will act or not, according as their op- 
posite points of connection with upper and lower chords, 
are carried farther apart, or the contrary. Now, as 
the points 9 and 7, upper chord, are depressed by the 
change in one vertical and 8 diagonals, while the op- ^ 
posite points at the lower chord are depressed by the 
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change in 3 diagonals only, we might naturally expect 
to find greater depression in the upper than the lower 
pointa^ though this does not follow as a matter of ne- 
cessity, since the less number of members, by being 
more nearly under a maximum stress, might give 
greater depression than the grater number, under less 
stress, as compared with their maximum. Kow, the 
vertical at 1, being under maximum weight, gives de- 
pression =■ E ; (adopting the notation used with refer- 
ence to Fig. 13 [xLix.]). The two diagonals 1/3 and 
8\5 being under |J maximum, give depression equal 
to|J x4E(makingA=«i;«l),«3.81E; while the diagonal 
5/7, under ^\ maximum, gives depression « 0.4x2E, 
s 0.8E, making a total depression of point 7, upper 
chord, >s 5.61E. Again, thediagonal 1\3, under maxi- 
mum stress, gives depression » 2E, while 3/5 and 
5\7, nnder |f m&xm u ni stress, give depression =» ^ X 
4E, = 3.2E, making a total for the point 7, lower chord, 
equal to 5.2E, which is less by 0.41E, than th% depression 
of the opposite point in the upper chord, whereas it 
should be greater by 0.8E, in order to give to 7\9 and 
7/9, the tension assigned to them by the decussation 
theory. 

But we must not conclude from this &ct, that there 
is no decussation in this case. For, if we assume that 
7\9 is inactive under the full load, it follows that 5/7 
is also inactive, and that l/3-f"8\5 sustain only Jf 
maximum stress, producing | } E, — 3.05 E, which added 
to IE for the vertical at 1, makes 4.05 E, » depression at 
point 7, upper chord ; while the 8 diagonals contribut* 
ing to depression of the opposite point in lower chord, 
are under maximum stress, producing depression » 6 E. 
Hence, we see, that upon this hypothesis, the distance 
between these two points, measuring the vertical reach 
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of the diagonal, is increased by (6 — 4.05) E « 1.95 E. 
This can not be, without producing tension upon dia« 
gonals 7\9 and 7/9. Since then these members can 
not be entirely without action, and as previously shown, 
they can not have as much action as the decussation 
theory assigns to them, it follows, in this case, that they 
must acty but with less intensity than the theory as- 
signs them. 

In this case, as well as in that of Fig. 13, the result 
would be changed somewhat, by taking into the cal- 
culation the weight of structure, which would, change 
to a small extent, the relation between the maximum 
stresses of diagonals, and the stresses they sustain un- 
der a full load. .For the stress due to weight of struct- 
ure, is constant, and that due to variable load, is greater, 
upon most of the diagonals, under certain conditions 
of a partial, than under a full load. Hence, while 
5\7 sustains (under full load), only jf maximum upon 
that part of the material provided for variable load, it 
sustains a full maximum upon the part provided to 
sustain weight of structure. It is easy enough to take 
these things all into account, in estimating the amount 
of decussation in special cases. Still, it is doubtful 
whether any better practical rule can be adopted, than 
the one previously given, [xlviii] ; namely, to estimate 
stresses upon both hypotheses, and take the highest 
estimate for each part. 

Dbcussation nsr Trusses with Verticals. 

LIX. In trusses of this class with odd panels, and 
diagonals crossing two panels, as in Fig. 20, it will be 
seen, on subjecting them to analysis, such as was ex- 
plained with reference to Fig. 18 [xvi], that, while in 
trusses of even panels, the figures in the second line 
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over the diagram, indicate tbe maximum stresses of 
diagonals, and those under the diagram, the stresses 
under uniform load (which are generally less than the 
maximum under partial loads), in case of the truss with 
odd panels, the bottom figures show, for certain dia- 
gonals, greater stresses for the full, than the upper 
figures give as the maximum for partial loads. Thus, 
in Fig. 20, the number 16 over m, indicates 16m?" 
(a=yM7j, as the maximum weight for i7, while the fig- 
ure 2 under the point i, indicates that iZ sustains 2w (>» 
liw'% under the full load. It should be remarked here, 
that the figure 1 under the first two nodes on either side 
of the centre, and the figure 2 under the next, are thus 
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placed upon the assumption that all the weight on 
either side of the centre, is made to act on its nearest 
abutment. This would necessarily be so, if en and/g 
were removed or relaxed. But, with those members 
in place, and properly adjusted, there may be a decus- 
sation of forces through them, whereby a portion of 
the weights at 6 and/, may be made to bear upon the 
more remote abutments. I^ow, as the maximum on 
en is 6ic" and that of its antagonist only 4m?", the latter 
is not sufiicient to neutralize the former entirely, but 
leaves a balance of 2w'' which may be transmitted 
through en to gl^ as an ofiset for a like amount trans- 
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mitted through fq to <fo. If this bo bo, then fm and tr 
do not sustain the full weight of Iw?, but only 7m?", 
which, being transmitted to t7, makes, with the weight 
w (=9^/')^ applied directly at f, 16m?", as indicated by 
the figures over the diagram, instead of 2m? ^(-b 18m?"), 
as the figure 2 under the point i would indicate. 

Now, whether the two diagonals en and/^^, being ap- 
parently, in a state of partial antagonism, do in whole 
or in part neutralize the tendency of each other to 
transmit weight past the centre each way under a uni* 
form load of the truss, is not quite obvious, and it may 
be proper to estimate stresses under both hypotheses, 
and take the highest estimate for each part of the 
truss. 

It will be seen that il and c^ are the only diagonals 
in Fig. 20, which show greater stress with a full than 
a partial load, upon the non-decussation hypothesis. 
But all the diagonals undergo different stresses^ with 
the uniform load, as viewed under the difierent theo- 
riSs, and consequently, their effects upon the chords 
are different. The end brace o^, sustains 4 {ya'\-vf) « 
4W substituting W for i^+M?'), under either theory, 

and the tension of ac equals 4m? (making h^abj and 

1? =« bs). cs sustains 2W, or V W, whence cd sustains 

either G'w or SJW . Again, ds sustains W, or If W, 

the former without, and the latter with decussation. 
This diagonal having a horizontal reach of 2A, adds 

2W- or 2|W- to tension of chord, making 8W-, or 
8| 'w, as the tension of de. For er, we have W with- 
out decussation, making a tension of lOW- for ef; 

while with decussation, er sustains } W, from which we 
subtract {W, for opposite action of en, leaving |W 
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giving horizontal pull «1JW^ to be added to 8gW* 



making 9{ W- =- tension of ef. 

Upon the non-decassation hypothesis, ^ r and m ly of 
the upper chord sustain thrust equal to 8 W-, and the 

remainder of the chord, 10W-. By the other hypothe- 
sis, ST and ml sustain 8f W -, rq and nm sustain 9^ 
W -, and the other 8 sections, 10| W- • 

LX. We may derive some more light upon this sub- 
ject, by considering the conditions resulting from the 
elasticity of materials. Supposing the upper and lower 
chords to be so proportioned as to be uniformly con- 
tracted or extended under a uniform load of the'truss, 
this does^not require or imply any appreciable differ- 
ence in lengths of diagonals. But the stress upon 
chords being produced by the action of diagonals, the 
latter, when, as here supposed, acting by tension, neces- 
sarily undergo extension, by which means, the panels 
(except the centre one), are changed from their original 
form of rectangles, to that of oblique trapezoids. For 
instance, the figure gjXn becomes longer diagonally 
from g to 2, than from n to J, whence the point g falls 
lower than it would do, if the diagonal suffered no 
change. 

Suppose then the truss to be fully loaded, and the 
diagonals f(, gl and/m, to be each expesed to the same 
stress to the square inch of cross-section. In that case, 
a and gl suffer extension proportionally to their respec- 
tive lengths, thereby causing depression of the points 
i and g respectively as the squares of those lengths. 
[See note in section xux.] Hence, the point g is de- 
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pressed more than the poiat J, by the extension of dia- 
goualsy by as much as the square of gl exceeds the 
square of »^, or as 8 to 5 ; assuming diagonals to incline 
at 45^. The panel gmy must therefore be oblique, and 
the distance gm^ greater than m. Again, the point/ 
BufTering the same depression from the extension of^m, 
as the pointy suffers from that otgl^ and a still further 
depression from the compression of mi, and the exten- 
sion of ily it fqllows that the panel fn must also be ob- 
lique, and the distance /n, greater than the distance og. 

Wow, the obliquity of both of the panels gm and/n, 
manifestly contributes to the excess of distance ym, 
over oL On the contrary, the centre panel eo has no 
obliquity due to extension of diagonals, or compression 
of uprights ; since there is no cause for obliquity in 
one clifection, more than the other. It seems to follow 
that m, crossing one oblique panel, must undergo ex- 
tension; but not so much as //n, which crosses two. 

Now,/manden being equal in length, the weight 
sustained by each, is manifestly as the cross-section 
and extension combined ; and as the former, /m, should 
be the larger in the ratio of 9 to 6, or as their maxi- 
mum stresses ; if we allow their extensions to be as 
2 to 1, the greater for^, the relative weights sustained 
would be as 18 to 6, or as 6 to 2. Our decussation 
theory gave their relative stresses as 7ir" to 2v)", This 
is not a wide discrepancy, seeing that the above com- 
putation is based in part uppn a mere approximate 
data. <w 

We may conclude then, that in cases like the one 
under consideration, decussation does actually take 
place. Still it obviously depends upon conditions which 
are not of the most determinate character. For, if en 
.and/g, be relaxed or removed, under a full load of the 
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truss, decussation can not take place, for the same ob- 
liquity of the two panels next to the centre one, which 
produces the tendency toward tension of en and/9, on 
the contrary, tends to relax do and gp^ through which 
latter alone decussation could take place, in the absence 
of the former. 

On the other hand, if en and fq be sufficiently strong, 
they may be strained to such a pitch as to bear all the 
weights ate and/, and leave /m and €r entirely inactive. 
Hence, there is an uncertainty as to the action of these 
diagonals, which may be best obviated by estimating 
stresses upon both theories, and taking the highest es- 
timates; as recommended with reference to trusses 
without verticals, and as previously suggested with 
referenpe to the case in hand. 

In view of preceding facts and principles, it may be 
advisable to avoid the odd panel in trusses with verti- 
cals, when practicable without incurring more import- 
ant disadvantages in other respects. 
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DECK BRIDGES. ' 

LXI. Are those having the movable load applied at 
the nodes of the upper, instead of the lower chord, as 
generally assumed in preceding analyses. 

It will readily be seen, on a brief contemplation of 
Figures 12 and 18, for instance, that weights applied 
at the upper chord, act directly upon compression 
members, either erect or oblique, as the case may be ; 
and are thence transferred to tension members at the 
lower chord ; according to the general principle, that 
weight applied at the upper end of a member, always 
acts by compression, and that which is applied at the 
lower end, by tension. 

18 
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In the case of trass Fig. 12, the action of tension di- 
agonals is precisely the same, whether the weight be 
applied at the upper or lower chord. But the compres- 
sion verticals, in the deck bridge, sustain as their maxi- 
mum, the weights indicated by the figures immediately 
above them respectively, from the centre toward the 
right hand ; and these weights, of course, are equal to 
those acting upon the diagonals respectively meeting 
the verticals at the lower chord ; and consequently, 
greater than when the weight is applied at the lower 
chord. For illustration, in Fig. 12, as the truss of a 
deck bridge, the vertical//: sustains 15w'\the same as 
^]Qi, whereas, in the case of a " Through bridge" (with 
load applied at the lower chord), /A sustains only 10m?'' 
communicated to it through ek. 

In the deck bridge also, the tension verticals bo and 
jgave essentially inactive, merely sustaining a small 
portion of the lower chord. The chords sufters the 
same stress in both thhough, and deck bridges. 

LXn. Load applied at the upper chord of truss Fig. 
13, acts by thrust directly upon the diagonals meeting 
at the upper chord, and the maximum weight (from 
movable load), sustained by diagonals meeting at one 
of the upper nodes, are indicated by the two figures 
immediately over the node ; the larger figure referring 
to the diagonal running toward the nearer abutment ; 
e. g., the numbers 4 and 6 over the point m, signify 
6?^" -B greatest weight borne by mc, and 4w?" — the 
greatest borne by me. 

It is obvious also, that the maximum thrast of any 
diagonal, equals the maximum tension of the diagonal 
meeting the former at the lower chord ; that is, maxi- 
mum thrust of me, is equal to 6iO''— , «■ maximum ten- 
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iJioD of CO. The maximum thrast of bn being equal to 
^"—f the maximum tension of 60, eqaals 9w'' . This is an 
extra weight thrown upon the point 0, in consequence of 
the vertical bo, being turned out of its regular direction 
of a diagonal in the position of 6p,* in order to throw 
its load upon oa^ whereby op and i>a are rendered un- 
necessary* The weight borne by oUy therefore, instead 
of being 12w'\ as indicated by the figure 12 at 0, is 
12m?"+9m?", - 21u?", « 8w. 

The figure 1 over 0, denotes the tendency of 1m?" to 
act upon oc, by thrust, by which tendency the tension 
of ocj under a full load of the truss, is reduced 

to 5w"^. 

LXm. If Fig. 12 be assumed to represent a truss 
with tension verticals and thrust diagonals, the figures 
over the upper nodes, prefixed to w^' indicate the 
weights tending to act by compression upon the dia- 
gonals descending toward the right from the nodes 
respectively ; which weight is transferred to the verti- 
cal meeting the diagonal at the lower chord. This 
constitutes the maximum load of the vertical, in case 
of a deck bridge. Otherwise, the maximum stress of 
verticals is shown by the figures immediately over 

Fig. 13A. 

n m I k ,j 
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* The pmnt p, not leen in V\g. .18» is assumed to be at the intersec 
tion of a vertiml line through the point a, with the upper chord- 
produced. The arraniarement above alluded to, gives the truss a reclan- 
4lfular, instead of a traperoidal form of outline, which involves no more 
action upon material, 'though it increases the number of members in 
the truss, [flee Big. ISA.] 
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them, prefixed to w'\ provided, that in this case, the 
maximum stress of a vertical caa never be less than w. 
» the weight applied ittimediately at its lower end. 

Ratio op Length to Depth op Truss. 

LXIY. Having explained and illustrated, it is hoped 
intelligibly, methods by which may be computed the 
stresses of the various parts composing most of the 
combinations of members capable of being used in 
bridge trusses, with a view to giving to each part its 
due proportions, it may be proper to give attention to 
the general proportions of trusses, and such other con- 
siderations as may affect the efficient, and economical 
application of materials in bridge construction. 

The ratio of length to depth of truss is susceptible 
very great range, and it is obvious that some certain 
medium, in this respect, will generally give more ad- 
vantageous results, than any considerable deviation 
toward either extreme. For, it will be observed, that 
in the expressions we have derived for the amount of 

action open chords^ - appears as a factor ; v represent- 
ing the depth of truss, between centres of chords. 
Hence, the smaller the value of v, the greater the 
stresses of chords, so that when v»0, these stresses 
become infinite, and the chords require an infinite 
amount of material ; in other words, the case is im- 
possible. On the other hand, if v be infinitely great, 
though the stress of chords be reduced to nothing, the 
verticals and diagonals being infinitely long, and sus- 
taining a definite weight, also require an infinite 
amount of material. 

Now, between these two impracticable extremes 
where shall we look for the most advantageous ratio ! 
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It can not be the arithmetical mean^ for there is no 
Buch mean between i; » 0, and v -^ infinity. Un- 
doubtedly^ we shall be unable to do more than answer 
this question approximately; and that, only with refer- 
ence to specific cases; for the ratio suitable for one 
length of span, and in one set of circumstances, will 
often be found quite unsuitable under difierent circum- 
stances. 

We have seen that the material required in chords, 
is in general, inversely as Ihe depth of truss, or as -. 

Also, that the material for verticals and diagonals, in- 
creases with increase in the value of v ; though not it 
a determinate ratio. But assuming the latter classes 
of members, including the main end braces of the Trape- 
zoidal truss, to increase in the ratio at which v in- 
creases, while the chords diminish at the same rate, 
we might reasonably assume, that the minimum amount 
of action upon materials would* occur when the amount 
of action upon chords werd just equal to that upon all 
other parts of the truss. 

By recurrence to the analysis of truss Fig. 12, 
[xLin], we find amount of action upon chords, re- 
presented by 56— M, and that upon all other parts, by 

( 16- + 22.57t?) M. Here, h is equal to 4 part dt the 
length of truss, while v is variable ; and, by making 
these two co-efiicienle of m equal, and deducing thence 
the value oft;, we have the depth of a 7 panel truss in 
which the amount of action upon chords, equals that 

of all other parts. Thus, putting 56^- « 16-- 4- 22.57r, 

A* 

Bubstracting 16-, and multiplying by t?, we have 40A^ =■ 

22.57r* ; whence t? - v'C ~;^ ), «1.84A nearly. This 
gives length to depth of truss, as 6.2 to 1. 
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Again y referring to analysis of truss Fig. 10, we find 
action upon chords represented by 20^m, and action 

upon other parts, by ( 8- + 11.2i?) m. To make 
these quantities equal, requires that v ^ 1.08A, and that 
the length of truss be equal to -^ times its depth, or 

nearly 5 to 1. 

From this last case, we may infer as a probability f. 
that a ratio of length to depth as 5 to 1, is the most 
economical for a truss of 5 panels, other things the 
same. We know, moreoveif that by making v = JA, in 
the same truss, we double the amount of action upon 
chords — making it equal to the aggregate upon all 
parts with the ratio of 5 to 1, while the action, and 
consequently, the material of the other parts is probably, 
•educed one-half. Hence, a ratio of length to depth 
as 10 to 1, probably increases the aggregate amount of 
action by some 25 per cent, over what takes place with 
a ratio of 6 to 1. We may therefore unhesitatingly 
conclude, that whether the ratio of 5 to 1 be too small 
or not, the ratio of 10 to 1 is much too large. 

Keferring again to the 7 panel truss, it appears above, 
that a ratio of 5.2 to 1 indicates the same amount of 
action upon chords, as on all other parts. But we can 
not with certainty infer that theaft^o^uto amount of action 
upon the truss, is less with t;Bl.34A, than with v^h ; 
in which case length is to depth ^ 7 to 1. In fact, if 
we estimate the absolute amount of action, assuming 
these two values oft? successively, we shall find no ea*- 
sential difference in the results. Hence, if other con- 
ditions were the same in both cases, it would follow 
that the ratios of 5.2 to 1 and 7 to 1 were equally 
favorable to economy, and that there is a better ratio 
still, between the two ; probably, about 6 to !• 



r 



Length to Depth of Truss. 103 

But the conditioDB are not the same in the two cases, 
aside from the difierent values of v. For, while with 
v^hj the diagonals incline at 45^, in the other case, 
their inclination from the vertical is considerably less, 
being only about 87®. This, we shall see hereafter, is 
a less favorable inclination tor diagonals acting by ten- 
sion, than 45® ; and, since the ratio of 6.2 to 1 shows 
an equality as to economy, with the ratio of 7 to 1, 
with the more favorable conditions on the side of the 
latter, it would seem at least, highly probable that the 
ratio of 5.2 to 1 is the more near approximation to the 
desired optimum. 

Now, after much thought and investigation, with 
some considerable experience in planning and con- 
structing truss bridges, I can give no better pra tical 
rule as to the proper depth of a truss of a given length, 
than to adopt that ratio between 7 to 1 and 5 to 1, 
which will best accommodate the desired length of 
panel (or value of A), and afford the best, and most 
economical inclination of diagonals; matters to which 
attention will shortly be directed. 

It is not supposed, however, that these limits of 
ratio will not frequently be exceeded, particularly in 
the adoption of a greater ratio than 7 to 1. In case 
of the very long spans dared and achieved in this age 
of rail roads and locomotion, engineers may recoil from 
the towering altitudes of 50 or 60 feet depth of truss 
which some of the long spans now occasionally con- 
structed would require, perhaps more in deference tcf 
European precedent, and from an instinct of conserva- 
tism, than from regard to economy, and a true appre- 
ciation of the real merits of the question. But for 
important bridges for heavy burthens, a ratio greatei 



104 ^ Bridqe BuiLBiNa. 

than 8 to 1 can not be regarded as coznmendabley ex- 
cept in rare and pecaliar circumstances. 

Inclination of Diagonals. 

LXV. We have seen the absolute importance of ob- 
lique members in bridge trusses, and we have also 
seen the excellence, in point of theoretical economy, 
of the trapezoidal truss, with parallel chords con- 
nected by diagonal members, with or without vertical^ 
Kow, since there is an endless variety in the positions 
which a diagonal member may assume, it becomes an 
important question, what degree of inclination these 
members should have, to give the most economical and 
satisfactory results. 

The inclination may be increased till it reaches a 
horizontal position, or diminished till it becomes a ver- 
tical ; when, in either case, the member ceases to be a 
diagonal, and becomes incapable of performing the 
office of effecting a horizontal transfer of vertical pres- 
sure. 

The greatest efficiency of material used in diagonals, 
is manifestly, when the weight sustained by a given 
quantity of material, multiplied by the horizontal 
reach, gives the largest product; and, when the mem- 
ber acts by tension, the weight capable of beiig sus- 
tained by a given amount of material, is as the cross- 
section directly, and as the rate of strain inversely. 
But the rate of strain, or stress produced by a given 
weight, is as the weight multiplied by the length of 
diagonal (d), and divided by the vertical (i?), or as — > 

while the cross-section is inversely as d, or as — 

Hence, the weight is as - -h -, =■ _,. 
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Now, representing the horizontal reach by A, the 

fih 



efficiency of the material mast be as ^ equal to 



. ^ . Then, making r, constant, and dividing by r, 

the expression becomes, prri) still beiug proportional 
to the efficiency of material. Consequently, that value 
of A, which gives the largest value to the expression 

-TTT%y ^^ indicate the inclination at which the diago- 
nal will act with the greatest efficiency. 

This value of A, is found by differentiating the func- 
tion -iTTi? (^ being the variable), and putting the dif- 
ferential equal to : by which process we obtain : 

^ (?TP^ =^-^^^^7^^^"0. '«^l»en<=« canceling the 
denominator, i.**dA + AMA = 2AMA, and A'dA « i^dA.* 
Then, dividing by dA, and extracting the square root, 
we have h^v\ thus showing that an inclination of 
45^ is the most advantageous for tension diagonals as 
£Eir as relates to those members alone. 

Thkust Diagonals. 

La VI. The efficiency of material in a thrust brace, 
is directly as the useful effect produced by the member, 
and inversely as the amount of material required in it. 

Kow, the useful efiect, as in the previous case, is 
as the weight sustained and the horizontal reach, while 
the amount of material, depends not only upon the 
stress and length, but also upon the ratio of length to 
diameter, which affects the power of resistance. 

Theoretically, the power of resistance is as the cube 
of the diameter (d), divided by the square of the length 
(=i;*xA*), a rule which is not sustained by experience, 

* d(1lomaii), before a variable, or the fanction of a variable, denotes 
the differential of such variable or fanction. 

14 
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except in case of long slim pieces wbich break by 
lateral deflection, nnder a comparatiyely small com^ 
pressive force. We will, however, use the rule for the 
present occasion. 

The efficiency of the material then, will be as the 
power of resistance and the horizontal reach directly, 
and as the stress prodnce d by a given weight, in« 
versely ; which stress is aaV^ ^^'-f^*, Whence we have 

^^^%/?T^ (""(^^) proportional to the efficiency 

of material in a thrust brace. Making (?i7» 1, the last ex- 
pression becomes --;Ar7~,and the valueof A which gives 

the greatest value to this function, will indicate the 
inclination at which a thrust brace will act with the 
greatest efficiency, as it regards the brace alone. 
Differentiating, and putting the result equal to 0, we 
have: 

d (-JL_p, yO^+^')H4^y+>^')iX^ ,0; whence, 

multiplying by the denominator (t?*+A*)*, we obtain 
dA {v'+h^)l « |A (r» + A«}J x 2AdA, and, dividing by 
i/(t?*+A')dA, we have t^+h^ « |Ax2A =« 8A* whence, r* = 

Zh^—h* at 2h% and by evolution, v — Av'2, and A «-~ 

« 0.7072i?. 

If we deduce the value of the expression ^^ |, 
(which is equal to the horizontal reach dividea by the 
cube of the length of brace), putting h^v and A«=}» 
successively, we find the degree of efficiency less than 
the maximum, as above determined, by about 9 per 
cent in the former, and 8 per cent in the latter case ; 
showing that considerable deviations may be made in 
the inclinations of thrust braces without much detri- 
ment to efficiency of material in braces, when required 
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by other considerations ; which will often be the case, 
as will be seen hereafter. 



Ekfects of Inclination of Diagonals upon Stress of 

Chords and Verticals. 

LXVII. The comparative effects of different' posi- 
sitioDS of diagonals upon the chords, may be illu&trated 
with reference to Fig. 21. It is manifest that a given 
weight w on the centre of this truss, will produce a 
vertical pressure equal to ^w at each of the points 
a and 6, and that each oblique member between a and lo^ 
will sustain a weight equal to ^w ; and will exert each 
a horizontal action upon the upper and lower chords, 
equal to l^w . Hence, the stress of chords in the centre, 

will equal ^w xn, in which n represents the number 
of oblique members between a and Wj or between 
a and c. But n equals ^ whence iw\ « iw- x~»^ 

W—. 





e 



Fig. 21. 
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The term h having been eliminated from the last ex- 
pression, it shows that the inclination of diagonals has 
no effect upon the stress of chords in the centre, pro- 
duced by weight in the centre of the truss ; and by 
similar reasoning it is shown that the same is true in re- 
lation to other parts of the chords, or to weight at any 
other points in the length of the truss ; the only differ- 
ence being that the shorter the panels, or 4;he smaller 
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the value of h, the shorter the internals at which the 
iDcrements in the stress of chords are added, and the 
less the magnitude of such increments, in the same 
proportion. Hence, in general, there is no differepg^e 
In the stresses of chords, whether the diagonals have 
one inclination or another. 

With regard to the effect upon verticals, that part 
of their stress which they receive through diagonals, 
is'equal to the weight sustained by those diagonals, 
and is the same for a given weight, whatever be their 
inclination. On the vertical m?c, the pressure is re- 
ceived directly from the weight But on the next ad- 
jacent vertical, on either side, one-half of the same 
pressure is received through to the intervening diago- 
nal, and transmitted to the next, and so on to the end. 

Consequently the aggregate action of verticals, pro- 
duced by the weight Wy is equal to w + Jwm, taking n 
for the number of verticals receiving their stress 
through the medium of diagonals, and which is equal 
to the whole number less 8, when the number is odd, 
and the verticals act by thrust, as assumed in the case 
of Fig. 21. If the weight be applied at the lower 
chord, the whole action of verticals is communicated 
through diagonals, the latter acting by tension. 

Hence the aggregate action of verticals increases and 
diminishes with their number, and economy as regards 
those members, would require the diagonals to incline 
at a greater angle with the vertical than that which 
is most favorable as to the diagonals themselves. 

We have seen, however [lxvi] that by placing the 
diagonals at 45^ when they act by thrust, we lose about 
9 per cent in economy of those members, and we now 
learn that such an arrangement increases the economy 
in vertical; to a considerable extent by diminishing 
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their nnmber ; the actual amount depending somewhat 
upon the number, and not deducible by a general rule. 

We shall not, however, err greatly in assuming, that 
with an inclination of 45^, for thrust diagonals in con- 
junction with tension verticals, the loss upon the 
former is quite made up by saving in the latter, and 
that a less inclination in this case, should be regarded 
as very questionable practice. 

In case of tension diagonals and vertical struts, a 
saving in material may undoubtedly be made by mak- 
ing the horizontal greater than the vertical reach of 
the diagonal, whenever such a course is found consist- 
ent with a proper regard to just proportions of the 
truss in other respects ; such as width of panel, depth 
of truss, etc. ' 

The Width of Panel. 

Lav ill. Which we have represented in our formu- 
la by A, has only been hitherto considered as to its 
relations to r, representing the depth of truss. 

With regard to the best absolute value of A,lhe ques- 
tion is affected by the relatfve expense of floor joists, 
and the extra amount of material and labor in forming 
connections at the nodes of the chords ; as well as, in 
some cases, the lengths of sections in the upper chord. 
The latter requires support laterally and vertically at 
intervals of moderate length, depending upon the ab- 
solute stress, which, other things the same, governs the 
cross-section. 

The upper chord usually, of whatever material, has 
a cross-section so large as to exclude all danger of 
breaking by lateral deflection, in sections of 10 to 14 
feet ; and, as there will seldom be occasion for exceed- 
ing these lengths in cancelated trusses, the increased 
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expense of joists for wide panels^ and the expense of 
extra connections in narrow ones, are the principal 
considerations affecting the absolute valne of A, as an 
element of economy. 

The transverse beams, supposed to be located at the 
nodes between adjacent panels, may, of coarse, be pro- 
portioned to the width of panel, so as to require essen- 
tially the same material in all cases. But the joists, or 
track stringers of rail road bridges, the depth being 
proportional to the length between supports, have a 
supporting power ae their cross sections; and since the 
load, at a given weight to the lineal foot, is directly as 
the length, it follows, that to support the same load per 
foot, as bridge joists are required to do, the cros&'Sec- 
tiou should b# as the length. The expense of joists 
and stringers, therefore, is directly as the width of 
panel.* 

On the contrary, the expense of connections 
will be as the number of panels, nearly, and conse- 
quently, inversely as their width, or inversely as the 

* The thicknees of joist most economical for a short reach would be 
liable to buckle with greater length and deptli. Hence joists reqaire 
increase of thickness with increase of length and depth. The thick- 
ness should be as the depth, and the cross-section, as the square of the 
depth ((i). 

U pon this basis, the required material for joists, increases at a greater 
ratio thui the increase in width of panels. The supporting power of a 
joist or beam of a given form of section, or a given ratio of depth to 
thickness, is as the cnbe of the depth directly, and the length (Q in- 
versely; or, BS^, If there be two joists of depths respectively as d and jp, 
and lengths as I and rU, their sapporting powers P, P^ to load oimi- 
larly applied, will be asy to ^ But the power should be as the load ; 
in other words, as the length of joists. Hence we have the proportion, 
y : ^ : : f : nZ, whence, n<P — ^ and x — d/i|. Now n is as the length 

of joists, and the' depth, therefore, is as the |- power of the length, and 
the cross-section, and consequently the required material, ^as the f 
power of the length. Hence, if m represent the material for joists 
with panels of a given width, the mat erial for panels twice as wide, 

will be represented by m X ^^^— ni^l6a« m2.62. But thlsis rather 
anticipating the subject of lateral, or transverse strength of beams. 



Width of Pansl. Ill 

length of joists. HeDce, if we could find the point 
where the cost of connections (consisting of extra 
material in the lappings of parts, connecting pins, 
screws and nats, and enlarged sections at the ends of 
memhers, together with the extra labor in forming the 
connections), becomes equal to the whole cost of ma- 
terial in joists or stringers ; that would seem to indi- 
cate the proper width of panel, or value of A, as far as 
depends upon these elements. 

But aside from the fiict that our data upon this 
question are so few and so imperfect, that it would be 
mere charlatanism to attempt to reduce the matter to 
a mathematical formula, the occasions would be so 
rare which would admit of the application of such 
formula, without incurring disadvantages in other re- 
spects, such as improper inclination of diagonals, un- 
suitable ratio of length to depth of truss, &c., that no 
attempt will be here made to give any thing more 
definite upon tUH point, than to refer to the best pre- 
cedents and practice of the times ; which seem to con- 
fine the range of width of panel mostly within the 
limits of 8 and 15 feet. 

Within these limits, and seldom reaching either ex- 
treme, plans may be adapted to any of the ordinary 
lengths of span, by adopting the single or double can- 
celated trusses, Figs. 12 and 13, or 18 and 19, or the 
arch truss Fig. 11, (which unquestionably contain the 
essential principles and combinations of the best trusses 
in use), according to length of span, the purposes of 
the bridges respectively, or the taste and judgment of 
engineers and builders. 
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ARCH BRIDGES. 

LXIX. An arch bridge may be distingaished from 
an Arch Tniss Bridge, by the fact that in the former, the 
bridge and its load are sustained by one or more arches 
without chords ; and, consequently, requiring external 
means to withstand the horizontal thrust or action of 
the arches at either end ; which means are afforded by 
heavy abutments and piers, in case of erect arches, and 
by towers and anchorage in the earth, in case of in- 
verted, or suspension arches. 

It is not the purpose of this work to treat elaborately 
of either of these forms of bridging, as the author's 
experience and investigations have been mostly con- 
fined to truss bridge construction. But as some of the 
largest bridge enterprises and achievements of the age 
are designed upon the principles h|y referred to, a 
brief notice of the subject, and some of the conditions 
affecting the use of these classes of bridges, may be 
regarded as desirable in a work of this kind. 

Suspension, or inverted arch bridges of very great 
spans, have long been in use, both in this and foreign 
countries ; and the capabilities of that system have been 
pretty thoroughly tested experimentally and practically. 

But bridges supported by erect metallic arches, have 
hitherto been confined to structures of moderate span. 
Within a few years, however, the magnificent enter- 
prise of spanning the Mississippi at St. Louis by three 
noble stretches of about 500 feet each, supported each 
by four arched ribs of cast steel, has been undertaken 
and is understood to be in rapid process of execution. 
The interest naturally felt in the progress and final 
result of this grand enterprise, by students and practi- 
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tioners in the engineering profession, will perhaps aid 
in rendering the following briet^ and somewhat super- 
ficial discassion acceptable. 



LXX. An erect arch subjected to the action of 
weight, or vertical pressure, is in a condition of unsta- 
ble equilibrium ; and can only stand while the weight 
is so distributed that all the forces acting at each point 
of its length, are in equilibrio. To illustrate this, we 
may assume the arch to be composed of short straight 
segments meeting and forming certain angles with 
one another, and the weights applied at the angular 
points. 

A weight at <?, Fig. 22, for instance, acts vertically, 
and, if (fc be produced till it meet the vertical drawn 

Fio. 22. 




through b in m, then the triangle bcm has its sides 
respectively parallel with the directions of three forces 
acting at the point c; namely, the weight at the point 
Cj tl)e thrust of the segment 6c, and that of dc. Hence, 
if these three forces be to one another as the sides of 
said triangle, — that is, if the weight {w) : thrust of be : 
thrust o{ dc:: bm: be: cm^ then they are in equilibrio. 
If w be greater than is indicated by this proportion, 
the point e will be depressed, bed approaching nearer 
and nearer to a straight line, and becoming less and 

15 
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less able to support the weight, and a collapse must 
result. 

If w be less than the above proportion indicates, it 
will be unable to withstand the upward tendency of 
the point c, due to the thrust of be and dc (or, to the 
preponderance of the vertical thrust of Ac, over that of 
cfc), the point c will rise, the upward tendency becom- 
ing greater and greater, and the result will be a col- 
lapse, as before. The same reasoning, and the same 
inference, apply to any other angular point, as at c. 
It is, therefore, only in theory that such a thing as an 
equilibrated erect arch, can exist The arch is here 
considered as a geometrical line without breadth or 
thickness. 

It is this property of instability, in the Erect Arch, 
that the diagonals in the Arch TrusSy [Figs. 5 and 11] 
are designed to obviate, and to enable the arch to re- 
tain its form and stability under a variable load. 

LXXI. Still, in theory, an arch may be in equilibrio 
with any given distribution of load, whenever the points 
a, bf c, etc., are so situated that the sides of the trian- 
gle bcnij for instance, formed by a vertical with lines 
respectively coinciding or parallel with the two seg- 
ments meeting at o, are proportional to the 8 forces 
acting at e, as above stated, and so at the other angu- 
lar points of the figure. 

To construct an equilibrated arch adapted to a given 
distribution of load, consisting of determinate weights 
at given horizontal intervals between the extremities 
of the arch, we may proceed as follows : 

Draw a horizontal line representing the chord akj 

and upon the vertical C/2, erected from its centre, take 

. Of equal to the required versed sine, or depth of the 



I 
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arch at the centre. AlsOy take //«■ Of, and erect verti- 
cals upon the chord, at all the points at which the load 
is applied, and join a and t 

Then, if the load be uniformly distributed (horizon- 
tally) upon the arch, we have seen, [lii], the arch 
should be a parabola, to which of course, at is tangent 
at the extremity, a. But, regarding ab as tangent to 
the curve at r, half way between a and b (horizontally), 
we seek the abscissa /«, which is to Cf:: r^: aC?. 
Then, taking the distance of /ua/$, au is tangent to the 
curve at r, and coincides with the first segment [ab) of 
the arch. (These segments are supposed to be so 
short, that the tangent and curve may be regarded as 
essentially coinciding, for the length of a single segment) • 

Now, the thrust of a6, is to the whole weight bear- 
ing at aySLQru to us; and, erecting the vertical cdj such 
that all ab:: weight at b : thrust of a6, and drawing 
the straight line Ibc^ cutting the second vertical in e, we 
have be for the second segment of the arch, being in 
the line of ^, wliich represents the resultant of the two 
forces acting at b ; namely the weight at 6, and the 
thrust of ab. 

In like manner, take 6m, representing the weight at 
e, and the straight line mcd^ meeting the third vertical 
in e/, gives cd as the third segment of the arch. 

Repeat the same operation for each of the succeed- 
ing segments c&, efj Ac, till the arch is completed, and 
it is obvious that the forces acting at each of the several 
angular points 6, c, <iy &c., are in equilibrio ; and that 
the arch throughout is, theoretically, in a state of 
equilibrium. 

We may vary this process so as to secure greater 
accuracy oi construction, in the following manner : 
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Producing Ibc till it meets Ct in Vy we see that abl and 
nbv are similar triangles, and al : uv :: horizontal dis- 
tance of / : horizontal distance of v^ from the point 
6. HencCy we may take the point v instead of the point 
ly by which to establish the position of the line bc^ and 
thereby secure greater relative accuracy of measure- 
ment. 

So may we also take w'^y or Uf instead of im, to de- 
termine the line cd. By this means we multiply the 
small spaces al, bmy &c.y and diminish the amount of 
error in measurement, and if the angular points, or 
nodes be at uniform horizontal distances, the process is 
vety simple. 

LXXn. We have assumed, in describing the arch 
a, 6, c, dy &c., a uniform distribution of load, horizon- 
tally. But the general process is obviously the same 
for an unequal distribution, after locating the first seg- 
ment ab ; which we may do by first ascertaining the 
amount of bearing at a, due to the load of the arch. 
This will be tp the whole load, as the distance of the 
centre of gravity of load from ky horizontally, to the 
whole chord ak. For instance, if the centre of gravity 
be l^alf way between C and A, one quarter of the load 
bears at a. The weight bearing at a, whatever it be, 
may be represented by A; and supposing it to exert 
the same horizontal thrust at a as half the load (W), 
would do when uniformly distributed, we take u' in 
fty so that \ W : A : : uCi u'C* Then av! gives the 
direciion of aVy and we proceed in the same manner 

* We may assame any amount of horiwmtal thrust, and the greater 
the assamed thrust, with a giyen load, the less wiU he the depth of 
the arch, and vice versa. It is proposed here to construct an equili- 
brated arch a', b'e',d^&c, of about the same rise at the crown, as the 
normal curve, a, b e, d, &c,, has. 
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as before using the weights given for the several nodes 
of the arch, to determine the points cf^ d\ Ac. These 
being connected by straight lines, we have an equili- 
brated arch adapted to the given distribution of load. 

LXXIIL But of course, this atTch will not stand 
under any other disposition of the load. To obviate 
this difficulty, and to construct an arch which will 
Btaud under a variable load, without the chord and 
counter-bracing of the arch truss, the device has been 
adopted, of constructing the arch of such vertical width 
that all the equilibrated arches or curves, required by 
all possible distributions of load; may be embraced 
within the width of the arched rib. Then, if there be 
sufficient material to oppose and withstand ^^ forces 
liable to act in the lines of said several equilibrated 
curves, complete vertical stability must result. 

The proper width, or depth of the arched rib, will 
depend upon the length and versed sine of the arch, 
as well as the amount and distribution of load ; and 
the material will act most efficiently, when mostly dis- 
posed in the outer and inner edges, or members of the 
rib, and connected, either by a full, or an open web, to 
distribute the action between the outer and inner mem- 
bers, according as the resultant line of action approaches 
the one or the other of those members. 

The normal form of* the arch should be such as to 
be in equilibrio under a uniform load,"*" and hence it 
will be parabolic, as to the movable load, and the 
weight of road-way, and catenarian, as to the weight 

* The method above explained, for deflcribing an equilibrated arch, 
10 applicable to all cases where the load, both constant and variable 
acting on the several parts of the arch, Is known, whether it be the 
normal curve, adapted to a fuU load, or a distorted curve, suited to an 
jnegnlar distribution of load. 
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of arches (as far as they are nniform in section), and 
should approach the one or the other form, according 
to the weight of arches, as compared with the other 
weight to be supported thereby. 

The distance between outer and inner members, or 
the width of web, reckoned from centre to centre of 
those members, should be such that no condition of 
unequal and partial load, could throw greater action 
at any point of either member, than the extreme uni- 
form load would throw upon both. 

Let us suppose that the curve a, 6, c, dj etc., be cen- 
trally between the two members and that ddfj and W 
be the greatest vertical departures, inward and outward, 
of any equilibrated curve, from the normal curve a, 6, 
c, etc. 

Let us further suppose that the thrust of the arch 
at the points d and A, be | as great under the load act- 
ing in the curve of greatest departure from the normal 
as the extreme uniform load produces at those points. 
Then, if the outer and inner members of the rib, be 
placed at a distance of six times the greatest departure 
of the distorted from the primary, or central curve, 
one member will be twice as far from the line of action 
(at the point of greatest departure), as the other, and 
the latter will sustain two-thirds of the action, equal 
to one-half the action of the full load, and the same aa 
in the latter case. 

If the width of web be less than six times the great- 
est aberration of the distorted curve, the action, under 
the suppositions above, will be greater upon one mem- 
ber than that due to a full uniform load ; a condition 
altogether to be avoided. 

A few trials at constructing curves adapted to as- 
sumed possible distributions of load, may determine 
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flatisfactorily what condition gives the curve of great- 
est distortion and the greatest departure from the nor- 
mal ; and the amount of action under that condition, 
can be readily calculated with sufficient nearness, 
whence the proper width of web may be deduced. 

LXXIV. The points of the equilibrated curve may 
be located by calculation, and perhaps with as much 
ease, and greater accuracy than by construction. 

Suppose Fig. 22 to have a vertical depth, QT, equal 
to one of ten equal sections of the chord ak. Uaving 
found the length of/(£, in the manner already explained 
[lxxi], it is known that for a uniform load at each 
angle, the vertical reaches of tbe several segments, 
begining at the centre, are as tbe odd numbers, 1, 3, 5, 
7 and 9 ; and, if we conceive Qf to be divided into 25 
equal parts (25 being the sum of these numbers), each 
of these parts will be equal to 0.04Cy, or .04i7; and this 
factor, multiplied by the numbers 1, 8, 5, &c., give the 
vertical reaches of the respective straight segments, 
which vertical reaches being substracted successively 
from r, and successive remainders, show the several 
verticals to be as follows : At the centre,/, vertical =» 
Cf^v. At e, vertical «- 1? — .04o «■ .96y. At rf, verti- 
cal — (.96— .12)1? — .84i;; at c, vertical = (.84— .2)w — 
.64e;, and at 6, vertical — (.64— .28)t?, — Mv. This es- 
tablishes the normal cj^rve for uniform load. 

Now, supposing the weight of structure to be equal 
to \w at each of the angles of the arch, and also, that 
a movable load of a like weight, u?, be acting at each 
of the five points/, g^ A, i, J ; the permanent weight of 
structure gives a bearing of 4.5u; at a, and the movable 
weights at /, ^, A, 4c., give respectively .6m7, Aw^ .8u?, 
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•2u7, and .Iw^ together, equal to 1.5wi making the 
whole bearing at a, equal to 6u7, which is i^th less than 
if the same weight were distributed uniformly. 

Then taking Cu^ =■ f Cuy and drawing the line au\ 
(not shown in the diagram), we have the inclination of 
ab'j the first segment of the required curve, which gives 
the same horizontal thrust at a, as the normal curve 
would exert under the same load uniformly distributed. 
We find /a (=*/5), by the proportion. 

: ,81t?; and, reducing 1.81r (=C?m), by one-seventh, we 
obtain Cu' «= 1.55142;. This length is to aC :: A (=62(?), 
: horizontal thrust ofaf; that is (making i'=»l), 1.5514 

: 6 : : 6m? : J^ « 19.83w?, = horizontal thrust ab. 

1.5514 ' 

Now, if this thrust be represented by JaC, = i;«sl, 

then w will be represented by a space equal to ^JWi " 

.05173, which is equal to the vertical departure (D), of 
6'c' from ab'u\ . Knowing the value of this departure 
which, of course, is directly as i;, and inversely as a(7), 
we can locate the points c', d% ef and/", by their verti- 
cal distances from aw', as follows : The vertical at 6', is 
evidently equal to Jxl.5514, — .81026; consequently, 
the vertical at c' « 2X.81026 — .05178 =* .56879. Ver- 
tical at d' — 8 X. 81026— 8 x. 05178 - .77559. Vertical 
6' « 4X.81026— 6X.05178 — .98068, and the vertical at 
f^ equals 5X.81026— lOx.05178 « 1.084, showing that 
the new curve crosses the normal, between e and /, and 
/' is above/, but not shown. 

Then, if each of the segments 6V, cfi'^ Ac, be pro- 
duced to meet the indefinite vertical drawn through a, 
they will evidently cut that line at intervals of D, 2D, 
8D and 4D together, equal to 10 D, — .5178. Then, 
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the weight at /being equal to 2m7, it follows that fg* 
makes twice the deflection from e*f that the latter 
makes from d*t\ that is, eqaal to 2D in the horizontal 
distance of li?, or 1, or lOD (« .5178), in the distance 
aC, or 5. Hence, Z^' produced, cuts the vertical at a, 
twice as high as df cuts it, or, at a point 1.0346 above 
a; being just as high as the point/^; except a small 
difference resulting probably from omitted fractions. 
This shows that fg' is horizontal, and tangent to the 
curve at its vertex. 

It follows that all the weight at/', and at the left of 
that point, is brought to bear at a, aad all that at g\ 
and on the right thereof, bears at h This affords a 
check upon our work thus far, as we already knew 
that the bearing at a was equal to 62/7, and we now see 
that this is made np of la? at each of the four points 
h\ c', d\ e\ and 2u? at /'. If/5' were not horizontal 
the arch could not be in equilibrio under the assumed 
condition of load. 

Now, as we manifestly have for the 4 remaining 
segments, a vertical reach for each, as the weights 
they respectively sustain ; i. e., equal respectively to 
2D,4D,6D,and8D; making 20D(«C5r); altogether, we 
have only to subtract these quantities successively from 
Cf (=1.0846), to obtain the lengths of verticals at A', 
f, f ; as follows : 

1.0846 — 2 X .05178 = .98114 = vert, at K 
.98114-^4 X. 05178 = . 72422 « " " f 
.72422 — 6 X .05178 = .41884 = " « / 
.41884 — 8.x -.05178 = « « k 

The differences between these lengths of verticals, 
and those of the normal curve at the same points, show 

16 
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the aberrations vertically, of the distorted, from the nor- 
mal curve, as below. 

Nor. DUt Bdow. AI>OTe. 

66'-.86— .81026-.04974 « 

cc' -.64— .56879-.07121 «« 

rfrf'=..84— .77559-.06441 «« 

e«'=..96_.98068-.02952 « 

Diet. Nor. 

Sf -1.034 —1.00= ,084 

^/«1.084 — .96- .07446 

AA'- .98114—84- .09114 

ii! - .72422— .64- .08422 

j[/'- .41884— .86- .05884 

L'XXV. From this exhibit, we perceive that the great- 
est vertical aberration externally for the condition of load 
here assumed, is at AA', and equals .091t?, and the great- 
est internally, at cd (or a little to the right of these 
points in both cases), equal to .0712;, traversing a zone 
equal in width to .162{;. nearly \ of the versed sine of 
the normal curve. 

I^ow, we have seen that the horizontal thrust of the 
arch for a gross load of 14u7, equals 19.28u7, with the 
assumed proportion of versed sine to span, as 1 to 10, 
whether upon the normal or the distorted curve ; and, 
the thrust being evidently as the gross load, other 
things the same, it follows that,, with the full gross 
load of 18tc?, or ^w at each angle, the thrust would be 
to 19.882£? as 9 to 7. Hence the load, as above assumed, 
produces }, or 77 jV P^i* ^^^^ ^^ ^^^ maximum thrust 
under the full uniform load. 

The uniform load being supposed to act equally upon 
the outer and inner members of the rib, the action of 
50 per cent is due to each ; and, in order that neither 
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member, at tbe nearest approach to the equilibrated 
curve, may be subjected to greater stress than under 
the greatest uniform load, the web. should be so wide 
that (assuming the outward and inward aberrations to 
be each equal to the mean of .OSlt;, and putting x» 
width of web), x: Ja:+.081r : : 77.7 : 60. Whence 50a; 
=88.88a:+77.7x.081v; and a:-.657i?. 
• But this value*of x being equal to the distance verti- 
oally across the web between c and d^ or between A and 
t, is greater than the distance square across, about in the 
ratio of distance from a to/, to the line a (7, in this case 

a8^^26 : 5. The actual width of web, therefore, is only 
•545t;, still considerably more than half the versed sine 

The condition of load here supposed, may or may 
not be the one requiring the greatest distortion of the 
equilibrated curve. The case has been assumed to 
illustrate this discussion, as it seemed likely to be near 
the condition requiring the greatest width of web ; 
and I leave this part of the subject, without attempt- 
ing a more general and determinate solution of the 
question. 

LXXVL The movable load has been taken as only 
equal to the weight of superstructure, upon the suppo- 
sition that this style of bridging would seldom be 
adopted, except for very considerable lengths of span, 
where the weight of superstructure is relatively greater 
than in case of short spans. 

This double arch, as here under consideration, con- 
sisting of an outer and an inner curved member, con- 
nected by a web, in order to act most efficiently should 
be so adjusted that the outer and inner members may 
be subjected to equal action under a full maximum. 
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UDiform load. Hence, the normal and equilibrated 
curves, representing the line of the resultant of forecs 
acting upon the arch, have been assumed as terminat- 
ing at each end, at points centrally between the ex- 
tremities of the outer and inner curved members. 

It might seem possible that the distorted curve 
adapted to the above assumed condition of load, might 
so fall as to recross the normal between the points df 
greatest departure and the ends, and thus diminish the 
extent of aberration, and the necessary width of web. 
If the curve a, 6', (/, etc., be turned upon its centre, by 
raising the end at a, by ^rds of the greatest departure, 
that is, by f x.081i?,«=.054i?, the aberration half way 
between a and/, where it is at or near its maximum 
point, would be reduced by .027t;, and become .054i? 
just the same as at the end. The other end would drop 
to the same extent, and would reduce the outward 
aberration in the same degree. This, of conrse, would 
be the least possible extent of aberration ; and if we 
could rely upon the resultant stress following this curve 
in such a position, it t^ould enable us to diminish the 
width of web to .864i?. 

But there seems to be no obvious reason why we 
should assume the equilibrated curve to take the posi- 
tion just described, rather than one with the letl end 
below a, and the other above A;, thus increasing instead 
of diminishing the aberration. Hence, in the case of 
an arch ribbed bridge, liable to a movable load equal to 
the weight of structure, foot for foot, upon the whole or 
any part of its length, if the web of the ribs be less 
than 86-lOOth, of the versed sine {CfFig 22), certainly, 
and if less than 54-lOOths probably , the material in the 
principal members is liable to greater strain m some 
parts, under a partial, than under the extreme load ; 
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which would be decidedly an unfavorable condition, 
with regard to economy. 

LXX VJLL The operation of the web in dietribating 
the action upon the outer and inner curved members 
of the rib, and transferring it from one to the other, 
may be understood by the diagram Fig. 28, exhibiting 
said curved members, connected by a web consisting 
of a simple system of diagonals, capable of acting by 
thrust or tension as may be required. 

The normal curve is represented parallel with, and 
midway between the curved members ; and the equili- 

Fio. 23 




brated curve is represented as crossing the normal 
near/, meeting it again at a and A;, at the ends ; and 
having its greatest aberrations at c and K It is mani- 
fest that the action of the outer member at e, is to that 
of the inner one at J, as JA to ih (inversely as their dis- 
tances from the distorted curve), and that the action 
upon the outei* diminishes, while that of the inner one 
increases each way from i and J, until the action upon 
the two becomes equal at the meeting of the curves at 
A:, and at the crossing point near/. Hence the dia- 
gonals leaning toward the point i must act by thrust, 
while those leaning fromj^ act by tension. On the 
contrary at d, where the greatest compression is upon 
the inner member, and diminishes each way, the dia- 
gonals leaning from e, act by thrust, while those lean- 
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mg toward c^ act by tension. The tension diagonals 
are represented by single, and the thrust diagonals, by 

doable lines. 

Bat the action changes more or less with every 
change in the position of the load, and if the load were 
reversed apon the two halves of the arch, each dia- 
gonal here represented as acting by thrast, woald then 
act by tension, and vice versa. 

TSqWj assaming that dc a |c€, and that the action 
npon the inner member at this point eqaals twice that 
of the outer one, it follows, since the action should be- 
come equal upon the two at a, that | of the whole 
thrust of the rib must be transferred from the inner to 
the outer member between c and a, by the thrust and 
pull of diagonals, exerted in the direction of the normal 
curve ; the action accumulating and increasing upon 
successive diagonals each way from c, and in like 
manner from A. 

The action of diagonals is still further affected by the 
transfer of the action of load, from the outer to the inner 
member ; the load being first applied directly to the outer 
curved member. Hence it becomes a somewhat com- 
plicated problem to determine the maximum action 
of diagonals ; especially as the complication becomes 
increased by taking into account the 

Effbots of Tbmpbratube. 

LXXVin. The expansion and contraction of metallic 
arches without chords, the ends remaining fixed as to 
position and distance asunder, must obviously cause 
the intermediate portions to rise and fsrll with 4he 
increase and decrease of temperature. 

The outer and inner members, if parallel, being 
similar concentric arcs, will rise and fall, by the same 
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changes of temperature, proportionally to their respec- 
tive radii ;* the outer one undergoing the greater ver- 
tical change, whence, it must follow that in warm 
weather the outer, and in cold weather the inner 
member sustains the greater relative compression , a 
result for which there appears to be no obvious remedy, 
except by balancing the end bearings upon pivots at a 
and /:; which would allow the two curved members to 
adjust themselves to an equal action upon the two. 
Or, if the curves be formed upon the same radius, and 
of equal length, they would rise and fall alike, and the 
distance across the web vertically, would be the same 
at all parts of the arch. 

In this case, as in all others, of the arched rib, the 
depression of the arch, whether from reduction of tem- 
perature, or the action of load, would be attended by 
increased thrust action, or diminished tension action 
upon diagonals less inclined from the vertical position, 
and the reverse of action, upon those more inclined. 

The absolute rise or fall of an arch, resulting from 
a given change of temperature, may, without essential 
error, be regarded as pr9portional to the change in the 
length of a circular arch of the same span and depth 
(from chord to vertex), within the limits of change 
produced by. temperature ; and, may be found by the 
following process : 

Divide the square of the half chord by the depth of 

arch (v), add the divisor to the quotient, and half the 

sum equals the radius. Divide the half-chord by the 

. radius, to get the natural sine of half the arc ; find 

i in the table of Natural sines, the angle corresponding 

! . 

*The curves not being sappoeed to be drcnlar arcs, it is not 8tTictl7 
oonect to speak of their radii, but the meaning will be comprehended. 
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with the sine thus found, and double that angle, for 
the number of degrees in the arc. Multiply the num- 
ber of degrees (reducing minutes and seconds to the 
decimal of a degree), by .01745829 (« length of a de- 
gree, radius being equal to 1), for the length of the arc. 

Then, in the same manner, find the length of an arc 
upon the same chord, and with a depth (r') one or two 
per cent greater or less than v ; and, the difierence in 
length of arcs thus found, is to the difierence between 
V and r/j as the change in length of arch due to the 
given change of temperature, to the rise or fall of the 
arch, resulting from such change. 

By applying this rule to a specific case, we can the 
better appreciate the importance of the efiects of change 
of temperature upon this species of arched ribs. If we 
assume an arch of 500 feet chord and 50 feet depth, =i', 
we find the length of arc to be 513.25 fL The length of 
an arc of the same span, and a depth {v') ^51/1.^ is 
518.716 /i'., the difference being 0.465 /^ The expan- 
sion of steel for a change of 110^ Fahrenheit, is 
.0007271 X length (518.26), - .87818. We have, there- 
fore, .465 : Ift. : : .87818 : .8025fL — rise or fall of the 
arch in the centre, resulting from a change of llO**, 

Regarding this rise in the centre as the abscissa of 
a parabola, and the half chord as the corresponding 
ordinate, the rise bM any other point of the curve is 
equal to the difference between .8026, and the abscissa 
answering to the ordinate of the given point 

Suppose the point be 10 feet from the end, and the 
ordinate, of course, 240/?., we have, 250* : 240* : : .8025 
: .7895 »■ abscissa for the given point 7 whence, the 
rise at that point, equals .8026— .7895 — .063/2. 
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Let Fig. 24 Fepresent the end portion of the arch, dbe 
the upper, and gc the lower member, tig and be the 

width of web,B»12\ ab^ with a 
Ito. 24. horizontal reach of 10', equals 

10.76^ Then, bg being re- 
garded as a rectangle, the 
diagonal ae^ 16.1ft and the 
temperature being raisedllO^, 
the points 6 and e rise to b' and 
tf, W being equal to the ver- 
tical rise multiplied by the 
cosine of the angle abd^ i. e., 
equal to .062 X cosine abd. 
This angle is s little over 22°, and its cosine about .98 
whence 66'«".068ft,^(?c'. Joining a with c', and draw- 
ing &f at right angles with a<?, and acf (as these lines 
are essentially parallel), we have cfy^e&x sin. acb^cef 

X — ?«.038ft,»" the contraction required to take place 
in the length of the diagonal oc, to accommodate a 
shange of 110*^ in temperature. 

In the mean time the point e rises to e', the distance 
eef being equal to .1147, so that c'e^ is extended about 
the same as ac^ is contracted ; a change equal to what 
would be produced by a force of 70,000 &s to the square 
inch of cross section. 

If the normal length of the diagonals be adjusted for 
a medium temperature, the change would be half the 
above amount each way, or equal to that produced by 
85,000 9>s to the inch. 

Succeeding diagonals toward the centre would be 

affected in a similar manner, though in a less degree ; 

and the consequence must be an accumulation of thrust 

or compression upon the inner member toward the 

centre, and the outer one toward the ends, upon a rise 

17 
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of temperature, and the reverse on a fall below the 
normal point. 

Thb Width of Web. 

LXXXIX. For an arch of 500 ft. chord, and 50 foot 
depth. We have seen that, with a load as assumed 
[lxxiv], with reference to Fig. 22, the aggregate aber- 
ration outward sund inwand, traverses a zone of .1622;, 
equal in this case, to .162 x 50 «■ 8.1 ft. If the web, 
tlierefore, be 8.1 feet wide between centres of curved 
members, the equilibrated curve will reach the centre 
of said members at the points ot greatest aberration, 
both ways, and the whole thrust at these points, will fall 
upoQ a single member, producing as we have already 
Been, 77 ^\ per cent of the amount of thrust due to a 
maximum uoiform load ; being over 5o per cent more 
stress under a partial than under a full load. 

Again, suppose the web to be 12. feet wide. The 
distorted curve would approach within two feet of the 
outer and inner curved members, throwing upon one 
member at one point, and upon the opposite member 
at another point, almost 80 per cent more action than 
what is produced by the full maximum load. It was 
shown moreover [lxxv] that nothing short of .545i?a 
•545x60=27.25 feet width of web, could be relied on to 
give as small a stress upon the curved members in tliis 
particular case of a partial, as that produced by a full 
maximum load. 

This would be an inconvenient, and an expensive 
width of web, and probably a less width would be pre- 
ferable, even with a greater occasional stress upon the 
curved members which might be enlarged in section 
in parts liable to the greater stress. But I shall not 
undertake at this time, to determine the exact optimum. 
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Finally, considering the difficulty of securing the 
most efficient thrust action of the curved members of 
the arch, the serious disturbances as to the action of 
the diagonals composing the web system, occasioned 
by changes of the temperature, together with the extra 
weight and strength of piers and abutments to with- 
stand the hof^zontBA thrust of the arches, it seems rea- 
sonable to conclude that the erect metallic arch bridge 
win only be adopted under rare and peculiar circum- 
stances; and that in such cases, the plans should be 
subjected to especial examination and investigation* 

Truss bridges possess the advantage of having all 
the forces in operation, except the vertical action of 
weight, and the opposite resistance of the end supports 
resisted by means of members contained within the 
structures themselves, and composed of materials of so 
nearly uniform expansibility by heat, that no important 
disturbance in the relations of the different members, 
can be produced by changes of temperature. Plans, 
also, may be so arranged as to secure a near approxi- 
mation to uniform maximum stress upon all the parts ; 
at least, to a much greater degree than seems practica- 
ble in the case of the arch without chords. 
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BRIDGE MATERIALa 

LXXX. Having discussed the general principles 
and relative characters and merits of different plans 
and forms of bridge trusses, and their proper propor- 
tions, particular and general, the question as to the 
best materials for the purposes of bridge construction 
may properly be considered. 

We have seen that the materials of a bridge truss 
are principally subjected to two kinds of action, that 
of tension, and that of compression. Lateral, or trans- 
verse action should be avoided in the principal parts 
and members of the truss. 

It is obvious then, that those materials best calcu- 
lated to resist these kinds of force respectively, should, 
when practicable without sacrifice of economy, be em- 
ployed in the situations where those forces are respect- 
ively exerted. For instance, when the diagonals act 
by tension, the upper chord (or the arch, in case of 
the arch truss), and the verticals, should be composed 
of the material best adapted to the sustaining of a com- 
pressive force, while the lower chord and the diagonals, 
should be of the. best material for sustaining tension. 

Wood and iron are the only materials that have been 
employed in the construction of bridge superstructures 
to an extent worthy of notice ; and it seems reasonable to 
conclude that on these we must place our dependence. 

Cast iron resists a greater compressive force than 
any other substance whose cost will admit of its being 
used as a building material. Steel has a greater power 
of resistance, but its cost precludes its employment as 
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a material for bttilding purposes.* Wrought iron re- 
sists compression nearly equally with cast iron. But 
its eost is twice as great, which gives the cast iron a 
decided advantage^ ^ 

On the other hand, wrought iron reedsts a tensile force 
nearly four times' as' well as east iron, and 12 or 15 
times as well as wood, bulk for bulk. 

I^ot only are these the strongest materials, but they 
are also the most durable. In fact, with proper pre- 
cautions, they may be regarded as almost imperishable. 

It would seem then, that wrought iron for tension, 
and cast iron for compression, were the best materials 
that could be employed in building bridges. But 
wood, though greatly inferior in strength and dura- 
bility, is much cheaper and lighter, so that, making up 
with quantity for want of strength,, and by frequent re- 
newals, its want of durability, it has hitherto been 
almost universally used in this country for bridge 
building ; and, in the scarcity of mesns, and the un- 
settled state of things in anew country, where improve- 
ments are necessarily, to a great extent, of a temporary 
character, thisF is undoubtedly the most economical 
material for the purpose. 

But it is believed that the state of t&ings has now 
assumed that degree of settled permanency in many 
parts of this country, and available means have accu- 
mulated to that extent which renders it consistent with 
true economy to give a character of greater permanence 
to our improvements ; and, in the erection of import- 
ant works, to have more reference to durability, even 
at the cost of a greater present outlay. In this view 

* This remark, made oilgiiiall7 some twenty-fi^e yean ago, may re- 
quire some modiUcation st the praaent time, wlien gteel is Mng em- 
ployed eztensiyelj for rail way traclE, and in some important arch and 
Bospcouloii bridges ; hat not in tniBB hridges, to the inter's knowledge. 



« 



134 B&iDGB Building. 

of the subject, it seems highly probable that one of the 
channels in which this teudencj of things will develop 
itself, will be in the extensive employment of iron in 
the construction of important bridges. With this im- 
pression, I proceed to some general comparisons as to 
the relative cost and economy of wood and iron as 
materials for bridges. 

LXXXL The power of cast iron to resist compres- 
sion, equals some twenty times that of wood ; conse- 
quently, it will only require one twentieth as much of 
the former to withstand a given force, provided it can 
be put into a form in which its liability to flexure, and 
yielding laterally, is not greater than that of wood. 
This may be accomplished in part, by giving the iron 
a hollow form, so as to make the. diameter of the pieces 
approximate to an equality with twenty times tiie same 
amount of wood, which must generally be used in a 
simple rectangular, or cylindrical form of section. 

Assuming, then, that a cubic foot pf cast iron will 
do the same work as 15 cubic feet of wood (after mak- 
ing allowance for the necessarily smaller diameter of 
the iron), we can institute a comparison which would 
seem, upon the surface, to show the relative economy 
of the two materials. 

A cubic foot of cast iron, manufactured for the work 
will cost about $18.00. 15 cubic feet of wood in a bridge 
will cost, say $6.00. Whence it appears thftt the cast 
iron is more than twice as expensive, in the first outlay, 
for sustaining a compressive force, as wood. 

Again a cubic foot of wrought iron in the work, say 
450 ]b at 7}cts.»$84.00. 

Wood is about ^ as strong as iron. But about one- 
half of its fibres must be separated in order that the 
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other half may be so connected in the structure, as to 
be available to their full strength, acting by tension. 
Hence, it will take some SO feet to equal one of iron ; 
for which it will cost, say $12 ; showing a difference of 
a little less than three to one ; making the average for 
both kinds of iron, reckoning equal quantities of each, 
about 2.6 to L 

To ofiset against this, we have the superior durability 
of the iron, which^ as before observed, may be regarded 
as imperishable ; whereas, wood requires frequent re- 
newals, at a cost each time, equal to the first outlay. 
Now, the first cost of the iron is sufficient to provide 
for the. first cost of the wood, and nearly tWrO renewals. 
Besides this, money, though an inanimate substance, 
isy nevertheless, in these usurious times, made to I e 
exceedingly prolific ; insomuch, that with good man- 
agement, it is found to double itself once in ten or 
twelve years, according to the hai*dnees of face in the 
lender, or of forlune in. the borrower; 

Assuming 5 per cent per annum as the net income 
of money invested, the term of time in which the 1 j«^«j 
dollars saved in the wooden structure^ will require to 
produce. one dollar fi)r renewal, will show the time that 
wood ought to last, to be equal with icon in economy. 

One dollar and sixty cents at compound interest will 
yield, at 5 per cent^ one dollar in a little less than ten 
years. Therefore, if an imperishable iron structure 
cost 2.6 times as much as one of wood, and the latter 
last bat ten years, and money will net 5 per cent, com- 
pound interest, the two materials are nearly upon a par 
as to economy. 

Experience has shown that wooden bridges, unpro- 
tected by roofing and siding, seldom last with safety 
over eight years, or thereabouts ; and, the more there 
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be expended to increase the dnnibiUty, the less surplos 
capital n^ili be left to be invested toward renewals. 

LXXXIL But the above comparison is too super- 
ficval and general to be entitled to a great deal of con- 
fidence, except^ perhaps, ^ it regards the sustaining 
of a given weight by a simple post, or suspending it by 
a bar oi* rod of iron or wood. In the complicated as- 
semblage of pieces forming the superstructure of a 
bridge, there are numerous ether facts and considera- 
tions which materially vary the results. First, there 
is a difficulty in connecting pieces of timber in such a 
manner that every part may be proportioned to the 
strength required of it, to the same extent as can be 
done with iron. Second, it is frequently necessary to 
use considerable quantities of iron in bolts and fastenings 
for putting together a structure of wood requiring great 
stability. Third, wood soon loses a portion of its 
strength by partial decay, and consequently, requires 
additional strength in the begitining, that it may be 
safe for a time after decay has commenced. 

Hence, but little can be predicated upon the simple 
general comparison of wood and irOn as to strength 
and cost, relative to the comparative economy of tbe 
two materials for bridge building. 

It is only by comparing the results of actual expert* 
ence, or, where this has not been bad, by comparing 
the results of detailed estimates, tipon well matured 
plans, founded oti welt established princfiples, that at 
satisfactory conclusion can be arrived at. 

With regard to wooden bridges, much eitperience has 
been had, and the reasonable presumption U, that a good 
degree of economy has beeti attained in their constf u6^ 
tion. But the ideft of btitlding iron bridges in thii 
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country, is of redent date^ and but little bas been experi- 
mentally prored m ^elatioiii to their cost and qaalities. 

LXXXin. This much, however, my own experience 
has demonstrated. . Having received Letters Patent for 
an '^ Iron Trass Bridge/' upon the arch truss plan, and 
constructed two bridges thereon, over the Enlarged 
Erie Canal (of 72 and 80 feet spans), one of which has 
been in use for six years, it may be regarded as a de* 
mc^strated fact, that bridges* may be sustaimed by 
iron trusses. It has also been shown that the cost of 
the above class of bridges, is only about 25 per cent 
more than the sam« class of bridges of wood, as hereix>' 
fore bttiti^ utider the most favorable circumstances, upon 
the Erie Canal. That the iron portion, constituting 
some three-fourths of the whole, as regards expense, 
in the iron bridge, gives fair promise of enduring for 
ages, while the Wooden structure can only be relied on 
to last eight or ieh years. 

Upon these factd, Experimentally established, I found 
the following comparison : 

A common road bridge of 72/!. span (the usual 
length for the enlarged Erie Canal), will cost, with 
iron trtisses : 

For 7,000 fts. of cast iron at Sets., J2l0. 

•^ 6,00a " " Wrought iroti, maftufftctured 

for the work, at 7ctBi.^ 420. 

^* Timber, labor and painting;.. .«.«..^ 280. 

** Superintendenee and p?ofi^ *..*^«....»^...^ 80. 

Whole first cost, • $940. 

|175 trill renew the perishable part once in 
9 y^ansi, to produce ^hiek, at 5 per cent 
cOmpoand interest will require capital of, 820. 

Total for a perpetual maintenance, $1,260. 
18 
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With wooden trusses, fastened with iron 

for timber^ labor, paint an4 profit, (550. 
" 2,000 Bbs. of iron tasteniugs, 160. 

Whole first cost, $700. 

(Some have cost $ 1000, or $12,000, and taken 

8 to 4 thousand pounds of iron) 

To renew $560 worth of Derisbable material 

once in 9 years, will require, at 5 per 

cent, compound interest, $1,000. 

Total for perpetual maintenance, $1,700. 

The reason of the apparent difference between this 
result, and that arrived at from the general comparison 
of the cost, &c., of wood and iron, is, that the bridges 
here referred to, have been constructed with a very 
large amount of iron fastenings, and with large quanti- 
ties of casing and painting for protection and appear- 
ance. Were the comparison confined strictly tp the 
expense of timber work, in the sustaiuing parts of the 
trusses, the result would be found not to differ so es- 
sentially from that of the general comparison. 

The above estimate of $700, for the first cost of a 
72 foot wooden bridge, though considerably below the 
average cost of canal bridges of that description, is 
nevertheless believed to be greatly above the minimum 
for which bridges may be built, dispensing with the 
p84i» which are not essential to strength. 

It is probable that bridges may be built for $500, as 
aboutthe minimum, of equal strength and convenience, 
and nearly the same durability, as those hitherto built 
upon the Erie Cctnal Enlargement at a cost oiP froi^ 
800 to 1,000 dollars. Upon this supposition, which 
may be regarded as an extreme case in fiivor of wood, 
the comparison will stand thus : 
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First cost of wooden^structure, $500 

Capital invested at 5 per cent to produce $500 
once in 9 years for renewal, 909 

Total for perpetual maintenance, $1409 

The same for iron structare, as above, 1260 

Balance in favor of the iron bridge,.... •••••••?• $1^ 

Finally, since theoretical calculation and general 
comparison show a probable advantage, for a long term 
of time, and experience, as far as it has gone, shows a 
decided advantage in favor of irdn, it would seem very 
unwise to discard the latter, without at least a fair 
trial of its merits. If in the first essays at iron bridge 
building, the iron bridge has competed so successfully 
with wooden bridges, improved by the experience of 
ages, may not the most satisfactory results be antici- 
pated from an equal degree of experience in the con- 
struction and use of iron bridges ? 

LXXXIV. Presuming the affirmative to be the 
only rational answer to the above question, I have ar- 
ranged the details of plans for carrying into practice 
the pr^ceding principles and suggestions in the con- 
struction of rail road bridges of iron. 

I have also made careful detailed estimates of the 
expense of bridges of different dimensions and in dif- 
ferent circumstances, some of the more general results 
of which I will here state. 

In proportioning the parts. of a. rail road bridge, I 
have assumed tb^t it may be exposed to a load of 2,000fts. 
per foot run, for the whole, or, ^ny part of its length, in 
addition to its own weight; and in case of tension, have 
allowed one square inch cro^s section of wrought iroa 
for every 10,000 fi>s. of the maximum strain produced 
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upon every part by such weights, acting by dead pres- 
sure. In case of thrust, or crushing force, I have al- 
lowed one square inch cross section of cast iron, for 
every 12,000&>8. acting on pieces (mostly in the form of 
hollow cylinders), of a length equal to 18 diameters, 
and a greater amount of material, where the ratio of 
length to diameter is greater; always having regard 
to practicability, as well as theoretical proportions, in 
adjusting the dimensions of the part. 

My estimates, made upon these bases, have fully sa- 
tisfied me that a bridge of 100 feet span, with track 
upon the top (with wooden cross-beams), will cost about 
$2,000, or $20 per foot, assuming the present prices 
of iron (1846), in ordinary circumstances. If the track 
pass near the bottom of the trusses, the expense will be 
increased by two or three dollars a foot 

For a span of 140 feet, by a liberal detailed estimate 
I make, in round numbers, a cost of $4,000. For 70 
feet, I estimate a cost of 9 to 10 hundred dollars, ac- 
cording to circumstances. 

Thus it will be seen that actual estimate makes the 
eost of a single stretch of any length, very nearly as 
the square of the length, as should be expected from 
the nature of the case. Hence^ knowing the cost of a 
span of any given length, we readily deduce that of a 
span of any other length, in similar eircumstances, with 
reliable certainty. 

Now, although my investigations have forced the' 
donviction upon me, that where strong and durable 
bridges are required, iron should be preferred in their 
oonstruction, still there is a multitude of cases where 
wooden structures should be preferred ; especially in 
sectioiis of countiyeomparatively new, where timber iff 
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plenty and capital scarce ; aod where improvements 
must necessarily be of a more temporary character. 

With this view of the subject;, I have given oonsi- 
derable attention to the details of woodei^ bridges ; and, 
with a good deal qt investigation and e^pdiiment, have 
arranged plans which are confidently believed to pos- 
sess important adv^tages pver the plans generally in 
use. 

The preceding few pages have beep transcribed from 
the author's original and fivst ^say upon bridge build- 
ing; and are introduced here, not on account of any 
practical value they may possest) in the present state of 
progress in the science of bridge construction. But 
they may possess sonie little interest as maridng about 
the starting point of the construction and use of Iron 
Truss Bridges. 

If the estimates above exhibited, of the cost of iron 
bridges, appear sn^all and inadeqpate, under the lights 
furnished by the experience of a quarter of a century^ 
much allowance maj be plaimed on account of the 
change of times and circumstances within the period in 
question. And, when it ifi| home ip mind that the 
author actually contracted for, and built iron railroad 
bridges of 40 and 50 feet span, for $10, and of 146 feet 
for $80 per foot, the estimates above given may not 
seem entirely preposterous, although much higher 
prices are obtained fpr bridges of like dimepsions at 
the present day. 
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PRACTICAL DETAILS. 

T.xxx V. In preceding pi^es I have endeavored to 
give a short and comprehensive general view of the 
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Bnbject, and to ascertain and jpolnt out the best general 
plans and proportions, for the main longitudinal trusses, 
or side frames of bridges, and the relative stresses oi 
their several parts. 

The side trusses may be regarded as vastly the most 
important parts of the structure, and the strength and 
sufficiency of these being secured, there is much less 
difficulty in arranging the remaining parts, the forces 
to which they are exposed being much less than those 
acting upon the trusses. I propose now to enter more 
into details, and give such practical explanations and 
specifications as to the strength of materials, the 
methods of connecting the several parts or pieces, both 
in the main trusses, and other parts of the structure, 
illustrated by the necessary plans and diagrams, as, it 
is hoped, will enable the young engineer and practi- 
cal builder to proceed with judgment and confidence 
in this important branch oif the profession. 






IRON BRIDGES. 

BXRIKGTH OF IrON. 

LXXXVL Iron has the power of resisting mechani- 
cal forces in several different ways. It may resist forces 
that tend to stretch it asunder, or forces which tend to 
compress and crush it; the former producing what is 
sometimes called a positive^ and the latter, a negative 
strain. It may also be exposed to, and resist forces 
tending to produce tupture by extending one side of 
the piece, and compressing the opposite side ; as where 
a bar of iron supported at the ends, is made to sustain 

^ • • • 

a weight in the middle, which tends to stretch the 
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lower, and compress the upper part. This is called a 
lateral^ or transverse strain* 

Iron may likewise he acted upon by forces tending 
to force it asunder laterally, in the manner of the ac- 
tion of a pair of shears. This is called a shear strain ; 
and though less important than either of the preced- 
ing cases, it will frequently have place in bridge work, 
partially at leasts in the action of rivets, and connect- 
ing pins. 

With regard to the simple positive and negative 
strength of iron it is only necessary for me to state in 
this place, as the result of a multitude of experiments, 
that a bar of good wrought iron on€|,inch square, will 
sustain a positive strain of .about 60,Qp0ibs. on the 
average ; and a negative strain, in pieces pot exceeding 
about twice the least diajmeter, of 70 or 80 thousand 
pounds. But ii]( both pases, the metal, yields perma- 
nently with much lei^s, ^tress tjian.the amounts here 
indicated ; and hence, ^s we^ as for other considera- 
tions, it can never be safely exposed in practice, to 
more than a small proportion of these stresses, say 
from i to J. 

Cast iron resists apositive strain of 15,000 to 30,000Ib|9. 
to the square inch, but usually, not over 18,000. But 
it is seldom relied on to sustain this kind of action es- 
pecially in bridge work, wrought iron being much bet- 
ter adapted to the purpose. On rare occasions, it may 
perhaps safely be exposed to a strain of 8,000 to4,000Hb8. 
to the square inch, but should not be used under ten- 
sion strain, when wrought iron can be conveniently 
flubstittited. 

Cast iron, however, is capable of resisting a much 
greater negative strain than wrought iron ; its power 
of resistanpe in this respect, being from 80^000 to 
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140,000fb8. ; seldom less tban lOO.OOO to the square 
inch, in pieces not exceeding in length, twice the least 
diameter. 

But in pieces of snch dimensions as mnst frequently 
be employed in bridge 'Work, fracture would take place 
by lateral deflection, under a much smaller force tban 
what would crush the material. It is therefore neces- 
sary to take into account the length and diameter, as 
well as the cross-section, in order to determine the 
amount of compression which a piece of cast iron, or 
any other material may be relied on to sustain. 

'LXXKVIL The cause of lateral deflection resulting 
from forces applied at the ends, and tending to crush 
a long piece in the direction of its length, is supposed 
to be a want of uniformity in the material, and a want 
of such an adjust of the forces that the line joining the 
centres of pressure at the two ends, may pass through 
the centre of resistance in all parts of the piece. 

These elements are liable to considerable variation, 
and can not be very closely estimated in any ease. 
Therefore the absolute power of resistance for a piece 
of considerable length, can not be deduced by calcula- 
tion from the simple positive and negative strength of 
the material, but resort must be had to direct experi- 
ment upon the subject ; and, even wide discrepancies 
should naturally be expected in the results of experi-* 
ment, unless the lengths of pieces experimented upon, 
be very considerable. 

In respect to pieces, however, having their lengths 
equal to twenty or more timea their dif^metens, a some, 
what remarkable degree of uniformity is found in their 
powers of negative resistance, and the following for- 
mula, deduced theoretically, though not fully sustained 
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by experiment, may be usefal in determining approxi- 
mately the relative powers for pieces of similar cross- 
sections, bat different dimensions. The power of 
resistance (R), is as the cube of the diameter (d), directly 
and as the square of the length (Z), inversely, that is, 

B IS as •^. 

The reason of this formula may be illustrated with 
reference to Fig. 25, in which adb represents a post 
loaded at a, so as to bend it into a curve, of the half 
of which ed is the versed sine. It is obvious that in 
this condition, the convex side of the post is exposed 
to tension (or at least, to less compression fiq, 25. 
than the other side), and the concave side 
to compression ; also, that the effect of the 
load at a, toward breaking the post at d^ 
is as the versed sine cd^ which is as the 
square of ab. But the power of the post 
to resist rupture transversely, is manifestly 
as the cross-section of the post (i. e., as .the 
square of the diameter), multiplied by the 
diameter. Hence, the power is as the 
cube of the diameter. Now, the ability of 
the post to sustain the load at a, is directly 
as the power to resist rupture, just determined, and 
inversely as the mechanical advantage with which the 
load acts, above seen to be as the square of the length 
of the post. Hence, the formula. 

We shall see as we progress, the relation which this 
formula seems to bear to the results of experiment. 

The following list of experiments made by the author 
some 25 years ago, though few in number, and upon 
a somewhat diminutive scale, nevertheless, may afford 
some light as to the law governing the resisting power 
of cast iron in pieces of different lengths, as compared 

19 
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with their diameters. It may at least enable us the 
better to appreciate the better lights since shed upon 
the subject. 



LXXXVin. Experiments upon the 
Strength of Oast Iron, in Long Pieces. 
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Broke \ in. from centre. 


8 


Square 


i 


t* 


0.15 


803 


854 


Deflected cornerwise, and flew 
out without breaking. 


. 4 


u 


M 


tt 


<# 


914 


938 


Broke in half a minute not 
comerwise, ^ inch from centre. 


6 


Cylinder 


A 


7,1 


0.13C 


1417 


1437 


Broke in 8 seconds, ^ in. from 
centre. 


6 


<« 


tt 


<t 


<« 


1877 


1897 


Broke {% in. from centre. 


•« 


« 


*i 


« 

• 


K 






Piece flattened bj flask not 
shutting true, and had been 
straightened with the hammer 
where it broke. 


7 


If 


« 


4.5 




2580 


2580 


Broke in - 1 minute into 4 pieces 
of nearly equal lengths. 
Piece of same as last exptriment. 


8 


« 


« 


4.5 




8218 


8218 


Broke in \ minute into 3 pieces 
in centre, and 1 in. from centre. 


9 


Square 


i 


4.5 




2813 


2838 


Broke in ^ minute, ^-^ in. from 
centre, deflected parallel with 
sides. 



Prorn experiments 7 and 8, in the above table, it 
appears that cast iron will sustain at the extreme, in 
cylindrical pieces whose lengths equal about 14J dia- 
meters, a negative strain of 41,000 to 51,0001bs to the 
square inch, say an average of 46,000. Square bars, 
according to experiment 9, length equal to 18 diame- 
ters (or widths of side), will sustain about 45,000fts to 
the square inch. 
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Now, a hollow cylinder of a thickness not exceeding 
about j^ of the diameter, according to calculation, has 
a stiffness transversely, about 50 per cent greater to the 
, square inch than a solid square bar whose side equals 
in width the diameter of the cylinder. Hence, a hollow 
cylinder of a length equal tO 18 times its diameter, 
should sustain a negative strain of 67,500 fibs, to the 
square inch. But it should be observed, however, that 
direct experiments upon the transverse strength of the 
pieces used in the experiments leading to the results 
and conclusions above stated, as to negative strength, 
showed themto possess uncommon strength transversely, 
even to from 80 to 50 per cent greater than the fair 
average transverse strength of cast iron ; as will be seen 
hereafter. It is therefore not considered proper to es- 
timate the strength of hollow cylinders of the propor- 
tions above stated at more than 45,000 or 46,000&>s. to 
the square inch. 

The hollow cylinder is undoubtedly the form best 
adapted to the sustaining of a negative strain, having 
equal stiffness in all directions. It is therefore highly 
desirable that the power of that form of pieces to resist 
compression, with different lengths, should be ascer- 
tained by a careful and extensive series of experiments. 
But until that shall have been done, and the results 
made known, I shall assume the above estimate upon 
the subject, as probably not very far from the. truth ; 
subject, however, to correction, whenever the facts and 
evidences shall be obtained, upon which the correction 
can be founded.* 

In the mean time, since we know* not the exact ratio 
between the greatest safe practical stress, and the ab- 

* Since the original writing of this para|2^ph (25 years ago), exten- 
tensive ezperimentB and investigationa have been made, in the directioo 
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Bolute strength of iron, and therefore should in practice 
keep considerably within the limits of probable safety, 
it becomes a matter of less importance to know the 
exact absolate strength; though this, of course, is de-- 
sirable. 

LXXXIX. Having decided upon a measure of 
strength for pieces of a given length, we may properly 
endeavor to ascertain the rate of variation for different 
lengths as compared with the diameters. 

It is seen in the table, [lxxxviii] that two cylindri. 
cal pieces of 9 inches in length, bore the one 990, and 
the other 978ft8., giving a mean of 984 pounds. 

Now, by the formula -^, the same cylinders reduced 

to 4.5 inches, should sustain four times as much, or 
8936Hbs. But, by experiments 7 and 8, we find that 
they bore only 2,580, and 8,218, a mean of 2,899 
pounds. Whence it appears that, the diameter being 
the same, the strength diminishes faster than the length 
increases, but not so fast as the square of the length 
increases ; being about half way between the two* In 
fact, if we examine the results of these experiments 
throughout, we find that the weights borne by pieces 
of like cross-sections, whether round or square, were 
very nearly the arithmetical mean between the results 
obtained by considering them to be inversely as the 
simple length, and as the square of the length, succes- 
sively. 

For illustration; take experiments 1 and 5. If the 
piece 9 inches long bore 990 Hbs., taking the strength 

here indicated, and ingeniooB and conyenient formaln deda6ed upon 
the subject involved, which might perhaps, be profitably substitated 
for the writer's own crude deductions in this behalf. But, as previously 
remarked on other occasions, the latter may possess interest as affiirdin^f 
a monument upon the line of the march of progress. 
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to be inversely as the length, we have this proportion 
5 : ^ : : 990 : 1,256, Then, taking the strength to be 

inversely as the square of the length, we have : i- : ^^ 

: : 990 : 1,691. Taking the mean of these results, we 
find (1,255 + 1,591), -♦- 2 - 1428. This is the weight 
which, according to the rule, the piece in experiment 
5 should have borne, and it varies only 6&>s. (less than 
J of one per cent), from what it actually did bear. 

Again, take experiments 1 and 8 ; in which the 
lengths were as 2 to 1. Supposing the weights to be 
inversely as the lengths, and as the squares of the 
lengths successively, and taking the mean of the re* 
fiults,wehave (1,980+8,960) ■+-2=a2,970, which is 248ib8. 
less than the weight borne in experiment 8. But it is 
also 390fc8. greater than that borne in experiment 7, by 
a piece of similar form and dimensions, but an inferior 
specimen. It does not seem, therefore, that the rule 
is widely at fault. 

The same rule applied to experiments 4 and 9, 
lengths being also as 2 to 1, gives 2,784 fi>8. as the bear- 
ing weight, and 2,814 as breaking weight for No. 9 ; the 
former varying 71Hb8. and the latter 24Hb9. from the 
weights shown in the table. Now, if we observe that 
the one broke in a quarter of a minute, and the other 
endured half a minute, it is no extravagance to assume 
that if No. 9 had been loaded with 24ft)9. less, it would 
have stood ^ of a minute longer, giving a result in pre- 
cise accordance with the rule. 

From what precedes, it is believed that the following 
may be adopted as a safe practical rule for deter- 
mining the power of resistance to compression, for 
pieces of similar cross-sections, afl;er knowing from 
experiment, the power of a piece of given dimensions, 
and similar cross section. 
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Rule : Make Xhe power of resistance as -5, and as ~ snC' 

cessivelj/f and take the mean of the results thus obtained^ as 
the true result ; D representing the diameter (or width of 
Bide, in sqaare pieces), and L, the length of the piece. 
This rule will be probably apply without material ' 
error, to pieces of lengths from 15 to 40 times as great 
as their diameters, and perhaps for greater lengths ; 
although, in bridge building, greater lengths will sel- 
dom be employed.* But, as the length is reduced to 
8 or 10 diameters, or less, it is manifest that the power 
of resistance increases at a less rate than that given in 
the rule.' Tor, we see by the table of experiments, 
that a square piece of a length equal to 18 diameters 
(experiment 9), bore at the rate of 45,000fibs. to the 
square inch, which is nearly one-half of the average 
crushing weight of cast iron, and one-third that of the 
strongest iron. But according to the rule, a piece of 
half that length, or equal to 9 diameters, should sustain 
135,000fi>s. which is about the maximum for cast iron ; 
whereas, experiment shows that the power of resist- 
ance increases with reduction of length, down to about 
2 diameters. It may, therefore, be recommended to 
apply the rule above given, to hollow cylindrical, and 
square pieces above 15, and to solid cylinders, above 
12 diameters. From those lengths down to 2 diame- 
ters, it cannot lead to material error to estimate an 
increase of power proportionate to diminution of 
length, according to tbe differences between the weights, 
or resisting powers determined as above, for square 
pieces and hollow cylinders of 15, and solid cylinders , 
of 12 diameters in length, and the absolute crushing 

* It 18 probable that' for greater lengths than 40 diameters, the for- 
mala -j alone, would be more nearly sastained than in case of smaller 
lengths. 
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weight of the iron ; that is, if a square piece whose 
length equals 15 diameters bear m pounds, and the 
crushing weight for pieces of 2 diameters be n pounds 
to obtain the resistance (R), of a piece of (15 — a), dia- 
meters in length, take ^ + ^ (^ — ^m)—R. 

XC. It has already been remarked that in practice, 
materials should bo exposed to much less strain than 
their absolute strength is capable of sustaining for a 
short time. This fact is universally recognized, and 
the reasons for it, are perhaps, sufficiently obvious ; 
still it may bo proper to mentioq a few of them in this 
place. 

First, there is a great want of* uniformity in the 
quality and strength of materials of the same kind, 
and no degree of precaution can always guard against 
the employment of those containing defective portions 
possessing less than the average strength. 

Again, when materials are exposed to a strain, al- 
though it be buta small partof wliat they can ultimately 
bear, a change is produced in the arrangement of their 
particles, from which they are frequently unable fully 
to recover ; and whence they generally become weak- 
ened, especially if they be repeatedly exposed to such 
process. Hence, it often happens that a piece is broken 
with a smaller strain, than it has previously borne 
without apparent injury. 

N"ow, there is no means of estimating exactly the 
allowance necessary to be made on account either of 
these facts, as well as, probably, many others. Con- 
sequently, we can not determine with certainty, how 
much of a given material may be relied on to sustain 
with safety a given force. "We should therefore, incline 
toward the side of safety, the more strongly, in pro* 
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portion as the consequences of a failure would be the 
more disastrous. The breaking of a bridge is liable, 
in most cases, to be a serious affair, involving hazard 
to life and limb, as well as destruction of property. 
Hence, they should be constructed of such strength 
asto render failure quite out of the range of probability, 
if not absolutely impossible. 

XCI. Good wrought iron bars, will not undergo 
permanent change of form under a tensile strain of less 
than from 20,000 to 80,000 pounds to the square inch ; 
and though they will not actually be torn asunder with 
a stress below 50 or 66 thousand, and often more, to 
the inch, any elongation would certainly be deleterious 
to the work containing them, even if not dangerous 
from liability to fracture. Hence, it is certainly not 
advisable to expose the material to a stress beyond the 
lowest limit of complete elasticity. 

In the original predecessor of this work, the tra- 
ditional allowance of 15,000&)s. to the square inch, was 
adopted as the tensile stress to which wrought iron 
might safoly be exposed, and beypnd which it was 
deemed improper to rely upon it. No evidences or 
arguments since that time, have induced a change of 
opinion in this respect. But in the case of a bridge, 
there is variety and uncertainty as to the exact amount 
of load, as well as in relation to the limit of safe strain 
for the material ; and while it seemed probable that the 
load of a single track rail road bridge would never ex- 
ceed 2,000&>s. to the lineal foot upon any part of its 
length, still, seeing that rail roads were comparatively 
a new institution, and iron bridges for rail roads almost 
unheard of, especially in this country, it was deemed 
wise, in recommending their introduction, to so adjust 
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their proportions as to meet almost any possible con- 
tingencies. 

This could be accomplished either by assuming a 
greater possible load for the bridge, or a lower limit 
to the stress of materials with the smaller load, with 
the same ultimate result. And, perhaps the former 
would have been the more consistent course, as avoid- 
ing the seeming absurdity of the as.^umption that iron 
could safely stand a strain of 15,000&>d. in a common 
bridge, but only 10,000ft in a rail road bridge ; and the 
no less seeming absurdity of assuming that the same 
material could stand 50 per cent more strain in a bridge 
composed partly of wood, than in one entirely con* 
structed of iron. Now^ instances in great numbers 
could be pointed out, of rail road bridges of wood and 
iron, where 2,000ft)d. to the lineal foot would produce 
a stress considerably exceeding 15,000 to the inch upon 
certain bolts of wrought iron.* 

*.The author had occasion several years af^ to refer to the following 
instances in corroboration of the statement above made, in this wise 
" The best evidence that exists as to the capacity of a material to bear 
a strain with safety, is derived from experience as to the strain it has 
been exposed to in works, and conditions similar to those in which it 
is proposed to employ it, and wliere it has by long; usage, proved itseli 
'adequate to the labor requircMl of it. If wrouglit iron, for example, 
has been used in railroad bridges for a great number of years, in 
numerous and repeated instances, where a given load, in addition to 
the weight of structure, would produce upon it a tension of 15,0001bci. 
to the square inch, and has withstood such usage without cases of fail- 
ure not caused by manifest defects in the quality of material, or by 
casualties which such structures are not expected to be proof against ; 
it may be fairly assumed to be reasonably safe and reliable in other 
railroad bridges where a similar gross load can not produce a greater 
stress ; and much more so, where a like load can only produce a stress 
one-half, or two-thirds as great. 

Now, it is provided in the plan herewith presented, that a load of 
2,0001h6. to the lineal foot upon each pair of rails, on the whole, or 
any part of tbe length of the bridge, can not produce upon any part of 
the wrought iron work in the trusses, a tension exceeding lO.OOOlbs. 
to the square inch ; and, to show that such provision is eminently safe 
and liberal, I proceed to give some examples of what the same mate- 
rial is liable to with the same load in other structures, where long and 
severe usage has fully proved its suffieiency. 

16 
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A nd yet, it was deemed expedient by the autlior of 
this work, in the outset of the introduction of iron rail 
road bridges, to provide that 2,000ft8. to the foot upon 
each pair of tracks, should not give a stress exceeding 
10,000ft to the square inch upon any part of the wrought 
iron work, not from a conviction that the material was 
unsafe under a stress of 15,000fts. but to provide against 
the possible contingency of its being sometimes exposed 
to greater stress than that produced by a dead weight 
of 2,000ft. to the lineal foot 



XCIL The use of cast iron to sustain a tensile 
strain, should undoubtedly be avoided, as a general 



To begin with an instance near at hand ; the brid^re from the island 
to the main shore on the Hudson River rail road at East Albany, has, 
in one of its stretches, trusses 48 feet long, in 8 panels. It is a double 
track bridge with three trusses, of which the middle one sustains one- 
half of the two pairs of tracks, and of the loaas passing over them. 

The truss is composed of top and bottom chords, and thrust braces 
of timber, and vertical suspension bolts of wrought iron, in imrs ; and 
it is at once obvious that } of the weight of the tracks and their loads 
(or, of the half bearing upon the centre truss), is concentrated on the 
two pairs of suspension rods located 6 feet from each end. [See diagram.] 

The weight of middle truss, and other parts of the structure sus- 
tained by it, probably exceeds 16,000 lbs., of which }, or 14,000 lbs. bear 
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upon the endmost suspension bolts. Add 2,000 lbs. per foot for | of one 
pair of tracks, or rails, and it makes 56,0001 bs. upon tne suspension bolts 
in question, with only one track loaded. These bolts are 4 in number, 
and ly^ in diameter; and, allowing -^'^ to be cut away by screw 
thread, the aggregate net, available cross-section of the four, is equal 
to 4.48 square inches ; whence the tension, with only one track loaded, 
is 13,641 lbs. to the square inch, and 22,120 lbs. to the inch with both 
tracks loade<l. 

2. The bridge leading into the freight house of the Boston rail road, 
at E^t Albany, is a "Howe bridge," and acts upon the same princi- 
ple as the on&'just spoken of. It is a double track bridge with two 
trusses, having 8 panels of 10' 8^^, and is a heavy covered bridge. Al- 
lowing 64 tons for weight of superstructure, or 56,000 lbs, for the por- 
tion sustained by the endmost bolts of each truss, and 2,000 Ibe per 
foot upon one track, of which f at least, bears on one truss, giving 
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rale; and, if on certain occasions it should be liable to 
that kind of action to a small extent, the stress should 
probably not be allowed to exceed 8,000 to 4,000 pounds 
to the square inch. 

When exposed to compression, in pieces of such 
length as to break by lateral deflection, it is believed 
it may be safely loaded to one-third of its absolute ca- 
pacity. If a long piece exposed to a negative strain 
have a defective part, it does not diminish its power 
of resistance to the same extent as when it acts by ten- 
sion. The power of negative resistance being, in a 

measure, inversely as the deflection produced by a 

*■ ■ ■ 

100,000 lbs. on the end bolts, we have 156,0001b8. sustained by 6 bolts 
of ly diameter, containing 8.1 square inches, besides screw thread. 
This is a strain of 19,259 lbs. to the square inch with one track, and 
25,482 lbs with both tracks loaded with 2,000 lbs. to the lineal foot. 

8. The East bridge over the creek in the south part of Troy, is a 
double track covered bridge with three trusses, having 8 panels of 
12^8^^ each, or 88.66 ft sustained by the endmost suspension bolts. 
Sav, of weight of structure bearing on end bolts of middle truss, 
85.000 lbs. and of load upon one track 88,666, making 128,666 lbs. on 4 
bolts of lY^ diameter and two of IV^ diameter, having a net cross-sec- 
tion of about 7.65 square inches. Hence the stress must be 16,156 lbs. 
to the inch, with one track loaded, and 27,750 lbs., with 2.000 lbs. to the 
foot upon each track. 

4. The West bridge over the same stream, a few rods below the last 
mentioned, has three trasses containing 9 panels of 10^ ft. each in 
length. It is a high truss bridge with roof and siding. 

For weight of superstructure on endmost bolts of middle truss, say 
28.000 lbs. and for load on one track, 84,000, making 112,000 lbs. on 
4 bolts of H^^ containing a net section ot 5.41 square inches, giving a 
tension of 20.702 lbs. to the inch for one track, and 86,229 lbs. for both 
tracks loaded with 2,000 lbs. to the lineal foot. 

5. The bridge across the Erie canal near Canastota, on the N Y. C. 
B. R., is a double tack bridge with 2 trusses, which have 9 panels of 
10 feet. If the superstructure be estimated to weigh 40 tons, it gives 
a little over 85.000 lbs. on the end bolts of each truss. Add f of 80 
tons for 2,000 lbs. per lineal foot upon one track, and it gives 141,666 lbs. 
on 4 bolts of ly^ diameter, and 5.41 square inches of net cross-section ; 
equal to 26,178 lbs. to the inch, with one track, and 86,044 lbs. with both 
tracks loaded." 

All these cases are stated from personal examination by the author, 
except the last, which was reported to him from authority considered 
reliable. The cases were not 8eleeted, but taken as the most accessible, 
and conveniemt for the author's observation. And still, he can not 
help regarding tlmm as re^narkable, and somewhat exceptional castss 
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given weight, and the deflection depending on the stiff- 
ness of the piece throughout its whole length, the 
power is manifestly only diminished as the amount of 
defect, multiplied by the ratio of length of the defective 
part, to the whole length ; that is, if the piece be de- 
fective so as to lose one-fourth of its stiffness, for that 
part of its length to which is due one-tenth part of the 
deflection, the deflection will only be increased by 
i^iV "* iV> ^^^ ^^^ power of resistance is diminished 
in the same ratio ; whereas the. power of positive re- 
sistance would be diminished by I. 

The effect of negative strain, moreover, is believed 
not to be so deleterious to the strength of iron, as that 
of positive, or tension strain ; though I can refer to no 
particular facts or evidences in coroboration of the 
opinion. 

Upon the whole, Z am inclined to estimate the power 
of cast iron to resist compression (as against the tension 
of wrought iron at 16,000ft>s. to the inch), in pieces of 
lengths equal to 18 diameters, for hollow cylinders, at 
15,000Sbs. for solid cylinders, at 8,000, and solid square 
pieces, at 10,000fi>3. to the square inch of cross-section 

There are other forms of section for cast iron mem- 

• 

bers of bridges, which it will frequently be convenient 
and economical to employ where lateral stiffness, as 
well as longitudinal resistance is required, among which 
may be named, the cruciform +,the T> and the H form. 
The former of these, with equal leaves, probably 
possesses about the same resistance to the square inch, 
;as a solid square which will just contain the figure. 
For, though it is not so stiff to resist a simple lateral 
force diagomUy of the including square, as parallel with 
its sides, and would be broken by tearing asunder the 
flange, or leaf upon the convex side, still when under 



^BGATIYB SXBBNQTH OF IbON. 157 

longitudinal compression, the tension upon that leaf 
would be samewhat relieved. 

The T and H section will usually be employed where 
greater stiffness is required in particular directious, and 
if proportioned with judgment, will usually possesaabout 
the same power to the inch, as the including solid square, 
or parallelopiped. 

XCHX Having determined (approximately, at least) ^ 
the safe strain for pieces of a certain length, and the 
ratio of variation in power, depending upon cliuiige of 
length, we readily deduce the safe strain for pieces 
of similar action, with any given dimensions. 

The following table, exhibiting the negative power 
of resistance to the square inch of cross-section, for 
hollow and solid cast iron cylinders^ and solid square 
pieces (under which class may be included the + T and 
H formed sections, under proper conditions), calculated 
for length of from 2 to 60 diameters, is intended to 
show the safe practical rate of strain for the material, 
being about one^third of its absolute strength, in col- 
umns headed j^, and one-fourth of the absolute, in those 
headed ^ ; the former to be used against wrought iron 
at 16,000, and the latter, where wrought iron is esti- 
mated to sustain 10,000fi>8. to the square inch. 

This is the author's original table, slightly modified^ 
with the addition of two columns showing corresponding 
weights at ^ and l of the absolute strength, as calculated 
by "Gordon's formula," deduced from Hodgkinson's, 
experiments upon east iron hollow pillars; which is 
regarded as the best authority upon the subject at the 
present day. Also, two corresponding columns for 
wrought iron hollow pillars, according to the same au- 
thority. 
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The Oordon formulee are : 

for cast iron, S - 80,000ft. -i- (1 + .0026;^), 

for wrought iron, S « 36,000ft8. h- (1 + .00088^). 

8 representing absolute strength per square inch 
of section, 7, the length, and d^ the diameter of column, 
both referring to the same unit of length. Or making 

rf =s 1, we have rs; ■■ P. 

The table of negative resistances, presents a scale of 
numbers so adjusted as to touch at certain points esta- 
blished by experiment, and running in consistent gra- 
dations from one to another of such points. 

The columns for cast iron hollow cylinders, are the 
only ones referring to the same class of pieces, and ex. 
hibiting the difference in results, arising from differ- 
ence in the mode of calculation. The Qordon formula 
is supposed to give results agreeing with those of ex- 
periment, for lengths included within the range em 
braced by the experiments from which the formula 
was deduced. Within that range, those results may 
be presumed to be more reliable (being founded on 
trials of the same kind of pieces as those to which they 
refer), than those in the author's original table, based 
upon trials of solid cylinders and parallelopipeds. 

Taking the 4th and 6th columns, it will be seen that 
the numbers agree at some point between the lengths 
of 18 and 20 diameters ; the numbers above that point, 
being the larger in column 6, while, below that point, 
they are larger in column 4, down to about 50 diame- 
ters, where they come together and cross again, and 
those in 6, are thenceforward the larger. But the 
differences are small, for the range of lengths princi- 
pally employed in bridge work. 
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One obvious reason of the more rapid increase of 
numbers in the 6th column, for lengths under 16 or 
16 diameters, is, that in the latter, the crushing weight 
for the iron is assumed at 100,000fi>s. to the square 
inch, whereas, by the Gordon formula it is limited at 
80,000Sb8, and that formula can give no result greater 
than that limit, even when f—O. Now, if 80,000fts. 
was less than the actual crushing load for the kind of 
iron used in Uodgkinson's experiments (from which 
the Gordon formula is understood to have been de- 
rived), it must follow that Gordon's formuja gives 
results smaller than the true ones, for short pieces. 
This is probably the case, and, although Mr. Gordon's 
formula is very simple and ingenious, sliding smoothly 
and plausibly from one extreme in length to the other, 
it unqnestionably gives closer approximations to 
correct results for the ordinary range of lengths, than 
when applied to the very short pieces. 

The numbers in the table are deduced upon the sup- 
position that the thrust members in a bridge, will not 
act with less advantage than when bearing upon a pivot 
at each end of the axis of the pieces respectively ; and 
it is not deemed proper to assume that, in consequence 
of having fiat end bearings, the piece in any case can 
sustain a greater stress than is indicated by the num- 
bers in the table. 

It will be observed that, in order to obtain the ab- 
solute strength of a piece, we should multiply its cor- 
responding number in the table, by the denominator 
of the fraction (^ or |) at the head of the column. 



I 



Latbral, or Transtbrsb Stebngth. 



Lateral, or TRAifsvEESE Strenoth. 

SCIV. The tranererae etreagth of bars oi; beama, 
woald Beem to be dedacible from the positive strengtli 
of the material, iu the followitig manner: 

Let ab, Fig, 26, repreaent a portion of a rectangular 

beam or bar, projecting from a wall in -which it is 

^ „„ firmly fixed. If a weight be 

Via. 26. ,.•' , , " 

applied at w, the upper part 

of the beam will be extended, 

and the lower, compressed; 

and, where these portions 

meet, is what is called the 

Tieatrat plane. Experiment 

shows that this plane, iu 

rectangular beams, is central between' the upper and 

lower surfaces ; or at least, very nearly so, for all 

elastic enbstancos, nntil they approach rupture. 

The tendency of the weight at ir, then, is to produce 

rotation about the point c (or, the line of intersection 

of neutral plane and face of wall) and the cohesion of 

the upper portion cd, and the repulsion of the lower 

part, cb, tend to resist rotation. How, to determine 

the amoant of this resistance, which is the measure of 

transverse strength, we will first consider the upper 

portion ; and it is obvious that, at every part of the 

cross^ection, the resistance to rotation is as the 

resistance to extension, multipled by the distance of 

the part above the uentral plane. But the resistance 

to extension, by the law of elasticity, is as the degree, 

or amount of extension, which is determined by the 

distance from the neutral plane ; parts at 2 inches from 

this plane, or the centre of motion, being extended 

21 
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twice as much as those at one inch, and resisting twice 
as much. 

Then, denoting the distance from this plane by the 
variably quantity Xy the resistance to extension by any 
part, equals z multiplied by a certain constant (s), and 
may be denoted by sz^ while the resistance to rotation 
about Cy equals ss^. 

Again, representing the horizontal breadth or thick- 
ness of the beam by t^ we have Ldz to represent the 
differential of the section (in its state of increase from 
c toward rf), and sXx^dZy the differential of resistance. 
Then, integrating, aud making z ^cd ^h^'we have the 
whole resistance to rotation, of the part above the neu- 
tral plane, equal to ^ s,Lh? » ^Lhxhxs.K But s.h 
becomes equal to the positive strength of the material 
when x««cd « A, and t.h =» the area of section above 
the neutral plane. Therefore the power of this part to 
resist rotation, is equal to ^ of the area, multiplied by 
half the depth of the beam, and by the positive strength 
of the material; in case the negative strength exceed 
the positive. 

Now, it is obvious that the part below the neutral 
plane exerts exactly the same amount of resistance to 
rotation, as thepart above. Therefore the whole power 
of resistance to rotation about c, in other words, the 
resistance to rupture, is equal to J of the whole cross- 
section, multiplied by J the depth of beam, and by the 
positive, or cohesive strength of the material ; that is 
equal to J CLDx^D^ «• i CjLl^ ; in which expression, 
D represents the depth (d6), and (7, Uie cohesive power 
of the material.* 



* Another mode of illuHtratin^ this case, is the following : It being ob- 
vious tliat the resistance to rotation about e, by each lamina from tlie neu- 
tral plane outwanl, is as the extension it under^r^x^^ and the ievera^Te 
upon which it acts, such resistance must increase outward in a duplicate 
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If we wiah to determine the greatest weight ( W), 
which the beam is capable of bearing when applied at 
any horizontal distance (L) from c or dy we institute 
the eqaation, W.L ""I CtU^ ; whence we have : 

This formula applies to all projecting rectangular 
beamSy when the force (W), acts parallel with the 
BideSy and L represents the nearest, or perpendicular 
* distance of the fulcrum c, from the line in which the 
force has its action : provided, that if the material 
have greater power to resist tension than compression, 
Cis to be taken as representing the repulsive, instead 
of the cohesive power. 

XCV. This formula is deduced on the supposition 
that the material is perfectly elastic, so as to suffer no 
permanent change of form until the strain produces 
actual rupture. There are few substances if any, and 
certainly wood and iix>n are not such, that fulfill this 
condition so nearly but that considerable discrepan- 
cies are found between the deductions of theory, and 
the results of experiment Indeed in the case of cast 



Tfttio to the increase of distance from that plane, and decrease in a like 
ratio, inward. Hence, if we represent the resistance of the outer lamia 
bj the base of a pyramid having its apex at the neutral plane, and its 
base coinciding with said outer lamina, the resistance of any other 
lamina will be represented by the section of the pryamld made by 
such lamina, or a lamina of the pryamld at the point of intersection, 
of the same (indefinitely small) thickness as the lamina of the beam 
in question ; and the sum of resistances of all the laminaB of the beam, 
. will be represented by the sum of laminsB of the pyramid ; and will 
bear the same ratio to what the resistance of all ttiose lamine of the 
beam would be, if all were acting at the distance of the outermost 
lamina, as the solidity of the pyramid bean to a prism of lilie liase 
and attitude ; that is, in the ratio of 1 to 8. But the resistance of the 
outer lamina, equals the absolute strength of material (C), multiplied by 
half the depth of beam. Hence, the resistance of the half beam equals 
Cxi cross-section X depth of the half beam ; being the same result 
a» aboTe obtained by integration. 
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iron, experiment shows the transverse strength to be 
fully twice as great as it is made to appear by the above 
formula. 
If in the expression 5^, we make L—D, it may be 

reduced to } C.LD; showing that the power of a pro- 
jecting *rect angular beam to sustain weight at a dis- 
tance from the fulcrum equal to the depth of the beam, 
is only one-sixth as great as the positive (or negative, 
in case that be the smaller), strength of the material.. 
This is a couvenient way of expressing transverse 
strength, viz : as equal to a force of so many pounds 
to the square inch of cross-section, the force being un- 
derstood as acting upon a leverage equal to the breadth 
of the beam in the direction of the acting force. 

If we call 18,000Bb8. to the square inch, the positive 
strength of cast iron, we may call the transverse 
strength (according to the above deduction), } 18,000 
»3,000fi>s. ; meaning that a bar one inch square will 
sustain upon its projecting end, 3,000&»s. at 1 inch 
from the fulcrum, and proportionally less, as the dis- 
tance is greater. 

Now, experiment shows that it will sustain twice this 
amount, and frequently more, so that we may in reality, 
reckon the transverse strength of cast iron at about 
6,0009>s. to the square inch. 

I know of nothing to which to attribute this great 
discrepancy between theory and experiment, except a 
want of complete elasticity in the material, and per- 
haps, also to the assumption of too low an estimate 
(18,000) fts. for the co-hesive power of cast iron. 

Cast iron, when exposed to a transverse strain, suf. 
fers extension on one side, and compression on the 
other ; and the power of resistance to both these effects, 
increases very nearly as the amount of extension or 
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compression, until a certain point or maximum is 
reached, and after passing this point, the power dim- 
inishes. Now, it is reasonable to suppose, in fact we 
can hardly suppose the contrary, that for a certain in- 
terval on each side of the maximum point, the power 
of resistance remains nearly stationary. But this sta- 
tionary interval is reached on the positive, much sooner 
than on the negative side, and the inevitable conse-' 
qnence must be, that the neutral plane is transferred 
farther from the positive side, so as to preserve the 
equilibrium between the resistance to extension and 
the resistance to compression. Hence, the amount of 
resistance on the positive side is increased, both by the 
increased area of section exposed to tension, and in- 
creased leverage, or distance from the neutral plane. 

Moreover, a greater portion of the fibres (so to speak), 
of extension, act with their full power; since, while 
the outside portion is passing through what we have 
called the stationary interval, successive portions toward 
the neutral plane, are reaching and approaching that 
interval. Hence, some considerable proportion of all 
the fibres of extension, may act with their maximum 
power ; whereas, if the material were perfectly elastic 
up to the point of actual rapture, only the outside fibres 
farthest from the neutral plane, could act with abso- 
lute power, and all other parts, only in the ratio of 
their respective distances from said plane. To illus- 
trate, suppose the extreme positive side, when ex- 
tended one inch, reach the stationary interval, which 
is one inch more. It follows that when the outside 
has passed to the other limit of that interval, one-half 
of the positive portion of the bar, will be within the 
the range of that interval, and act with its maximum 
power, producing one third more resistance to exten- 
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Bion than the same fibres could afford if the body were 
perfectly elastic, up to the point of rupture. I kuow 
of no more plausible manner of ejcplaining the observed 
discrepancy between experiment and calculation upon 
the subject. 

But, having well authenticated direct experimental 
evidence as to the transverse strength of cast iron, we 
may safely be guided thereby ; and, though it would 
be a satisfaction to find a complete agreement between 
the results of direct experiments, and the deductione 
from those that are indirect, still, where such agree- 
ment is not found, the direct evidence should have the 
preference. We may, therefore, regard the transverse 
strength of cast iron in pieces with rectangular sec- 
tions, as equal to 6,000&>s. to the square inch, upon a 
leverage equal to the width of the piece in the direction 
of the force. 

Wrought iron has something over three times the 
positive strength* of cast iron, on the average; and if 
we consider its transverse strength to be in the same 
ratio to that of cast iron, its transverse strength would 
be about 20,000 pounds. That is, the projecting end 
of a bar of wrought iron one inch square, should sus- 
tain, at one inch from the fulcrum, a weight of 20,000]bs 
But it becomes permanently bent with about one-third 
of that weight, and therefore, in practice it should not 
be exposed to more than 4,000 to 5,000fts. as we should 
manifestly keep within the elastic limit, as well in caee 
of a transverse, as a direct tensile strain. It may, 
therefore, be recommended to estimate the transverse 
strength of wrought iron at 6,000&»s. as against a ten- 
sile strain of 15,000&»8. to the inch, upon the same ma- 
terial, and 8,600 to 4,000 transverse, against 10,000, 
tensile strain. 
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Cast iron having an average absolute transverse 
strength of 6,000fi>8. should not in practice, be exposed 
to over from 1,000 to l,500fl)8. to the square inch, ac- 
cording to the circumstances in which it is used. 

XCVI. Representing by A the area by D the depth 
and by L the length (from fulcrum to weight) of a pro- 
jecting rectangular beam, the safe load, according to 

the above assumptions, equals 5,000 — for wrought, 

and 1,500 —for cast iron. 

If the beam be supported at the ends and loaded in 
the middle, using the same symbols, the safe load is 
four times as much ; that is, 20,000 — for wrought, 



L 



and 6,000 — for cast iron. This follows from the fact 

that the lifting force at each end, equals only one-half 
of the load, and acts upon a leverage equal to ^L, hence 
it takes 4 times the weight to produce the same stress 
on the beam. 

If the load be equally 'distributed over the length of 
the beam, the safe load is twice as much as when it is 
conoentrated at the end of the projecting beam, and in 
the middle of the beam supported at the ends. For, 
ill the former case, each part of the weight produces 
stress at the fulcrum in proportion to its distance there- 
from, and the average distance of the whole load, 
being only half as great, the stress is only half as much 
as when the whole load is at the end. 

In the latter case, the beam being regarded as fixed 
in the centre, the lifting force at the end, tends to pro- 
duce a strain in the centre, measured by the force mul- 
tiplied by its distance from the centre, in other words, 
by the momenl of the force with respect to the centre. 
On the contrary, the load tends to produce a strain in 
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the opposite direction, according to the distance of 
each part of the load from the centre. This, as just 
seen in the case oi the projecting beam, is equal to 
half of that produced bj the lifting force at the end. 
Hence the effect of the weight neutralizes one-half 
of tendency of the lifting force at the end, to produce 
stress in the centre of the beam. 

Upon the same principle is based the following rule 
for determining the stress at any given»point in the length 
of a beam, however the load may be distributed. 
Take the moment with respect to the given point, of 
all the forces on either side of said point, tending to 
deflect the beam in one direction, at the given point, 
and all the forces on the same side, tending to deflect 
it in the opposite direction, and the difference in the 
sums of those opposite moments, is the measure of the 
stress at the point in question. 

As an illustration, if the cross-beam of a rail road 
bridge suppoit tracks 5^ apart, the beam being 15' be» 
tween supports, and a weight W bear equally upon 
the two tracks, each end support lifts ^W, and the 
moment with respect to the nearest track, is |Wx5 « 
2.5W. There being no force acting in the opposite 
direction between the end and the weight upon the 
rail, 2.5W (upon a leverage of 1 foot), is the measure 
of stress of the beam at the rail. 

If we seek the stress in the middle of the beam 7^' 
from the end^ and 2y from the rail, the upward force 
at the end is ^W, the same as before, and the moment 
jWx7J — 8.76W; while the moment of the weight 
on the rail, is jWx2J, =■ 1.25W. Hence, the stress 
in the centre — (8.75— 1.26)W — 2.5W, the same as at 
the rail. • 
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Taking the moment of the end lift with respect to 
^he off rail, we have jWxlO, — 5W, while the moment 
of weight ou the near track, with respect to the off 
track, is J Wx5, — 2JW, acting in the opposite direc- 
tion. Hence, stress at the off track, is equal to (5 — ^2.5)W 
-2JW. 

Again, assuming a point at 2^ from the end, the mo- 
ment of the lift at the farther end, is J W x 13' —6.6W. 
The sum of moments of weights upon the two fails is, 
JWX8+JWX8 — 5.6W in opposition to the effects 
of the end lift. The stress of the beam, therefore, at 
the given point, is (6.6 — 5.5) W, =■ W ; being the same 
result as if we had taken the moment at the near end, 
» JW X 2, =■ W, with no opposite force on the same 
side of the given point. 

Hence, we see that the stress is the same at all points 
between the raih, while it obviously diminishes from 
the rail to the end, in proportion as the distance of 
successive points from the end diminishes. Therefore, 
the beam having a uniform depth, in order that the 
strain be uniform on all parts, the thickness should 
taper uniformly from the rail, to an edge at the sup- 
porting points. If the thickness be uniform (the cross- 
section being rectangular), the depth may diminish as 
the square root of distance from the support diminishes ; 
that is, may have a parabolic form, This follows from 
the fact that the stress at different points in the length 
is as the distance from the support, and the power of 
resistance, as the area multiplied by the depth, in other 
words, as the square of the depth, the area being simply 
as the depth. 

XCYII. Iron beams of a rectangular section will 
seldom be used in bridge work, the material acting 

22 
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n^ore effectually in a web a'nd flange form, as in the I 
beam, with aboat half the material in the flanges. lu 
this kind of beam, the web may be estimated as a rect- 
angular beam — say at 5,000fi>8 to the inch (on a lever- 
age equal to the depth of the beam), while the flanges 
may be estimated at 15,000Ibs upon a leverage of half 
the depth of beam, less half the thickness of flange, 
thus : for a beam 12'^ deep, web ^'' thick, flanges 2" 
wide and f '' in average thickness on each side of the 
web, we have 6 square inches of web section at 5,000 » 
80,0009bs. plus, 6 inches of flange section at 16,000 X 
leverage of 5,625'', equal to 42,1879>s. on a leverage of 
the depth of beam, makinga total of 72,1871b. a-6,0159>s« 
to the inch upon the whole section. 

Hence, it is deemed safe to estimate the working 
strength per square inch of wrought iron I beams, in 
the above proportions of web and flanges, at 6,000 

— 9>s. for projecting ends, and 24,000 --for beams sup* 

ported at the ends, and loaded in the middle; and 
double those amounts of distributed load. For instance ; 
a 12'^ I beam of 12 square inches in section, and 16' 
long, between bearings, is good for 24,000 X }i np 
18,000fts. in the middle, 86,000 distributed uniformly, 
and 26,1806)3. upon two rails 5 feet apart, or 5.5 feet 
from end supports. 

XCVIII. One of the cases in which wrought iron 
is frequently exposed to transverse strain, is in the use 
of cylindrical pins for connecting the other parts of 
bridge work. In such cases, the forces will act with a 
certain leverage which can be nearly determined. The 
power of a round pin to sustain a transverse force act- 
ing on a leverage equal to the diameter, may be as« 
fiumed at about ^ less to the square inch, than that of 



Lateral, or Traksverbb Strength. 171 

a square bar upoD a leverage equal to its width of side. 
Heuce, a represeuting the area of section, d, the diame- 
ter, and L, the length, the safe stress » 4,500 ^ acting 

on a projecting end, and 18,000^ acting in the middle 

between two oatside bearings ; that is, a V pin with 
centres of outside bearings &' apart, will bear in the 

middle, 18,000 X '^ »- 2,855&>8. If the pin connect an 

eye 1" thick, between one of \" thick on each side, the 
length (l) between centres of outside pieces, will be 
1^'^; whence, a 1'' pin will bear 4 times as much as in 
the preceding case; or 2,855 X 4 => 9,420fi)3. The 
tensile strength of a 1" round rod, being 11,775&>8. 
being equal to the cross-section (0.785), x 15,000&>s. it 
#hows that the strength of the rod is greater than that 
of the pin, in the condition here assumed, in the pro- 
portion of 11,775 to 9,420. Therefore, the stiffness of 
the pin being as the cube of. the diameter, in order to 
find the diameter (x), of a pin for connecting 1^' bars 
by eyes and connecting straps, we have this proportion 
8,420 : 11,775 : : 1* :x*, whence x — 1.077 — to about 
1^ larger than the diameter of the rods to be connected, 
and in this proportion for any size of round rods con- 
nected by straps and pins or bolts. 

But if the eyes and straps be drilled, so as to fit the 
pin through the whole thickness, the action approaches 
the shear strain, and the pin should have about f the 
area of section of the bars to be connected. The author 
would recommend, however, for general practice, that 
connecting pins be considered as acting by transverse 
stlffuess, upon the lever principle, as above discussed. 
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ARCH TRUSS BEIDQES, 

XCIX. The general form. in outline of the Arch 
Trass, may be seen in Figs. 8 and 11. 

The forms of the different members, and the modes 
of connecting them to form the complete structure, are 
many, and a minute description of each possible variety, 
in this respect, even if such a thing can be regarded as 
practicable, will not be undertaken on this occasion. 

The arch may be of cast or wrought iron in various 
forms of section. The following form of cast iron arch 
has been extensively used in the state of New York, 
with uniform success and satisfaction. The arch is 
composed of cast iron sections, equal in number to 
the number of panels in the truss ; an 'Odd number 
.being deemed preferable. In Pig. 27, aonm presents 
a top view of the arch, and D, a top view of the chord, 
from end to centre; and A and B, enlarged cross-sec- 
tions at p and g, adjacent to the cross-bars to be de- 
scribed below, and which also appear in the figure. 
Each piece consists of two side portions of an "~1 formed 
section, connected at the ends, and at 2 or 3 intermedi- 
ate points, by cross-bars of a J formed section for the 
intermediates, and at the ends, with sections as seen at 
C, where a view of the arch connection is shown, as it 
would appear if cut vertically and longitudinally 
through the centre, and the near half removed. 

The width of the side plates of arch castings (from 
the top), should be about j^ of the length of pieces, 
with an average thickness of from iV ^^ i ^^ ^^^ width. 
The top plate, about the same thickness (or a trifle less, 
to prevent a tendency in the piece to become hollow 
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backed in cooling), and a width^ a little over one-half 
that of the side plate. 

The resisting power maj be estimated as in the table 
of negative resistances under the head of square, &c., 
pieces, calling the width of side plates the diameter, 
and using the colnmn under ^, for trusses supporting 
12 feet or more width of flooring, and the column 
headed ^, in case of trusses supporting a width of 10 
feet or less, to each truss. 

The intermediate cross bars should have about the 
same thickness of plate as the side portions, a depths 
about f that of side plates, and top plate not less than 
I as wide as the top plate of side portions. 

End cross-bars should have a top width of about | 
the width of side plates, and cross-section sufficient to 
sustain a whole gross panel load for the truss, bj trans- 
verse resistance. If it have a depth equal to | of its 
length, and a form of section as strong as a rectanguhtt 
bar, it will safely sustain 1,000 to 1,200&>8. to the inch ; 
and it is recommended to allow one inch of section in 
each end cross-bar to every l,0009>s, sustained at the 
joint. Then, there being two cross bars together, the 
point will be doubly secure. 

Semicircular notches in the ends of contiguous arch 
pieces, form a vertical circular hole at the joiut, for the 
passage of the vertical member. 

When the side plates are thin, the thickness should 

be increased for a few inches from the end, to afford a 

^ ^^ suitable bearing surface at the joint ; 

J TT v ' and the ends of arch pieces should 

T I lli I If be fitted (usually by planing), to ti 

U Lj proper bevel to form a fair joint. 

The joints, however, are sometimes 
formed by cutting taper key seats (as seen in Fig. 28j, 
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in one of the contiguous ends, to admit wrought iron 
wedges about an inch wide^ and in sufficient number 
to give a bearing upon wedges* equal to at least one- 
half the section of iron in the chord. This method has, 
answered well in a large number of bridges, and is 
convenient for adjusting the arch in line ; but the 
planed ends form much the more workmanlike joint. 

The centre arch piece has usually a full top plate 
over the whole width of the piece. 

Tbe endmost section, or foot piece of the arch, con- 
nects with the chord by means of horizontal holes in 

the' foet to receive the ends 
of an open end ;ink of the 
chord, which is secured by 
screws and nuts as shown 
C Ji;jJJJI.'.'."I,l[^'^v2:-.-'^^ Vp fT in Fig. 29, representing an 

jT ''r /^ ^""^ p inside view of the foot of 

one branch of the arch. 



FiQ. 29. 




C. The chord is composed of two long links of round 
or square iron to each panel, connected by cast irv^ 

connecting blocks at 
points vertically under 
the arch joints. The 
form of these blocks is 
represented in F}]g. 80. 
They diminish in length 
from the endmost to the 
centremost, the former 
being long enough to re- 
ceive the links running parallel from the connection 
with the arch, and the n*ct block, being shorter by 
twice the diameter of the link iron ; the ends of links 
toward the centre of the truss, going next the end 4 of 
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connecting blocks, and outside of the ends pointing 
toward abutments ; and, the members of each pair of 
links being parallel with one another. [D, Fig. 27.] 
» The connecting block has an oblong section where 
it receives the links, being rounded on the sides to fit 
-, the semicircular ends of links. 

There should be an accurate 
fit between these parts, to 
effect which, perhaps, the best 
plan is to ream the .ends of 
links, and turn the bearings of 
' blocks to a uniform size. For 
this purpose, the block is cast with extra metal to be 
turned oflT at the bearings, and with the portion be- 
tween bearings a little thinner vertically, than the 
turned portions^ as shown in Fig. 30A, in which a is 
a section and bb are the bearing surfaces. 

The vertical thickness of the block where it receives 
the links, should be at least 1^ times the diameter of 
the link iron, and the cross-section multiplied by the 
width of block, and divided by diameter of link iron, 
should give a quotient about 13 times as great as the 
cross-section of both sides of the link. 

The middle portion of the block is cast with the 
proper size and form for the upright and diagonal 
members to pass through in the required directions, 
and is provided with suitable facets for the bearings of 
nuts. The least cross-section through all or any of the 
holes, should be at least one-quarter greater tiian the 
section at the link beariilgs. In Fig. 80, a, b and c re- 
spectively represent a side, end and top view of the 
cast iron connecting block. * 

The oblong section of the connecting block was 
adopted to obtain greater transverse strength in the 
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direction of the strain. But it has recently occurred 
to the author, that perhaps, after all, a circular section 
of block would have the advantage, inasmuch as it 
would not require so short a bend at the ends of 
links ; whence they could the better adapt thems Ives 
to the block, and would not require so great a disturb- 
ance in the condition of fibres or particles of the iron 
in forming the bends. With a diameter of block eqnal 
to 8 times that of the link iron (in case of round iron), 
it is believed that good iron would sujBfer the bend 
without material deterioration, or greater liability to 
break the ends, than in other parts of the link, espe- 
cially if welded in the straight part. 

The enlarged central portion of the connecting block 
has upon its upper side, a flat surface rising a little 
above the links, to afford a beam seat for the cross- 
beams of the bridge to rest upon ; which, in case of 
wooden beams, should present a bearing surface of 80 
to 40 square inches. 

CI. The upright is made of round wrought iron. If 
to 2 inches in diameter, for bridges from 60 to 100 feet 
in length, when designed for common road purposes. 
The upper end is fiirnished with a screw nut, and a 
ring or collar welded on at a sufiScient distance below 
the nut to allow the arch castings, and eyes of dia- 
gonals to come between nut and collar. 

The lower end is turned or swaged down to a dia- 
meter J " or I " less than the body of the rod, for a 
length sufficient to reach through the connecting block, 
and receive a nut on the end. This is to form a 
shoulder at the upper side of the block, to act in case 
of a thrust action of the itj)right. 
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The two longest uprights have nsaally been made 
double and divergent from the collar downward, the 
branches being of iron from J" to |" smaller in^dia- 
meter than the single uprights, and passing through 
the connecting block near the links, either inside or 
outside, as deemed most appropriate, with a thin nut 
above, and a common nut below the block ; also a caat 
iron washer above the upper nuts, for the beam to rest 
on, instead of resting upon the central part of the 
block. The object is to give lateral steadiness to the 
arch, and diminish its vibration. 

A better effect in the same direction is produced by 
connecting the upper ends of those uprights across 
from truss to truss, in case of long bridges. For this 
purpose, the upright may extend a little above the 
arch, when necessary to give head-way (or, perhaps 
better still, the arch itself might rise higher above the 
chord, thus diminishing the action upon both arch and 
chord), and a light cast or wrought iron strut intro- 
duced, to counteract the tendency to vibration of the 
arches, arising from the spring of the beams. As the 
the two trusses naturally tend to vibrate in opposition 
to each other, it is suggested whether simple ties of 
f " iron, would not so break the regularities of the 
vibrations Its to prevent their increase to an objection- 
able extent. The rigid strut, however, would be more 
effective, being capable of acting in both directions ; 
and, if thrown into the form of a graceful arch, it 
would be ornamental withal. 

CIL The diagonals are round rods, with an eye at 
the upper, and a screw and nut at the lower end of 
each; the screw portion being about J" larger in dia- 
meter than the plain part of the rod. Two eyes of 
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diagonals go upon each npright (except the endmost) ; 
that of the rod rqnning downward toward the centre 
going above the other, the better to prevent interfer- 
ence with the croas-bara of arch piecea, aa will be un- 
deratood by reference to C, Fig. 27. 

The eyea lie in horizontal positiona, the rod in each 
case being bent to the required pitch to meet the con- 
necting block. The bend should be aa near aa may be 
to the eye, without preventing a fair bearing of the eye 
upon the collar, or the anbjacent eye. Care ahould be 
taken to have fullneaa and atrength in the neck of the 
eye, that it may withatand the indirect strain at that 
point. 

The proper sizes for diagonals and chorda ahould be 
Mxxoh, in common road and atreet bridges, aa to afford 
at least one aquare inch of croas-section for each 
15,000fl>s. of atreas produced by the greateat load to 
which auch bridgea are liable, which in the author'a 
opinion, ahould be eatimated at about lOOSbs. to each 
aquare foot of bridge flooring, excluaive of weight of 
structure ; a rule which he originally adopted, and haa 
adhered to in practice with moat aatiafactory reaulta. 
Many bridgea have been constructed with lighter pro- 
portiona than thia rule would require, some of which 
have endured, while others have failed. 

It is true that ordinary road bridges are seldom ex- 
posed to lOOfta. to the toot of floor surface, but it is 
nevertheless, deemed expedient to provide for such 
a contingency. 

The modes of estimating stresses of different parts 
of tiie trusa, have been fully diacuaaed in preceding 
pagea, [xxvii &c.], and it aeema unnecessary in this 
place, to specify more particularly the dimensions of 
the several members of the truss. 
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Fig. 30B. 



Cni. Another devise for the connections of diagonals 
at the arch, is to replace the bent, eye of the diagonal 

by a straight end with screw 
and nat, and to have oblique 
holes cast in the ends of arch 
pieces for diagonals to pass 
through, on each side of the 
upright. [See Fig. 80B]. 
The diagonals may be single, 
or in pairs. The latter plan 
is preferable, as giving a 
better balanced action ; es- 
pecially in case of rail road bridges, which are subject 
to greater action upon diagonals. This plan obviates 
a degree of lateral strain upon uprights, resulting from 
the eye connection. In this case, the upright should 
have a shoulder bearing on the under side of arch 
castings, to sustain the thrust action. 




CIV. It will be seen that these trusses, having a 
width of base equal to about one-fourth of the height, 
will support themselves laterally, without any assist- 
ance from one another, or from other parts of the 
structure, wherefore the flooring, including cross 
beams, may be entirely of wood, and may be renewed 
at pleasure, without any disturbance of the iron work ; 
a property peculiar to this kind of truss. 

The original design, therefore, was to use wooden 
cross-beams, formed in two pieces, as by slitting an or- 
dinary beam vertically, bolting the parts together, and 
boring at the ends for the uprights, so that they may be 
Conveniently put in and removed whenever they re- 
quire renewal. Diagonal braces of wood, or what is 
much better, tie rods of iron with an eye at each end, 
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and a swivel or turn buckle adjustment near one end, 
a pair between each two consecutive beams, to which 
they are bolted near the uprights, are req^uired to pre- 
vent a lateral swinging or swaying of the bridge; 
whence these members are usually called sway braces, 
or sway rods. In the end panels the sway rods are 
attached to the feet of the arch. 

Upon the cross-beams, longitudinal joists are placed 
to support the floor plank, a thing so simple, and so 
generally understood as tft require no further descrip- 
tion or illustration in this place. More or less casings 
and finishings of wood work outside of the road way, 
are usually added, according to circumstances, or the 
taste of the builder. 

CV. The rise of the arch above the chord, will admit 
rf a considerable degree of variation. A pitch of 24 
to 26 degrees for the end arch pieces, it will seldom be 
advisable to exceed in either direction. That pitch 
divided by the whole number of joints in the arch (6, 
for a seven panel truss), gives the angle of deflection 
at the joint, equal, of course, to twice the angle of bevel 
for ends of arch pieces. 

This, however, does not produce an arch in equili- 
brio under a uniform load, which, as we have seen, 
[xxvii and Ln] requires a parabolic curvl, while equal 
deflections produce a curve between the parabola and 
the circular arc; not departing from the former, how- 
ever, widely enough to be of material moment for or- 
dinary spans. The eflfect is only the throwing of a 
trifle more action upon certain diagonals ; for which 
the convenience of uniform bevels, is, perhaps, an ade« 
quate offset. 
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Cylindrical Arches. 

CYI. Arch Truss bridges have been constructed 
with cylindrical arch castings, in connection with up- 
rights, dividing and diverging downward from the 
arch to the beams, thus serving to give lateral support 
to the arch, and preserve it in line. 

This form of arch castings was supposed at one time, 
to possess sufficient advantage over that already before 
described, and which is commonly known as the In- 
dependent Arch^ to warrant its adoption, inasmuch as 
it is the stronger form to withstand compressive strain. 
But it is also more expensive in the manufacture, to 
an extent perhaps sufficient to balance any practicable 
saving in weight of metal. Hence, the Independent 
Arch has acquired decidedly the greater popularity, to 
which its just title can scarcely be questioned. Further 
detail, therefore, as to the mode of constructing the 
cylindrical arch bridge will not be here recited. 

Iron Beams for Bridges. 

CVn. It is now over thirty years since the writer's 
attention was first directed to the subject of Iron Truss 
Bridges ; a period which may be said to comprise the 
history of the use of iron as the sole or principal mate- 
rial in the main supporting members of those useful 
structures. 

At that time, there was one Iron Druss Bridge in use 
in the state of New York, and only one, to the writer's 
knowledge, either in this state, or in the world, though 
the fact may be otherwise. 

That bridge, though possessing merit as the result 
of a first effort, did not prove a complete success, hav- 
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ing failed, and, beiug rebuilt, failed a second time, 
many years ago ; so that, at the present time, a certain 
Iron Truss Bridge built by the author of this work in 
1841 and 42, upon the Arch Truss plan, essentially as 
described in the last few preceding pages, is believed to 
be the oldest Iron Truss bridge in use in this country, 
if not in the world. 

At that time, it was not thought advisable to attempt 
inore than the construction of Iron Trusses, to be used 
in connection with wooden . beams, joist, &c. ; which 
latter portions could be renewed as required, with 
comparatively little trouble, and at much less cost, 
than the interest upon the extra expense of iron beams 
would amount to within the lifetime of wooden beams. 
But as the public mind seems now to have become 
convinced, not only of the safety and expediency of 
the use of iron for the ti^usses^ but also for the beams 
of bridges, it becomes a question of interest to deter- 
mine the best manner of constructing and inserting 
such beams. 

CVill. Four general plans of iron beams have been 
used successfully; namely, the cast iron web and 
flange beam, the wrought iron skeleton, the composite 
(wrought and cast iron), and the solid wrongth iron 
rolled web and flange, or I beam. Thdbe may all be 
used with good results, in particular cases, and under 
modifications adapted to respective circumstances. 

For general use, however, I regard the solid rolled 
I beam as entitled to a decided preference ; and, with- 
out discussing relative merits in this place, I propose 
simply, at this time, to suggest plans for adapting the 
last named beam to the Whipple Arch Truss, thus 
making the plan about all that can be hoped to be at- 
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tained, as a cheap, substaatial and durable iron bridge 
for general uee, for spana varying from 40 to, — perhaps 
125 feet. 

For bridges 16 to 18 feet wide in the clear, and 
panels ten or eleven feet long, a 9 inch beam, weighing 
309)8. to the foot, is in good proportion ; and when 
Bide walks are not repaired, the beams maj be cat 
with square ends, just long enough to go between the 
uprights of opposite trusses, and provided with a fixture 
at each eud, formed of a plate of iron about }" thick, 
7" wide, and about 2' long, bent in the form of a jews- 
harp bow. The loop, or bow (u. Fig. 81), is to eucir- 

Fro. 81. 



cle tbe upright, and the straight sides, to receive the 
vertical web of the beam between them, and to be 
fastened thereto, by two bolts and nuts. One of these 
should be 1^" ia diameter, and long enough to receive 
the eye of a lateral diagonal tie, or sway rod (to prevent 
swaying or swinging), under both head and jiut, and 
placed about 5J" from end of beam, and 2J" above 
lower edge of plate. The other bolt may be IJ" or 
IJ", and placed with its centre IJ" from end of beam, 
and from upper edge of plate. The thread of tbe screw 
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ehoald not ruo into the plate, ereu if a washer he re- 
quired in order to fetch the work together. 

A conveuient modification of this fixture ib to hare 
it made ia two pieces with two |" bolts outside of 
the upright, as seen at c, Fig. 82. This aflbrda a con- 

Via. 32. 




venient means of attaching a light bracket (b), to sus- 
tain, face plank and coping {a), over the chords, anch 
as are commonly used in this kind of bridge. It also 
enables iron beams to be inserted iu bridges originally 
built with wooden beams. 

The connecting block in this case, ehonid bare an 
elevated ring around the' upright, for the eye of the 
fixture to bear upon, to keep the beam from bearing 
altogether upon the inside of the upright, and prodoc- 
ing unequal strain. 

CIX. Another suggestion is, to form a stirrup in the 
upright just above the connecting block for the beam 
to pass through and rest in : as seen at 6, Fig. 31. This 
will admit of projecting beams to support side walks. 

The stirrup may be formed of iron 1" by 2" or 2J", 
according to the character of bridge. The iron should 
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be Qpset, ao as to give safficient width and strength at 
the bottom of the stirrap to allow a 1^" stem to be 
screwed in, to pass through and sapport the connecting 
block. This stem may extend above the bottom of the 
stirrup, about ^'\ a hole being made in the under side 
of the beam to receive that projection. The thread of 
the projecting part of the screw, which enters the beam, 
should be turned or chipped off. This plan may be 
used in' bridges either with or without side walks. 

Again, the upright may terminate in a flange at the 
top of the beam, and bolts screwed or cast in the top 
of the block, or running through the block with head 
or nut below, one on each side of the beam, and con- 
necting with the flange of the upright, as shown at B, 
Fig. 82. 

In the case of double uprights, the beam being cut 
to go between the inner branches, the fixture plates 
should lap about 20^' upon the beam, and extend so as 
to clasp both branches of the upright. 



ex. To introduce the solid wrought beam in bridges 
with sidewalks originally constructed for wooden beams, 
the following plan is suggested. 

Let the beam be cut, say V shorter than the space 
between opposite uprights. Then, take for each end 

Fio. 33. 




of the beam, two plates J" thick and 7J" wide, or, 
wide enough to fill the space between the flanges of 
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the beam at V from the centre, so that one being 
placed on each side, they will be kept far enough 
apart to admit the upright between them. The plates 
should be long enough to lap 20'^ upon the beam, and 
extend to outside of side walk. They may be bolted 
with two V bolts near the end of the lap, and one near 
the end of the beam by the upright; as seen under the 
letter u in Fig. 83. A IJ" bolt in the centre of depth, 
and 7 or 8 inches from the upright, will serve both to 
aid in holding the plates in place, and to connect the 
sway rods l. These plates should not be cut by bolt 
or rivet holes in the upper part, except at considerable 
distance from the upright u. 

Small bolts or rivets, r r, etc., should be inserted at 
intervals of 9 or 10 inches, near the lower edge, with 
thimbles to stay the extension plates apart, 
^^' ' leaving a space equal to the diameter of the 
upright. In Fig. 38, s-w is a part of the 
extension for supporting side walk ; ^, a 
cast iron saddle weighing about 4&s. for 
joist bearings, and e, a cross-section through 
the splice. 

To afford a proper bearing upon the con- 
necting block, it is proposed to use a 
wrought iron ring (R. Fig. 84), high 
enough to throw the whole weight upon 
the extension plates ee, and f to 1" in 
width, except on the side next the beam proper, where 
it is to be clipped or drawn down to J". This, how- 
ever, is not an essential point. In case of bridges 
already erected, the ring will have to be left open as 
at R', and when used, heated and closed around the 
upright 
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OXL The Link Chord, composed of a set of links 
to each panel, connected by pins or connecting blocks 
(the latter aifording also points of attachment for ver- 
ticals, diagonals, Ac), both for Arch and Trapezoidal 
trasses, was originally adopted by the author, as the 
readiest means of putting the requisite amount of chord 
material in a manageable form, both as it regards manu- 
facturing the parts, and erecting the structure* This 
form renders the whole section available for sustaining 
tension, avoiding any loss in rivet or bolt holes for 
forming connections. 

The experience of more than a quarter of a century, 
during which time many hundreds of bridges with link 
chords have been constructed, and used in almost all 
conceivable conditions, (in many cases, undoubtedly, 
the links having been but imperfectly manufactured 
and fitted to the connecting blocks), with a degree of 
success and satisfaction seldom exceeded, may reasona- 
bly be regarded as fairly establishing the efficiency and 
safety of this mode of construction, when proper care 
is used in the performance of the work. 

Continued and successful usage in a multitude of 
instances, is regarded as a better criterion as to the 
reliability of a plan of construction, than a small num- 
ber of isolated tests, however severe ; and such usage 
the link chord has been subjected to. 

CXlt, The theoretical questions to be considered in 
this case, would seem to be, as to the possible deteriora- 
tion of the cohesive strength of the iron, produced in 
forming the bends at the ends of links — the indirect, 
or lateral strain in those parts, resulting from imper- 
fection of the fitting to the connecting block or pin, 
and, the imperfection of the weldings, both as it re- 
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gards complete cohesion, and the tendency to crystalli- 
zation under the welding heat, not heing fully destroyed 
hy subsequent hammering and working. 

The whole process of the manufacture and refinement 
of iron, is based upon the principle that disconnected 
pieces of iron brought in contact under'intense heat, 
but without complete fusion, and subjected to violent 
compression, as by hammering or rolling, will unite, 
and become a single piece or mass. 

Every bar of refined iron found in the iron market, 
is composed of half a dozen or more parts, which were 
once separate and disconnected. Those having been 
" fagoted," or placed in juxtaposition, and submitted 
to a welding heat, and passed repeatedly between 
ponderous rollers, or subjected to the blows of heavy 
hammers, are united and drawn into bars of required 
sizes and forms for use. 

These masses, taken from the furnace and suffered 
to cool without hammering or rolling, would be found 
more ox less crystaline and brittle. But the latter 
operations prevent such a result, and the iron becomes 
more or less soft and flexible, even in a cold «tate. 

Iron which has undergone the uniform process of 
rolling, is generally of uniform quality and strength 
throughout the whole piece ; and, as far as it can be 
used in that state, without re-heating and re*working, 
it may be regarded as somewhat more reliable than 
when it has been forged and welded into diiferent and 
more complex forms. ^ 

The high temperature required in welding, demands 
experience and judgment in determining the proper 
time to ^' strike/' that is, when the metal is hot enough 
to adhere firmly, but not overheated to burning. 
Moreover, though the hammering required to bring 
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the parts together and reduce them to proper form and 
size, may prevent crystalization immediately at the 
welded point, still on either side are portions which 
may have heen heated so as to change the arrange- 
ment of particles, and not subjected to sufficien^t ham- 
. mering to counteract the deteriorating tendency. 
Hence, a break is more liable to take place a little on 
one side, than immediately through the welded part. 

To obviate this liability, the parts to be welded should 
be enlarged by upsetting several inches from the end, 
BO as to admit of re-drawing under the hammer a little 
beyond where the intense heat has reached. 

But theory aside for the moment, although the 
avoidance of welding in work to be exposed to great 
stress is desirable, it is nevertheless a fact established 
by large experience, that welded parts will bear as 
great a strain as takes place in well proportioned 
bridge work, with as much certainty as ever has been 
realized in any department of the means of locomotion. 

Danger lurks everywhere at all times. In railroad 
travel, boilers burst, rails break, wheels and axles 
hreak, etc., etc., but the failure of a weld in bridge 
work is rare indeed, and very few authenticated cases 
can be referred to. 

I would, however, prefer a weld in the straight part 
rather than in the end of a link, unless made with an 
excess of section around the bend. Whether a bend 
around a pin of 1} <h* 2 times the diameter of the link 
iron is more liable to break than the straight sides of 
the link, I can refer to no reliable authority to deter- 
mine. The longitudinal strain is no greater in the 
bended, than in the straight parts, if well fitted to the 
pin. But of course,, it can not be expected to have a 
fit so close as to ensure a firm pressure quite round the 
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semi-circle. Hence the bearing is mainly on the back 
side of the pin, until by a yielding to compression, and 
by a slight bending of the link end, a pressure is pro- 
duced all around. 

This slight bending, good iron will undergo without 
having its strength impaired, when in its normal con- 
dition. But this condition is disturbed in the process 
of bending, the outside portion being extended, and 
the inside compressed, whereby the stiffness of the part 
is increased. In the outside portion the power of re- 
sisting extension is increased, while that of the inside 
portion is possibly diminished ; and, whether the 
aggregate resistance to extension is increased or dimin- 
ished, experiment alone can determine ; and, undoubt- 
edly, the more soft and flexible the iron, the better can 
it adapt itself to a bearing upon the pin. Hence, it 
should be allowed to cool gradually from a full red 
heat, after the shaping is finished. 

Hence, also, the necessity of extra section in welded 
ends, which, being less flexible, must obtain bearing 
surface by compression and yielding of contiguous 
parts, rather than by bending, and consequently, must 
undergo greater transverse strain in the end of the link. 

CXin. A link formed of wire J" in diameter, formed 
to a pin -^.j" in diameter at one end, and brazed with 
a long lap at the other, suffered a permanent stretch 
in the Straight part, of one per C. of its length, with no 
apparent injury at the ends. Other analogous experi- 
ments have shown similar results, namely, that the 
straight portions will yield before the bended portions. 

Now the same degree of disturbance in the metal 
takes place in a small, as in a large rod, bent to a 
curve whose radius has the same ratio to the diameter 



192 Bridge Buildikg. 

of the rod. Hence, it is difficult to avoid the concla- 
Bion that rods of soft and flexible iron, such as ought 
to be used for tension members in bridge work, bent 
to a proper fit upon connecting pins of diameter about 
twice that of the rods, and formed into links by weld- 
ing in the straight parts, are quite safe under any stress 
within the limits adopted in bridge work. 

But it seems to be more convenient to form the weld 
at one end of the link, if not both, and such has been 
the usual practice; and, as before remarked, if a sur* 
plus of metal section quite around the bend be secured, 
and the work well performed, this plan can scarcely be 
regarded as faulty, especially, in view of the long, 
varied, and successful usage of such vast numbers of 
links made in this manner. 

Now, although the link chord is very simple, effi- 
cient, and convenient to make and manage, there are 
available alternative devices, some of which will be 
here described. 

The Eye-bar Chord. 

CXrV. This is composed of two or more single rods, 
of oblong, square, or round section to each panel ; 
connected by cylindrical pins passing through strong 
eyes at each end of the chord bars. 

This plan until recently, has involved quite as much 
welding as the link chord; the eyes having been 
formed in separate pieces, and welded to the body of 
the rod. But within a few years a process has been 
devised by the PhcBnix Iron Co., of Pennsylvania, for 
upsetting and forming eyes upon rolled bars. A mold 
or die gives the desired form and size to the head, and 
aside from the fact that a violent disturbance of the 
normal condition of the iron is produced in the vicinity 
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of the head, there can be no question as to the excel- 
lence of the work prodaced ; and it is undoubtedly, 
perfectly reliable, under any stress to which it is ad- 
missible to expose the material in bridge work. 

Figure SOB represents the joint of an eye-plate chord 
at c, adapted to the arch truss. Upright and diagonals 
have each an eye to receive the connecting pin at the 
lower end. The upright has a washer above the eye 
to form a beam seat above the eyes of the chord plates. 
Perhaps the washer should be in the form of a saddle 
or stool, with downward projections bearing upon the 
pin outside of the diagonals ; or, perhaps inside, in 
case the diagonals be in pairs, as before suggested, 
fciii.] 

Size of Connecting Pin. 

CXV. Considering the average bearing upon the 
pin, to be at the centre of thickness of the eye, or link 
end, as the case may be, the thickness of the eye indi- 
cates the leverage upon which opposite links act, when 
side by side upon either end of the pin. Estimating 
the strength of the pin, then, at 4,500fts. to the square 
inch of section, with a leverage equal to the diameter 
of the pin [see xcviii,] we obtain the proper diameter 
of the pin as follows : 

Let a«Barea of section in link or chord bar. 
^•■thickness of eye««leverage of action. 
x»diameter of pin, in inches. 

Then, .7854x'=area of pin section; and this multi- 
plied by 4,600 1,=- ?5^a:», equal to the resisting power 

of the pin ; while 15,000a«the power of the link ; and 
putting these two expressions equal to one another, 
and deducing the value of r, we haVe the required 

diameter of the pin, -^4.2440.^ inches, sax. 

25 
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CJSLVJL If a—4 square inches, and /=«1.5 inches, 
then a.t — 6, and x « ^6x4.244 « 2.94 inches. 
This diameter of pin is required to withstand the action 
of the chord alone, which is the only stress upon the 
pin when ihe chord is at maximum tension. But 
when the diagonals running in the ^ame direction 
horizontally, with the inside links, are brought into 
action, they act in conjunction. with the links in pro- 
ducing stress on the pin. 

Now, the greatest stress upon 6«, Pig. 11 [see xxxiv] 
occurs when the point b alone is loaded, and the links 
ab sustain f of their maximum stress from movable 
1 oad , and bn sustains bw"^ giving a horizontal pull of about 
6 5m?'', the amount varying with depth of truss. Again, 
besides the 6m?" bearing at the point a, in virtue of 
the movable weight (m?), at 6, we have 8m?' due to weight 
of structure, also bearing at a; and assuming 3m?Mo 
be equal to 1m?, or 7m?" the whole pressure at t/, equals 
13m?", when the horizontal pull of bn equals 6.5m?". 

The tension of aft, in the usual proportion of arch 
trusses, equals about 2^ times the bearing at a, whence 
the stress of ab with the point 6 alone under load, 
equals 13m?"x2.25T— 29.252o". Deducting from this, 
6.6m?" for horizontal pull of 6n, it leaves 22.75i£?" = 
stress of be. Then, assuming the diagonal to act in 
the centre of the pin, and the length of pin between 
centres of bearing of outside links to be 27", we find 
the stress at the centre of the pin, by taking the mo- 
ments with respect to the centre, of the action of the 
two links at either end of the pin. The difference of 
these moments, the forces being opposite, is the mo- 
ment of the force producing stress at the centre of the 
pin ; in other words, it is the force acting transversely 
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upon the pin, at a leverage of 1 inch, the inch heing 
our unit of length. 

We found the pull of ab =- 29.25io'\ or 14.625m?" at 
each end of the pin, which multiplied by distance from 
centre (13.5") gives a moment «« 197.4375m?", while for 
6c, the moment is Jx22.75xl2" = 136.50a?" ; and the 
difference «« 60.9375m?'' =■ stress in centre of pin, upon 
a leverage of V\ 

Assigning such a value to m?" as will give the as- 
sumed stress of 15,0008)8. to the inch upon ab With the 
truss fully loaded, with a bearingat a, of 21m?" for mova- 
ble, and 7m?" (= 8m?'), of weight of structure, we find a 
stress of 28 X 2^ (- 63)m?" = 8 X 16,0000ft s. « 120,000fts ; 
whence m?" =» l,905fts. which, being substituted in the 
above amount of 60.9376m?" gives the stress in pounds 
at the centre of the pin, on a leverage of 1", equal to 
116,086fts. 

We have seen [xoviii] that the resisting power of 
aprojectingpin equals4,500— , whichin this case, equals 

4,500ad (L being «1), equal to 4,500 X.7854x*. Then, 
making this expression ■■ 116,088fts^we have x = 3.2" ; 
being 0.26" larger than is required* to withstand the 
action of chord alone, at its maximum stress, as already 
shown [cxvi.]. 

By similar process we find very nearly the same re- 
sults with respect to the shorter pins toward the centre 
of the truss. For, although the maximum action of 
diagonals takes place under greater stress upon chords, 
the difference is balanced by diminution in length of 
pins toward the centre of the truss. 

Should this mode of connection be adopted, the pre- 
ceding illustrations and examples, it is hoped, will 
enable the proper proportions of connecting pins to be 
determined for trusses of whatever dimensions. 
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A RivETBD Platb-chord. 

CXYIL May be formed of flat plates as long as may 
be conveuiently managed, connected by splicing plates 
of a little more than half the thickness of the chord 
plates, one apon each side, riveted or bolted with such 
a distribution of rivets, Ac, as may not weaken the 
plates by more than the width of one rivet hole. 

The area of rivet section should be at least | to f as 
great as the net section of the chord plate, on each side 
of the joint; and, go^ Fig. 34^ denoting the splicing 
plate, the distance cd, from the joint to the centre of 
the first rivet hole, should be at least twice the diame- 
ter of the rivet (depending somewhat upon the size of 
rivet and thickness of plate, as well as the soundness 
of grain in the iron). The succeeding rivets, a, e,/, 
&c., should be placed alternately on opposite sides of 
the centre, so that the oblique distance ac (■■ O), may 
equal the transverse distance (» T), -f the diameter 
of whole (■■ H ). Then, representing the longitu- 
dinal distance 6c, by L, we have T+H ■■ O, and 
(T+H)' - 0\ =- T»+L» « TH2TH+n»; whence L 

If the plates be 6" wide, and T « ^" (which is re- 
garded as in good proportion, the above formula gives 
L — 2J" very nearly, for a f" hole. Then, 5" being 
allowed for the space ee, and 2" each for cd and eg^ the 
splice plates would have a length of 20^'^ and \ of the 
whole section of chord plates would be available for 
tension; since an oblique section through two holes, 
would quite equal a direct transverse section through 
one hole. 

The amount of rivet section above given is estimated 
upon the assumption that each rivet must be sheared 
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off hi two places; and that it will resist, those shear- 
ings, each, with about | of the force required to pull 
the rivet asunder by direct longitudinal strain. 

It is obvious that the two rivets e and/. Fig. 84|, sus- 
taining a portion of the stress of the chord plate, relieve 
in the same degree the stress upon the portion between 
those rivets and the joint, or end of the plate ; whence 
it is not necessary to preserve the same section in the 
portion thus relieved, as in other portions of the plate. 
Therefore the rivets a and c, nearer to the joint, may 
be larger than e and/, when the section of plates re- 
quires more rivet section ; provided always, that the 
lea^t net section of splice plates, have as great an area 
' fis the chord plate has through only one of the smallest 
rivets. For instance, four f " rivets are sufficient for 
plates 6'' X J". But plates 6" xf' require more 
rivet section — say |" for e and /, and \" for a and c ; 
while, the same for the former and V rivets for the lat- 
ter, give about the required section for plates 6" x f . 
This leaves in each case, the same proportion of net 
available section of plates. 

Moreover, if rivets a and c be placed opposite to each 
other, and /be removed to a, the rivets being J" and 
1" respectively. Then, the smaller rivets sustaining 
over \ of the stress, while the others sustain less than 
I, the latter may cut off J of the net section (which is, 
in this case }" less than the whole width of plate), and 
still leave enough to sustain more than their own 
legitimate shareof the stress. 

This may be done by one rivet or two, placed op- 
posite c ; and thus the length of splice plates may be 
shortened to 15^ inches, instead of 20|, as represented 
in the diagram. But, as in this case, the long plate 
has a net width of 51'' and the splice plates, only 4" 
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the latter require 81^ per 0. more thickness than the 
former, so as to nearly or quite halance the saving in 
length. 

As to the proportions of parts, in this kind of work, 
I would suggest that the thickness of plates be from |th 
to j^jth of their width, and the diameter of rivets, from 
1 to 1| times the thickness of plates. If plates be very 
wide and thin, they may be liable to be strained un- 
evenly, and if very narrow, an unnecessary proportion 
of section is lost in rivet holes. 

FiQ. 34}. 

cf ^ To O 





CXVni. The end connections of plate chords of this 
kind, may be effected by riveting on side plates at the 
ends, as seen at E, Fig. 34|, so as to give a thickness 
that will allow about J of the width of plate to be cut 
away by a hole for the connecting pin P, either round 
or oblong with square ends for adjusting keys or 
wedges. 

Or, the side plates may be omitted, and two key- 
boles made in the middle of the plate, one for a key 
having a thickness equal to the diameter of the smaller 
rivets, and far enough from the end to admit of another 
hole nigher to the end, with about 2" between the holes. 
This may, if necessary, have twice the width of the other 
hole, and should leave at least twice the width of hole, 
between hole and end. 

The width of the wider hole, + twice that of the other, 
should equal about half the width of the plate ; and 
the keys should be driven to an equal bearing before 
the work be subjected to use. 
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The cotinecting blocks used with this chord, sus- 
taining only the horizontal action of diagonals, may be 
considerably lighter than those used with the links, 
especially in arch trusses. In order to transfer the 
horizontal action of diagonals to the chords, mortises 
may be made in the plates, as seen at m Fig. 34^, not 
wider than the smallest rivets used in splicing, to re- 
ceive tenons of wrought iron cast in the block. 

As to the merits of the riveted plcUe^ as compared 
with the link chord, it may be assumed that two splices 
are sufficient for any 'truss not exceeding 100^ long, and 
that the weight of splicing plates and rivets will equal 
4 or 5 feet extra length of plates, say 6 per cent upon 
a chord 80' long. To this we have to add about 14 
per cent for extra section to compensate for rivet holes, 
making 20 per cent of iron lost in forming connections. 

Links require about half tts much extra material, to 
be taken up in bends, lappings, and enlargement of 
section at the ends ; showing about* 10 per cent less 
iron for the link, than for the plate chord. This would 
amount to about 400fc8. for two trusses of 80', with 
links of 1^" round iron. But this may be nearly or 
quite balanced by 500 or 600fts. of castings, which 
may be saved in weight of connecting blocks. 

The economy of material being so nearly equal in 
the two chords, their relative merits must depend 
mostly upon the comparative cost of manufacture, and 
the relative efficiency of the chords in use. It is deemed 
far from improbable that the riveted plate chord might 
be found, on fair and thorough trial, to be worthy of 
extensive use in arch trusses, in place of the link chord. 
The fact that in the plate chord, the iron is used in its 
original condition, as it comes from the rollers, is cer« 
tainly favorable. 
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BRroGES WITH PARALLEL CHORDS, 

CXIX. These may be constructed with or without 
vortical members, and in form, either rectangular, with 
vertical end posts, or (rapezoidal, having inclined 
end members, or king braces, as exhibited in Figs. 
12, 13, 18 and 19. 

Tbapszoidal Tkuss B&iDas, with Tension Diaqonals 

AND Compression Yebticals. 

For short spans, less than 70 or 80 feet long, the 
simple cancel, as in Fig. 12, will generally be used, 
with trusses too low to admit of connection between 
upper chords, except in case of deck bridges. 

The same plan of lower chords composed of links 
and cast iron connecting* blocks, may be used, as 
already described for the arch truss. The connecting 
blocks are shorter, and may be cast in connection with 
the upright, or the latter may be in a separate piece. 
In the latter case, the block should have a suitable seat 
to receive the upright, and keep it in place. 

As the upper chord depends upon the stiffness of the 
beam and upright for lateral support to keep it in line, 
the upright should be firmly attached to the beam, and 
at right angles therewith. 

There is no means of estimating exactly the trans- 
verse force whicb tbe chord may exert upon the up- 
right. But if the ends of chord segments be properly 
squared and fitted, the lateral tendency will be quite 
3mall. It is recommended, that each upright have a 
transverse strength sufficient to withstand a force of 
lyOOOlbs. acting at tbe upper chord ; that it have a web 
and flange form of section, with a width of we!) at the 
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oonnectjon with the beam, Dot leas than y^ of the die- 
tance of upper chord from the beam. 

Fig. 85 will serve to illustrate the modes of conoeo 
tion for most of the members of a bridgeof the kind 
- under consideration. That 

part of the upright between a and 
b, is contracted in length. Other* 
wise, the parts arc represented 
in nearly correct proportions- 
At c, ie represented the connec- 
tion of the upright with the end 
of the beam, by means of a 
doable eye and bolt, as showu at 
A. This receives the web of the 
befun, to which it is secured by 
the transverse bolt, which should 
be long enough to receive the 
eye of a sway rod under both head and nut. The stem 
of this iixture extends through theuprigbtat its widest 
part (whence it may taper in both directions), and is 
secured by a nut upon a screw of about 1}" in diame- 
ter. The beam should rest with its lower flange upon 
a small projection cast upon Uie upright, and not hang 
upon the connecting fixture. 

Keo preferred, the sway rods may be connected by 
« screw and nut cast in the end of the connecting 
block, as seen at d. This plan has been used, but the 
connection by the bolt at c is deemed preferable. 

The outer and iusdr flanges of the upright at the 
top, being increased to nearlyau inch in thickness, ac- 
«ording to size of bridge, and extending 3 or 4 inches 
above the web, tenniuate in semicircular concaves to 
receive the pin counecting the diagonals with the 
upper chord. A full view of the flange at the top of 
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the upright, with the pin resting in the concave, is 
shown at e. 

A heavy croas-bar from flange to flange at a, and 
light cross-b&rs at intervals of 16 to 18 inches from a 
to 6, serve to support the flanges, and stifien the piece. 

The diagonals are formed with eyes to receive the 
connecting pin at the upper end, and screws and nuts 
to connect with the block at the lower chord, in the 
same manner as in the arch truss. 

The main diagonals, those inclining outward from 
the centre of the truss, should be in pairs, and in size, 
proportioned to the stress they are liable to, as deter- 
mined by the process fully described in sections 

XXXIX, &c. 

The links acting in conjunction, horizontally, with 
the main diagonals, should go on next the end of the 
connecting block, as that arrangement obviouslypro- 
duces less stress upon the block. 

The upper chord, usually formed of hollow cylinders, 
has openings in the underside at the joints, for uprights 
and diagonals to enter, where they connect by means 
of the transverse pin already mentioned. The cylin- 
ders should have an extra thickness for 3 or 4 inches 
from the ends, and a strong collar around the opening, 
to restore the loss of strength occasioned by the open- 
ing ; and the ends should be squared in a lathe, to 
secure a perfect joint and a straight chord. 

If it be required to give a cambre to the truss, the 
ends of cylinders should beslighly beveled at the ends, 
making the under side a trifle shorter. This is easily 
effected by throwing the end opposite the one being 
turned, out of centre more or less, according to the 
cambre required. An 8 panel truss requires an ex- 
centricity equal to j^^ of the requiredr ise in the centre 
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of the truss. For any even number of panels, make a 
Series of odd numbers, 1, 3, 5, &c., to a number of terms 
equal to half the number of panels ; add the terms of 
the series, and divide the required eambre by the sum, 
and the quotient equals the required excentricity to 
give the proper bevel. 

For an odd number of panels, take as many even 
numbers 2, 4, 6, &c., as equal half the greatest even 
number of panels; add the terms and divide as before 
for the excentricity. For illustration, for 8 panels, the 
four odd numbers 1+8+5+7 « 16, whence the excen- 
tricity should be ^9 of the eambre, as above stated. 
For a 7 panel truss the three even numbers 2+4+6 =■ 12. 
Hence the excentricity should be ^\ of the eambre. 
The reason for this ruje will be obvious without more 
particular demonstration. 

At the obtuse angles of the truss, a hollow elbow is 
inserted (^, Fig. 35), reaching about 10 inches each 
way from the angular point, at the centre of the con- 
necting pin, with an opening in the under side for up- 
right and diagonals to enter, where they are fastened 
by a pin or bolt, as at the intermediate joints ; the 
cylinders meeting the elbow, being shortened by as 
much as the elbow extends from the angle, either way. 

The vertical member connecting with the elbow, is 
exposed to tension only, sustaining a weight equal to 
the gross panel load of the truss. It may be composed 
of two wrought iron suspension rods, united in a single 
eye at the top, and diverging downward to a connection 
with the beam and connecting block; or, it may be of 
cast iron, like the intermediates, with wrought iron eye 
plates, in place of the cast iron flanges with concaves 
as seen at e. These should be fastened by efficient 
means to the cast iron part of the upright; which lat- 
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V. 



ter should have a crossHBection nowhere less than 
one square inch to each 2,000&s. of the gross panel 
load. A complete wrought iron connection from beam 
to elbow, however, is to be preferred. 

The thickness of web and flanges of the uprights, 
should be from f to j^ inch, and the cross-section of 
upper chord cylinders should be about 20 per C. greater 
than that of the portion of bottom chord forming the 
opposite side of the oblique parallelogram included be- 
tween consecutive main diagonals and included sections 
of chords ; SLsdekl^ Fig. 12. 

The upright should be so formed as to bring the cen- 
tres of upper and lower chords in the same vertical 
plane. * 

Sway rods in this class of bridges, should be about 
I" in diameter; with a turn buckle near one end for ad- 
justment, and an eye at each end, for connection with 
the bolt at c. The screw working in the turn buckle 
is cut upon the short piece, which should be ^" larger 
in diameter than the long piece which has no screw 
upon it. 

The lower chords, king braces, and sway rods of the 
endmost panels, connect with cast iron foot pieces 

upon the abutments, as represented 
in Fig. 36. The portion of lower 
chord in the end panels, usually 
consists of single rods, instead of 
links^ with an oblong eye at one 
end to receive the connecting block, and a screw and 
nut for connection with the foot piece (Fig. 36), at the 
other end. 

This plan of construction will generally yield pre- 
cedence to the Arch Truss plan, for short spans, except 
for deck bridges upon rail roads, in which case the 
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structure will be secured laterally, by x ties, or swqy 
rods between beams, and between king braces at tbe 
ends; no x bracing being required between lower 
chords. 

Low trusses constructed in the manner above de- 
scribed, have been used satisfactorily for supporting 
the outside of wide side walks ; answering the pur^- 
poses of a protection railing at the same time. For 
this purpose, the uprights ar« only 5 or 6 feet long, so 
as to bring the upper chord about 4 feet above the 
flooring. The first instance of this kind was in the 
case of the canal bridge on Qenesee street in Utica, 
built 18 or 20 years ago, and repeatedly copied since. 

CXX. Bridges from 80 to 100 feet for common roads 
may be constructed with single canceled trusses, 13 to 14 
feet high ; in which case the panels will require to be 
wide (horizontally) in order to avoid an inclination of 
diagonals too steep for good economy. 

But for railroad purposes, the trusses require a depth 
of about 20 feet to aflbrd sufficient head room under 
the top connections, unless the beams be suspended 
below the bottom chords. Hence, the 

Double Oanoelaied Thiss 

should be adopted for " through bridges " of spans 
exceeding 70 or 80 feet. 

Figures 18 and 20 exhibit in outline, the general 
character of the double cancelated trapezoidal truss 
bridge ; and, it is only necessary in this place, to de. 
scribe feasible modes of forming and connecting the 
various members ; which may be done essentially as 
described in the preceding section, with such modifi- 
cations as follow. 
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Qtst Iron Uprighta 
are composed of two or more pieces. "When of two 
piecea, they may be connected by flanges and bolts at 
the centre, where tbey should have a diameter of about 
^ of the length, and a cross-section determined by 
the maximum stress, and the power of resistance of 
the mateiial, as indicated iu the table [zciii.] 

The upright may taper from the centre to either end 
to a diameter of 5 to 6 inches, internally, The lower 
end is to stand upon 
^^°' ^'' ' a properly formed 

seat (A Fig. 37), 
upon the connect- 
' ing block of the 
lower chord, and 
may have an open- 
ing at the bottom, 
upon the innerside, 
where the beam 
may enter and rest 
upon a seat (c), inside tjf the upright, upon the con- 
necting block. The strength destroyed by this cutting 
the post should be restored by additional metal in a 
band or collar (c, Fig. 87), aronnd the opening, and, 
if necessary, by the wing flanges dd, extending 6 or 8 
inches above the opening. To avoid too much cutting 
of the post, the flanges of the beams may be reduced 
to 3 or S^ inches in width. The post and beam seat 
upon the connecting block may be elevated 8 or 4 
inches above the links, as may be required, so as to 
allow sway rods to pass through with simple screws 
and nuts for adjustment; thus diepensing with turu- 
bucklea. 
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Holes should be cast id the central part of the post, 
for diagonals to pass obliquely through. Or, what is 
perhaps better, the connecting bolts may be length- 
ened so as to permit the insertion of an open box, or 
frame, between the flanges, as seen at a. Fig. 87. 
This intermediate piece should be so constructed as 
to close the ends of the hollow pieces meeting it, and 
prevent the water from getting inside. 

The top end of the upright is forked, with concaves 
for the connecting pin to rest in, as described in the 
last section, and as seen at a. Fig. 38. The cap piece 
of the post may be cast separate, or in connection with 
the upper half of the column. Both plans have been 
satisfactorily used. All joints, when practicable, 
should be accurately fitted by turning or planing. 

This plan of a cast iron upright, composed of two 
principal parts, with or without the centre piece, is 
perhaps as good as any for general use ; the principal 
disadvantage being the difficulty of giving a sufficient 
diameter in the middle for stiffness, without two much 
reducing the thickness of metal, or increasing the 
amount of cross-section beyond the proper theoretical 
proportions. 

To obviate this difficulty, the device adopted in the 
original model of the Trapezoidal bridge, was that of 
using truss-rods, or stiffening rods, to secure the post 
against lateral deflection, after the mannner shown in 
Fig. 88. 

In the case of using stiffening rods for the uprights, 
it may be recommended to form each half of the column 
in two pieces, somewhat in the manner above described 
for the whole one, without stiffeners; making the 
piece forming the end portion about ^th shorter 
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than the other, with a strong flange at the larger end, 
to afford attachments for the stiffening rods. 



Fia. 38. 




In Fig. 38, a c d exhibits the upper half of the up- 
right ; ft, the stretcher at ci ; k^ the flange at e (enlarged), 
and t,j, enlarged sections of the two ends forming the 
joint at (?. The piece running toward the centre has no 
flange at c, but has nn increase of thickness for a short 
distance from the joint, as shown at J, and a diameter 
about J" larger than the abutting piece, which latter 
has a small burr entering the former \^' or J" to keep 
the ends in place. At r/, each of the pieces meeting 
at that point, has a bi^fu^cation, so as to form an open- 
ing for diagonals to pass through, at the same* time 
passing through the stretcher A. 

The lower half of the upright is the same as the 
upper, except the end, which is squared to fit a flat 
bearing upon the connecting block. An enlarged ver- 
tical section of the lower en^ is shown at 2, Fig. 88. 
See also Fig. 37,* where is shown the arrangement for 
the beam to enter the opening in the lower part of the 
upright, as described a few pages back. 

Floor beams of wood or iron may be suspended be^ 
low the chords bj bolts passing down through the 
connecting blocks, or, wooden beams may be in two 
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parts, resting upon flanges cast upon the upright a^^out 
8'^ above the lower end ; the beam timbers being hol- 
lowed out upon the insides, so as to embrace the up- 
right, in part, leaving a space of 2 or 3 inches between, 
and secured in place by bolts and separating blocks. 

The mode of inserting iron beams by means of open- 
ings in the uprights, has already been explained. 
Lateral x ties, or sway-rods may be inserted by bolting 
to the beams (Figs. 31 and 88), attaching to the inner 
end of connecting blocks, as at rf, Fig. 35, or by passing 
through the block between the links and the post and 
beam seat, in the manner referred to two pages back. 

Diagonal ties of wrought iron, and transverse struts 
of wrought or cast iron, are also required between the 
upper chords, to keep them in line. Cast iron cross- 
struts may have the web and flange form of section, 
with shallow sockets at the ends, to admit the connect- 
ing bolts at the upper chord to enter, after passing 
through eyes upon the upper sway-rods and nuts to 
hold them in place* These sway-rods require turn- 
buckles for adjustment, when they extend across one 
panel only. But if the bridge be wide between trusses, 
the rod may extend only from the end of one cross- 
strut to the centre of the next, where it may pass 
through the strut, and receive a nut on the end. Thus, 
four rods meeting at the centre of the strut, each 
having its appropriate hole to pass through, all as near 
to one another as practicable, with sufficient space for 
nuts to turn (see a and e. Fig. 89), it forms a conven- 
ient arrangement for adjusting the rods to a proper 
tension, at the same time afibrding lateral steadiness to 
the cross -strut 

The end-most struts, however, should have no rods 
connecting with them in the centre, as they can have 
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no antagonist rods on the opposite sides to prevent the 
springing of the struts. The end panels should have 
two. full diagonals with turn-buckles, and two half 
diagonals connecting with the centre of next strut 

Fig. 39. 




In Fig. 39, a shows the middle of the cross-strut, 
with the upper flange removed ; c, a joint of the upper 
chord, where the connecting bolt passes transversely, 
receiving eyes of sway-rods, and nut, and entering the 
end of the strut at d; the upper part of the strut being 
removed, down to the socket. The bolt bears upon a 
slight swell in the bottom of the socket, to ensure a 
central thrust : (see also, 6, Fig. 88). At e is presented 
a side view of the centre of the strut, showing the ar- 
rangement of the holes. 

A similar device has been used with good effect for 
giving lateral support to posts or thrust uprights, of 
the web and flange form, so proportioned as to have 
greater stiffness transversely than lengthwise of the 
truss. 

It has been demonstrated that the weight sustained 
by these posts, increases toward the ends of the truss, 
while the tension of counter diagonals runs out to 
nothing, a little way from the centre of the truss. For 
instance, 4/6 Fig. 18, sustains Qw" — l\w\ which is a 
negative quantity whenever w is less than 4tu/^ that is, 
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when the greatest movable load is less than four times 
the weight of structure, as is usually the case. But 
instead of dispensing with that member, and other 
counters on the left, they may be made in two pieces 
each, of f' or }" iron, connecting with the upright at 
the crossing by screws and nuts, in the manner above 
described ; thus preventing the uprights from deflect- 
ing lengthwise of the truss, where the greatest weights 
act upon them, and where otherwise, they would re- 
quire to be heavier. 

General Transverse Support. 

CXXI. The system of cross-struts and diagonal ties 
serves to preserve the upper chords in line, but does 
not prevent the whole structure from swaying bodily 
to the right or left ; a result which would be fatal to 
the structure. 

In the arch truss Fig. 27, the width of base at tlie 
bearings upon abutments, resulting from the peculiar 
form of the arch, affords the required stability in this 
respect. 

In case of the trapezoidal truss, when high, various 
devices have been resorted to for producing the 
same results. For deck bridges, cross tying between 
king braces at the ends, is an easy and eflicient means 
of accomplishing the object. For through bridges, 
guys from the connecting bolt at the elbow of the ob- 
tuse angle, anchored in the abutment, may be em- 
ployed. But this requires extra length of abutments 
and piers, and the effects of change of temperature, 
are, to tighten and slacken the guys, so as to impair 
their efficiency. 

To obviate the latter objection, double acting guys 
(acting by thrust and tension), applied at one side only 
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of the bridge, have been employed: the effect of 
temperature being only to very slightly sway the 
bridge laterally, but not so as to be detrimental to sta- 
bility. This also, requires 5 or 6 feet more length of 
pier, than what is necessary to bear the vertical pres- 
sure, 

■ Again, the king braces have been made with two 
branches diverging from the elbow to a base of 2 or 8 
feet in width, according to height of truss. This plan 
has been used in a large number of bridges, with sa- 
tisfactory results. But it contracts to a small degree, 
the available width of bridge ; not, however, so as to 
produce material inconvenience. 

Another device is, the introduction of two or more 
long beams, extending & or 6. feet outside of the trusses, 
say at the first thrust uprights from the ends (as over 
rigs. 3J, 8J, Fig. 18), with guys extending from the 
qpnnecting bolt at the upper chord, to the ends of said 
long beams (see g Fig. 88). 

Arches may also be introduced at the ends of the 
bridge, attached to the king braces, say a quarter of 
the way down from the top, and with the connectingbolt 
at the elbow. These may be made with a full, or an 
open-work web, and flanges of 2^ or 2^ inch angle 
iron upon both sides of the web, at the top, and around 
the arch, and either angle iron or plain fiat bars, along 
the sides next the king braces. 

A web of ^^" plates placed edge to edge, and bat- 
tened upon both sides with plates of the same about 
4'^ wide, riveted alternately on each side of the seam, 
with angle iron, etc., as above, riveted once in &\ forms 
a stiff and substantial arch for the purpose undei* con«> 
sideration, such as have been used effectively in a 
bridge of 160ft. span. 
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Moreover, eimple arch braces exteoding from the 
king brace to a stiff and' substantiai cross beam from 
, elbow to elbo* 

(see Fig. 40), will 
effect nearly the 
same result as the 
arch. In both 
cases, a coDsidera- ' 
ble degree of lateral 
stress is liable to 
be thrown npon the 
king braces, which 
accordingly should 
be strong, or sup- 
ported by truss 
rods, and struts 
opposite the feet of the arch or braces. 

Whether the truss rods be used or not, it is advisa- 
ble that the connectioa with the king brace be made 
by meaos of a bolt raDoing through the whole dia- 
meter of the king brace, with nut or shoulder bearing 
' externally and internally upon both sides, to counteract 
any tendency to collapse. 

Fig. 40 presents an end view of a bridge, showing 
arch braces, with trass rods to snstain the thrust of 
arch braces against king braces. The internal figure 
gives an enlarged view of the connection at the elbow. 
A strap a (about f"x6"), bent twice at right angles, 
is riveted or bolted to the flanges of an I beam 
(about d" deep), leaving a space of about 4 inches from 
the end of the I beam, for eyes of two sway rods and a 
nut upon the large connecting bolt This bolt in large 
bridges being from 8 to 4 inches in diameter through 
the elbow, is reduced to 2 or 2| inches in the part pro- 



214 Bridge Building. 

jecting through the strap above mentioned, and the 
eyes of sway rods. 

The truss rods may not be necessary (with substan- 
tial king braces), for spans not exceeding 150 feet. 
But they will add to the security, in all cases of rail- 
road bridges having cast iron king braces. These 
members being over twice the length of the cylinders 
in the upper chord, are usually cast in two pieces, and 
connected by bolts and flanges in the middle, where 
they have a diameter of about j^ of the length of 
brace, and taper to the size of the upper chord at the 
ends. 

CXXn. Wrought Iron Thrust Mbmbbrs. 

The trapezoidal bridge, as described in detail in the 
preceding section, and as originally intended, is a 
wrought and cast iron bridge. But it will readily be 
seen that with slight modification of detail, it is easily 
adapted to the use of wrought iron upper chord, verti- 
cal posts, and main end braces ; which latter, for con- 
venience, have been designated in this work, as king 
braces. 

All of these members may be in the form of the 
patent wrought iron column of the Phoenix Iron Co. 
of Pennsylvania, formed of flanged segments, united 
by riveting ; or of rectangular wrought iron trunks, as 
well as various other forms of section. 

For the Phoenix column, a cast iron connecting 
piece may be inserted at the joints of the upper chord, 
with ends formed to enter the squared ends of the 
chord cylinders, and receive them against a shoulder 
of the connecting piece. This piece may have an 
opening in the under side to receive the diagonals 
and uprights, where they are secured by a transverse 
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connecting bolt, in the same manner as at the joint of 
the cast iron chord cylinders, as before described. In 
this case the upright may have a cast iron top piece, 
formed as seen in Figs. 85 and 88 upon the top of cast 
iron uprights. A separate top piece has sometimes 
been used with cast iron verticals. 

Fig. 41. 




The connecting piece may also be formed as indi- 
cated in Fig. 41, with a downward branch like pro- 
cess to meet and receive the squared end of the vertical 
in the same manner as the horizontal part connects 
with chord cylinders. In this case the connecting 
piece must have openings as at 6 6 Fig. 41, for the eyes 
diagonals to enter. 

Fig. 41, shows an inside view of the joint piece) as 
it wonld appear if cut vertically and longitudinally, 
and the near half removed. The horizontal part con- 
sists of a cylindrical shell a little thicker than the 
wrought iron chord cylinder, with ribs upon the out- 
side corresponding with those of the wrought cylinders, 
and as shown in end view c. Upon the inside, the 
ring and flanges a a, project inward, leaving usually a 
space of about 5 inches (according to dimensions of 
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bridge), for eyes of diagonals. These are to ease the 
lateral straiu of the connecting bolt or pin. 

The process meeting the vertical, may be rectangu- 
lar in horizontal section, composed of two parallel flat 
plates, in form as may suit the taste of the designer, 
united by two irregular plates formed to the profile of 
the parallel plates. The openings for diagonals, are, of 
course, through the irregular plates. These are drawn 
in at the bottom so as to form a square with the paral- 
lel sides, large enough to covQr the flanges of fhe 4 
segment column selected for the upright. See Fig. 41. 

The inside of the square rf, is filled in to form a hol- 
low round, about an inch less in diameter than the 
hollow of the column, that it may have a ring or collar 
(represented by the inner white ring around d), project- 
ing about 2 inches beyond the shoulder into the wrought 
iron column. 

On the top of the joint piece may be an arrangement 
of oblique holes for the 'attachment of lateral x ties, 
and on the inside, facing the opposite truss, an abutting 
seat for the cross-strut, which may be in the form of a 
6" I beam, or such other form as may be preferred. 

The foot of the post may stand upon a properly 
formed seat upon the connecting block of the lower 
chord, with an opening to receive the beam, in the 
same manner as described for the cast iron post. See 

Fig. 37. 

it will be necessary for diagonals to pass through the 
centres of uprights, and for that purpose 10 or 12 inches 
in length, as may be necessary, may be left out of two 
opposite segments, and the strength thus lost, restored 
by additional metal, in such form as may be found con- 
veiiierit and eflScient. Or, a cast-iron middle piece may 
be inserted in the upright. 
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In the case of an apper chord of rectangular trunks, 
add uprights of other than a cylindrical form, the joint 
piece will be correspondingly modified. 

The position of diagonals may be reversed, connect- 
ing by an eye with a wrought cylindrical connecting 
pin at the lower chord, and by screw and nut with the 
joint piece of the upper chord. This involves merely 
a question of practical economy and convenience. 

Sometimes, also, the connection is made by an eye 
at both ends of the diagonal, depending upon accuracy, 
as to length, in the manufacture, for the proper ad- 
justment of parts. It is also practicable to provide 
means of adjustment in the length of vertical members. 

CXXIII. But, to enumerate all the changes, and 
peculiarities of detail admissible in the construction of 
the Trapezoidal Truss Bridge, even if practicable, could 
hardly be regarded as expedient in this place. The 
essential requisities are, to provide material enough of 
good quality in all parts, to withstand the forces to which 
they are respectively liable, with efficient connections 
of parts, by the most direct and simple means, and with 
B*ich an arrangement and adjustment as may produce 
the most uniform degree of strain upon all "parts of 
each member. For instance, ecah section of the lower 
chord is usual Ijr composed of several bars, and it is im- 
portant that each should sustain its proportionate share 
of the stress. 

In the link chord composed of two links to each 
panel, if the links be properly fitted, the two sides of 
each mast act very nearly alike, while the connecting 
block acts as a sort of balance beam to equaltze the 
tension of links acting upon its two ends ; and, if the 
two links of a pair vary slightly in length, the connect- 

28 
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iDg block still secures equality of stress upon the two. 
The same is the case with regard to a chord composed 
of two eye bars instead of links, to each panel. 

But the serious mistake is .sometimes committed, of 
putting the two links or bars upon the same side of 

those in the succeeding panel, 
Fio. 42. ^a ijj Pig 42 . ^here it is ob- 

vious that the inside links (a, 
b^ c)y are exposed to more ac- 
tion than (2, e,/. 

For, if the inside links be 
8'', and the outside ones i^' from centre of pin, since 
a and b tend to turn the pin in one direction about its 
centre, and d and e in the opposite direction, the forces 
being in equilebirio — the moments (with respect to the 
centre), of forces tending in one direction, must be 
equal to those of forces tending in the opposite direc- 
tion. Hence, representing the stresses of the several 
links by the letters designating them respectively on 
the diagram, we have 8 x (a + 6) =■ 4 X (d + c), whence, 
a + b ^ ^ (d+ e); showing J more stress upon the in- 
side than upon the outside links. 

On the contrary, if the link e, be removed to ^ upon 
the inside of a, then d and ef act in one direction, and 
a and 6 in the odier; and, assuming as before, the 
inside links to be 8'% and the outside ones 4'' from 
centre of pin, we have 4a + 86 = 4d + 8e', But a + d 
a 6 + e^y and if the force be communicated at the ends, 
equally upon the two ^sides of the chord, giving equal 
stress upon a and cf, for instance, the tendency is to an 
even balanced action throughout the length of chord. 

Hence the two links of each panel should always 
act upon the connecting block or pin, at equal dis- 
tances from centre of pin. 
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Multiplex Chords. 

CXXIV. In very long or heavy bridges, the required 
amount of chord section in the middle portion of the 
truss, is so great, that k is deemed expedient to intro- 
duce more than two links or eye bars to the panel. 
This is sometimes done by alternating them upon the 
connecting pin, increasing the number and sizes ac- 
cording to the increase of stress from panel to panel 
toward the centre. 

This mode of construction, unless the bars be ar- 
ranged and proportioned with almost impracticable 
care and nicety, is liable to be attended by an accumu- 
lation of lateral strain upon the connecting pin, beyond 
what it can bear without bending, or springing so much 
as to materially disturb the equality of stress upon 
the links, or chord bars. 

Fia. 43. 
TlY g 6j^ 5 & 4 d 3 C 2 tl c 




To illustrate this subject, let Fig. 43, represent one 
quarter of the chord of a 16 panel bridge. The line 
CC may denote the central axis of the chord running 
through the centres of connecting pins ; D, at a dis- 
tance of, say 8" from C, the line in which the diago- 
nals act upon pins, and the other parallel lines at 
intervals of 3" from D, and from one another (see Figs. 
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on right band of diagram), the centres of thickness of 
links, at which points the action of respective links 
is supposed to be concentrated npon the pins. Also, 
let a, 6, c, etc., represent the panels of the chords. 

Now, if 15W, or 15, represent the stress upon the 
chord in the two first panels, a and 6, that of the suc- 
ceeding panels to tbe centre, will be as 22, 84, 44, 52, 
58 and 62 (see lower figures in diagram), and the dia- 
gonals (producing increments of action npon chord), 
will have a horizontal action represented by 7 in panel 
6, by 12 in panel c, and so on by 10, 8, 6, 4. These 
being added successively to 15, produce the numbers - 
just stated for the chord in the several panels. 

The first three panels, ajb and c, require only one link 

npon each side, as indicated by the oblique black lines. 
The 4th panel, (/, may have 2 links on a side, and the 
most favorable position for them, as regards action 
upon connecting pins, will be as shown, diverging 
from the central axis, so as to bring the end toward 
the abutment, nearest to the main diagonal connecting 
with the same pin. 

The first pin, connecting a and 6, having two equal 
forces acting in opposition, but at different distances 
from the centre line (7, we take the moments of these 
forces with respect to that line; which are, for a, 
15x14=210, andforft, 15xll«165. The difference (45) 
between these moments, equals the moment of the 
resultant, or the lateral stress of the pin, exerted on a 
leverage of 1". 

Assuming the value of W, our unit of Btress (and 
always understood as annexed to the figures denoting 
stress), to represent 5,000fi>8. we have for stress of pin 
in this cdse, 45 X 5,000-«-L. The L, being 1" may be 
omitted in the expression* 
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Then , making x^diameter of pin, its resisting po wer*" 
:^x4,500 (see [xcviii])- .785x' xxx 4,500 ^ 1"=- 

8,532.52:^; and putting this equal to 45x5,000 (the stress 
above found), we obtain a:a«4" (very nearly), = required 
diameter of pin. 

At the next pin we take the moments of one link 
15xl4''=210, apd one diagonal, 7x8"=56, making 266 
in one direction, against that of one link, 22x11"= 
242. Hence the resultant moment « £4, and 24 x 
5,000=3,532.5a::*, gives the required diameter of pin in 
the eenirej x&bS^', nearly. But this is the general 
stress in the portion of pin between diagonals, and 
may be greater or less than at certain points where 
forces are applied. For instance^ if the aggregate 
moments of forces in opposite directions be equal, the 
resultant moment is nothing, and the middle portion 
of the pin, between diagonals has no stress, and might 
be cut out and removed, as far as strength of chord is 
concerned. In the case in hand, the moment of link 
6, with respect to link c, equals 15"x3=» 45=«»8tre8S of 
pin at centre ofc. Hence the required diameter at 
this point is found by the equation 45x6,000«»3,532.5 
xx^j whence x«4", the same as pin No. 1. 

At the next pin, if we add another link, making 2 
links sustaining 84 W, at an average of 14" from centre, 
giving a moment of 476, against one link, 22x14, + 
one diagonal 12x8 » 404, we obtain a resultant mo- 
ment of 72 ; whence, 72x5,000 = 8,532.5x*, and z « 
4.67 inches, « required central diameter of pin, and as 
will be readily seen on trial, the greatest required at 
any point. 

Again, assuming at the 4th pin 2 links and 1 dia. 
gonal against two links, we have for the former^ 
84x17" + 10x8 = 658, and for the latter, 44x14 — 
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616, whence the resultant moment ie 42. Therefore 
the equation 42x6,000 « 8,532.5a:', givesx « 3.9 inches, 
sn required diameter in centre, while for the outside 
link on this pin, the stress, 17, multiplied by 3 shows 

a moment of 51. Hence, a: = ^(5^4^) « 4.16 inches 

sn required diameter at that point. 

At the 6th pin, there are 3 links, against 2 links and 
one diagonal, giving moments for the latter, 44x17+ 
8x8 — 812, and for the former, 52x17 = 884; whence 

the resultant moment — 72, and x = -^(B^y^)* 4.67 
inches. 

The moments at pin No. 6, are, for 3 links, 62x20, + 
(for diagonal) 6x8 » 1088, in one direction, and for 3 
links, 6 8x17 =» 986, giving a resultant of 102 ; whence, 

3.^^( 102X5,000 )^5 24. 
^^ 8,632.5 ' 

Lastly, adding another link at the 7th pin, the 
moments are 68x20 + (for diagonal) 4x8, — 1,192/ 
against 62 x20^' » 1240, whence the resultant is 48, 

andx=^(^^^i^)-4.08. 

V \ 3 532.6 ' 

In this case the eyes, or link-ends are supposed to be 
bored in the direction of the pin, a little obliquely to 
the direction of the link, so as to bear through the 
whole thickness, as long as the pins remain perfectly 
straight. But the pins having a degree of elasticity, 
and considerable length, must yield to the action of 
links, springing more or less in the direction of the 
greater sum of moments. It will be seen, moreover, 
that in each case, the consecutive ends entering the 
outside link, as 3 and 4, 6 and 6, &c., are always sprung 
toward one another; the inevitable result of which 
must be, a relief or relaxation of the outside link, 
whence it must sustain a less degree of strain than its 
fellows located farther from the ends of the pins. 
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Now, as a 12 foot link, under a streaa of 10,0009m. to 
the inch is extended less than -A. of a foot, a alight 

sprin^ng of connecting pina would relax the oataide 
linka materially, eapecially when the pina tend to apring 
toward one another. 

Again, if the linka ran parallel with the centre of 
chord, and at right anglea with the connecting pina, 
aa indicated by the double black linea (Fig. 43), the 
momenta of forcea upon — pin No. 5,*for inatance, will 
be — for 8 linka acting toward .the right hand, 44 x 
17 + (for diagonal) 8 X 8 » 812, againat 3 linka acting 
toward the left, with momenta equal to 52 x20 » 1,040, 

ahowing a difference of 228 ; whence x«^(^|^5^9) — 

6.85 inchea -» required diameter of pin at the centre. 

At pin No. 6, are 8 linka with a combined moment 
of 52 X 20, + (for diagonal), 6 X 8, — 1076, againat 3 
linka with a combined moment*of 58 X 17 ■« 986, ahow- 
ing a difference of 90 ; conaequently, z — ^(?22|^!^) — 

5.03 inchea « required diameter of pin. 

Such would be the reault aa to etreaa and required 
diameter of pin, provided the pin remain perfectly 
atraight. It ia true that the apring of the pin in the 
direction of the greater moment, or aum of momenta, 
will, in practice, produce an obliquity in ita direction 
through the eyea, which will throw the centrea of bear- 
ing upon the pin, nigher to the adjacent aidea of the 
eyea, and tbua reduce the difference of oppoaite mo- 
menta, and consequently, the streaa upon the pin. But 
auch relief to the pin muat be attended with a diaturb- 
ance of the central and uniffrm atrain of the chord 
bar ; the atrain being brought near one aide of the bar. 
Moreover, aa thia can only reault from actual apringing 
of the pin, there muat inevitably be a degree of relaxa- 
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tion of the outside link, whenever the pins at its two 
ends are deflected toward one another. On the con- 
trary, an outside link or bar connecting with two pins 
spriuging^om one another, is necessarily subjected to 
greater strain than those nigher the centres of pins, in 
the same panel. 

In this case, the forces tend to spring the pins toward 
one another at the ends, whence the outside link* must 
Bufter more or less relaxation* 

It seems unnecessary to carry these examples further. 
The above results show a decided advantage in the ob- 
lique position of links, diverging toward the centre of 
the span, so as to have the inside link opposed to the 
diagonal. 

The arrangement of links, or eye bars, here assumed, 
and the amount of stress assigned to them, are no ex- 
aggeration upon what has been put in practice. But 
the preceding calculations must be sufficient to demon- 
strate the exceptionable character of such practice. 
Two links upon a side (4 to the panel), after two or 
three panels next the end, so thin as not to occupy 
an unnecessary length of pin — each taking hold of 
the pin outside of the succeeding one toward the cen- 
tre of the truss, may be admissible. But a greater 
number, in the opinion of the author, for reasons al- 
ready given, is not to be recommended. 

DouBLB Chobd. 

CXXV. To obviate the difficulty attending the use 
of the multiplex chord, consisting of many links in a 
panel, we may make us^ of what may be distinguished 
as a Double Chord. 

We have seen [lvi], that in double cancelated trusses 
with vertical members, there are two independent sets 
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of diagonals and verticals, which have no interchange 
of action between one another. Now, each of these 
sets may have its own lower chord, also acting inde- 
pendently, each of the other, but uniting at the same 
point at the foot of the king brace, which is common 
to both sets of web members. 

In such case, the two chords (which we may call sub- 
(jJijords\ may be one above the other, and composed of 
links or eye-bars, extending horizontally across two 
panels ; the links or bars of one sub-chord connecting 
opposite the centre of those in the other, and the up- 
rights in one set, being as much longer than those in 
the other, as the distance, vertically, between the up- 
per and lower sub-chords. 

By this means, about one-half of the extra material 
in chord connections would be saved; and a more uni- 
form stress upon the chord bars secured, than would 
be practicable, even with 4 links acting upon one con- 
necting pin. 

Detached, and Concebtb Plans of Construction. 

CXXV I. In the plan of Trapezoidal truss had under 
consideration in the last few preceding sections, the 
several members are formed in separate pieces, to be 
erected in place, and connected by screws, bolts, con- 
necting pins, &c., as the parts of wooden bridges and 
building frames are erected, after being framed and 
prepared, each for its particular place. 

There is another mode of construction, in which 
members and parts of members are permanently riveted 
together m pUice; or, in case of small bridges, the 
whole structure is permanently put together at the 
manufactory, and transported by water or rail to the 
plaoe of erection and use. The former of these may 

29 ' 



226 Bridge Building. 

be called the detached^ and the latter, the concrete mode 
of coDstruction. 

The detached plan is probably the best adapted to 
wrought and cast iron bridges, and also, at least, equally 
adapted to bridges entirely, or essentially constructed 
of wrought iron, when vertical thrust uprights are em- 
ployed. 

But it can hardly be regarded as advisable to con- 
struct iron bridges with independent members, without 
thrust verticals. For, although as we have seen, [xlvi,] 
the latter plan shows a trifle less action upon the ma- 
terial than the plan with verticals, the oblique thrust 
members in the web, are 40 or 50 per cent longer (ac- 
cording to inclination), as well as being in greater 
number, and sustaining less average action to the piece. 

The 7 panel truss, Fig. 12, has 4 compression verti- 
cals, liable to an average action of 8m?" ; while truss 
Fig. 13, has not less than 6 diagonals, liable to an 
average compression of 4m7" \/2 (when the inclination 
is 45°), equal to 5.65m7". In the mean time, these 
members being- over 40 per cent longer, and sustain- * 
ing only about the same aggregate amount of action, 
can not be so economically proportioned to perform 
their required labor, when acting independently, as 
the fewer and shorter uprights. 

tStill, the Trapezoid with individual members is 
practicable, probably with about the same economy of 
material without verticals as with them ; and, if it be 
deemed expedient to adopt the former, the modes of 
forming and connecting the various parts may be so 
nearly like those already described for the latter, that 
particular specifications will not be given in this place. 

The essential conditions to be observed, are, besides 
proportioning the parts to the kind and degree of strain 
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to which they may be exposed^ to see that the forms 
of diagonals liable to compressive action, be made 
capable of withstanding such action, according to the 
table of negative resistances [xciii] ; and, that those 
liable to a change of action from tension to compres- 
sion, and the contrary, be formed and connected in such 
manner as to enable them to act in both directions. . 

CXXVII. In the concrete, or rivet work plan of 
construction, the Trapezoid without verticals may, it 
is thought, be generally adopted with advantage. 
Upon this branch of the subject, however, but little of 
detail will be attempted at this time, the author having 
had very little direct practical experience in the pre- 
mises. 

The first point to be attended to, of course, as in all 
cases of bridge construction, is, to arrange the general 
outline and proportions of the truss ; that is, the num- 
ber of panels, and depth of truss suitable for the par- 
ticular case in hand. This being done, the amount 
and kind of force, whether thrust or tension, to which 
each part is liable, should be determined ; for which 
purpose, the value of U7, and of w' (the variable and 
constant panel load for the truss), must be assumed, or 
estimated according to the best data at command ; 
when the stresses of the several parts are readily ob- 
tained by process already explained ; [xliv, &c.]. 

We are then prepared to assign the requisite cross- 
section to each part, and to adopt a suitable form of 
bar, or combination of bars and plates, for each mem- 
ber. Thrust members will usually (if long), be formed 
of several parts, mostly flat plates, angle iron, T iron, 
and channel iron, united by riveting in such form of 
cross-section as may give the largest diameter practi- 
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cable without too much attenuation of the thickness 
of material, a point upon which no certain rules can be 
given. 

Flat plates, when connected bj riveting at the edges, 
may be of a width of 80 to 40 times the thickness per- 
haps, without liability to " buckle" under reasonable 
compression. When riveted along the centre, a width 
of 12 to 20 times the thickness, will be in better pro- 
portion. 

Uppbb Chord. 

CXX Viil. A good upper chord may be made in 
rectangular, or box form, of flat plates and angle iron ; 
or, for small bridges, of channel iron, with flanges 
either inward or outward, upon the two vertical sides, 
with flat plates upon upper and under sides ; the upper 
riveted, and the lower one either riveted, or put on 
with screws, tapped into the lower flanges of the 
channel bars. 

The upper plate, when flanges turn inward, may 
project half an inch, or an inch, and the lower one, 
come even with the sides. The channel bars should 
meet at the nodes, or connecting points, and a splice 
plate covering the joint may project below the chord 
far enough to form a qonnection with diagonals by 
riveting. (B*ig. 44). 

Diagonals acting by tension only, may be plain flat 
bars of width from 8 to 10 times the thickness. Those 
acting by thrust principally, may be of T iron with 
short diagonal bars riveted to the mid rib, {e Fig. 44), 
giving a width corresponding with that of the upper 
chord, or with the space between tension diagonals, 
so that the latter may be riveted to the cross-plate of 
the T iron at the crossings, to give lateral support to 
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the thrust tneniberB. Angle iroa nmyalso be used in- 
atead of T iroo, in these members. 



) i: 


:k« I 




Yq O 


o o \ 
"\ o o ] 


^ 


/ 


J 


"^ 


O 


J o 
o o 




I 


o o 

O 


OJ o o 
|o o 


.( 



Diagonals acting by both thrnst and tension, should 
be formed and connected with reference to the forces 
they are liable to. 

For small bridf^^es, small plain I bars may be nsed 
for thrnst diagonals with advantage. 

In all cases of tension, rivets should be so arranged 
when practicable, as to leave all the section available, 
except the diameter of a single rivet hole; that is, 
no section through two or more holes, incloding the 
one farthest from the end, should have less area than 
a square section through one hole, [cxvii, Fig. 81.] 

Id Fig. 44, a, a, &c., represent tension diagonals, of 
plain flat bars, wilfa cross-section proportioned to the 
stress in each case; 6,6 — thrnst diagonals of T iron 
and short diagonal plates, as seen at e ; c, c, the upper, 
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and rf, the lower chord ; the dotted line J, shows the 
meeting of lower chord plates, about 4 inches toward 
the abutment from the point of meeting of the several 
centri^s of chord and diagonals. The side plates of up- 
per chord may meet at the centre of the node, or con- 
necting point. 

The upper splice plates are of irregular form (or, they 
may be cut on a regular slant from upper to lower 
angle), but such as to cut without waste of iron. They 
may be clipped out upon the under side, as by the 
curved line, or not, as may be preferred. 

The lower splice plates may be rectangular, and of 
such length and width as to admit of a sufficient num. 
ber of rivets, properly arranged, to be equal in strength 
to the net section of chord plate and diagonals. 

It is scarcely necessary to repeat, that rivet section 
connecting two thicknesses of plate only, should exceed 
the net section of plate by as much as the direct tensile 
strength exceeds the shear-strength of iron. 

Lower Chord. 

CXXIX. The following plan of a flat plate bottom 
chord adapted to a connection of diagonals by connect- 
ing pins, is transcribed from the author^s former work ; 
and, by widening the splice plates, as in Fig. 44, is 
equally adapted to the concrete mode of construction ; 
L e., by rivet work. 

The plan contemplates each half-chord as composed 
of two courses of plates (except near the ends), spliced 
alternately, one at each node so as to '^ break joints." 
The two half chords are to be placed at such distance 
apart as to accommodate the connections with dia- 
gonals, and with uprights, when used in connection 
with uprights. 
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For a 16 paael truss, as arranged in Figures 18 and 
19. Suppose w =■ V2m[m representing 1,000B)3.) ; w' = 
4wi, and W =» 16/n, « u? + u?' ; — diagonals (except tlie 
steep ones), inclining 45*. 

The end brace, then, suftaining 7JW = 120w, [lvi], 
produces tension equal to 60m, upon the first and 
second Bection of chord, in Fig. 18, the proportions for 
which will be here considered. Allowing then, 10/n 
to the square inch, each half chord requires a plate of 
about 8" by/'g", up to the second node from the end. 

This plate may extend — say within 8" of the centre 
of the connecting pin at the 2d node, where it may be 
connected with a i" plate, by two splice-plates about 
27'' long (see A. Fig. 45), with a net section equal to 
the yV plate, or, say J" thick. Fig. 46, exhibits a 
disposition of rivet and pin boles, at A, so arranged as 
to preserve the full section of plates, less the diameter 
of a single 1" rivet hole. 

Or, the splice-plates may be 7" shorter, and J thicker, 
and the two rivets next the joint (J), on either side, 
opposite one another, as at BB, Fig. 45 ; thus giving 
the same section (of splice-plates), through two opposite 
rivets in the thicker, as through one rivet in thinner 
and longer splice plates. In this case, the joint should 
be 4^'' from centre of connecting pin (;>), and a little 
more, when the rivets exceed V in diameter. 

At the third node, an increase of section is required, 
and a %" plate may be added on the inside, lapping 9 
or 10 inches back of the pin, with a \" splice plate of 
the B pattern to balance the extra inch in width re- 
quired for opposite rivet holes, and a 2'' pin hole. 

The inside plate continuing past the next, or 4th 
node, the f outside plate may be met by, and spliced 
to a \" plate, in either of the modes indicated by A and 
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B, Fi^. 45. On plan B, the oatskie splice plate should 
be at least ^'^ thick, and the inside one, j%*\ In this, 
as in other cases where a thinner plate meets a thicker 
one, the former is to be furred out to the thickness of 
the latter. $ 

At the 5th node, the outside plate roaj continue, 
while the inside one is succeeded by a |^' plate, with a 
f splice-plate inside, and one of ^'9'' thickness upon 
the outside ; splice-plates in all cases being intended 
to be upon the outside, and not between the two courses 
of plates forming the half chord. 

The same general process being continued, each 
course being spliced at alternate nodes, and breaking 
joints with one another, we introduce in the outside 
course, a 1" plate from the 6th node to the centre 
of the chord, and a f plate from the 7th node, past 
the centre to the 9th node, and so on, with a reversed 
order of succession to the other end of the chord. 

The two 1" plates in the outside course, should meet 
at the centre connecting pin, and all other joints should 
be a few inches from the pin, on the side toward the 
end of the chord, as in diagram. Fig. 45. 



Fio. 45. 
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Each pair of splice plates should have a minimum 
net section, together with the net section of the con- 
tinued plate, at least equal to the sections of the con- 
tinued, and the thinner spliced plate, through oue of 
the smaller rivets used in the splice ; and the relative 
thickness of the two splice plates should, as nearly 
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as practicable, be inversely as the respective distances 
of their centres from the centre of the spliced plate* 

For illustration ; at. the 6th node, the continuous 
plate is f , and the thinner spliced plate ^"^ making in 
the two, a thickness of IJ", bj 7'' for the net width ; 
giving a section of 10^ square inches. This splice re- 
quiring IJ" rivets next the joint, to give the necessary 
rivet section, the . net width of splice plates and con- 
tinuous plate through two opposite IJ" rivets, is only 
5J". Consequently, the aggregate thickness required 
to give 10^ square inches, is about 1.91^' ; and, deduct- 
ing 0.625" for the continuous plate, we have 1.285" 
for thickness of the two splice-plates. 

Then, representing thickness of spliced plate by a 
(disregarding the furring plate, or including it in the 
quantity a), that of the continuous plate by 6, that of 
the two splice-plates by (?, and that of the thicker one 
by x; we form the following equation, as will be ob- 
vious on reference to Fig. 46, which is an edge view 
of splice at node 6. 

xx\ {a+x) = (c — x) X (6+ J {a+c — x) ; whence, the 
formula x =■ (? x (a+26+e) -*• 2 (a-j-b+c). 

This formula applied to the case represented in Fig. 
46, gives X — 0.7804", and c— a: = 0.5046". 

Fio. 46 




The letter a in the diagram shows the splicing of a 
V with a y plate, the thickness being equalized by a 
furring plate. 

Figure 46 gives also, a general idea of the splices pro- 
posed for this kind of chord, in case of the adoption of 

30 
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the short splice plates and opposite rivets, as seen at 
BB, Fig. 45. p indicates the connecting pin (which, in 
the concrete plan of construction should be replaced 
by two opposite rivets, as seen in Fig. 44), having a 
cross-section in the parts passing through the chord 
plates, about equal to that of one of the two main dia- 
gonals connecting with each pin respectively, at the 
several nodes. 

The body of the pin between chord plates, should 
have lateral stifihess enough to withstand the stress 
produced by diagonals horizontally, estimated upon 
the prifhciples of the lever, which will be greater as the 
distance of diagonals from chord plates is greater, and 
the contrary. If the bearing of the tipright upon the 
pin be between the diagonals and the chord plates, as 
by a bi-furcation like that at the upper chord (see a 
Fig. 88) the body of the pin will usually require a 
section about equal to that of the two main diagonals 
connected with it. But this is no certain rule. 

The ends of the connecting pin should extend through 
the chord plates so as to receive a thin nut upon each 
end, and also the eyes of sway rods upon the inside 
end, in case that mode of connection be adopted for 
those parts. 

In the case of trusses without verticals constructed 
in rivet work, the best balanced action will be secured 
by connecting diagonals between the splice plates, by 
means of rivets through both, thus bringing each dia- 
gonal bar directly over each half chord, and producing 
uniform stress, as nearfy as is practicable. When dia- 
gonal bars do not fill the space between splice-plates, 
the deficiency may be made up by furring plates, or 
thimble rings. 
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Tension diagonals will usually require from 23 to 33 
per cent of extra section to make up the loss in rivet 
boles. In thrust diagons^ls, no allowance need gene- 
rally be made for rivet holes, as rivets properly distri- 
buted, will not impair the efficiency of the member in 
withstanding compression. 

With* rerard to the relative merits of this kind of 
lower chord, k requires, in the proportions above as- 
sumed, namely, 8" width of plates and V diameter of 
the smaller rivets, about 14 per cent of extra section 
on account of rivet holes, through the whole length. 
For splice plates and rivets, at least an equal amount 
should be allowed, making 28 per cent for waste ma- 
terial, over and above the net available length and 
cross-section. The corresponding waste in the link 
chord, and in the eye-plate chord [cxiv], can scarcely 
exceed 10 per cent, when the connections are made 
with wrought iron pins. 

Hence, the advantage as to economy of material, 
seems decidedly in favor of the latter plans ; and the 
cost of manufacture can hardly be estimated in favor 
of the former. If the riveted chord, then, have any 
claim to favor and preference, it is mostly owing to 
the fact, that being manufactured cold, it escapes the 
deteriorating effects frequently resulting to iron in the 
process of forging and welding, and the risk of flaws, 
and imperfect cohesion of the welded surfaces. 

How far this consideration should be regarded as an 
offset, or an overbalance to 15 or 20 per cent, of ma- 
terial lost in rivet holes and splices, further experience 
and observation alone can probably determine. 
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Sway Bracing. 

CXXX. The primary and essential purpose of a 
bridge is, to withstand vertical forces which are certain, 
and, to a large extent, determinate in amount. 'W'e 
can estimate nearly the weight of a train of rail road 
cars, a drove of cattle, or a crowd of people ; and the 
amount of material required to sustain them. 

But the lateral, or transverse forces to which a 
bridge superstructure is liable, are of a casual nature, 
depending upon conditions of which we have only a 
vague and general knowledge ; and, can not predeter* 
mine, their effects with any considerable degree of 
certainty. 

We know full well from experience, that it is always 
expedient to provide every bridge superstructure with 
means of support against transverse horizontal forces ; 
and we introduce certain parts and members for that 
express purpose. These have been frequently alluded 
to heretofore in this work, under the designation of 
sway rods, lateral ties, or lateral braces. But no attempt 
has ever been made, to the author's knowledge, to 
point out the proper sizes and proportions of such 
members, upon any determinate principles or data. 

In this respect, reliance has mostly been placed upon 
^judgment," and general observation as to precedent 
and common practice ; as was the case in fact, with 
regard to bridge construction generally, until within 
the last twenty-five or thirty years. Within this 
period, and since the extensive use of iron iq bridge 
construction has been introduced, more attention has 
been given to scientific principles, in adjusting the pro- 
portions of the several parts and' members designed to 
withstand the effects of vertical pressure. 
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The modern bridge builder, if he has been properly 
educated for l)is business, having arranged the outline 
of his truss, makes his computations, and marks upon 
each line of his diagram, so many thousand pounds of 
tension upon this, so many tons of compression upon 
that, and so much shear strain, or lateral strain upon 
each rivet, connecting pin, or beam, and assigns to 
each place .a member containing such an amount, and 
such a kind of material, as experience has proved to 
be sufficient to sustain the given stress with safety. 

Thus far, his course is scientific and sensible. But in 
arranging his system for securing lateral stability and 
steadiness, science can lend him but little assistance. 

He knows the wind will blow against the side of his 
structure ; but whether with a maximum force of one 
hundred pounds, or as many thousands, he has no 
means of knowing with any considerable degree of 
certainty, or probability. 

He knows, furthermore, that every deviation from a 
straight line by a body passing over and apon a bridge, 
even to changing the weight of a pedestrian from one 
foot to the other (unless his steps be directly in front 
of one another, and this could hardly form an excep- 
tion), is attended by more or less tendency to lateral 
fiwaying of the structure. 

Every inequality in the line of a rail road track, 
laterally or vertically, unless both rails have precisely 
the same vertical deviation, produces a transverse mo- 
tion in the centre of gravity of the load, and conse- 
quently % lateral sway in the structure. The passage 
of a carriage wheel over a stick or a pebble, raising 
one wheel above the opposite one, changes the centre 
of gravity of the load to the right or left, and impels 
the structure in the opposite direction. 
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These are some of the external caases generating 
transverse action, and motion of the structure. But 
in addition to these, the upper chord itself, acting by 
thrust, is, at best, in unstable equilibrio, and liable at 
all times to exert more or less transverse action, and, 
I if not kept in line by an efficient system of transverse 
bracing or tying, will lose its equilibrium, and be de« 
prlved of the power of performing its* appropriate 
functions in the structure. 

]CTow, these disturbing lateral forces are quite small, 
compared with the vertical action upon the trusses ; 
and, the vertical strength of the truss does not neces- 
sarily imply any power of resistance transversely ; the 
tendency of the lower chord to preserve a straight line, 
being essentially balanced by that of upper chord or 
arch to buckle laterally;* provided the chords be so 
dependent upon one another that both must sway to 
the right or left at the same time. 

Hence, it is always ei^edient to provide some es- 
pecial means for counteracting these lateral forces, 
which is usually done by the introduction of a system 
of horizontal diagonal ties or braces (small iron rods 
in iron, and the same, or timber braces, in wooden 
bridges), below the track or platform, in the horizon- 
tal panels formed by consecutive beams, and the chords 
of opposite trusses. Also, when trusses are sufficiently 
high, diagonals and cross-struts are introduced between 
upper chords, to prevent lateral buckling. 

No attempt will here be made to assign specific 
stresses as liable to occur in sway rods or braces, 
based upon calculations from the uncertain and in- 
determinate elements upon which the lateral action upon 

* The onlj trass known to the author, not liable to this lateral buck- 
ling, is the Whipple Independent arch truss, shown in Fig. 27. 
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bridges depends. But, judging from experience and 
observation, it may be recommended that iron sway- 
rods be made of iron not less than f inch in diameter, 
for bridges of five panels or under, f inch from six to 
ten panels, inclusive. For twelve and fourteen panels, 
f inch for ten middle panels, and | inch for the rest ; 
and, for sixteen the same as last above, with the ad- 
dition of a p&ir of 1 inch rods in the end panels. 

These are the least dimensions recommended (in all 
cases exclusive of screw thread), for ordinary bridges 
with panels not much exceeding 10 feet. For panels 
approaching or exceeding 12 feet, J inch may properly 
be added to the above specified diameters generally. 

If upper Bway rods connect in the middle of cross* 
struts, with a longitudinal reach across two panels, [see 
cxx, and Figs. 38 and 89], they may safely be made 
smaller than when they cross one panel only. 

The action of wind is nearly a uniform pressure from 
end to end of the structure, ^nd causes much the same 
progressive increase of stress upon sway-rods, as the 
weight of structure and uniform load produces upon 
diagonals in the trusses — a fact which was recognized 
in assigning larger sway-rods at and near the ends of 
long bridges. But the casual impulses resulting from 
unevenness in track or platform, giving slight lateral 
movement to passing lo^ds, and acting at single points 
here and there, this way and that, do not produce an 
accumulation of effect toward the ends. Hence, as it 
regards withstanding the latter forces, no variation in 
sizes of sway-rods is required. 

CXXXI. Sway-rods acting by tension would ob- 
viously draw the opposite chords toward one another, 
but for the resistance of transverse beams or struts. 
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while tbey also exert a longitudinal action npon the 
chords, thereby increasing or diminishing the stress 
npon chords, dae to the action of stracture and load. 
Chords, however, are usnally proportioned without 
provision for increase of stress liable to accrue from 
action of sway-rods; and, from the small sizes of the 
latter, as compared with the former, and the obliquity 
of their action, seldom expending more than half their 
direct stress upon the chords longitudinally, this small 
action may be neglected, as forming one of the con- 
tingencies for which a large surplus of material is al- 
ways provided in chords, over what is actually required 
to withstand the effects of any probabk vertical action. 

Certain modes of inserting and connecting sway-rods 
have been previously alluded to, sometimes- with the 
beams by means of eyes and bolts [cviii, Figs. 81 
and 33], and sometimes more directly with the chords 
[cxix, Fig. 35, rf, and Fig. 39, rf.] 

The best connection is^that which gives the nearest 
approximation to central and uniform action upon all 
parts of the chord, and also of the beam or strut. The 
plan described in section cxx, and seen in Fig. 87, when 
admissible, affords a good connection for bottom sway 
rods. 

Undoubtedly there may be better devices for the 
purpose under consideration, as well as for other de- 
tails, than any that have occuVred to the author. But 
such as are herein described have mostly been put in 
SQCcessful practice, and are thought not to be seriously 
faulty. 
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COMPARISON OF DIFFERENT PLANS OF 
IRON TRUSS BRIDGES. 

CXXXn. It is the purpose of this chapter to can- 
vass the relative merits of most of the several systems 
of Iron Bridge Trussing, which have claimed and re- 
ceived more or less of public notice and approval during 
the last few years ; and of which the distinctive princi- 
ples have already been discussed in preceding pages ; 
though not in the precise combinations here about to 
be presented. 

We may take the number, lengths and stresses (the 
latter governing principally the required cross-sections), 
of the several long pieces or members of the truss, in 
the manner employed m the fore part of this work, as 
affording a near criterion of the comparative cost and 
economy of the bridges respectively. Then, after re- 
ference to such peculiarities as may seem advantageous 
or otherwise, leave the reader to his own conclusions 
in regard to the relative merits. 

Tkb Bollman Truss, Fig. 47, 

Is founded upon the general principle discussed in 
sections xxii and xxiii, with oblique tension rods, and 
a thrust uppei> chord, in place of the thrust braces and 
tension lower chord as represented in Fig. 9. 

Let Fig. 47, represent a truss 16' high, and 100' long ; 
or, in the proportion of 1 to 6 J. Also, let w represent 
the maximum variable load for each of the points c, dj 
e, etc., and w' (say,« Jw), the permanent weight of 
one panel of superstructure, supposed to be constantly 
bearing at each of said points. Then making W = 
w ^ w', we have JW ■■ weight sustained by ac. 
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Now, we have seen [vn], that the stress upon an 
oblique in such case, equals the weight sustained, mul- 
tiplied by the length, and divided by the vertical reach 
of the oblique ; and, assuming that the member requires 
a cross-section proportional to the stress, it follows that 
(making ab -■ 1), the amount' of material required in ac^ 
will be as the weight it sustains, multiplied by the 
square of its length. Hence, the material required in 
acy must be as I W X at-*. Then, diminishing 6c'\iutil 
ac coincides with a6, W x ab^ becomes W, which is 
still proportional to the material required in ac (which 
has now become — a6, =■ 1), and, being replaced by M, 
representing the actual material required to sustain the 
weight W, with a length equal to ab (our unit of length), 
in a vertical position, we have only to substitute M X 
ac* for W X ac^y to know the actual material necessary 
to sustain the weight W (at a given stress per square 
inch of cross-section), with any length and position, 
retaining the same vertical reach, equal to unity. 

It must be obvious, therefore, that M, with the co- 
efficient used before W, to express the weights respect- 
ively sustained by the several oblique rods ia truss 47, 
will, when multiplied by the squares of the respective 
lengths of those obliques, show the amount«of material 
required in their construction, under the conditions 
above expressed. 

Let m ■* JM, and h^ be. Then, we manifestly have, 
for material in the 14 obliques of the truss in question 
7m (AH1)+ 6m (4AH1) + 5m (9A«+1) + 4m (16/i*+l) + 
8m (25A»+1) + 2m(36A»+l) + Im (49A»+1) - (386A«+ 
28)m, for those meeting at c, and a like amount for those 
meeting at J; making a total of (672A'+66)m. But 
A> SB 0.694, which substituted in the last expression^ 
gives 522.868m, - 65.296M. 
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The thrust of the chord aZ, equals the horizonfa. 
action of the 7 obliques connected with either end. 
Making then x «« J W, and A -» ftc, ■« J6A, it is obvious 
that each oblique carries weight equal to x x the number 
of panels not crossed by it, while its horizontal reach 
equals h x the number of panels it does cross. -HencCy 
the horizontal action of each oblique, equals hx x the pro- 
duct of the numbers of panels at the right and loft 
respectively, of the lower end of the oblique. 

The compressive force acting from end to end, upon 
aZ, then, must be equal to Ax (7, + 2x6, + 3x5, + 4*+ 
6x3, + 6x2, + 7), = 84Ax, - lOJWxO.833, - 8.75W. 

Multiplying stress by length, and substituting M, we 
have 8.75 x 6.66M ■« 58iM « material required in al^ at a 
given stress per square inch of cross-section ; M being the 
amount required for a unit of length (a6), to sustain 
the unit of weight ( W), at the same rate of stress. 

Add 7M for two end posts, with length equal to 1 
and bearing weight equal to 7W, and we obtain 65iM 
as a total for thrust material in long pieces, not includ- 
ing 7 intermediate uprights, not properly to be class- 
fied with other parts, as their action is merely incidental, 
except that of supporting the weight of upper chord. 

The parts above considered, mainly determine the 
character of the truss as to economy of material. 
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Other parts, such as short bolts, nuts, connecting pins, 
Ac, although just as essential, are comparatively, of 
small amount and cost, except the intermediate up- 
rights, which will be referred to hereafter. 

Ifthe truss be used in a deck bridge, and the end 
posts be replaced with masonry, the intermediates 
will sustain the same weight as the ends sustain in a 
through bridge, thus giving the same representative of 
material as above found. 

The Finck Truss, Fig. 48, 

CXXXIU. Possesses several of the characteristics 
which distinguish the Bollman plan. Both dispense 
with the bottom chord, which is common to most, if 
not all other plans of truss, for both iron and wooden 
bridges. Both also employ a pair of tension obliques 
acting in horizontal antagonism to each other, at each 
of the supporting points c, dj e, &c. But while in the 
one, the members of each pair of obliques are of equal 
length and tension, in the other, the pairs consist of 
unequal members (except at the centre), as the dia- 
grams will sufficiently illustrate. 

It will readily be seen that Fig. 48 exhibits three 
classes of obliques, consisting respectively of 2, 4, and 8 
members to the class. Supposing a truss of the same di- 
mensions and proportions, and subjected to the same 
load, as in case of Fig. 47, and using the same notation, 
as far as applicable ; it is manifest that each of the 8 
short obliques, sustains j^W. The 4 next longer sus- 
tain upon each, a weight equal to W - one half directly, 
and the other, through the short obliques and uprights. 
The two long obliques.sustain 2W each, being the half 
of IW, received directly at/, and 1 and 2 respectively 
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through the upright, froni menibers of the other classes, 
meetiug at the point j?. 
The material required for all the obliques, then, {ab 

being =» 1, and be = h), is 8 x J (A« + 1)+ 4 x 1(4A* + 

1) + 2x2 {16h^ + 1)M, being the number of pieces in 
each class multiplied by co-efficients of W in weightg 
sustained, and by squares of length respectively, and 
the sum of products multiplied by M. 

Subsituting in the above expression the value of A*, 
(0.694), and, reducing and adding terms, we derive 
material in obliques » 70.296 M. 

FxG. 48. 

FiNCK Truss. 

q p 




.f 9 ^ 3 

The compression upon the chord a Z, is equal to the 
horizontal action of one member of each class of ob- 
liques, cooimunicated at each end ; that is, equal to 
(J A + 2A + 8A)W, « lOJ A W ; and, multiplying by 
length ( » 6.66), and substituting 0.833 for A, and M 
for W, we have (10.6 x .883 x 6.66)m — 68.J M, to re- 
present the material required in al\ — the same as iu 
case of Fig. 47. 

The uprights of the Finck truss obviously sustain 
12W, namely, Z\ at each end, 3 in the middle, and 1 
at each of the quarterings, r and n. But, in comparing 
this with the Boll man truss, it seems fair to offset 6 up- 
rights, not including the end and centre ones, in the 
Finck, against 7 in the Bollman truss not estimated ; 
hus leaving lOM for uprights in the former, making 
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a total of 68^M, for compreBsion material, excepting 
the 6 intermediate uprights, excluded as above. 

Both of the above considered trasses exhibit a beau- 
tiful simplicity, and facility of comprehension in prin- 
ciple, and they will be left for the present, for a 
discussion of the 

Post Truss. 

CXXXiV. This, like the two preceding plans, is 
designated by the name of its distinguished designer 
and publisher, S. S. Post, Esqr., of Jersey City. 

Fig. 49 gives a general view oiF the only specimen 
of this truss which the author has had an opportunity 
of examining. It is a sort of compromise between the 
trusses represented by Figs. 18 and 19, of which the 
object sought appears to have been, to obtain a nearer 
approximation to the most economical angle of incli- 
nation for both thrust and tension members (between 
chord and chord), by inclining the latter at an angle 
of 45°, and the former at a less angle with the vertical. 
These are both favorable conditions, considered alone 
and by themselves, as we have already seen [lxv and 
Lxvi] ; and it is proposed to compare the economy of 
this particular arrangement, with that of a truss having 
vertical posts, with oblique tension diagonals ; as well 
as with other plans, preceding and succeeding. 

Assuming the same length and depth of truss, and 
the same load, both constant aud variable, as in the' 
preceding cases, acting at the points x, r, u, &c., let w 
represent the greatest variable load for the length of 
one panel, and w' the weight of superstructure bearing 
upon one truss, for the same length, supposed to be 
concentrated at the nodes of the lower chord, and as- 
sumed to be equal to \u). Also, let 1 equal the verti- 
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cal depth of truss (between centres of chorfls), and lot 
tension diagonals incline 45^, and posts lean 1 horizon- 
tally to 8 vertically ; the space between posts being 
two-thirds of the depth of truss. 

Fig. 49. 

Mr. Posfs Truss 
d e f 9 h 
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Then, omitting counter ties up to {/", from the left, 
as neutralized by weight of structure ; we see that the 
weight at a;, being only | as great as at the other nodes, 
on a<;count of the short space zy^ Zw -*- 80 (or 3m?", 
substituting for the occasion, M?"for w -4- 80), represents 
the proportionate part of that weight, tending to ber.r 
upon tbe abutment at m; and this, with 12w" fov 
weight at r, and 20m/' for weight at m, -|- t^io" lor 
weight at <, makes 63m?" accumulated upon (/", when 
Zj t;, u and i alone are loaded. 

Now, the action upon this truss is less certain and 
determinate than where the thrust pieces are vertical, 
or inclined equally with the tension pieces. But sup- 
posing that the weight of superstructure at 5, or at s 
and r together, neutralizes, or reflects back a part 
equal to u?', or 1802^", « 27m?" nearly, of this 63m?", we 
have a balance ofSejM?'', as the maximum weight for if. 

Then, whether this 63tc"* which must goto the 

*This full amoant ^w" is used here ; for, althoupfh it is asBumed 
that only & part of it is transmitted thrf)affh tf^ the balance is restored 
from weight of structure which otherwise would pass to the abutment 
tXy. 
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abutment at m, in virtae of the loads at Xy v, u and ty 
is transferred through /s to 5jr, or th rough /r to rh ; or 
whether it is divided equally or unequally between the 
two, is not quite obvious. But assuming, as what 
might seem probable, that it is transferred in equal 
portions to sg and rA, in that case, sg sustains as a maxi- 
mum, 86?/;" for weight at 5, + half of 63i(?'', making — . 
say 67m?" ; supposing that sg and re sustain none of the 
weight of structure; which, though probably not 
strictly true, will not materially affect the result. 

Again, (we are now considering the nodes at the 
lower chord as being loaded successively from left to 
right), the weight at r gives 442(;" to rh, in addition to, 
say 32m?" tending to be transmitted from (/", and w\ or 
27?/?" for structure, making 10Sw'\ 

For maximum weight on iy, there is due to movable 
weight at q, 52i(;", + 67m?'' from sg^ +27 u/' on account 
of weight of structure, making 146m?" ; while pk sus- 
tains (60+103+27)?/?", « 190m?", and ol sustains (68+ 
146+27)m?" = 241". The maximum weight upon wZ, is 
made up of that o{pk + f (m?+m?') at n, = 270m?" 

Having thus determined the maximum weights 
which these diagonals are respectively required to sus- 
tain, disregarding some small matters of uncertainty, 
of little practical importance, we find the sum of these 
maxima, for the 6 pieces parallel with ue on the right, 
to be 783m?", = 9.7875m?. Then, multiplying by 2 (the 
square of the common length, ay being =■ 1), and sub- 
stituting m' for M? ( as M was substituted for W in the 
preceding cases), we derive 19.575m' =» material re- 
quired for the 6 pieces in question. Add to the last 
amount 8.7m' for the steep diagonal r?i (being the square 
of length by weight sustained, and w changed to m'); 
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and we have the whole material for tension obliques 
in the half truss : which doubled, exhibits for that class 
of. members in the whole trass, 46.55m'; omitting 6 
counter ties, not required to sustain structure or load, 
and the value of which will be considered (in general) 
hereafter under the head of counter bracing. 

The short section mn of the lower chord, has no de- 
terminate action. The section no has a tension equal 
to J of the weight acting on nl and An, under a full 
load of the truss, equal to J the weights upon r, p and 
n, for nly and J of those at r and p for kn ; the whole 
equal to J x2i {w+w')+^ x2 [W'\-w% = 2.11m7. 

To this, the diagonal ol adds at o, 2 {w+io')^ and io 
adds J(w?+M?0> nmking 5.22w? ■« tension of op; while 
a like addition at p, for the action of pA and Ap, shows 
^.Z'iw for pq. Again, qi adds at q, w+w\ equal to 
1.83u7, while rh contributes a like amount at r ; mak- 
ing for qr and rs respectively, a tension of 9.66u?, and 
11a?, restoring neglected fractions. 

It is probable that a small decussation of forces 
through re and sg^ under a full load of the truss, would 
modify these stresses slightly, but not so as to produce 
a material difference in the final results of the present 
discussion. 

Summing up the stresses thus determined for differ- 
ent portion of the lower chord, counting like strains 
upon corresponding sections, and deducing the re- 
quired material (as above done with regard to dia- 
gonals), remembering that the length of sections equals 
} of unity, we obtain 41.1m' =» material required in 
lower chord. This added to 46.65m', the amount above 
determined for obliques, gives tension material for the 
whole truss, equals to 87.65m'. 
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Now, it is manifest that the quantity here represented 
by m', has the same ratio to that denoted by M in the 
estimates of material for trusses Fig. 47 and Fig. 48, as 
the weight w in the former case has to the weight W 
in the latter. But W was used to express ^ of the 
ffrosa load of the truss, while w represents only ^\ of 
the variable^ assumed to be equal to | of the gross load. 
Therefore ?^ : W : : |x/^ : ^ ; whence, w » 0.6 W; 
and m' = .6M. This equivalent substituted in the ex- 
pression 87.65m', gives 52.59M » tension material for 
the post truss. 

The maximum weights sustained by the thrust 
braces, equal respectively those borne by the tension 
rods communicating such weights, and for the 5 pieces 
on either side of the centre, the amount is equal to w" 
X (86+67 + 108 + 146+ 190) = 6.77m;, which doubled, 
gives lS.6^w for the whole of that class of members. 
This aggregate weight, multiplied by the square of the 
common length of pieces (l.ll)y with to changed to m' 
produces 15.02m', =» 9.01M. 

The end section {kl) of the upper chord, sustains 
compression equal to the weight upon ol and ^ of that 
upon nZ, under a full load of the truss, ■« 2 {to+w^j 
+ Jx2f {w+io'), = 8.88u?. Add 2 {w+w') for weight 
on pky and ^ of that amount for that on kUy and it 
makes a compression of 7.44u; upon ki. 

Again, adding w+w^ ( » l.SSw) for action of y/, and 
i of the same for that of io, makes 9.22u' for compres- 
sion of zA, while a like addition for action p{rh and Ap, 
makes 10. 99m? « compression of hg and gf. We may 
call the last stress 11m7, as some fractions have been 
neglected. 

The above amounts of stress upon the several sec- 
tions of the half chord, added together and doubled to 
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represent the whole chord, and multiplied by the length 
of section (J), produce 56.72ip,« 84.08W ; whence, 
material for top chord -■ 84M ; very nearly. 

The two end posts obviously sustain the gross load 
of the truss (deducting what comes upon one half of 
the short spaces mn and xi/)j which equals Q^ {w + 
u/)y n 12.662^ ; and, the length being 1, the material 
equals 12.66m' » 7.6 M. 

Summing up the amounts thus determined, of mate- 
rial for the several classes of thrust pieces, we have : 

For Braces, or inclined posts, 9.01M. 

« Upper Chord, 84.00M. 

" End Posts, 7.60M. 

Total, for Thrust, 60.61M. 

« « Tension, 62.68M. 

Whipple's Tbapezoidal Truss. 

CXXXV. The distinctive characteristics of this plan 
are, an Upper Chord made shorter than the Lower, 
by the width of one panel at each end, giving to the 
truss a Trapezoidal form — dispensing with non- 
essential members, and proportioning the several parts 
in strict accordance with the maximum stresses to 
which they are respectively liable; principles and de- 
vices first promulgated in the original edition of this 
work, and applied by its author in the construction of 
trusses with parallel chords, with or without vertical 
members. 

Truss Fig. 50 has vertical posts and tension dia- 
gonals; and, using w and w' to denote the same quan- 
tities as in the last preceding case, and pursuing the 
method explained with reference to Fig. 18, [lvi], we 
have the maximum load for 8/5 equal to 4tv/' — Jw/ 
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(making w?" ■« w divided by the number of panels =» 
0.1m?), « Aw — Jti?, since w' « ^w. For 4/6, we have 
•6u;, without increase or diminution on account of 
structure ; while, for the 3 next diagonals on the right, 
we have .succe8sively,.9u? + ^w\ 1.2w + w' and 1.6u? + 
IJi/?', making altogether 8.7w? + 8m?', « 4.7?^ ; showing 
for the 5 pieces, 5.53m7. This being doubled aud mul- 
tiplied by square of length (2.775), and w changed to 
M^, ^ives material for 10 long diagonals » 30.69m^ 

Fig. 50. 

12345 6789 
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The two steep diagonals togther, sustain 4 (t^ + 
u?'), am 5Jm?, which, multiplied by square of length 
(1.44), produces material « 7.68m' ; while the two ten- 
sion uprights manifestly require 2f m'. We have con- 
sequently, material for the system of tension obliques 
and verticals «= 41.03m'. 

The end brace obviously sustains 4J {w + m?'), and 
exerts a horizontal stress « 4^? (two-thirds of the weight 
borne), upon the two first sections of the lower chord. 
The steep tension oblique adds f of weight borne, mak- 
ing 5.76M7 for the next section, while the two succeed- 
ing diagonals toward the centre, adding 1| times the 
weights borne successively (under a full load of the 
truss, of course), give 8.42m7 and 10.19m?, for tension of 
second and first sections from centre, respectively. 
Then, adding, doubling, and multiplying by length of 
section, we obtain, material for lower chord « 43.16m'. 
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Add to this the amount for diagonal system as above 
found, and we have the whole amount of tension ma- 
terial for the truss ■■ 84.18m' =- 50.6M. 

The maximum weights sustained by obliques, and 
by them transferred to 7 thrust verticals, being in the 
aggregate =■ 6.62w, the length of members being unity, 
need only the substitution of M^ to express the re- 
quired material for said verticals; which, reduced to 
terms of M, equals 8.97M. 

The first and second sections of the upper chord, ob- 
viously sustain the same action respectively, as the 
fourth and fifth of the lower chord while the 4 middle 
sections of the former, receive the additional action of 
diagonals 3\5/7 (upper figures), under full load. 
Hence we cipher up, material for upper chord =» 82.6M. 

The end braces, sustaining 9 {w+w') =■ 12m7, with a 
length whose square is 1.44, obviously require material 
«{12xl.44)M'«10.87M. 

The truss, then, requires thrust material, for upper 
chord, 82.6M, for end braces, 10.87M, and for up- 
rights, 8.97M ; making a total for the truss, of 46.09M. 

Tension material as above, total 50.50M* 

Truss without Verticals. 

CXXXYI. Assuming a truss (Fig. 51), of same 
length, depth, and number of panels, and same load, 
variable and constant, as in the two cases last consi- 
dered, with diagonals crossing one panel only, we have 
nearly the Isometric Truss,* adopted by Messrs. Steele 

and McDonald. 

Arranging the numbers over the diagram, as in Fig. 
51, and using the process explained [xlvii. Fig. 19], it 

* In the Isometric, tbe diagonals incline at 80^, while in Fig. 51 they 
incline nearlj 84*". 



254 



Bridge Building. 



will be seen that either end brace, and the obliqacs 
parallel therewith, are liable to maximum weights as 
follows, proceding from end to end. 

Fig. 61. 
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Then, doubling for the two sets, multiplying by 
square of length (1.44), and changing w to m^, we have, 
to represent material.... for compression 88.215m, ten- 
sion 28.616m'. 

The end brace, sustaining 4.6 (w + «?')> " ®^» exerts 
a tension of 4u7 upon the end section of the lower 
chord. The .next brace sustains 1 J {to + vf)^ 2Wy 
making a tension of 5.888u? for the second section. 
The tension and thrust diagonals meeting the chord 

f The smaU thrnst action which the movahle load tends to thit)w 
upon 6, 7 and 8, and thesmaU tension upon 1 and 2, are neutralized b^ 
weight of structure. 
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at the next node, sustain together (under a full load of 
the truss), 8 {w +v/ ^ 4u?, adding f of which, gives 
Sw a» tension of the 3d section, while 2f m? borne by 
the obliques meeting at the next node, makes a tension 
upon the 4th section equal to 9.mw; and l^i^ at the 
next node (the tension diagonal only, being in action, 
under a full load), gives for tension of the 5th section, 
10M6W. 

Adding the stresses of the several sections of the half- 
chord, doubling, multiplying .by the common length 
(}), and changing w to u^ shows material for lower 
chord « 50.37m^. 

The end section of the upper chord sustains thrust 
equal to | x (weight on end brace, (« 6m?), + weight 
on tension oblique meeting said .bi*ace), « { 8.666i^ a 
6.77m?. 

The two obliques meeting at the first node from the 
end, sustain together 4m?, adding 2.666m? to the above, 
and making a compression of 8.44 Im? upon the second 
section ; while succeeding diagonals make the stresses 
of the 3d and 4th sections, 10.2222£?, and 11.1m? re- 
spectively; whence, by process already employed and 
described, we derive: 

Material for upper chord « 47.392m' — 28.485M 

Add for end braces, 17.28 " -10.868" 

" " other obliques, 15.935" « 9.561" 

Total for compression material, 80.607m' « 48.364M 

Tension, chord, 50.87m' 

Obliques, 20.616 

Verticals, 5 

78.986m' - 47.891M. 

Grand Total, 95.755M. 
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Thb Arch Truss; 

CXXXVIL A parabolic Arch Truss of the same 
length, depth and load as allowed in the five preceding 
eases, and having 9 panels, will compare, as to repre- 
sentative of amount of material, as follows : 

Let Wf represent the variable, and t/?,„ »• \w^^ the per- 
nutnent panel-lood. Then, taking the greatest depth 
of truss (15/*.), as the unit of length, as before, the 
length of chord will be 6.666, and the verticals respect- 
ively 1, 0.9, 0,7, and 0.4. 

The length of panel (11.111/. ), being divided by 15/. 
(the unit), gives .74074. Hence, tension of chord » 

74074 

4 {Wf + w^D X -^ — , =■ 1 J X 7.4074m;,, which, multiplied 

by length of chord (-■ 6.666), and w,, changed to m,, 
gives representative of material =■ 9.8765 x 6§m^ « 
65.843m^ ; in which M, is the unit of material, proportional 
to the unit of length (15',) x unit of stress, w^. 

The maximum tension of diagonals, as determined 
instrumentally by process explained [xxvii, Ac.,] va- 
ries from l.lh^,, to \\w^ ; and, taking the highest, mul- 
tiplying by the aggregate length (15.4), and changing 
w, to M,, w^ obtain material «■ 20.52m,. 

The verticals sustain tension, each, » l^w^y with an 
aggregate length of 6, giving material « Sm, ; making 
a total of tension material =» 94.876My. 

The horizontal thrust of the arch, must be in all 
parts the same as the tension of the chord (at the maxi- 
mum under full load), and it is manifest that the ma- 
terial for each segment, must be to that of the middle 
segment, as the squares of respective lengths to unity ; 
that is, equal to material in said middle segment, mul- 
tiplied by squares of respective lengths. 
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But the representative foi; the middle piece equals Jth 
that of the lower chord, « 7.31^My. Hence, this amouut 
multiplied by the sum of squares of all the others, +1 
for the middle segment, found to be 9.058+1, =» 10.058> 
gives, to represent material for the whole arch, 73.584m^. 

Then, the vertical members are liable to be exposed 
to compressive action, represented by the small amount 
of 2.058My, which added to the above^ gives a total of 
compression material, equal to 75.642m^, 

Now, the factor m^, here used, is to the factor M 
used in the preceding cases, manifestly, as |x J, to |, 
^^-^s'if whence, 12My » 8M ; and we reduce the co- 
efficients of M^, by ^, and change m^ to M, to bring the 
last results to the same standard measure as in the 
preceding. 

Effecting these changes, we have, for tension 
material, Chord 48.895M, -(• Diagonals 13.689M + 
Verticals 5.333M, equal to a toUl of 62.917M. For com- 
pression, Arch, 49.056+Vertical8, 1.372, « 60.428M, 



Synopsis of Pekcbdino Deductions. 

The following tabulated statement may promote the 
convenience of comparison : 



Trasses. 


Material required expressed in Ms. 




Tension 
total. 


Compression. 


Comp. 
Total. 


Grand 


Designated. 


Chord. 


End's. 


Poets, &c. 


Total. 


BoUman, . 
Finck, .... 

Post 

Wliipple, . 
Isometric, . 
Arch, 


65.296 
70.296 
52.590 
50.500 
47.891 
62.917 


58.888 
58.888 
84. 
82.6 
28.435 
1 49.056 


7.000 

7. 

7.6 
10.87 
16.868 


• 

8.000 
9.01 
8.97 
f«.661 
1.872 


65.888 

68.883 

50.610 

46.94 

48.864 

50.428 


180.629 
188.629 
108.200 
97.44 
95.755 
113.845 



* Actual, but not a determinate quantity, f Tlirust Diagonals. 
I Arch. 
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CXXXVin. The figures in this table are to be 
understood in all cases ^ prefixed to the quantity M, 
which, as far as relates to tension material, represents 
a determinate amount of wrought iron ; while, as it re- 
lates to compression material, M represents an amount 
of cast or wrjug't iron, varying as the forms and pro- 
portions of parts vary. But, in the present discussion 
M may be assumed to have a uniform value in ex 
pressions relating to material under the heading of 
chords; and of ends, whether oblique or vertical. 

The quantities under the head posts, require in 
general, probable twice as high a value for M, as tht^t 
required for the other classes of thrust members, as it 
regards all but the first named truss, while the first is 
not represented in that column at all, although the 
parts there referred to are as indispensible, practically, 
and require nearly as much material as corresponding 
parts in the other plans. 

. With regard to plan No 2 (the Finck), 6 posts ac- 
tually required (two of which, at the quarteriiigs, sus- 
tain determinate weight equal to W each), are also 
omitted in the table, to place this plan upon an equal 
footing with the preceding one. 

There is also a^consideration with regard to the ef- 
fects of load upon these two trusses, especially the 
first, which render \t partially necessary to use diagonal 
ties, or " panel rods" in the several panels ; and such 
have usually been introduced wherever such bridges 
have been constructed. 

As any one pair of suspension rods in the Boll man 
truss may be under full load, while the others are 
without load, the loaded node would, in such case, be 
depressed, while that on either side would retain nearly 
its normal position. Thus would result an obliquity 
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in panels adjacent to the loaded point, andconseqnentljy 
a tendency to kink in the apper chord, by opening 
the joint above the loaded point upon the under side, 
and the next j6int either way, upon the upper side. 
Hence the compression of certain chord segments 
would be thrown upon the extreme upper side at one 
end, and the lower side at the other end^ This would 
be decidedly an unfavorable condition, which the panel 
rods are used to obviate by distributing the load of 
loaded points over adjacent, and more remote parts of 
the truss. Otherwise, the bridge would act under a 
passing load, somewhat in the manner of a pontoon 
bridge. 

By estimating a reasonable amount of material for 
posts and panel ties, the figures in the table, opposite 
the first two trusses would be materially increased. 

Hence, it must be obvious that the necessary mate- 
rial for the two above named trusses, is not so fully 
represented in the table, as in the case of the other 
four; with regard to which — assigning proper values 
to M in the difiierent columns of the table, and assum- 
ing the members to adhere to one another as firmly as 
the different portions of each cohere among themselves, 
a complete truss would be formed in either case (of 
dimensions as above assumed), sufficient to be used in 
a bridge required to bear a gross load equal to 4 times 
the weight of superstructure; provided the proper 
ratio of safe variable load to weight of structure be as 
8 to 1 ; as is nearly the case with regard to a 100 foot 
bridge.* 



* M, in the preoeding table, represents a piece of iron, 15^ lon^ suf- 
ficient to sustain with safety, a weight W, equal to -1^ of the gross 
maximum load for one truss of a 100ft. bridge. Allowing l,0001bs. to 
the lineal foot for moyablo, and 8d81bs. for permanent lo>^d, W« repre- 
sents i X 133,3d81bs.aB 16,6601bfl. Then, reckoning the safe stress of 
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In such case, the results already obtainedy would 
show the relative cost of the several trusses (excepting 
the first two), with almost absolute exactness. 

But, as the parts of a truss can not be so connected 
and welded into a single piece, without enlargements 
at the joinings, by any skill or process now in use, we 
have to include as an item of cost, in all plans, a con- 
siderable amount of material above and beyond the 
net lengths and cross-sections, as here before deter- 
mined with regard to the trusses under discussion, re- 
quired for the lapping of parts, screws and nuts, eyes 
and pins, &c., to form the connections of the different 
members with one another. 

With regard to the trusses under comparison, no 
obvious reason presents itself, why any one should re^ 
quire a percentage of allowance for connections ma- 
terially greater than another. Leaving out the two 
first, as perhaps already sufficiently discussed, the 
ojthers consist of about the same number of necessary 
members, and with the exception of the arch truss, ad- 
mit of nearly the same forms and connections of parts. 
The Isometric, or Trapezoid without verticals, presents 
the fewest lines in the diagram ; but some six of those 
lines represent both tension and thrust members, either 
separate or combined, which probably complicates the 

iron (thrust or tension), at — say lO.OOOlbs. to the inch of ero0»«ection, 
it takes If square Inches to sustain the weight W ; beinji^ about 5flb& 
to the foot, or 84|lbe. for 15'. This, increased by — say, 20 per c for 
extra material in connections, giyes tlie practical iralue of M ; which, 
multiplied by the co-efficient of M in the table, produces approxi- 
mately, the respective weights of trusses. 

Now, 1^ X 84.87 a lOlilbs. which multiplied by 118.345, the oo^ 
efficient for the Arch truss, gives for the weight of that truss. 11.4761b8. 
Add for 10 feet width of platform (with wooden beams), — say 5,000ft. 
h, m. of timber and plank, equal to about 20,000 lbs., and we have 
81.4761bs. to represent the permanent load of the truss. But we have 
assumed a truss proportioned to sustain with safety 188,8381b., which 
is a little more than 4 times the weight of structure here above eeti^ 
mated as supported by the truss. 
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details of connection, quite as much as the extra three 
members in truss No. 4. The Post truss presents the 
larger number of acting members, even omitting six 
counter ties seen in the diagram, with apparently no 
advantage as to modes of connection. Both the Post 
and the Isometric have 10 members represented in the 
4th column of Jthe table, whereas the Whipple truss 
has only 7, and these the shortest of all ; and, as the 
material in these parts manifestly acts at a disadvan- 
tage, they being comparatively long and slim, and sus- 
taining slight action, any excess in their number, would 
seem to be unfavorable to economy. 

It is believed, however, that the Post truss would be 
improved in economy by reducing it to a trapezoidal 
contour, as, for instance, by removing the parts outside 
of bx and kn (Fig. 49), and changing the tension pieces 
av and ol for others connecting 6 with Vy and o with k ; 
thus converting the figure to a trapezoid very similar 
to that of Fig. 50 ; and, by striking out one panel from 
the latter, and arranging parts as in Fig. 20, except as 
to inclination, the relative merits of inclined and ver- 
tical posts, as represented in these two plans may be 
feirly tested. 

Analysis of trusses modified as just indicated, show 
tension material slightly in preponderance with the 
vertical, and thrust material a little the greater with 
inclined posts ; the average being about one per cent 
greater in the case of vertical posts. 

This balance, liiough trifling in amount, is upon the 
side where it was to be lookod for, in view of the re- 
sult of investigations had with referen<5e to Figures 12 
and IS [xxxix — xlvi], as well as the case of the Iso- 
' m«tri<;. Both the Post truss and the Isometric, as to 
principle of action, may be classed with Fig. 18, where 



262 Bridge Building. 

weight is transferred from oblique to oblique, and not 
from oblit][ue to vertical, and the contrary. The same 
may be said of truss Fig. 15, sometimes called the 
Triangular, in which verticals are used merely to trans- 
fer the action of weight from the point of application 
to the connections of the obliques ; after which, the 
weight has no action upon verticals. 

Now finally, we see by table of results, that if the 
Post truss be changed to the trapezoidal form, as above 
suggested, it will occupy a position, as to amount of 
material, or more strictly speaking, the amount of a<?. 
Hon upon material, between Fig. 50 and Fig. 51 ; which 
latter differ from one another less than 2 per cent; a 
difference, which would undoubtedly be increased 
somewhat, under different general proportions of trusses. 
For instance, while Fig. 50, shows an inclination of 
diagonals used in connection with verticals, probably 
nearly approaching the optimum^ Fig. 51, though su- 
perior to the true Isometric (with angles of 60°), in 
the greater inclination of its obliques, would give still 
better results with an inclination of about 40°. 

CXXXIX. On the whole, we must look to other 
quarters than the amount of action upon material, for 
plausible ground upon which to found a decided pre- 
ference for either of the three plans in question. A 
difference of two or three per C, and even more, may 
easily result from greater or less facility of constructing 
and erecting the structure, while a regard for appear- 
ance may also be worthy of consideration. Hence, 
Engineers and builders will adopt one or another plan, 
according to individual taste and judgment, and the 
one who carries out the principles of either system with 
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the greatest skill, and the best materials aud workman- 
ship, will probably produce the best bridge. 

Judging from the preceding tabulated statement, 
the arch truss seems, prima facie^ to labor under a 
somewhat formidable disadvantage in the fact that it 
shows an amount of action upon material 10 or 15 per 
cent, greater than the three preceding plans just es- 
pecially referred to. But for the light of experience, 
we might be led to discard the plan without a trial. 

But, having chanced to be the first plan of iron 
Truss successfully put in use, and having had its ca- 
pabilities fully tried and demonstrated, before any 
formidable competitor appeared in the field, it could not 
be dislodged from its position, until a rival plan could 
not only theoretically, but also practically demonstrate 
its superior claim to public favor. 

The result has been such as to show that even a very 
considerable excess of action upon material, may be 
overbalanced by more advantageous action of tkrusi 
maierialy and greater simplicity and facility of construct- 
tion ; insomuch that the Whipple Patent Arch Truss, 
with trifling modifications from the original pattern, 
has competed successfully with all other plans, for the 
class of structures it was originally designed and re- 
commended for (common bridges of 50 to 100 feet), 
during more than a quarter of a century, which has 
been fruitful in efiTorts at improvement in iron bridge 
construction. 



COTTNTER BRACINQ. 

The elasticity of solid materials, is manifested 
in bridge trusses, by their downward deflection under 
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load, and the recovery of their previous form and po- 
sition on the removal of the load. 

This arises principally, from the temporary elonga- 
tion of parts exposed to tension, and the contraction 
of those exposed to compression, according to laws 
and principles supposed to be understood. 

The deflection of trusses within the usaal limits, 
when properly proportioned, is not essentially detri- 
mental to their safety and durability; but rather 
enables them the better to resist sudden impulses, — 
except in case of a regular succession of impulses, at 
intervals corresponding with those of the natural vi- 
brations of the structure, or with some multiple or 
even division thereof; a result frequently noticeable, 
and sometimes, to a degree somewhat unpleasant to 
the eye, as well as suggestive of danger. Hence, 
great emphasis is often employed, in expressing the sup- 
posed advantages of ^^ counter bracing," as a means 
of stiffening trusses, and preventing, or diminishing 
their vibration. 

What is technically called " counter-bracing," as ap- 
plied to bridge trusses, is the introduction of a set of 
diagonal, or oblique pieces or members, to act in an- 
tagonism to the main diagonals, whether acting by 
tension or thrust, which contribute toward sustaining the 
weight of structure and load ; the object being, to re- 
tain in the truss when unloaded, more or less of. the 
deflection produced by the load, when the truss is 
loaded. 

My object at the present time ie, to exhibit the pro- 
cess and results of my investigations as to the theory 
and effects of this counter-bracing, as usually practiced 
in bridge building, and to state the conclusions arrived 
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at, as to the value of counter-braces, towards effecting 
the object proposed. « 




I assume a truss (see Fig. 52) composed of horizon- 
tal chords (of equal lengths), at top and bottom, vertical 
posts, and diagonal tension rods, inclined at 45®, or at 
any other given inclination, — the truss being uni- 
formly loaded from end to end, and so proportioned 
that all of the above named parts, in that condition of 
the load, shall undergo an amount of extension or 
irompression, proportional to the respective lengths of 
pans, multiplied by a constant factor (JE), equal to the 
elastic change effected in a length equal to that of the 
uprights between centres of chords, which is assumed as 
the unit of length for the occasion. Then, let L repre- 
sent the length of truss, P, the number of panels, Jffj 
equal to L^P^ the horizontal reach of diagonals, and 
D (equal to 2LE)^ the difference in length, occasioned 
by extension of lower, and compression of upper chord. 

Now, assuming no change in lengths of diagonals 
and verticals, it is manifest that the chords assume, in 
these circumstances, the forms of two similar and con- 
centric arcs of circles, of which the difference iu length 
'is to the mean length, as the difference of radii is to 
the mean radius, R. 

But the difference of radii maiiifestly equals the 
distance between chords, equal to 1^ Using, then, 
the representative signs before adopted, we have 

D : L : : 1 : M ; whence R^L-^D. 

84 
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Now, the depression at the centre of the truss, id 
evidently «qual to the versed sine of half the arc made 
by the chords, and is found with suflicient nearness, 
by the equation . . Dep. =- {^Lf h- 2i2, « Ji* -t- B, 
Then, substituting L-^ Dfov jR, we have dep.= \I? h- 
(i -h D), = JZ)L. 

Hence, if the length of truss equal 8 times the depth, 
or 8, the deflection due to this cause, will equal the 
dijBfereuce in length of the two chords, produced by 
their extension and compression. 

Again, if length equal 6, then, dep.» |D x 6, » 
8i)-4-4, = 9^. 

The depression resulting from extension of diagonals, 
may be illustrated as follows. 

If the points a and 6 of a rectangular panel abed 
(Fig. 58), be fixed, and do be extended by an addition 

equal to eh to its length, produced by 
the action of weight at c, either di- 
rectly, or through the upright de ; the 
points d and c will fall to g and A, 
and the very small triangle ceh {eh 
representing only the elastic stretch 
of (ic), will be essentially similar to aho ; 
whence, oh : ac : : eh : ah, and eh : 
: y/(l + Il^ : 1 . . . Therefore, eh « 
But ch:y/ {1 + B") : : eh : ly 



Fig. 63. 







J? ; ; ac : ab^ : 

Es/ (1 + Z?*) : 1 ; consequently, . . cA « jE + ER^. 

Now, if this represent one of the end panels of a 
truss, all parts of the truss between the end panels, 
must descend through a space equal to cA, in conse- 
quence of the extension of diagonals in the two end 
panels ; and so for each succeeding pair of diagonals, 
to the centre of the truss. Therefore, the depression 
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in the centre, due to the stretching of diagonals, must 
be equal to JP X (1 + IP)E, « (JP + i PH^)E. 

The depression in the centre of the truss, due to 
conapression of uprights, is simply equal to the aggre- 
gate compression of all the uprights on either side of 
the centre one, and consequently, equal to \PE. This 
amount added to that produced by extension of 
diagonals, as above determined, makes, for up* 
rights and diagonals together, a depression equal to 
{P + \PH^)E. 

The value of this last eicpression, length and depth 
of truss being the same, varies slightly with variation 
in number and width of panels, but not so as to be a 
matter of practical importance. 

Assuming i =■ 8«?, « 8, we find tha't, 

P - 2, and P « 16, make (P + J PE^)E - 18^. 

P=4, andP- 8 " « « 12JE?. 

P«6, makes " = HJ^. 

6 panels, therefore, seem to produce the least deflec- 
tion. 

The deflection resulting from changes in leng hs of 
chords, has been shown to be equal to \LD ; and, 
substituting Pfi'for i, A 2 PHE for Z), we have. . J 
LD^\P^H^Ey —deflection from change in chords. 

The term E^ then, with the following co-efiicients, 
expresses the depression at the centre of the truss, re- 
sulting from all changes in length of parts, namely, 

for chords, JP^JI^, for diagonals, \P+IPI1}, and, 

for uprights, JP. 

Hence, the deflection of a truss, under the condi- 
tions here assumed, depends upon three simple ele- 
ments, represented by the letters, P, JI, k E; and is 
expressed in the following general formula ; 

Deflection- {^P^IPy + }P+ iPE\ + ^P)xE. 
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The parts of this aggregate co-efficient of Ey re- 
ferring respectively to chords, diagonals, and uprights, 
are separated and distinguished by commas. 

The formula just given is equally applicable in case 
of thrust diagonals and tension verticals ; as will be 
made obvious by a moment's examination of the 
principles involved. 

Now, if the truss could be anchored down, by tics 
and anchorage absolutely unyielding^ to the. point of 
its utmost deflection under load ; the load might be 
removed, and replaced, without any rising or falling 
of the truss, — ^the load and the anchors alternately re- 
taining the deflection, and preserving a constant and 
uniform strain upon the truss. 

The same effbct is partiaUt/ produced by counter- 
bracing ; and the object of the present investigation is, 
to determine, approximately, at least, to what extent 
this may be done, and what is the real advantage of 
counter-braces, in trusses with parallel chords ; beyond 
where they are necessary, to counteract the effects of 
unequal variable load, upon the different parts of the 
truss. 

We have seen that deflection results from three 
causes, all, of course, depending upon elasticity; 
namely ; difference eflFected in lengths of, — first chords, 
second, diagonals, and third, uprights. 

The theory of counter-bracing is, that by the intro- 
duction of antagonistic diagonals, the material is pre- 
vented from regaining its normal state on removal of 
the load ; and consequently, that it yields to the re- 
imposition of load, to much less extent than it would 
do, in the absence of counters. 

As to the deflection due to the difference in lengths 
of chords, equal, as shown by the general formula one 
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page back) to one-half of the whole^ for a truss in which 
L » 627, and to more than half, when L is greater 
than QH\ the counter-diagonals have no tendency to 
retain or diminish that difference, or the deflection 
produced by it. The diagonals and counters, simply 
contract or extend (according as they act by tension or 
thrust), the two chords equally, without affecting the 
difference between the two. 

On the contrary, the action of the counter diagonal 
tends to retain the tension (or thrust, in case of thrust 
diagonals), of the main in the same panel, and also, 
the compression (or tension), of uprights ; and, in as 
far as that is accomplished, the deflection due to the 
elasticity of those parts, is retained, on removal of load 
from the truss. 

Suppose, in a truss with tension diagonals, loaded 
and depressed as already explained, and all parts ex- 
tended or contracted to the amount of J^x respective 
lengths; a counter-diagonal to be inserted in each 
panel, crossing the mains, as shown in the diagram 
(Fig. 52), and of half the size of the latter, such being 
the usual proportion for counters. 

Now, the counters being adjusted so as not to act 
while the load is on, but ready to act immediately, as 
the main diagonals begin to contract, then, the load 
being removed, the main will contract by its elaaticity, 
opposed by the counter, until they come to an equili- 
brium ; each sustaining the same amount of tension* 
Still, the aggregate extension of the two beyond the 
natural state, must be essentially the same as that of 
the one, under the load; the one gaining, just as fast 
as the other loses. 

But the main, having a cross-section twice as great 
as the counter (chords and uprights retaining the same 
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lengths), mast loae two-thirds of its tension, while the 
latter is acquiring strain enough to withstand the re- 
maining third. Hence, 2 thirds of the deflection due 
to extension of diagonals, is recovered, on removal of 
the load, while the counter-diagonal retains the other 
1 third. 

But the posts (the greater portion of them), do not 
remain stationary as to length, as above assumed ; the 
main and counter diagonals together, exerting, ob- 
viously, only f as much action upon them in the new 
condition, as the former exert under load, they are re- 
lieved of i of their aggregate stress under load ; but 
do not recover in the same degree, their original ag- 
gregate length ; for the relief falls mostly upon the 
larger uprights, where the relative effects are less than 
the average. 

To illustrate the case as to uprights — if equal 
weights act at the nodes of the lower chord (Fig. 62), 
the compressive action upon the posts atp, q, r, and 5, 
is obviously as 1, 8, 6, 7, respectively, or as 8n, 9n, 
15n, 21n. [See analysis of Fig. 12]. Then, — Counter- 
bracing, and removing load ; sa is relieved of two-thirds 
of its stress, equal to 14n, while bs exerts a force of 7n 
npon 6r, making with 6n retained by bq^ a total of 12n 
upon 6r, and showing a relief of 8n. Again ; cq receives 
6n through cr, and 8n through ep, »■ 8n in all, being a 
relief of In. But dp, receiving 8n through rfy, and In 
retained by doj sustains 4n, being an increase of In. 

Now, as these uprights are assumed to undergo the 
same contraction under load, ^ of the deflection on ac- 
count uprights, is due to each. Therefore, sa being 
relieved of 2-8ds of its action, restores . . 2-8d8 of ^, 
(a».16.6 per C), of that deflection. In like manner, br 
restores l-6th of J, — 6 per C, and cq l-9th of J, or 2.8 
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per C, making, for the pieces together, 24.4 per C, re- 
stored. This is diminished by l-8d of J, or 8.8 per C. 
(on account of increased compression upon dp)^ leaving 
a balance of 16.1 per C. only, of deflection from con- 
traction of uprights, which is restored in spite of 
counter-diagonals, in t)ie case under discussion. 

Moreover, the main and counter diagonals, produc- 
ing more or less effect of contraction upon the chords, 
according to the degree of inclination of the former, 
and the cross-sections of the latter, it may, perhaps, be 
reasonably assumed, that the contraction thus effected 
in the horizontal, is a full offset to the 16 per C. of ex- 
pansion in the vertical sides of panels, as above shown ; 
80 that we may regard the whole deflection from up- 
rights, as being retained by counter-diagonals. 

To state the full result of the foregoing investigation 
then, we find in case of Pig. 52, which is a fair repre- 
sentative of the average of trusses; that counter-brac- 
ing, obviates all the deflection due to compression of 
uprights, together with } of that resulting from exten- 
sion of diagonals ; and, making H^l^in the formula 
for deflection (p. 267), we have — deflection saved by 
counter-diagonals, — (J X 8 + 4) -«- 28, -■ a little less 
than 24 per C. of the whole defl'ection. If JETs. 0.75 
(truss 52), the result would be about 31^ per C. saved. 

But even these results are based upon condition^ 
never Occurring in practice. It has been assumed that 
all parts of the truss undergo equal degrees of change 
under a full load ; which may be nearly true with re^ 
spect to chords, but not to other parts. The maximum 
action upon od and dp (Fig. 52), requires those parts to 
be 2^ times as great, as they need be under full load ; 
whilepcand (?; require ^ more, and, qb and 6r, l-20th more 



272 Bridge BniiJ)i5a» 

crosa-sectioD at the maximum, than under a fall load 
of the truss. 

Now the deflection resulting from elasticity in these 
parts, being less in proportion aa the parts are greater, 
the saving by connter-bracing, must be less in the same 
degree, as far as it relates to such parts. This at once 
reduces the above computations for deflection retained, 
from 31} and 24, to 25 and 19 per C, for the two cases 
respectively ; and, considering the increase of section 
required for uprights (in iron trusses), on account of 
great length and small diameter, as heretofore alluded 
to, it is deemed to have been fully demonstrated, that 
the effects of counter-diagonals^ of half the size of the 
mains, are, to retain in the truss when unloaded, from 
one-sixth or 'less, to one-fourth of the deflection pro- 
duced by a full movable load. 

But it has been seen in the progress of our investi* 
gations as to the action of load upon the different parts 
of the truss, that counter*diag6na1s are required in one 
or two panels on either side of the centre, and there, 
they can not be safely omitted. But, beyond the point 
where the weight of structure acting on the mains, be- 
gins to overbalance the effects of unequal and variable 
load upon the counters, I do not consider the advan- 
tages of counter diagonals to be suflicient to warrant 
Iheir use. 

In the case of rail road trains, gliding smoothly over 
bridges of ordinary spans, a quarter or a half of an 
inch more or less of deflection, is of slight importance, 
while, in bridges for ordinary carriage travel, the only 
objection to it is, that it slightly increases the degree 
of vibration produced by successive impulses, as of the 
trotting of animals, in time with the natural vibrations. 
Now, counter-brading tends to shorten the intervals of 
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the natural vibrations by diminishing their extent; but 
can not destroy the liability to vibration ; . and the al- 
teration of interval produced, may as often bring the 
vibrations * nigher in tone with the gait of a trotting 
horse, as otherwise. ^In certain cases the effect would 
be one way, and in others, the opposite; and in 
general, the only result would be, to diminish the ex- 
tent of motion ; by one quarter, or less. 

Such is the result of the best reasoning and'science 
that I have been able to bring to bear upon the subject 
of counter-bracing. 

To find the actual maximum deflection of ja truss it 
is only necessary to know the value of P and H^ and 
to assign to E a value determined by the character of 
material, and the stress upon the several parts under 
full load. 

In Fig. 52, if JI =» 1 « 12Jft., and the tension of 
wrought iron equal 15,000&d. per square inch, the 
value of -& for that material, will be about 0.0075 ft. ; 
and this will apply to the lower chord, and the obliques, 
ar and U. But the average value of E for diagonals 
of wrought iron, would be about 0.006ft. 

For cast iron, 11,000&s. to the square inch, requires 
about the same value for J?, as 15,000 upon wrought 
L ; and, as that is a fair working rate of compression 
for cast iron in the upper chord, .0075ft. may be taken 
as ftie value of J? for chords, in general. Uprights, 
for reasons heretofore explained, require a value for 
E\ not greater than ^OOSft. 

The above values of E and jE7, substituted in the 
formula (i P»JHr% + \P+ \PIPj + J^,) x ^» i^ becomes 
iP^B^E+ (JP + iPB^)E + \PEr\ equal to J x 64 x 
.0075, + (4 + 4) .006, + 4 x .005, -, 0.188ft. - about 
2^ inches. Hence, a well proportioned wrought and 

35 
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cast iron truss, one hundred feet long, by 12| feet deep, 
may be depressed 2^'' in the centre by a distributed 
load (including structure), with tension not exceeding 
15, and thrust, not exceeding 11 thousand pounds to 
the square inch in cross-section of iron. 
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WOODEN BRIDGES. 

Strength of Timber, &o. 

CXL. The qualities of wood as a building material, 
have been extensively treated of by authors whose 
works have long been before the public, with a degree 
of ability and research to which the present writer can 
make no pretensions. He will therefore at this tinie^ 
simply state the conclusions arrived at from reading 
and observation (coupled with some experimental re- 
search) with respect to the average absolute strength, 
positive, negative, transverse, and to resist splitting, in 
certain cases; of the timbers principally in use for 
building purposes; as also, the forces they will bear 
with safety under various circumstances ; leaving it, 
of course, for others to adopt his views for their own 
practice, or to modify and correct them, according as 
their greater experience or* better judgment may 
dictate. 

■r 

At the same time, the author may be allowed to ex- 
press his firm belief, that the views about to be pre- 
sented, if fairly observed, will lead to the adoption or 
continuance of a safe and economical practice as to the 
proportioning of timber work in bridge construction. 

Pine timber in this country is perhaps to be ranked 
as among the most valuable timber in use for building 
purposes ; especially in bridge building. White oak, 
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and some other varieties, are preferred for certain pur- 
poses, as being harder, stiffer, and especially better 
calculated to sustain a transverse action, whether 
tending to bend or crush it. But in what follows, 
reference^wiU principally be had to the ordinary white 
pine of this country ; and the deductions here made, 
may readily be modified so as to apply to other mate- 
rials of known strength, when so required. 

The absolute positive, or tensile strength of pine, 
may be stated at about 10,000&>8. to the square inch 
of cross-section. It might thefefore seem to be safely 
reliable in practice, at 15 or 16 hundred pounds to the 
inch, upon that part of the section of which the fibres 
are not separated in forming connections with other 
parts of the structure. And so it probably would be, 
when new, sound, and straight grained. But timber 
in bridges, is usually more or less exposed to wetting 
and drying, and deterioration in strength, — especially 
as it regards tension. Moreover, in formingconnections 
of parts and pieces in a structure, it is difiicult to se- 
cure a uniform strain upon all the uncut fibres; — one 
side of the piece being often exposed to much greater 
stress than the other. In view of such facts, it is 
deemed advisable to seldom allow less than one square 
inch section of unbroken fibre to each 1,000&>8. of 
tensile strain. 

KSQATIVE StRBNQTH OF TiMBER. 

i CXLI. The ability of pine to resist compression in 
^ the direction of the length of piece, is from 4 to 5 thou- 
sand pounds to the square inch of section, and this 
varies but little, whether the pieces be of length equal 
to once, or five or six times the diameter. It moreover 
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diminishes only about one-third with an increase of 
length up to 18 or 20 diameters. 

Ifow, if we take about } of the absolute strength, 
say 800S>s. to the inch for a length of 6 diameters, and 
560 for 18 diameters, and substract 40&>s. p»r inch for 
every increase of 2 diameters in length, between 6 and 
18 diameters ; and from 18 to 40 diameters, compute 
the quantities by the rule given [lxxxix], in relation 
to negative resistance of cast iron, we shall form a 
table of negative resistances of timber, for a range of 
lengths which will cov^r the principal cases that will 
occur in bridge building, which the author feels confi- 
dent in recommending for the adoption of engineers 
and practical bridge builders. If it be desired to ex- 
tend the table to greater lengths than 40 diameters, 
the formula which makes the strength as the cube of 
the diameter divided by the square of the length, may 
properly be used. 

The following brief table of negative resistance of 
timber, has been constructed in the manner above in- 





Table of Negative Resistance of Timber » 


« 


Diameters. 


Pounds. 


Diameters. 


Poands. 


Diameters. 


Poands. 


6 


800 


24 


868 


42 


166 


8 


760 


26 


328 


44 


161 


10 


720 


28 


296 


46 


188 


12 


680 


80 


269 


48 


127 


14 


640 


82 


246 


60 


117 


16 


600 


84 


227 


62 


106 


18 


660 


86 


210 


64 


100 


20 


479 


88 


195 


67 


90 


22 


416 


40 


188 


60 


81 



dicated, and exhibits at a single view, the number of 
pounds to the square inch of cross-section, which tim- 
bers of difierent lengths ^ill bear with safety, at inter- 
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vals of 2 diameters in length, for all lengths between 6 
and 60 diameters. The first colamn gives lengths in 
diameters, and the second, the namber of pounds to 
the square inch, borne, with safety. 

Tbansybrse Strength op Wood. 

CXLII. Pine timber will bear a transverse strain of 
1500 or IGOOSbs. to the square inch of cross-section • 
that is, the projecting end o^ a beam will bear 1500&>s. 
for each square inch of its cross-section, applied at a 
distance from the fulcrum equal to the depth of the 
beam ; the force acting parallel with the sides.. In 
other words, a beam 1 inch square upon supports 2 
inches apart, will sustain 8,000&>s. midway of supports, 
provided the timber be not split or crushed ; as would 
certainly be the case with so short a leverage. 

It will therefore be proper in practice, never to ex- 
pose this material to a greater transverse strain than 
250&S. (upon a leverage of 1 diameter), to the square 
inch ; and, to calculate the strength of a projecting 
beam, this quantity should be multiplied by the crods- 
section and the depth, and the product divided by the 
distance of the load from the fulcrum. |_xciv.] 

For the safe load in the middle of a beam supported 
near the ends, take four times the above quantity 
(«■ l,000S>s.), multiply by cross-section and depth, and 
divide by length between supports. 

A beam will bear twice as much load uniformly dis- 
tributed over its length, as when it is concentrated in 
the centre, in case the bea;n is supported at the ends, 
or at the end in the case of a projecting beam. 

But these are familiar principles and need not be 
dwelt upon in this place. 
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Cleavagb. 

CXLin. In order that a piece of timber may act by 
tension, it is necessary that a portion of its fibres be 
separated, to form a heading for the stretching force to 
act against ; and, that the strength of the piece may 
be made available for as great a part of its length as 
may be, without having the head split off, it becomes 
important to know the power of the material to resist 
such a result • 

Let ab Fig. 54 represent a heading by means of 
which the stick is made to act by tension. Now, as the 
timber is incapable of supporting upon the ends of its 
fibres with safety, for a great length of time, a force of 
more than 8 or 10 hundred pounds to the square inch, 
the area ab should contain at least one square inch'^for 
each l,0009b8. .to be applied to it. And, if the head 
ab be too nigh the end of the stick, the part abed will 

Fig. 54. 




^ — *^^ ""Hf ' 1 



split off, and be thrust over the end of the timber. It 
is found by experiment that to produce this effect upon 
timber of sound and straight grain, requires a force of 
nearly 600fi)s. to the square inch of cleavage in the area 
efcb. It is therefore obviously necessary to safety, that 
the head a6, be at a distance from the end, equal to at 
least 10 times the depth (ae) of the head, that the area 
of cleavage may be sufficient to stand as great a force 
as the area of head can stand ; i. e., there should be 
10 inches of cleavage surface to one inch of head surface. 
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If the beading be formed in the central part of the 
sticky as by a mortice or pin hole, two cleavages must 
be made from the hole to the end in order that the 
part may be forced out. Hence, the hole need be only 
about five times the width of hole from the end ; that 
is, an inch hole should be five inches, and a two inch 

hole, 10 inches from the end. 

♦ 

Transyersb Crushing. 

Timber is sometimes liable to be crushed by forces 
acting transversely to the direction of its fibres. .If 
the pressure be applied to the whole side of the piece, 
it should not exceed 150, or at most 200ft9. to the 
square inch, in practice. If acting on one-half of the 
surface, it may perhaps, be SOOfcs. to the inch, Without 
yielding very injuriously ; and, for a very small portion 
of surface, as under a bolt head or washer, a pressure 
of 500fi>s. to the inch may be admissible. These limits 
are taken with reference to pine timber. Hard timbers, 
will bear, probably, 25 to 60 per C. more with safety. 

Connections of Tension Pieobs, and Proportionate 
Amount of Available Section. 

CXLIY. From what has been already said, it fol- 
lows that for a piece to act with the best advantage by 
tension, if the connection be made all at one point in 
the length, one-half of the fibres require to be cut off*, 
BO as to form an area of heading equal to the cross-sec- 
tion of the remaining part of the stick ; since it has 
been assumed that the power to resist tensile strain 
with safety, is the same as the power to resist compres- 
sion upon the ends of fibres. But if several headings, 
or shoulders be made at different points, or distances 
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from the end, a less portion of the fibres require to be 
separated. 

If, upon a piece 4 inches thick, instead of one shoulder 
2 inches deep at 20 inches from the end, we make two 
of one inch deep, each, the one at 10, and the other at 
20 inches from the end, we have the same area of 
shoulder, and 50 per C, more fibres to act by tension ; 
which may be made available by another shoulder at 
80 inches from the end. Thus a greater proportion of 
the fibres, but a less proportion of the length is availa- 
ble. 

In the same manner, if a piece be connected by 
pinning, requiring 2 pins of 2 inches in diameter, at 
10 inches from the end, fourl inch pins, two at 5, and 
two at XO inches (if stiff enough), give thesame shoulder 
surface, and require the cutting of only half as many 
fibres ; and, two more pins at 15 inches from the end 
will give fths of the whole area of section available for 
tension. In case the smaller pins be not stiff enough, 
they may be of an oblong section in the direction of 
the strain. 

A still further reduction of depth of shoulder or 
width of pin, will make a still larger proportion of the 
fibres available, but not so much laiffth; and, experi- 
ence and judgment, with a little calculation, must dic- 
tate as to the proper medium in this respect. The 
theoretical limit is, when the shoulders are infinitely 
small, in which case, the whole cross-section becomes 
available. But, as the resistance to cleavage must be 
equal to the force of tension, it follows that the loss in 
available length, is proportional to the amount of 
cross-section available for tension. 

In practice, it is usually not expedient to estimate 
more than one-half or two thirds of the whole section 
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as available for tensioD. This reduces the safe practi- 
cal strain for timbers sustaining tension, to from 500 
to 700ft>s. to the square inch, for the whole cross-section ; 
and the proper point between these limits should be de- 
termined by the mode of forming the connections in 
specific cases. 

Pins ov Wood and Iron, for oonnectinq Timbers 

IN Bridge Work. 

CXLV. Perhaps no more suitable place will occur 
for making a few general remarks upon the merits and 
uae of pins for connecting pieces of timber. 

While it is readily admitted that the phink lattice 
girder, put together exclusively with wooden pins, an- 
swered an excellent purpose in affording cheap and 
serviceable bridges in this country when timber was 
abundant, and the iron manufacture in its infancy, it 
is nevertheless believed that the use of wooden pins in 
bridge construction, is not desfliied to a long continu- 
ance. Where pins are required in wooden bridge 
work, it is thought that iron may be used with a de- 
cided advantage over wood — not in the lattice bridge 
of the usual form, composed of a great number of dia« 
gonals, and a legion of connecting pins ; but in a modi- 
fied form (as in Figures 13 and 19), with a greatly 
reduced number of pieces, and points of connection. 

Wooden pins for the purpose under consideration, 
do not possess sufficient strength in proportion to the 
surface, unless made so large as to require too much 
cutting of the timber. Moreover, the action upon the 
pin tends to crush it laterally, in which direction the 
hardest timbers available for pins, scarcely offer as 
much resistance as the ends of fibres to which they are 
opposed. 

86 
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Where pieces are connected with their fibres paral- 
lel, wooden pins or keys with cross-sections elongated « 
in the direction of the grain, to give them the necessary 
strength, may be employed withoat too much catting 
of the timber. But, as just remarked, the key is liab]e 
to yield before the cut ends of the fibres are taxed to 
their full capacity. It is therefore poorly adapted to 
the purpose in any case wher^ great strength is required. 
Moreover, when the pieces to be connected are placed 
across one another, the hole will not admit of elonga- 
tion without too much cutting of at least one of the 
pieces. 

If it be required to connect a piece by a pin between 
two other pieces as seen in Fig, 55, upper diagram, 
the pin, as already seen, should be strong enough to 
bear as much strain as the opposed surface can sustain. 
Now, we have seen that this can scarcely be done by 
wooden pins. Still if sufBciently stifi', they may yield 
somewhat to compre^ion, without matenal loss of 
strength. 

Taking the transverse strength of pin timber at 
SOOSbs. to the inch, with leverage equal to diameter, 
the expression 4 x SOOad -rl (a representing the cross- 
section, dy the diameter, and /, the length of pin, be- 
tween centres of outside bearings), gives the amount 
which the pin will bear in the middle. 

Now, the two outside pieces, having each half the 
thickness of the centre one,* I must equal IJ times 
the thickness (Oi of the middle piece; while the eifect 

* The oatoide 1 )eRri nsrs may be regarded as concentrated at the centres 
I ,^^ I ^ ^ % of thickness of the pieces, while the stress 
'"^ of the pin in the centre, is the same as if 
the force exerted by the middle timber, 
were concentrated half and half at the 

3 centres of the two halves of the piece ; see 
diagram. 
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of the force exerted by said middle piece, is two-thirds 
of what the same force would produce, if coDcentrated 
in the middle of the pin, and cousequently, the pin 
will bear 50 per 0. more. Hence, we have 4xl^x 
800ad-s- 1J^,= 1200arf-i-^,s» strength of the pin. 

But the opposed surface will bear 1,000^ ; and put- 
ting this expression equal to the former, and deducing 
the value of d, in terms of tj it will show the smallest 
diameter of a wooden pin, strong enough to bear as 
much as the opposed surface. This equation gives 
d « 1.03/ ; t whence, it appears that the wooden pin 
should be 3 per C. greater in diameter than the thick- 
ness of the middle timber. 

In the same manner, the strength of an iron pin in 
the same circumstances, is respresented by 4x1^ 
x5,000arf -«- l^ty =" 20,000ad -h /, which made equal to 
IjOOOtd^ gives d » 0.252/, hence, the most economical 
diameter for an iron pin in fastening one piece between 
two others, is about ^th the thickness of the middle 
piece; i. e., taking the stiffness of a round pin at 
5,0009bs. But reducing it to 4,500&>s. as proposed in 
another place [xcviii], it gtves d » 0.266/ ; whence, 
even upon this basis, it will be safe in practice to make 
d B ^/, and the whole length of pin » 2/, so that it may 
extend into the outside pieces to the extent of half the 
thickness of the middle piece. 

Since the outside pieces (Fig. 55), require half the 
thickness of the middle piece, and the pin requires a 
diameter equal to ^Z » J the thickness of outside pieces, 
it follows that in pinning or spiking a plank or timber 
to the outside of a thicker piece, the pin or spike should 

t Dividinjor the equation 1200ad~^ '^ISMtd, by lOOd and mnlUply 
Ing by t, Rive 12a — 10t\ But 13«-- 12x .7854d», — 9.4248(r, — lOt*- 

whence, cP — 1.06U*, and d— v/OSIF — 1.08^ 
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have half the thickness of the piece attached, that it 
may not bend with less force than the ends of the 
severed fibres can bear ; and should extend into the 
thicker timber at least 6 times its diameter. For, as 

Fio. 55. 



£ 




the inner portion of the pin or spike, must act upon 
the wood in the same direction as the part through the 
attached piece, it requires the same amount of surface 
to act upon, while the intermediate portion requires a 
surface equal to that acting upon the two end portions. 
And, even in this condition, the pressure is not uniform 
upon all parts of the length of the pin, since there is a 
neutral point, as represented by the upper dotted line 
(lower diagram, Fig. 55), where the pressure changes 
from one side to the other, and, near this point, must 
be very light in both directions. Hence, for the most 
perfect results, in such cases, the pin should probably 
enter the thicker timber to a distance of 7 or 8 times 
the diameter of the pin. 

When the end bearings of the pin act transversely 
to the grain, they require at least 50 per C. more ex- 
tent of bearing, or even twice as much, when practica- 
ble. At 50 per C. { « If ^, and the effect of the pressure 
exerted by the middle piece, is fths that of the same 
force at the centre of the pin. The equation for the 
proper diameter of the pin, then, is 4xJx5,000arfH-lJ< 
== 1,000/d ; whence, d « 0.283/, and length of pin «2Jt 
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Splicing. 

CXLVI. The term splicing^ as applied to timber 
work, may be defined to be the uniting of two pieces 
of timber by their end portions, so as to form (in figure) 
a continuous timber upon a straight axis. ' 

The splicing of timber to withstand a thrust action, 
requires only the meeting of the squared ends of pieces ; 
or, a half lap, formed by removing the half of each for 
a foot or two, more or less, from the end, and lapping 
the remaining halves, so as to have the extreme end of 
each, meet the shoulder of the other. 

But the splicing of pieces to withstand tension, ob- . 
viously requires a more complieated process; and, 
from what has already been said, [cxliv,] it is clear 
that only a part of the absolute section can be made 
available to withstand a tensile strain. 

Fig. 56. 




In Fig. 66, we have the profile of a lock splice, by 
which one-third of the section is available for tension ; 
the depth of the locking being equal to one-third of 
the thickness of timber. Now, that the locking may 
not split off, we have seen that the lap should extend 
10 times the depth of lock, each way, making a lap of 
6| times the thickness of the timbers. 

By slanting the timber to a thickness at the end equal 
to that in the neck of the lock, we lose none of the 
cleavage required to split off the hook, while we gain 
in amount of section where it is required for bolt holes 
to secure the splicing. Otherwise, the bolt boles would 
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reduce the available sectiou below one-tbird of the 
whole. 

It is proper to observe with regard to this splice, 
and also the succeeding one, that the power being ap- 
plied upon the reversed shoulder, or hook, out of the 
Hue of the unbroken fibres which resist the power, 
the tendency is to throw tf^e ends outward, and pro- 
duce a degree of lateral action, which weakens the 
timber to a somewhat greater degree than in proportion 
to the amount of fibres severed. 

Fio, 67. 




With a double lock splice, as in Fig. 57, one-half of 
the section is available. This requires a lap of 10 times 
the thickness of the timber. 

By three lockiags upon the same principle, { of the 
fibres may be utilized for tension, with a lap of 12 
thicknesses (or 12^), and, by a lap 18}^, we make two- 
thirds of the fibres available. Finally, by a lap of 20L 
and an infinite' number of lockings the whole cross- 
section would be available. 

But this, of course, is a point not attainable in prac- 
tice. From I to } — say an average of }, is as much 
as can be reckoned on, and about as much as can usually 
be made available for tension, at the end connections 
of a single timber. 

Splicing may also be effected by a plain scarf, with 
bolting, pinning and spiking, as indicated in Fig. 58. 
With bolts, pins and spikes properly arranged and pro- 
portioned, a strong splice may be formed in this 



"Wooden Beidges — Splicing. 287 

manner, with a less lap than what is required in the 
lock splice. In this case the fastenings should pass 




through at right angles with the plane of the joint, that 
they may not be slackened by a slight yielding of the 
timber to pressure, in the holes. This, however, is a 
device which will probably, seldom be resorted to in 
bridge construction. 

Timbers may also be shackled together end to end 
by iron bolts and straps, as shewn in Fig. 59. The ag- 
gregate cross-section of straps should be about 1 square 
inch to each 10 to 15 thousand pounds of strain which 
the splice is intended to bear; and the diameter of 
bolts fastening the straps, about one-fifth of the thick- 
ness of timber, to secure the greatest effect for the 
amount of section destroyed in cutting the bolt hole. 



Fig. 59 



i 




To connect two timbers 10x12 inches, so as make 
half of the fibres available for tension, we may take 6 
straps 2 feet long from hole to hole, and containing a 
cross-section of about 1 square inch, each. Also 6 
bolts of 2'' in diameter, and arrange the straps and 
bolts as shown in the figure, the straps being placed 
upon the 12" sides. This will cost, say for ITOfcs. of 
iron at 7cts., $11.90. 



■ 

/ 



288 Bbid^b BuuDiNa. 

The expense of a doable lock splice (Fig. 57), will 

be about 7 cubic ft of waste timber, $8.50 

40&S. of iron bolts^ washers and plates,... 2.80 
Labur in fitting the timbers, say, 1. 

Total,....: $7.80. 

showing the shackle conn^ion to be from 4 to 5 dol- 
lars the more expensive. 

CONSTBUOTION OF WOODBN TbUSSBS. 

OLVn. With a thorough comprehension of the 
power of timber to resist the various kinds of strain to 
which it may be liable in bridges, and other timber 
structures, and of the general principles of forming 
connections in timber work, as attempted to be ex- 
plained and set forth in the last few preceding pages ; 
and a knowledge of the general forms of arrangement 
tor the several members in bridge trusses, or girders, 
and of the manner of computing the stresses to which 
the several parts are liable to be subjected, as treated 
of in the first 100 pages or so, of this work, the details 
of practical construction of wooden truss bridges may 
be intelligently entered upon. 

Nothing more elaborate will be here undertaken, 
than a reference to general forms of trussing suitable 
for wooden bridges of different spans, and a descrip- 
tion of what seem to be the most feasible methods of 
forming connections at peculiar and specific points. 

The method pursued will be, to proceed from the 
shorter spans, and more simple combinations, to struct- 
ures of greater length, and requiring a greater number 
and a more complex arrangements of parts. 
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Two Panel Trusses. 

CLVni. The form presented in* Fig. 8, with rafter 
braces ad and dc^ and a tie or chord ac, together with 
an iron tension member db (in 1 or 2 pieces), is proba- 
bly the best adapted to bridges from 20 to 25 feet in 
length. The braces should meet with a vertical joint 
at d (Fig. 8), and toe into the chord tie with two head- 
ings, and one or two small bolts, as in Fig. 60. 

Fia. 60. 




Assuming the brace to be capable of sustaining a 
thrust of 500Ibs. to the inch of section, and the heading 
l,0009bs, to the inch, the aggregate depth of heading, 
a/, and &, should be one-half the depth c6, of the brace ; 
and, the point /, should fall below the point d^ by 
y\^ 0^, so as to give a length of cleavage /A, ■& \Qaf or 
10 dh. The shoulder dt^ then, should be, 

(1),... de^\cb—^ad,^\cb — ^ah + ^db. 

We here speak of a (2 ft as a straight horizontal line, 
not shown. This is regarding af as equal to the verti- 
cal depth of cut at af; which will be sufficiently near 
the truth for our present purpose, provided the brace 
be not very steep. 

But (2),...(fe«>d6. sin. cftf, ^db. sin. cab. 

37 
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and, putting this value ofde equal to the one above, 

and changing vulgar to decimal fractions, we have, 
(3), ..rf6. sin. C£i6 »■ 0.5 cb — O.lab + OAdb. 

Then, transposing, and uniting co-efficients of ^6. 
(4.).. .(sin. cab — O.l) db —0.5e6 — O.loi, whence, 

/c\ jh 0-5 <!6-- 0.1 aft 
\yh"'^ ^Ein, cab-- o.l 

Now, from equation (2) we derive rf6=* ^^ ^^ , which 
value of dh being substituted in equation (5), we have 

//»\ ^ 0.5 eb — 0.1 oft 1 ix« 1 • ^ I « 

, (6). - b-e:^ - Bin. 006-0.1. > whence, mnltipljing by 
sin. cab. we derive, 

(7),... de - °°'*~°^'^ Then, Bubstituting for aft, its 

Bin. coft 

equal, ^j-^ the last equation becomes, 

* . . O.leb f -, 0.1 A^ 

(8),...rfe ^ 0.1 - ^ 0.1 

B It. ca6 Bin.cab 

Making the angle cab — 26°38J', which is regarded 
as a suitable inclination for the brace, being one, ver- 
tical, and two, horizontal reach, sin. cab — 0.447, which 
substituted in (8), gives de ■■ .856 cfr, and af^ .144e6. 

This, it will be recollected, is deduced upon the 
supposition that the brace will sustain a compression 
of 500fibs. to the inch, and no more; which will depend 
upon the length as compared with the least diameter. 
If the brace be capable of bearing with safety, more or 
less than SOO&s. to the inch, the heading, or butting 
surface should be more or less than half the area of 
cross-section, in like proportion. For, if unnecessarily 
large, it requires too much cutting of the chord, and 
if too small, the pressure upon abutting surfaces be- 
comes too great. 

With the inclination of brace above assumed, the 
compression upon the brace obviously equals the weight 
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sustained multiplied by s/h ; and, for a rail road bridge^ 
at 1^ toDS to the lineal foot, the weight upon each 
brace, will be 6,250Bb8. — \\o ; or say, J (w? + w') « 
7,500Bbs. This by s/h, gives 16,770ft)s. - thrust of 
brace, while 15,000fl>s. -• tension of chord. Now, at 
600fi>3. to the square inch of gross section, the chord 
requires 30 square inches, and the brace 83} inches^ 
being a little less than &' square. But the length of 
brace being about lift, or 22 diameters of a 6^' stick, 
we find by the table [cxli], the brace is only capable 
of bearing 4l69bs. to the inch. Hence, with a ^" least 
diameter, a section of 40.8 inches, or nearly 6" x 7", 
becomes necessary. Still the butting surface required 
is only 16.77 square inches — a little less than ^\" depth 
(at right angles with the brace), by 7" in width. 

This 2} inches in depth may be divided between the 
two shoulders at a and d^ in any manner that will leave 
a length of cleavage from a to the end of the chord 
equal to 10 qf, or more strictly 10 a/x cos. ca6, which 
equals the vertical depth of cut at/. But the line df^ 
should preserve a descent, equal to ^th of its length. 

The depth of shoulder being thus reduced from \ch 
(an 8'' in this case), to ^W de is diminished in the same 
degree, and from .S56cfr, becomes |X.S56cfr «■ .2966cfr; 
and, substituting 6" for cb, we have de « 1.78 inches. 
In the meantime «/ becomes §x.l44c6, =■ .72''. 

The vertical depth of cut for efc, «= 1.78", is 1.78xco8. 
cab, « 1.78 x. 894, — 1.59". Add to this the vertical cut 
at/, equal to .642'' and it makes 2.233", » aggregate 
vertical depth of cut in the chord, whence the distance 
eg should be 22.33 inches, to afford the necessary re- 
sistance to cleavage. 

Now, we require in the chord 16 square inches of 
unsevered fibre, to withstand the horizontal thrust of 
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the brace while we require, as seen above, 1.59 X 
7 «= 11.13 inches to be cut away to form foothold for 
brace, making aggregate section of chord ■» 15+11.13 
« 26.13 sqr. inches, equal to about 7" x 3f", by strict 
computation. 

Timbers so small, however, although capable of sus- 
taining, without excessive stress, any action to which 
a bridge is legitimately exposed, is not to be recom- 
mended in practice, as the structures might be de- 
stroyed by casualties which would but slightly affect 
the large timbers required in heavier and longer struct- 
tureg. * 

The centre of bearing of the truss upon the abut- 
ment, should be directly under the point t, at the 
meeting of central aifes of the brace, and the unsevered 
portion of the chonL Otherwise, an injurious lateral 
strain would result to the chord at its weakest point. 

The transverse beam at the centre of the truss, may 
be placed above the chord or below, as preferred, and 

sustained by 2 suspension bolts descend- 
ing divergently from a saddle, or double 
washer at the vertex of the braces, pass- 
ihg through the beam, and secured by 
nuts and washers upon the under side of 
the beam, as shown in Fig. 61. The 
divergence of bolts should be from }th 
to |th their length, and the section of 
bolts, a trifle more than what is required 
simply to sustain the weight, as they may 
act unequally, in consequence of a small 
lateral tendency of the braces. 

A small bolt should pass vertically 
through chord and beam, to preserve 
them in place. Also, a small bolster, or corbel block 
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(;• Fig. 60 and 61), under the chord at the end, affords 
Bome protection at the weak point in the chord. 

A pair of horizontal x braces in each panel, between 
beam and abutments, or plate timbers upon abutments, 
are required to produce lateral steadiness in the struc- 
ture. 

The idea of constructing the trusses of a rail road 
bridge, even of 20^ span, of 6'' timbers, to persons in 
the habit of seeing such bridges constructed with tim- 
bers 10 or I'i inches square, will undoubtedly suggest 
visions of catastrophe, courts and coroners ; and, in 
view of liability to casualty, fretting at joints, and per- 
haps surface decay, it may be advisable to use in such 
structures, timbers somewhat larger than the above 
computations indicate as sufficient to withstand deter- 
minate forces. 

But, as an instance of what strength may be obtained 
with very small timbers, properly proportioned and 
put together, it may be here stated that a model of a 
20 feet truss, upon a scale of 1 to 12, constructed as 
above explained, of J" x j^^" braces and chord, bore 
without material injury, 850ft»s. at the centre, equiva- 
lent to 700&>s. distributed, and representing 700x144 
■■ 100,800ft»s. upon one truss, or over 100 net tons upon 
a 20 feet bridge ; being some four times as much as a 
single track rail road bridge of that span is usually 
subjected to. 

With regard to the proper size of transverse beam, 
the formula (see rule [cxlii]), M9^ «. W, (a represent- 
ing area of section, rf, depth of beam, i, length between 
supports, and W, the load in the centre), gives a — 

j^^. Then, assuming i - 15', W = 7,500ft8. (= 
15,000fl>8. distributed), and d ■■ 14'' ; we have a — 
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il^^xU^ ■* ^^-^ square inches ; which divided by depth 
(e/), in inches, gives thickness (Q, « 7 inches nearly. . 
Or the formula < ""y^-^ gives the required thickness* ^ 

directly. But in this case, { and (2 must express length 
aud depth in inches^ since the co-efficient of d (1,000) 
refers to square inches of section. Otherwise, the co- 
efficient must be multiplied by 144 to'make it refer to 
the square foot of section ; in which latter case the 
value of i will be obtained in feet. • 

In the case of beams to sustain rail road track, we 
may let V » length of beam exclusive of the portion 
between rails, aud W =« weight upon the 2 rails. If 
V « 120'' and W - 25,000fts., and d =r 14" the above 

fomula becomes, t - ^^^ - »^ - 15.8 in. 

Threb Panel Truss. 

CLIX. A three panel truss bridge of wood may be 
constructed upon the plan shown in outline by Fig. 7. 
The main braces ah and a'V may connect with the chord 
in the same manner as in the two panel truss described 
in the last section, and illtistrated by Fig. 60; while 
the upper end may be square, and the whole bevel to 
form the angle abV^ given to the member 66'. Or, the 
bevel may be upon both members ; in which case the 
saddle plates at 6 and V should extend over the joint, 
so as to throw a part of the weight directly upon the 
brace. In case the bevel be all upon 66', the saddle 
need not bear upon the brace. 

The counter braces in the middle panel may box 
into the chord and the horizontal 66', in the manner 
shown in Fig. 62, either by the black or the dotted 
lines ; the upper end of the counter toeing against the 
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end of the main brace, when the form of connection 
shown by the black line is nsed. 

As the counter braces cross, or meet in the centre of 
the panel, one may be in two pieces thrusting into the 
other as at c Fig. 62 ; or one member may be in two 
full length pieces, and the other a single brace between 
the former, of such width vertically, as to possess the 
required cross-section ; say 2J'' x 6" for the outside, 
and 4 X 8 for the middle one, and the whole connected 
by a small transverse bolt at the crossing. 

Fia. 62. 




The stresses of the several parts of the truss may be 
determined in the manner explained in section xviii, 
and the timbers proportioned accordingly, and in con- 
formity to rules in relation to strength of timber [oxL 
and cxLi]. For a truss of 80 feet to carry a gross load 
of 15,000Sbs. to the panel, with a horizontal reach of 
brace equal to twice the vertical — chord and " strain- 
ing beam," {pb\ Fig. 7), should be V deep x 9" wide ; 
main braces 8" X 9". Counter-braces being subject to 
only one-third of the movable panel load, may properly 
be 4 X 8 or 5 X 6, if one be severed at the crossing, or 
as above specified, if one member be in 2 full length 
pieces. 

Two counter-braces might cross one another side by 
side, but this would not produce a well balanced action. 
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Bridges of this length of span are, moreover, often 
built with counter braces omitted, for common road 
purposes. But such practice is defective, unless extra 
depth of section be given to the lower chord, so that 
its stiffness may transfer a portion of weight over the 
quadrangular middle panel ; and in no case is it ad- 
visable to dispense with counter braces in a rail road 
bridge of three panels. 

Beams may be suspended by divergent bolts as in 
Fig. 61, and bolted to the chord ; while horizontal x 
ties or braces, as may be preferred, in each panel will 
prevent lateral swaying of the structure. 

The above is probably the simplest and best plan of 
wooden truss for bridges of 80 to 35 feet span. 

Four and Six Panel Trusses. 

CLX. The same general arrangement, with the same 
kind of connections, in trusses of 4 or 6 panels, accord- 
ing to length of span, may be used with good effect 
for common road purposes, in any length up to 70 or 
80 feet. In such cases, each panel should have one 
main brace, and counter braces may be entirely omitted; 
as the partial movable load is seldom so great as to 
neutralize the action of weight of structure upon the 
main braces. 

In the 6 panel truss, the movable must exceed the 
permanent panel load upon the two beams next either 
end, with no movable load upon the other beams, in 
order to neutralize the constant tendency to action 
upon the central pair of main braces. This is obvious 
from the fact that the greatest tendency to tension action 
upon the latter, is 3m?", -• Jm?, while the permonent load 
gives a constant opposite tendency, equal to iw\ 
Should such cases occur, the transverse stiffness of 
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both upper and low chords most be 
overcome before a collapse could 
take place. In the case of iron 
trusses, the chords are supposed to 
have no lateral stifihess at the 
nodes; cousequently,counterbraces, 
or ties, as the case may be, are al- 
ways necessary in one or two panels 
each side of the centre. 

Fig. 68 represents a Six Panel 
truss, as arranged and recommended 
by the author 16 or 18 years ago, 
and adopted by the Canal depart- 
ment of the State of New York, 
for farm and country road crossings 
over the State canals, upon which 
several hundreds of them are in use. 

The arrangement of upper and 
lower chord timbers, and the diver- 
gent suspension rods, to maintain 
the erect position of trusses, as well 
as the assignment of correct pro- 
portions to all the parts throughout, 
are believed to have originated with 
the author of this work. 

The lower and longer portion of 
the bottom chord, is usually in two 
pieces, spliced with double locking 
and bolting (see Fig. 67), over the 
centre beam. Transfer blocks are 
also inserted between upper and 
lower timbers, to transfer a part of 
the stress of the longer to the 
shorter portion, and thus diminish 
the strain at tlie splicing. 
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The long portion of the upper chord may also be 
in two pieces meeting with squared ends, or with a 
plain half lap, of a foot or so. Transfer blocks or 
packing pieces and bolts should likewise be inserted as 
indicated in the figure. 

The dimensions of the several members, of course, 
will depend up^n the length and depth of truss, and 
the load it is required to bear. It is seen by pro- 
cesses explained heretofore [xL and liii], that the 
portion of chord under the triangular end panels, and 
also the eudmost sections of the upper chord, are liable 

to action equal to 2JW-, in which expression W « 

w+w'y h a=the horizontal, and t; « the vertical reach 
of braces. The next sections (top and bottom), are 
liable to 4W-, and the lower chord under the two 

middle panels, to 4JW-. 



The end braces are liable to 2JW \/A* + i;*-i-t;,the 
next braces, to {lOw'^+l^w') v^A* + v^ -&- v, and the 
middle ones, to (6m7"+ Jm?') v^A* + v^ -i- v ; while the 
verticals are exposed to 2JW for the endmost, IW for 
the middle, and 10 w" + IJm?' for the intermediates. 

Now, we have only to assign specific values to w and 
v/y and to A and v, in order to obtain the actual maxi- 
mum stresses the several parts are liable to, from the 
general expressions just found. 

Let A = 12', and v -» 7' ; which, though not an eco- 
nomical proportion, as we have seen [lxiv], may be 
admissible for bridges of light burthens, giving a better 
appearance, and the structure being less top heavy. 

The weight of a light superstructure of this descrip- 
tion, is 18 or 20 tons — say, w?' ■■ 8,000fts. Then, as- 
suming w s 6,000&>s. which will be sufficient for the 
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lighter class of private and country bridges. Then, - «» 

V - 1,714, and V'F+l?-*- 1; = 1.984. 

Substituting these values in the above expressions 
for stresses, we have 2^ x 9,000 x 1.714, = 38,566, « 
tension of end section of bottom chord. For the next 
section, 4 x 9,000 x 1,714 « 61,704ft»s. ; and, for the 
two middle sections, 69,417fl>s. ; while the compression 
of the two portions of the upper chord, is 88,665&>s., 
for the end, and 61,704&>3., for the middle sections. 

The maximum compression of the three sets of 
braces, is 44,653 for the ends, 14,880 for the middle 
ones, and 28,760 for the intermediates. 

The tension of suspension bolts, is, at thd maximum, 
for the endmost 22,500, for the middle ones, 9,000 
( s W), and for the intermediates 14,500. 

The main portion of the lower chord, requires a lap 
at the splice, equal to 10 times its depth, [oxlvi,] 
Hence, the less depth, the less waste in splicing, and 
the more lateral stiffness of truss. But this also in- 
volves greater required section in the lighter braces, 
which become too thin, vertically, to act with advantage 
under compression. 

There is no ready means of determining the exact 
optimum in the ratio of depth to width of timbers in 
this case ; and we shall not err greatly by assuming a 
ratio of width to depth as 3 to 2, or as 4 to S ; neither 
to be rigidly adhered to. 

The bottom chord mav suffer tension in the second 
panel, equal to nearly 62,000&>3., requiring 62 inches 
of net section ; while the second brace has a maximum 
horizontal thrust of nearly 25,000&>s., requiring the 
severing of 25 inches, whence this part of the chord 
should have a gross section of 62 + 25, » 87 inches. 
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This amoaot may be furnished nearly, by a section of 
8J" X 10", 8 X 11, or 7 X 12* Assuming the second, 
the end braces should be 8^ x 11, the next 7 x 11, and 
the middle ones, 5^ x 11. 

We have seen above, that 62,000ft>s. of tension, are 
communicated to the long timbers of the lower chord, 
while the splice at the middle is only good for 500ft»s., 
to the inch of gross section, being 44,000Ibs. ; thus 
leaving a deficiency of 18,000fcs. to be sustained and 
made up by the upper timber. In the mean time, 
the middle braces exert about 8,000S)8. of horizontal 
action upon this piece, under a full load of the truss, 
and near 13,0009>s. at the maximum action of those 
braces. Hence that timber should have a mininum 
net section of 26 inches, + 18 inches to be severed for 
the insertion of transfer blocks. The timber should 
therefore be at least 4" deep. 

The transfer blocks should be 1|" thick, in this case, 
and 15 or 16 inches long, and be well fitted in position 
as indicated in Fig. 63. This mode is preferable to that 
of using blocks twice as thick, and letting one-half into 
each timber by a square boxing ; because it leaves a 
larger section of timber opposite the middle of the 
block where bolt-holes are required. Otherwise it 
would be necessary to provide additional gross section 
on account of bolt holes. The same reason applies in 
the case of braces toeing into chords, &c. ; where the 
boxing, instead of being as deep at the heel as at the 
toe of the brace, should taper out to nothing at the heel. 
See black line at foot of counter brace c, Fig. 62. 

This case has been given in pretty full detail, since 
the plan seems to merit, as it certainly enjoys, a high 
degree of popularity, for small bridges for ordinary use. 
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By increasing the depth to at least |th of the length 
of truss, inserting coanter braces in the two middle 
panels, and proportioning members to the respective 
strains to which they are liable ; this plan is undoubt- 
edly well adapted to rail road purposes in spans from 
60 to 70 feet in length. 

For greater spans than 70 feet for rail roads and 80' 
for common roads, higher trusses, with top connections 
and lateral bracing or tying, should undoubtedly be 
adopted. 

CLXI, The bridge usually designated asBeardsley's 
Bridge, is identical with the one shown in Fig. 63, 
modified by the substitution of iron bottom chords, 
composed of two parallel rods (to each truss) in 6 pieces 
or parts corresponding in size with the stresses of 
chords under respective panels. The middle and 
largest part extending under the two middle panels, 
and the others, each under one panel only. 

These pieces or parts, being connected by turn-buck- 
les, or screw couplings, pass through cast iron shoes, 
into and against which the several braces toe and 
thrust; the shoes being prevented from sliding out- 
ward upon the rods, by the couplings. 

The shoe should in all cases be so formed and located 
that the axes of action of chord, brace and vertical, 
meet at the same point, as it regards the intermediates, 
while as to those upon the abutments, the axes of chord 
and brace should meet over the centre of bearing upon 
abutments. 

This arrangement (understood to have been the sug- 
gestion and device of Mr. Geo. Heath), gives very sat- 
isfactory results, and the only practical question with 
regard to it, as compared with the one with wooden 
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chords, seems to be merely one of economy and con- 
venience. If suitable timbers for chords can be readily 
and reasonably obtained, it is thought to be quite as 
advantageous to use wooden chords. 

Thb Howb Bridge. 

CLXn. A very popular plan of wooden bridges, 
which has, in fact, superseded most others in New York 
and Kew England for rail-road purposes from the time 
of the introduction of the rail road system, is known 
as the Howe Bridge. 

The trusses have upper and lower parallel chords, 
together with main and counter braces, of wood, tied 
vertically by wrought iron tension rods from chord to 
chord, the principle of action being the same as in the 
plan shown in Fig. 68. 

The braces act upon the chords and verticals through 
the medium of cast iron shoes or skewbacks, with ribs 
or flanges let into the chords to a sufficient depth to 
sustain the horizontal thrust of braces, and with tubes, 
or hollow processes, square externally, and having 
round holes to receive the vertical bolts. These tubes 
project downward through the lower, and upward 
through upper chord, between the courses of timber 
composing the chord, being boxed into the timber on 
each side of the tube, so as to leave about an inch be- 
tween adjacent courses for ventilation ; the tubes, ex- 
tending through the chords, reach an iron plate upon 
the opposite side, which serves as a washer, or bearing 
for the nuts of the suspension bolts. 

By this means the vertical action of braces is brought 
directly upon the verticals, without a transverse crush- 
ing action upon the chord timbers. 
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The chords are formed of 8 or 4 courses of timber 
side by side, with a depth equal to two or three times 
the thickness; the joints in the several courses being 
so distributed that no two courses may have a joint in 
the same panel when avoidable. 

Fig. 64, represents a side view in the upper, and a 
top view ill the lower diagram, of a portion of the bot- 

Fia. 64. 




torn chord. At t is represented a view of the tube of 
the skewbackas it would appear with the outside chord 
timber removed ; at m m, the seats of the main braces, 
and c, the seat of the counter brace. Over a, is a 
clamp, or lock piece, and bb' are transfer blocks, or 
packing pieces, to secure the joint, and transfer the 
strain from one to another of the chord timbers. The 
transfer blocks may be placed obliquely as at 6, or 
straight, as at b\ The latter is the more usual, but 
the former leaves the greater section of timber at the 
point where the bolt holes occur. 

The braces are usually placed with a horizontal about 
half as great as the vertical reach, and extending across 
one panel only. Counter braces used throughout, and 
the upper chord made of equal length with the lower, 
giving the truss a rectangular, instead of a Trape- 
soidal form. 
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KoWy it is obvioas that in a rectangular trass, as 
reprosented in Fig. 52, the end posts, and one panel- 
length of the upper chord at each end, as well as one 
counter-brace, are entirely useless, as it regards sus- 
taining weight of structure and load. It win readilr 
be seen, moreover, that no counter-braces except those 
of the two middle panels, in the 8 panel truss, Fig. 52« 
have any sustaining action, unless the variable exceed 
4 times the permanent load of the truss. 

It is furthermore manifest that there is a large 
amount of surplus material in the portions of lower 
chord toward the ends ; the tension of that chord being 
in the several panels, preceding from the end (in the 
case of Fig. 52), as 8|, 6, 7^ and 8. Hence, over one- 
fifth of the material in a chord of uniform section, is in 
excess. 

But the greatest sacrifice of economy in the Howe 
Bridge as usuaJUy constructedy results from the steep pitch 
of the braces. For, while, as was seen [lxvi], braces 
act with about the same economy at an inclination 
^ving a horizontal reach equal to the vertical, as when 
the former equals only one-half of the latter, that is, 
with A "B V and h » ^i?, it was shown in the succeeding 
section, that the action upon verticals was nearly twice 
as great in the latter, as in the former case. For in- 
stance, suppose Fig. 18 to represent a 16 panel truss, 
with thrust braces and tension verticals. Estimating 
successively the action upon verticals with diagonals 
crossing two panels, as in Fig. 18, and the same with 
diagonals crossing but one panel, we find the action 
over 85 per cent more in the latter than in the, former 
case. 

With regard to chords, the horizontal effect is essen- 
tially the same in both cases, while the vertical thrust 
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of braces, being but little over half as great with the 
long, as with the short horizontal reach, may be sus- 
tained by the timber of the chord, thus obviating the 
necessity of tubes extending through the chord from 
the cast iron skewback; and furthermore, may enable 
the iron shoe to be dispensed with altogether, in many • 
cases. Hence wonld result a still further savino: in es:- 
pense, as well as in weight of structure. 

Take, for example a brace 10" square, capable of 
resisting a tnrust of 50,0001b8. in the direction of its 
length, and a vertical pressure of 85,000&>s. when in- 
clined at 45°. Whether the end be cut as at rf, e, or/ 
(Fig. 64), it covers a horizontal area of 141 square 
inches, giving a square inch for every 250B>s. of vertical 
pressure. This does not much, if any, exeeed the ca- 
pacity of timber for resisting transverse crushing, aa 
estimated in section cxliii, when acting upon a portion 
of surface so limited with respect to the whole. 

Perhaps, however, the propriety of dispensing with 
the iron shoe, should not be too strenuously urged. 
But there seems to be little excuse for incurring the 
sacrifice of iron required in suspension bolts in case of 
the steep braces, over what is required with the greater 
inclination. The interferenqe of bolts with braces, 
when the latter reach across two panels, is perhaps the 
greatest obstacle in the way of adopting the latter ar- 
rangement; and this may be managed by either pass- 
ing the bolts through the intervening braces (which 
does not materially impair their strength, when sup- 
ported at intervals by counter-braces), or between 
main and counter braces, as may seem most favorable ^ 
in respective cases, 

In view of the above considerations, the author can 
not avoid regarding the usual practice in the construc- 
tion of Howe Bridges, as decidedly faulty. 
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Trapezoid without Verticals.* 

CLXm. This form of truss, Figs. 13, 15 andl9,haB 
been shown [xliv, &c.], to be liable to a less amount 
of action upon materials, in sustaining a given load 
under like general conditions, than any of the other 
forms analyzed in this work ; and this advantage may 
be made practically available in wooden bridge con- 
struction, by a system of chords and diagonals con-* ' 
nected by transverse iron bolts and pins at the nodes 
of upper and lower chords. 

The lower chords should be proportioned in their 
several parts, nearly in accordance with the stresses to 
which such parts are liable. This may be accomplished 
by a pair of parallel courses of timber of uniform sec- 
tion upon the outsides of the chord from end to end^ 
placed at such distance asunder as to admit the ends 
of diagonals between them, and also, to admit of addi- 
tional courses of chord timbers upon the inside of the 
former, to be introduced as required toward the centre^ 
to give in each panel a section of chord, proportional 
to the computed strain for such part. 

The pieces composing the several courses, may 
be spliced with the double lock, Fig. 57, usually with 
the centre of the splice at the nodes, or connecting 
points of chords with diagonals ; no two splices in the 
same half^^hord to occur at the same node. 

The upper chord should be increased in section by 
enlargement of the seeHon rather than the number of 
courses. Or, in some oases, timbers may taper ia 
thickness toward the ends of chords, either upper or 

* The characteristic of this truss, is not that strictly speaking it has 
BO \ertic»Ll memben, but that thete is no general alternate ttainflfer of 
weight from diagonals to Tertieals, and the contrary. 



WOOIMBK Bbizk}ss. 807 

lower. For infirtaneei if 6^ in thickness be sufficient 
in the end panel, and 7" be required in the next, a 
timber extending over the width of two panels, 6^' at 
the flmaller, and 6'' at the larger end, will answer the 
requirement with perhaps less waste of timber and 
labor than would suffice under a different arrangement. 
But such matters must be left to the judgment of the 
designer. 

The u][^er chord acting by compression, the timbers 
nay be connected by a half-lap of 1| or 2 feet at the 
Bodes, where the main connecting bolts will secure 
the ends. 

The diagonals which act principally by compression 
(represented as the narrower ones in Figs. 65 and 66), 
may be in pairs, while those mostly exposed to tension 
Ithe wider ones), may be single, and placed between 
the former. Thus usually three pieces are united at 
each node, 

Fio. 66. 
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In some cases where the thickness of diagonals ex* 
ceeds the cpace between half-chords, the thrust dia- 
gonals may be shouldered to fit a boxing upon the in- 
side of the chord ; as by either of the yertical dotted 
lines, Fig. 65. Sometimes also, the boxing may ex- 
tend through the whole depth of the chord, so as to 
toqulre no cutting of the diagonal; iuid again, the 
thickness of the diagonals may be reduced in the parts 
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between chords, and no cutting of chord timbers re- 
quired,. 

When cutting of timbers becomes necessary for pur- 
poses as above, it should be in the parts where the 
greater surplus over the necessary net section occurs, 
whether, in chord or diagonals. Every part should 
have a square inch of net available section for each 
lyOOOfibs. of tension, and a square inch of bearing upon 
bolt, pin, or shoulder, for each l,000fi>s. of either ten- 
sion or thrust to which the part is liable; and the 
bearing upon bolts and pins should be estimated as 
equal to the diameter multiplied by the length of hole 
through the piece ; or, equal to the section of timber 
severed by the hole. 

■ 

CLXIV. Fig. 66 is a general representation of the 
half of an 8 panel truss, suitable for a 100 foot common 
road bridge. Let v = 14', ■» distance between centres 
of upper and lower chords, and h ■■ 12J', «■ horizontal 
width * of panel. Then, assuming w = 10,000&)S. 
(= movable panel load), and tn' = 4,0001bs. (■= perma- 
nent panel load), we have - «= .898 (nearly), and d » 

18.77' ■» length of diagonal; whence, - « 1.34; and, 
computing the stresses of the several parts and mem- 
bers by the process explained in sections [xuv, &c.,], 
the maximum vertical pressure at a equals 49,0009)s. 
giving a longitudinal compression upon at, equal to 
65,660&>s., and a tension upon a6, equal to 48,7509>8. 

For the double member ai^ 8" x 9" timbers are suf- 
ficient; while 4"xl2" (in each half), would answer 
for ab. But to ^ve greater transverse stiffness for 
supporting floor timbers, it is preferred to have the 
outside course of lower chord timbers 5 x 12 inches. 
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The piece bj having no office but to fill the space at 
i, and to give support to a i\ may be of any convenient 
dimensions. 

The maximum tension of other portions of the lower 
chord is, for be^ 56,250; for cd, 81,250, and for de^ 
93,750&m. For the upper chord, we have compression 
of ih, hg and gf^ 62,509&>s., 87,5009)., and 100,000a>s. re- 
spectively. 

The diagonals and verticals are liable to maximum 
tension and compression as shown in the following 
statement ; and may properly be of dimensions as 
marked opposite each in the right hand column below ; 
in case of double members, the figures indicate the 
width and thickness of each. 



Parts. 


Tensioa, lbs. 


Compression, lbs. 


Croes-Sectiott, inches. 


U 


28,000 




double & X 11 


ci 


28,140 




single 5 X 12 


dk 


20,486 




" 4 X 12 


^ 


12,780 


.670 


" 8 X 11 


fd 


6,700 


6,700 • 


d. 8x 6 


yc 


670 


12,780 


" 8x 6 


hb 




20,425 


" Six 7 


ia 




65,660 


«« 8x 9 

r 



The inside course of lower chord timbers may be — 
a 4" X 12" piece extending from d across the two mid- 
dle panels of the truss, spliced at each end to a taper- 
ing piece 4 X 12 at dj and 2 x 12 at & ; and consequently, 
8 X 12 at c. Then, leaving a space of 8" between half 
chords at d and e, we hava 10" at c, and 12" at h. 

Each half of the upper chord should be 8'' x 12", in 
the two middle panels, and placed 9" apart ; connect- 
ing with a tapering piece each way, fix)m 8 x 12 at g^ 
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to 6 X 12 at t ; where the end should be beveled to a 
line bisecting the angle aih^ and abut against a beveled 
shoulder upon the upper end of the king brace ai. 
The king brace is also cut away upon the inside, leav- 
ing only V in thickness, to make up, with bi and ic, a 
thickness equal to the space (18^^ between the half- 
chords at i. 

The parts thus meeting at i are to be fastened by 2 
transverse bolts of at least 2}'' in diameter. These 
afford the requisite square inch of bearing surface for 
each l,000ft>8. of pressure, with an unimportant de- 
ficiency for the member tc, which may be eked out with 
a V pin through bi and ic only, if thought advisable, 
thus giving 55 square inches for vertical and diagonal 
together. 

These members should extend at least 14'' beyond 
the centres of holes. 

At h and ^, the three diagonal pieces just fill the 
space between chord timbers, and require at A, two 
bolts and one plain pin of If in diameter, and at ^, 
the same number &c., of If diameter. The diagram 
shows only two bolts at each connection. 

At the point f, where two pairs of braces meet, one 
pair may be cut off at the meeting, and a 4 by 6 inch 
piece introduced, lapping 2 feet between the cut pieces 
(reduced each ^ inch in*thickness, inside, to the extent 
of the lap), and secured by 2 bolts and 1 pin of 1^' 
diameter; the upper end passing between the opposite 
braces, the latter being boxed f inside, to afford room 
for the i" piece ; and the whole secured by a single 
1|" or If" bolt through chord and braces. 

The connections at the lower chord are somewhat 
more complicated, but involve little difficulty. The 
best connection at a, is made by cutting a vertical 
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sboulder or heading i" deep, upon both Bides of the 
half chord, as shown by the vertical dotted line in the 
diagram A, Fig. 66; the brace being forked with 
counter shoulders upon the inside. This affords 86 
square inches of shoulder surface, which, assisted by 2 
boljs of r' diameter, give 50 square inches, to with- 
stand less than 44,000&>s. The end of the brace is 
thus made to bear directly upon the abutment without 
any crushing action upon the chord. 

At 6, the space in the chord is 12'', while the verti- 
cals descending parallel, would occupy ll'i. But ^v- 
ing a divergence of 2J", and boxing f " upon the inside 
of chord timbers, leaves a space of 6 J" between verti- 
cals at b. Then, boxing bh i^' upon the inside at the 
crossing with w, there will be a 8'' space between 
braces bh at 6, and a thickness of 4^'^ (of the pieces bh) 
between the verticals bi ; also, a shoulder of 1 J" upon 
the outside, which may be made to act vertically in a 
boxing upon the inside of it, thus securing the requi- 
site bearing surface for the thrust of bh. Thus ar- 
ranged, the point should be fastened with 2 bolts and 
1 pin of If diameter. 

The piece bj will have 8'' in thickness at 6, and will 
be furred out, if necessary, to fill the space atj. 

The space at c is 10^' ; and, eg being shouldered } 
at the upper side of the chord at c, and boxed ^'' at the 
crossing with Arf, the point c may be secured by 2 
bolts and 1 pin of 1 J" or 2" diameter. 

A J" boxing of df at rf, upon the inside, leaves a 
thickness of 9'', being 1" greater than the space in the 
chord, and the pieces df therefore require a further re- 
duction in thickness upon the outside between chord 
timbers, of J" upon each. The point d, requires If" 
bolts and pin. 
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The two siogle diagonals meeting at e^ may be 
halved into one another at the oroBsing, and a 3 xll inch 
piece lapped and locked on to each, as shown 
^'^A^-* by a a in Pig.67 ; thus serving to fill the space 
in the chord, and to restore strength to the 
diagonals. The lap pieces are to be reduced 
to 2^" in thickness below the lock at L 
Two 1^'^ bolts are sufficient at the point e. 

Transverse joists, or floor beams may 
be placed upon, or suspended below either 
the lower or upper chords. Sway bracing 
may be locked and bolted upon the upper 
chords, and iron x tie rods used at the lower 
chords ; the beam timbers being shouldered 
against the inside of cords, so as to strut 
them apart against the action of the ties. 

Angle braces from the king brace az, to a transverse 
beam from truss to truss at t, will aid in preserving the 
erect position of trusses. These braces should usually 
be lapped and bolted at the ends, so as to act by either 
tension or thrust 

The preceding specifications, it is hoped, will serve 
to make the peculiarities of detail in the kind of truss 
under consideration, properly understood. It may be 
deemed advisable to adopt the rectangular, instead of 
the Trapezoidal form of outline for the truss, by extend- 
ing the upper, to the same length with the lower chord, 
inserting vertical posts at the ends, and exchanging the 
double vertical bi^ to a single diagonal meeting the up- 
per chord and end post at their point of junction ; thus 
simplifying the connections at b and i. 

This modification, unlike the case of the trapezoid irzVA 
verticals, involves no increase in amount of action upon 
materials, though it increases the number of members, 
and changes the manner of distribution of the action. 
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MODULUS OF STRENGTH, FOR BRIDGE 

TRUSSES. 

It is shown in preceding pages of this work, that, 
knowing by experiment the strength of the maiterials 
to be employed, we may calcolate the necessary cross- 
section of each part of a bridge truss, in order that it 
may sustain a given load, with a given stress upon the 
materials. 

It is sometimes, however, a satisfaction to have a 
confirmation of the correctness of our calculations, by 
direct experiment upon the same combination com- 
plete, which we propose to employ for actual use. For 
this purpose, instead of applying the test to a full sized 
structure, which would involve a great deal of labor 
and expense, the test may be applied to a model, made 
in the true proportions, upon any scale. 

Now, it is obvious that with the same combination 
and arrangement of members, the stresses, whether 
positive, negative or transverse, produced upon the 
several parts by the acting forces, will be in proportion, 
throughout, to the weight sustained, whatever be 
the length of pieces ; such stresses being determined by 
the positions and angles, and not by the lengths of 
pieces. 

It is further manifest that the ability of parts to 
withstand the effects of the acting forces, must be as 
the cross-sections of parts respectively ; and in smilar 
modelSj the parts, being similar solid figures, have their 
cross-sections as the squares of the magnitude of scale 
upon which they are respectively constructed, while 
the bulk and weight of each corresponding part, and 
of the combinations complete, are as the cubes of the 
magnitude of scale. 
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Then, assuming two rimUar models, the scale of one 
being m times as great as that of the other, the weights 
which they will respectively bear, under the same 
stress of material, will be aa W to Wm', while their re- 
spective weigh1» will be as 1 to m\ 

Kow, dividing the sustaining power of each by its 

own weight,the quotients are as W toW — or as "W to 

— . But the lengths being as L to Lm, if we multiply 

the quotients just found by respective lengths, we have 
WL for the one, and Lm W -*- m, ■■ WL for the other ; 
showing that the length of a model truss by the num- 
ber of times its own weight which it can bear (with a 
given stress), is a constant quantity, whatever be the 

scale of such model. 

w 
Again, the quotients W, and — , multiplied by the 

lengths L and Lm, give the products WL, and - x Lm, 

equal to WL. Hence, the product of a truss medal into 
the number of times its own weight which it is able 
to sustain, is also constant, whatever be the relative 
values of the two factors. 

It follows, that making these two factors variable, 
and representing them by Q and L, the one increases 
at the same rate at which the other is diminished ; and, 
when Q « 1, L must be equal to the greatest length 
at which a truss of the same plan and proportions, and 
under the same stress of materials, can sustain its own 
weijs^ht alone. 

This length, as we have seen, is determined for a 
model upon any plan„constructed upon whatever scale, 
by multiplying the length of model by the number of 
times ito oWh weight it is capable of sustaining. 
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This product Inay be called the Modulus of Strength^ 
and the plan of truss which gives the largest Modulus, 
maj fairly be regarded as the strongest plan. 

The Modulus may refer either to the actual break- 
ing load, as found by experiment, or to the load pro- 
ducing given rates of strain upon materials, as 
determined by calculation. 

Examples. 

(1). A bar of cast iron 1 inch square and 12" between 
supports, will bear (at 6,000fib8. to the inch of section, 
upon a leverage equal to depth of beam), a distributed 
load of 4,000fts. which divided by its weight, =- say 
8.12ft)s. gives Q » 1250 ; and L being 1 foot, the Modu- 
lus = QL, = 1,250 feet. 

(2). A beam of pine timber 12' long and 6" square, 
at l,500fibs. to the inch upon a leverage equal to depth, 
as above, bears a distributed load of 18,000Ibs. [cxlii.] 
For the weight, say 8 cubic feet at 86fts. « lOSfts. ; 

whence, Q ■» ^^ «* 166.6, which multiplied by L 

(— 12') gives Modulus equal to 2,000 ft. 

By reducing the length of the beam just considered, 
to 6 feet in length, retaining the same section, it would 
give a Modulus of 4,000 feet, instead of 5,000, as given 
in the Appendix to my former work ; the difference 
arising from the assumption of a smaller specific 
gravity for pine in the latter case. 

(3). The two panel model with chord and rafter 
braces, mentioned in the latter part of § [clviii], 20" 
long, and weighing O.lSfib. supported a load equiva- 
lent to 8,885 times its weight, while L >■ 1) feet ; 
whence, 8,885x1) «- 6,475 feet, »> its Modulus. 
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(4). A model wooden truss 4 feet long, made many 
years ago by the author, on the plan of the truss Fig. 
66, having 10 panels, and a depth equal to j\ of its 
length, weighed 0.99)8. and bore a distributed load of 

AAA 

600fts. Hence, the modulus of the truss was -g^ x 4 

■> 2,664 feet, being more than half a mile. 

The model was somewhat strained but not broken ; 
and recovered its normal shape and condition on re- 
moval of the load. It was subsequently sent t(5 the 
U. S. Patent Office. 

These examples, however can not be taken as in- 
dices to the relative merits for general use, of the 
different forms of truss to which they refer. Each 
possesses qualities suited to special occasions. 

(5). A model of a 6 feet Trapezoidal Iron Truss {the 
first ever constructed)^ weight a little less than three 
pounds, sustained 700fi>s. distributed, without any ap- 
pearance of overstraining ; thus showing a modulus of 

-^ X 6 >* 1,400 feet, with an estimated stress upon the 

chord, at the rate of about 16,000fibs. to the square 
inch. The model represents a truss of 144 feet, upon 
a scale of J inch to the foot. The sustaining power of 
a full sized truss in the same proportions, would be 
700 X 24*, — 408,200B>s, while the weight oftruss would 
equal 8 X 24' — 41,472ft8. Doubling this for two 
trusses; and adding, say 10,Q00fi>s. for beams, &c., we 
have 92,944fi>s. for the weight of a 144 feet bridge, 
capable of sustaining, at a stress of 16,000fts. to the 
square inch upon the chords, over 856 net tons beside 
weight of structure. 



DRAW BRIDGES. 

CLXY. The present is undoubtedly distinguishable 
from all preceding periods of history, by the increased 
amount of locomotion, both of persons and property, 
which takes place both by land and water. Hence, 
the frequent crossing of one another by land and water 
lines of transit, as well as the crossing by the former 
of unuavigable waters, and of streets and ravines, 
ereates a large demand for the construction of Bridges ; 
which forms the special subject of the present volume 

Furthermore, as convenience often requires that 
these intersecting lines by land and water should oc- 
cupy so nearly the same elevation that both can not be 
used at the same moment, a necessity arises for the 
frequent construction of Draw Bridges, which may be 
temporarily withdrawn from over the water highway 
during the passage of water craft, and replaced for the 
transit of land vehicles. 

Cases requiring the construction of draw bridges 
occur so frequently at the present day, that a treatise 
upon bridge construction may be considered somewhat 
incomplete, which does not embrace the construction 
of Draw Bridges^ as well as stationary structures. 

The subject of Draw Bridges having been omitted 
in the preceding edition of this work, it has come to 
the knowledge of the author that such omission has 
occasioned disappointment to some who have made 
use of the book. In consideration of this, as well as 
the fact that the author has originated some plans and 
devices which he believes to be valuable and useful in 
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the construction of draw bridges, the current chapter 
is introduced in the present edition, in order to make 
the work as satisfactory and useful as may be to those 
who may have occasion to consult its pages. 

The present design is not a historical sketch of the 
construction of draw bridges, but to give the author's 
views, derived from experience, observation and in- 
vestigation, as to the most direct, feasible, and conven- 
ient means of accomplishiog the ends requiring the use 
of such works. 

CLXVL The indispensable requisites of a draw 
bridge are, first, strength to sustain with safety the 
weight of the land traffic, and second, mobility, ena- 
bling it to be withdrawn, so as to afford sufficient width 
-of unobstructed water way, and sufficient head room 
for the passage of the water traffic. Hence, strength 
combined with lightness is a desideratum. 

Draw bridges, as hitherto constructed and used, 
may be distinguished into three classes; Retractile, 
Swing (or pivot), and Lift Draw Bridges. The former 

Fig. 68. 




i 



J 



1, 






/ 



/ c 



are withdrawn bodily, either in the direct line of the 
land traffic, or obliquely, so as not to come in conflict 
with the stationary portion of the way ; as represented 
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in Fig. 68, where (7(7 shows the water channel, DDy the 
draw closed, and D'i)', the draw open. 

In case of direct retraction, the draw must either oc 
cupy a higher position than the permanent way, so as 
to be drawn back over a portion of it, and the two 
planes connected by an inclined apron (a plan not 
feasible for rail roads), or a portion, a (iTig. 69), of the 
way at the heal of the draw proper, D, withdrawn late- 
rally, as to the position of a', to make room for the 
longitudinal withdrawal of the draw proper. 

Fio. 69. 



a 
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These movements are effected by having the mova- 
ble bodies mounted upon wheels or rollers, running 
upon hard level ways, so as to reduce the amount of 
friction, and consequently that of the required motive 
power, to a minimum. 

But retractile draws, though they may be still used 
in a few cases, and under peculiar circumstances, must 
be regarded as nearly obsolete, having been mostly 
superseded by the swing draw, which has important 
advantages in convenience of construction and opera- 
tion. "Eo practical details, therefore, as to the con- 
struction of retractile draws, will be given at this 
time, as such details if given, would be almost certain 
never to be adopted in practice. 



CLXVn. The Swing or Pivot draw is either mounted 
upon a pivot P (Fig. 70), in the vertical line through 

41 



322 



Bridge Building. 



its centre of gravity, or upon wheels or rollers running 
upon a horizontal circular way or track tty with lis 
centre in said vertical line ; or what is more common, 
the weight is divided between a central pivot and the 
track and rollers. 



Fig. 70. 





] 



It will be seen that by this arrangement, the draw 
has only to be g^-rated through a quadrant, to bring it 
to a position parallel with the side of the navigable 
channel C, and leave the latter unobstructed. It is also 
obvious that the draw having its centre of gravity at P, 
the moments (with respect to P), of the portions or 
arms on opposite sides of P, must be equal, whatever 
be the relative lengths of those portions; whence, in 
general, the length of arm spanning the water channel 
being given, the shorter the other arm, the greater 
must be its weight, though the exact proportion will 
depend upon the disposition of material, whether near 
or remote from P. 

It follows that it is usually little if any more expen- 
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61 ve to construct or work a draw with two equal arms, 
and covering two equal water channels (which is often 
highly advantageous), than one having one short arm, 
with extra weight as a counterpoise to the long arm. 
This is not the case as to the retractile draw, which 
shows one advantage in favor of the pivot draw. 

Equal arms also serve to balance the action of wind 
upon the pivot draw, which often eflTects a serious 
drawback to the convenient working of the swing 
bridge, and this would seem to give some advantage 
to the .retractile draw, over the swing draw with une- 
qual arms. 

The portion extending over the water channel, in 
both the retractile and the swing draw, require the 
same weight of material, and the same counterpoise 
toward the opposite end. Consequently, the weight 
to be moved in working the draw, requires to be about 
the same in both. But the retractile is to be moved 
bodily, and if withdrawn obliquely at 45° with its 
longitudinal axis, must move through a space equal to 
the width of channel multiplied by •2. If withdrawn 
in the direct line of its length, it moves over the width 
of channel, in addition to the movement required for 
the displacement of the section of road (a. a', F. 69), 
<5qual in length to said width of channel, making an 
amount of movement about equal to that required in 
case of the oblique withdrawal. • 

The swing draw, gyrating about its centre of gravity, 
the amount of movement equals twice the weight of 
the long arm (the one spanning the water channel), 
moving through the quadrant of a circle with a radius 
equal to the distance of the centre of gravity of said 
!ong arm, from the centre of motion ; which distance 
is about 55 per cent, of the width of channel, allowing 
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for the distance of the centre of motion back from the 
water's edge. The length of the quadrant equals 
about 1.57 Rad., and, denoting the width of channel by 
C, and substituting 0.55C for Bad., we have 1.57 x 
.550 X 2wt of long half of draw, = quantity of move- 
ment, =■ 0.8635O X wt. of draw ; assuming the weight 
of draw to be equal to twice the weight of the long 
half. If the short arm be heavier than the other, the 
space traversed by its centre of gravity is less in like 
proportion. 

Hence, the quantity of inovement in working the 
retractile draw, is to .that of working the swing 
draw, about as 0^/2 to 0.86350; being some 63 
per cent, greater for the former than for the latter. 
The difference in the required power for working the 
draws respectively, may be assumed to be about the 
same, as the appliances for effecting the movement 
have about equal advantages, and the resistance to mo- 
tion is about the same in the two cases. 

This decided advantage in favor of the swing draw, 
with no apparent offset in favor of the retractile, is 
sufficient to account for the prevalent discardment of 
the latter, and adoption of the former ; as well as for 
its being here referred to as an obsolete device. 

CLXVni. The truss work of the swing draw when 
in motion, being entirely supported by the pivot at the 
centre of motion, and the wheels or rollers a few feet 
therefrom, obviously suffers a reversed action in the 
upper and loWer members, from what they would 
suffer if supported at the ends. That is, in the former 
case, the upper members are exposed to tension, and 
the lower, to compression, instead of the reverse, 
which takes place in the latter case. 
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Two plans have beeu employed for meetiog these 
conditiona ; one of which ia the uae of parallel chord 
truases, with the upper chord to eastaia ten^OD with 
occasional compreaaion upou the end portiooa, and the 
lower chord to anetaia compreaaioo, with occaeional 
tension upon parts toward the enda. 

CLXIX The other plan ia, the conatructiou of 
traaaes {ab Fig. 71), from the turn table t, to either end, 
acting upon one another by compression at the lower 
chord through or over the tarn table, and eastained at 
the enter enda by oblique suspension rods or cables, 
eb and fd, descending from tower frames erected over 
the turn table. 

Fia. 71. 



The trasses may he conatructed upon any plan euita- 
ble for a stationary bridge of like span. But the lower 
chord most be capable of auataining compreaaive action 
in the direction of its length, equal to the excess of 
horizoDtal force of aaspension rods eb and fd, over the 
tension of respective parts of said lower chord, due to 
. weight of structure. 

The horizontal action of eb, equals half the weight 
of the long arm ab, multiplied by ^, and it is advisable 
that the chord gb be able to snatatn that amount of 
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compression throughout, though some deduction may 
be made in the central portion in case economy can be 
promoted thereby, as perhaps may not be the case to 
any considerable extent. 

The lower chord gb^ is relieved of tension through- 
out its whple length by the action of eb^ which must 
continue nearly or quite at its maximum while loads 
are in transit, as the end b will seldom be raised when 
unloaded, so as to relieve eb to any considerable extent ; 
while the tendency of load to elongate the lower chord, 
will also tend to increase the teusion eb, and may in- 
crease it considerably beyond what it endures from 
simply sustaining half the weight of the truss. But 
this point can not be precisely determined. 

These facts may properly be considered in propor- 
tioning the lower chord; but the matter should be 
handled with caution, and with a constant leaning to 
the side of safety, in case of any uncertainty in regard 
to the amount and kind of stress upon the various 
parts. 

In case of unequal arms, as represented in the Figure, 
the short arm will generally require a greater weight 
to be thrown upon the king post /A than upon eg, upon 
which two (regarding at present only one side of the 
bridge), the weight of superstructure is concentrated. 
It therefore becomes necessary, in order to a uniform 
distribution of weight upon the turn table, that a por- 
tion of this excess be transferred from /A to eg, through 
the tension of ce and 7ia, or by equivalent means. But 
assuming that the reader is versed in the general modes 
of calculating strains, as explained and illustrated in 
this and other works treating of the subject, I shall 
not go much into detail in that branch of the matter 
in hand, at this time. 



SwiNa Draw Bridges. 827 

The trusses being constracted upon any approved 
p]au from turn table to adjacent abutments or piers, 
4ind proportioned as for stationary bridge spans, with 
the exception of the rigid lower chord as above re- 
ferred to, extending across the turn table; and the 
tower frame erected, the rod or cable eb must have sec- 
tion sufficient to bear a tension equal at least to half 

the weight of the arm aJ, multiplied by -. The rod 

Jd will have tension determined by the disposition and 
amount of ballast upon the arm cdj as well as the 
weight of the arm cd itself. The tension of fd will 
generally exert less horizontal action than eb, and the 
deficiency of horizontal action must be made up by 
the horizontal action of ec and ah, in order to bring 
the centre of pressure over the centre of the table. 
The horizontal action of ef (equal to its full tension), 
must be equal to that of c6, less that of ec ; or, equal to 
the horizontal action offd. 

But these several stresses are easy of calculation by 
modes, it is believed, clearly explained in the present 
work, and from such calculations the following results 
are readily obtained. 

CLXX. Representing the constant panel weight of 
the arm ab by u?', the maximum variable panel load by 
W7, and w+w' by W, as usual in this work ; also, making 
V =a agy = ae, and h «= horizontal panel width, we have 
the horizontal action of 66 equal to 5w?'x^,™25m?'^ . 

The stress of ^6 due to a maximum gross load, in the 
two middle panels, equals 11 W-^, That in the next 

panel each way, = 9W-, and in the next, 6 jWp while 
the stress of the two remaining panels on the right, 
equals 4JW-, and on the left 2jW-^\ and zero, respect- 
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ively. Then, assuming W =■ 4m?', the stresses of res- 
pective portions of lower chord due to a max. gross 

load, in terms of u?', equal w?'— with the coefficients 
44, 36, 26, 18, 10 and ; showing that the tensiou of 
eb counteracts over J the tendency toward tension on 
lower chord, as to the two middle panels, over § as to 
the two next panels, and substantially the whole, as to 
the remaining parts of said chord, in a structure ar- 
ranged as in Fig. 71, and with w = Sw\ 

On the other hand, the minimum tendency to ten- 
sion on the two middle panel lengths of lower chord, 

is lli^'-. Hence the compression of 25w?'- upon those 
parts, due to the horizontal action of eft, is reduced (by 
such tendency to- tension), to (25-ll)i^'-^, = 14?^'-^ ; 

and, to (25-9) ?i?'-,=16i^'— upon succeeding panel- 
lengths, either way, while for succeeding panel-lengths 
toward 6, the coefficients of «?'-j are 18J, 20J and 20J, 
and for those toward g, 18J, 22J and 25. • 

The maximum thrust and tension for successive por- 
tions of the lower chord, beginning at the turn table, 
are, for part over turn table, and first panel-length from 
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The other members of the truss ab are subject to the 
same stresses as if it were a stationary bridge truss; 
and, if the structure have equal arnas, the stresses upon 
members of the opposite arm, will of course be the 
same as upon corresponding members of the arm ab. 
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CLXXI. If cd have half the length of aft, its weight 
will balance the half (^C), of ab next the turn table,, 
while the half O) must be counterpoised by extra weight 
upon cd^ having moment equal to that of Cb, with res* 
pect to a transverse axis through the centre of motion ; 
and the stress of /{/ will be determined by its length,, 
and the weight sustained by it. In case the extra 
weight be uniformly disposed upon the two outer pan* 
els, J of it, together with | the weight of the arm erf, 
(s 2iw')f must be sustained by rf/*, and the weight of 

ballast will be 5w' x ^^^^, i of which, added to 

2^w% equals the weight sustained by/rf, whence we 
obtain the tension of /rf, its horizontal action, and the 
complementary horizontal action of ce, required to ba- 
lance that of eb. 

In this case, the members meeting at the points e 
and/, should have unyielding connections by pins and 
eyes, or screws and nuts. But in case of equal arms, 
dfeb may be continuous cables (usually one on each 
side of each truss), attached at b and rf, and acting by 
simple pressure at e and /, those points being strutted 
apart by a force equal to Su?' (=« vertical pressure at e), 

X ^. The piece ac should have loose connections at 

the ends (so as to act by thrust only), or what is better^ 
should be omitted entirely, and the single pair of diag* 
onals inserted as indicated by the dotted lines fg and 
ehy instead of shorter ones, ce, etc., so as to give free 
and independent action to the trusses either way, by 
a slight springing of the long king posts, as the trusses 
are deflected by load. 

The tension of /rf modifies that due to the chord hdy 
on the same principle explained with regard to eb and 
gb^ and to an extent determined by the length of rfA> 

42 
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and other eonditions, and which can not be expressed 
in a general formula. 

CLXXIL Proceeding to the other case mentioned, 
and which may be illustrated with reference to Fig. 72, 
both upper and lower chords require to be bo con- 
structed as to be able to act both by tension and thrust, 
except as to the part across the turn-table, and one, 
two, or three panels either way therefrom, as circum- 
stances may require. 

Fig. 72. 
X u t s r q p n m 




When out of contact with the abutment at ?, the 
diagonal In sustains (using the accustomed symbols), 
Ji^', and koj etc. to bx^ sustain respectively and succes- 
sively w^ with the coefficients 1, IJ, 2, 2J, 8, SJ, 4, 4J 
and 5. These weights determine the stresses of those 
members, due to weight of structure (and also show 

for xj/y a tension of 50m?'—, including the horizontal 
action of xZy if any), and show for several of them 
toward the right, their maximum stresses. But when 
the end I touches the abutment, and is in position for 
the transit of loads, and weight is imposed upon any 
part between a and i, the materials yielding more or 
less in consequence of elasticity, a portion of such 
weight bears at ly and the remainder at a. 

If the upper chord were relaxed between x and y, 
the respective portions of weight bearing at a and I 
could be readily determined, being the same as in case 
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of an ordinary truss. But the portion of chord 7y 
heing under tension equal to bOw'—y as already stated 

(regarding the abutment as sustaining no weight of 
structure), the truss must act in the manner of abeam 
continuous over one support, and discontinuous at the 
next, so that, when loaded, there will be a neutral 
point where the action upon chords changes from ten- 
sion to thrust and the contrary. 
Now the tension of ry+hor. action of xz, equal to 

50u;'-, must be exhausted by the hor. ac. of 6a:, ex etc.,. 
before any compressive action can take place upon the 
upper chord. In other words, diagonals inclining to* 
the left, with truss fully loaded from a to Z, must exert 
a hor. action at the upper chord greater than those 
inclining to the right (including with the latter the- 

hor. thrust of lm\ by 50u?'— . 

Then, assuming all the weight at the points i, J, ky 
and \ of that at g, to bear at /, and all at the six pointa 
from ^r to i inclusive (except J W at g\ to bear at a, 
the horizontal action toward the left upon the upper 

chord, equals 7W-^ ; and that toward the left, 19JW- ; 

the diflference being 12JW- ; and if W — 4?^?', then 
12JW =« 5(h(?', showing that the action toward the right,, 
upon the upper chord, is just equal to that toward tho 
left, including in the latter, the action of xy and xz. 
Hence it will be seen that under the conditions here 
assumed, the horizontal action of ml, mjj mi and vg, is 
just equal to that of gr^ fs and et in the opposite direc- 
tion, and consequently, tm alone of the upper chord is 
subject to compression, and el alone of the lower chords 
subject to tension, while de and ut are neutral ; ad al- 
ways under compression, and %iy always under tension ; 
since this condition of load obviously throws a greater 
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bearing at I than can occur when the opposite arm is 
wholly or partially loaded, so as to bring greater ten- 
sion upon sn/y and exert greater counterpoise action 
upon the arm aL Hence this condition gives the max- 
imum compression upon the upper, and the maximum 
tension upon the lower chord. 

CLXXni. What the difference in amount of bear- 
ing at I may be with both arms fully loaded, can not 
easily be determined with precision. But as to Fig. 
72, it is deemed entirely safe to assume that at least 
all the weight at j and k will bear at l, in all cases of 
load sufficient to produce a maximum strain upon any 
part of the structure on the right from the point a ; 
and that all the weight from b to i, including those 
points, may bear at a. This will depend somewhat 
upon the firmness with which the ends are brought to 
bear upon abutments when in position for use, but 
without load. 

Under the above supposition as to bearing at U the 
obliques ml and mj would exert horizontal action equal 

to 3W— , and equal to that of ijf, and half that of ^ in 
the opposite direction ; whence gl alone of the lower 
chord is under tension, and rm of the upper chord, 
under compression ; but in neither case under maxi- 
mum stress. On the contrary, ag is under compres- 
sion, and rx under tension, being in each case a maxi- 
mum stress upon a considerable portion of those parts, 
as will be determined by comparing the strains of 
respective parts in the present assumed conditions, 
with those obtained while the structure swings clear 
of abutments. 

Kepresenting, as usual in this work, the long diag- 
onal by D, and the short and steep ones by d', we have 
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-aud— factors in expressions of stresses of those 
classes of members respectively, and for convenience, we 

will substitute m for- and n for -. Then, stress of iq 

and jT, in case of full load upon both arms, equals 
Wm, for each ; That of fs and et equals 2Wm, that 
of da an ex equals 8Wm, and that otbx equals 4Wn. 



CLXJLLV. As to the stress of chords, half the hori- 
zontal action of ^r, being taken by the excess of thrust 

of mr over hor. action of ly,* the other half, («aW— j, is 

opposed by tension of r5, and compression of g/l This 

added to 4Wp for hor. action of/sf (making -- «= p), 

makes 5Wp ^ tension of 5^,=« comp. offe. Add.4Wp 
for action of eiy and it makes 9Wp = tension of tUy ■= 
oomp. of erf. Adding again 6Wp for hor. action of dUj 
gives 15 Wp ■« teusion of wx, =» comp. of dc. Then, 
adding 6"Wp for action of eXy gives 21 Wp ■« comp. of 
bcj and lastly, adding 4Wp for action of 6x, we have 
25Wp =» comp. of baza' J = horizontal action of xy and 
xz. This all falls upon xy in case of equal arms. 

In one or other of the three cases above considered 
(namely : first, arm swung clear and without load ; 
second, arm xl fully loaded; third, both arms fully 
loaded), every part of the arm xl undergoes its great- 
est strain, which may be determined by comparing the 
results obtained by computing the strains produced in 

* The 2W upon nU, and IW upon jm, prodoce thmst equal to 
3 W^ upon mq, which equals the horizontal action of iq, -f half that 

of ^ in the opposite direction, leaving W^ to be opposed bj tension 
ofn. 

t/« sustaining 2W, its horizontal action — 4W^. 
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the several cases ; § except that ep and fo may suffer 
a Dominal stress, oot precisely determiuable, under a 
load progressing from a to 2. Also gn may sustaiu 
some more weight with i,j and k unloaded, than with 
the truss fully loaded. It is deemed safe to provide 
that ffn be able to sustain a weight of f W; /o, to sus- 
tain JW, and epj JW, a little more or less as the judg- 
ment or calculations of the designer may dictate. 

The preceding explanations are thought to be suffi- 
cient to guide as to the computation of stresses upon 
the other arm of the bridge, whether equal or unequal 
to the arm al. 

The superstructures of swing bridges should be 
thoroughly cross-tied and braced laterally, and the 
king posts (represented by ax and yz)^ well secured by 
arch braces or other efficient means transversely : and 
if the space az be too great for floor joists or rail string- 
ers without intermediate support, an intermediate beam 
may be suspended from the crossing point of ay and 
xZj or stringers may be trussed. 

CLXXV. Whatever advantages either of these plans 
(Figs. 71 and 72), may have over the other, are pro- 
bably not very great. I find a greater amount of ac- 
tion (stress into length of parts), upon material in 
chords of the long arm, in plan Fig. 71, including the 
suspension rod eb, than in that of Fig. 72, by some 5 

^ It will be seen that tu is under less tension strain (as 28u^p to 
S^Oi^p), and U under greater strain (as 21 to 20), when the trass is on 
the swing, than when folly loaded on both arms (upon the above 
assumptions of fomt^iif, and 2W bearing at Q, and that in has the 
max. tension with bridge on the swing, while tx has its maximum 
with bridge fully loadM. mn is always under compression. In |he 
lower chord, e is the changing point, and parts at the left have their 
max. comp. with bridge fully loaded, and those on the right, when 
on the swing. 
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per cent. And while the action upon diagonals and 
verticals may be a littie greater in case of the latter, 
the extra material in the tower frame of the former, is 
thought to be an overbalance for any such excess, even 
including the greater thrust and tension in the con- 
tinuation of chords over the turn-table, which takes 
place in plan Fig. 72. 

In regard to convenience of construction and appear- 
ance of structure, also, as well as economy of material, 
the latter plan is thought to possess some advantage. 
Still opinions and tastes may vary as to this, as. well as 
in regard to other matters. 

Regarding the ratio of length to depth of truss, the 
same rules should govern in plan 71, as in the case of 
stationary bridges of like span. In spanning channels- 
of 50 or 60 feet in width, on plan 72, the head room 
required for the traffic will govern, and depth from 15- 
to 18 feet, according to span, and the purposes of the 
bridge, whether for common or railroad travel, will 
probably be found expedient. In general, circum- 
stances will probably dictate a variation of ratio (of 
depth of truss to length of span), ranging from J to i. 

Turn Table. 

CLXXVI. The same plan of turn table is applicable 
with equal advantage to either of the two above de- 
scribed plans of swing bridge trussing. 

A common, perhaps the most common, form of turn- 
table for draw bridges, is composed of rollers aa^ 
Fig. 73, arranged in circular form, and rolling between 
two metallic circular rails, of which one, 66, is fastened 
to the supporting pier p^ and the other, (?c, inverted, 
and attached to the under side of the bridge super- 
structure. 
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The rollers are in the form of conic frusta, or seg- 
ments of cones having their vertices meeting at the 
axis of motion of the bridge ; and are retained in posi- 
tion by arms radiating from a central hub, and serving 
as axles for the rollers; or secured by a circular frame, 

Fig. 73. 




jQT, formed of two concentric iron rings (shown com- 
plete in the upper, but only in section in the lower 
diagram of Fig. 73), one inside, and the other outside 
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of the circle of rollers. The rollers may either turn 
Qpon pins through their centres, and through said rings, 
or the pin or shaft may be fast in the roller, and turn 
with it upon journals running in gudgeon boxes 
attached to or formed in the circular frame /. The 
pins or axles may be quite small (say V to 1| in dia- 
meter), as they support but a nominal weight, and are 
only required to maintain the proper positions and 
directions of the axes of the rollers. 

The roller frame, as well as the upper circular rail 
running upon the rollers, must be connected with a 
central hub for each (as they do not turn together), 
turning upon a journal or pivot attached to the ma- 
sonry of the supporting pier. The rails, or surfaces 
between which the rollers work, are beveled to fit the 
conical feces of the rollers, and, in order to work in 
the most perfect manner, they should be of cast iron, 
and turned off by a tool carried by the arm of a heavy 
revolving vertical shaft. 

The diameter of the circle should not probably be 
less than | to ^ the span of the water channel, nor less 
than { to ^ the width of superstructure, and the dia- 
meter of the rollers, not greater than -Ar to J of the 
radius of the circle upon which they travel. Greater 
diameter would give so much obliquity of face as to 
produce too strong a centrifugal tendency. The face 
of the rail should have a width of 2} to 3 inches 
generally, and for some 80^ opposite each king post 
(transversely of the bridge) when the draw is in position, 
a width about twice as great, and as great as the face 
of the rollers. This is to give sufficient bearing surface 
while loads are passing, when nearly the whole weight 
will be concentrated upon two or three rollers near 
each of those positions. 
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The lower rail should have a depth (if of cast iron), 
of 4 to 5 inches, according to size of bridge ; and the 
upper and inverted one, of one to two feet (the deeper 
the stiffer), and in both cases, they will generally be 
cast in segments, and those of the upper one, bolted 
together by flanges, so as to form a rigid hoop, over 
which one or more strong beams, BBj crossing at quad- 
rantal points ee, etc. (or at the angular points of any 
rectangle inscribed in the circle), should form supports 
for the king posts {ag^ and cA, Fig. 71), the space gh, being 
adjusted to an equality with the side of the inscribed 
square or rectangle of the rail circle. And, the nearer 
the transverse distance between king posts comes to 
the length of the other sides of the saidinscribed square 
or rectangle, the less stiffness of betfms, BB^ is required ; 
that is, CCy F. 73 representing truss chords, and dd^ the 
positions of king posts, the nearer the d points come 
to the e points, the less is the transverse action upon 
the beams BB. Hence it is desirable that the circle of 
rollers should pass directly under the points dd, etc. 

CLXXVni. An intermediate beam may be in- 
serted between BB^ and over the centre pivot, resting 
upon the circle cCy to support floor joists or rail 
stringers over the long stretch between BB. Or very 
stiff diagonal girders ee, and eV, firmly attached by 
the ends to the circle ec, meeting a common nucleus at 
H, and so arranged as to have an adjustable bearing 
upon the centre pivot (5 or 6 inches in diameter, as to 
size of draw), enabling any desired amount of the 
weight of structure which such girders can support, to 
be thrown upon said pivot, and thereby relieving the 
rollers, a, of a like amount of pressure. These girders 
should have the greatest practicable depth, so as to sus- 
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• 
tain as great a proportion of the weight of superstruc- 

tare as may be. But the skill and judgment of engineers 
in charge of specific cases respectively, will dictate as 
to the minutiae of these devices, and more precise de- 
tail will not be attempted in this place. 

CLXXIX. This plan of turn table, as well as the 
one hereafter to be described, is worked by a vertical 
shaft attached to the superstructure, and turned by one 
or more sweep levers, with a pinion at the lower end, 
taking into toothed segments attached to the circular 
track 6, or to the masonry of the 'pierp; and, in case 
more power be required, a gear wheel takes place of 
the sweeps above mentioned, and these are transferred 
to a second shaft and pinion working into said gear 
wheel. 

The table above described, with slight modifications, 
is extensively in use, and, when well constructed, un- 
doubtedly works as easily and satisfactorily as can be 
expected. Still, it is liable to some objections, among 
which may be named the great weight of the ring ce, 
constituting or carrying the inverted rail, and the great 
number of rollers, a, so few of which can act with much 
^fiect at the same time. For, it is obvious that about 
two rollers under each king post, support essentially 
the whole weight. It is therefore proper that when 
the bridge is in place, each king post should stand cen- 
trally between two consecutive rollers ; and, that the 
rollers be at equal distances apart. Then there will 
be at least 8 rollers under equal pressure at all times 
when loads are in transit, and when rollers receive their 
greatest pressure. But without discussing this plan 
further at present, I proceed to describe another swing 
bridge turn-table devised many years ago by myself, 
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and need in a coDsiderable number of cases witb most 
satisfactory resnlta. 




The Whipple Turn Table. 



CXXX. Is arranged with a two wheeled truck a, 
Fig. 74, directly under each king post, and the four 
connected in pairs diagonally by an inverted triangular 
trass to eacb pair. These trusses consist of a hollow 
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cylindrical (or conic segmental) brace 6, running from 
each truck frame obliquely downward to an abutting 
block c, which is common to the two trusses, with 
chords or ties d, from truck to truck for each. pair. 

The truck wheels are from 20 to 24 inches in dia- 
meter, with 5 to G inches width of rim, and with short 
axles or shafts, 8 to 4 inches in diameter, according to 
dimensions of bridge. The axles run in journal boxes 
fitted to the truck- frame so as to bring the axles in the 
direction of radii to the circular track /, upon which 
the trucks are to run. 

' The truck frame consists of two cast iron side plates 
(of which g and h present an outside and an inside view), 
of an I formed cross section, and contour as seen at g. 
These plates upon the insides, have projecting portions 
as shown by the dark surface of diagram A, meeting 
from opposite plates, in the centre of the frame at a 
common surface of contact, and forming continuous 
tubes or sockets through the frame, which serve as 
media through which the ties rf, act upon the cylindri- 
cal braces 6, thus forming a rigid truss, which should 
be so proportioned as to be able to support (upon the 
two trusses), the whole weight of superstructure, throw- 
ing it upon the centre block c. 

The chord ties d, of the two trusses, crossing one 
another upon the same level, are kept from mutual in- 
terference by cutting out the middle portion of one 
set, and replacing the removed part with two pieces to 
each tie bar, one passing above and the other below the 
single continuous rods of the other set, as shown at/. 

The block c has a cylindrical cavity in the under side, 
10 to 12 inches in diameter, and about 7 inches deep, 
into which is fitted (loosely) a solid cylinder entering 
about 4 inches into the cavity, and leaving a space of 
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structure to be raised essentially free from bearing up^ 
some 3 inches in thickness above, to be occupied by 
the nuts of a number of set screws s^ intended to force 
down said internal cylinder upon the bed plate iy and 
thus relieve the truck wheels from nearly all the weight 
of superstructure. 

The bed plate, i, has a socket or step f of an inch 
deep, or thereabouts, with a hardened steel plate in the 
bottom, to receive the lower part of the cylinder bear- 
ing upon the plate i, where the diameter of cylinder 
and socket should be graduated to the proportion most 
favorable tor reducing the amount of friction. A di- 
ameter of 6 to 8 inches is thought to be suitable for 
draws of 60 to 100 feet opening, while the part of the 
pivot block within the block c should have a diameter 
of 10 or 12 inches, in order to afford sufficient surface 
for the set screws s to act upon. 

The bed plate i, should have a rim about the step to re- 
tain oil, and the surfaces above and below the steel plate 
should have radial grooves to allow the penetration of 
oil; and these (grooves) should be so situated as to admit 
of their being probed, to prevent their getting clogged. 

The pivot block should have guides to prevent its 
turning in the cavity of the block c; otherwise it might 
stick in the step, and the set screws slide upon its upper 
surface ; which has been the case in some instances. 

A groove should be formed in the under side of the 
block c, near the edge, to keep the water from the pivot ; 
and the screws- 5, should be kept secluded from water 
by a tin, or galvanized iron cap shutting over a rim or 
ring cast upon the block c, outside of the screw holes. 
Sufficient vertical movement (IJ or 2 inches), should 
be allowed to the pivot cylinder, to enable the elasticity 
of the braces and ties, b and dy to be taken up, and the 
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on the wheels e, as the bridge will move much more 
easily with the bearing upon the centre pivot, than up- 
on the truck wheels. 

Tlie king posts should be placed over the centres of 
trucks, or, when this can not be done, they should bear 
' upon transverse beams which bear upon centres of 
trucks. In all cases, the bearing upon trucks should 
be through the medium of bolster plates so formed up- 
on the under side as to touch the truck frame only up- 
on a space an inch wide or less, square across the centre, 
as indicated by the parallel lines across the trucks in 
the large diagram of the Figure 74. Were the pressure 
applied in a line diagonally across the truck, it would 
act unequally upon the journals, and produce a tortion 
strain lipon the truck frame, which the latter might 
not be able to bear. 

Particular care should be taken to provide convenient 
means for keeping the working parts thoroughly oiled. 

The superstructure being properly adjusted and 
balanced upon this turn-table, and the set screws 5, 
forced down until all the truck wheels can be easily 
made to slide upon the rail by the use of a light crow 
bar, the structure will turn upon its centre pivot, 
steadied by contact of truck wheels upon the rail, 
with the least practicable resistance, and, during the 
transit of moving loads, the wheels, being in contact 
with the rail, are in readiness to sustain the additional 
weight without increase of pressure upon the pivot, or 
increased strain upon the diagonal trusses. 

The modes and means for the application of power 
in working this table, as well as the preceding one, have 
already been described, [CLXyiX], and the description 
need not be repeated. They need no illustration by dia- 
gram, and are not shown in the drawings. 
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The plan, Fig. 74, requires the middle portion of the 
supporting pier to be depressed 1| to 2 feet, as shown 
at py where a vertical section of the upper part of the 
pier is represented ; and, under the bed plate f, should 
be a large and firmly bedded stone capable of sustain- 
ing the whole weight of superstructure. 

This plan appears to answer all the requisites of a 
draw-bridge turn-table by the most direct and economi- 
cal means. 



Lift Draw Bridges. 

CLXXXI. Under this designation may be included 
all movable bridges which are withdrawn from position 
by being raised, instead of moved horizontally out of 
place. 

Lift bridges, though not much in use at the present 
day, have been constructed to be raised bodily, being 
counterpoised by weights acting over pulleys or sheaves ; 
a plan scarcely feasible upon waters navigated by mast 
vessels, or steamers with high smoke stacks ; as must 
be obvious on a moment's reflection. 

The more common device for lift draws, is, to raise 
the platform from a horizontal to a vertical position, by 
lifting one end, while the other turns u|)on a hinge 
joint ; the operation being like the raising of a trap- 
door. 

This plan is feasible over narrow channels, where 
vessels may be slowly warped through. But the pro- 
cess requires so much time as to seriously impede the 
land traflic. A bridge may be so balanced as to turn 
upon a horizontal axis about as easily as a swing bridge 
turns upon a vertical one. But the means available 
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for applying the counterpoise are far less convenient, 
being usually the action of weights over sheaves, and, 
the resistance constantly diminishing as the bridge 
rises, it requires a complicated arrangement to graduate 
the action of the counterpoise to an equality with the 
resistance at all stages of the movement. Still, the 
thing may be practicable, were the object of sufficient 
utility to warrant the undertaking. For instance, the 
counterpoise may be permanently attached to the draw 
in such position as to bring the common centre of 
gravity in the line of the axis of motion ; when the 
only resistance would be the friction of the journals at 
the hinge joint. Again, a counterpoise acting upon a 
windlass might raise the draw by chains winding upon 
a fusee, with radius increasing as resistance diminishes^ 
Or, weight might \)e mounted upon wheels, and run 
down upon a curved incline, so adjusted as to diminish 
its action to an equality with the resistance at the dif- 
ferent stages. 

But none of these devices are suitable for effecting 
more than very small openings, and are not likely to 
be often adopted. They will therefore be passed by 
with a mere allusion. 

Lift bridges have also been constructed to open in 
the middle and lift both ways. By this means wnder 
openings may be effected. 

But, as the middle portion of the bridge and passing 
loads must be sustained by the lifting chains, this plan 
is .not well adapted to any but light traffic. Such a 
structure over the Albany Basin broke down many 
years ago with fatal results. Perhaps, however, the 
catastrophe resulted rather from the imperfect condi- 
tion or faulty construction of the bridge, than from in 
herent defects of the general plan. 
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Still, this can hardly be classed as among the availa* 
ble plans of draw-bridge construction in the present 
state of advancement in civil engineering. 

Finally, unless some advantage can be derived from 
the use of the Whipple Patent Lift Drawbridge, which 
is now about to be described, we may fairly conclude 
that Lift Draw-bridges, like retractile ones, are to be 
regarded as practically obsolete. 

OLXXXn. In the case of artificial navigation by 
horse power, where only head room of 10 or 12 feet is 
required, and where convenience requires the grade 
upon which the land trafELc is carried on to be but little 
above the water surface, it is only necessary to effect 
a vertical movement of a few feet, to afford the re- 
quisite head room. And to meet such cases, a plan 
has lately been devised by myself, for which Letters 
Patent of the U. 8. have been granted. 

, Whipple's Patent Lipt Draw Bridge. 

This plan is, to construct over the navigable channel, 
stationary trusses (with the necessary struts, stays and 
braces, at the ends and upper chords, to secure per- 
manance and steadiness laterally), upon corner posts or 
towers (a. Fig. 75) of stone, wood or iron, high enough 
to allow the required head room for navigation under 
the truss chords; the towers having sufficient width 
of base, or other provision to ensure stability. To 
the parts thus prepared, instead of a stationary travel- 
way, a movable way, cradle, or track, 6, (extending to 
the edge of the towing path <), is adapted by means of 
the suspension rods r, to the upper ends of which. 
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near the lower chords, are connected the chains or 
ropes c, passing over the sheaves or pulleys e, and con- 
necting with counterpoise weights Wy extending over 
the whole length of cradle, and so adjusted as to just 
balance the weight of cradle. 

The rods r, except those near the abutment, pass 
vertically through the connecting blocks of the truss 
chords, and screw into cap pieces which are imme- 
diately above, and rest upon said blocks, when the 
cradle is down, and serve to prevent the cradle from 
descending below its proper level, and to sustain the 
weight of transient loads without additional stress 
upon the chains or pulleys. 

The cap-piece is furnished with a loop, or a socket, 
as Qiay be required, for the connection of the chain or 
wire rope c, passing up inside of the hollow truss 
post standing upon the connecting block; the post 
having a slot, or opening near the upper end upon the 
inner side, to receive a segment of the sheave reaching 
the centre of the post. 

The sheaves, except the endmost on the left (in the 
diagram), are about 3 feet in diameter, and made fast 
upon longitudinal line shafts I, one on each side of 
the bridge, hung in composition journal boxes, one 
upon each side of each sheave, suspended from cross- 
beams A. The sheave next the end of truss, is about 
6 inches less in diameter than the others, and thrown 
inward to avoid interference with the diagonal rods of 
the truss. 

Upon each line shaft near the centre, is a bevel gear 
wheel ^, about 3 feet in diameter, into which works a 
pinion upon either end of the transverse shaft /, to 
which (shaft) the power is applied for raising and 
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lowering the cradle 6 ; and, it will be seen that on 
such application of power sufficient to overcome the 
friction of the working parts, the cradle being exactly 
balanced by the weights w^ the two line shafts, with 
the sheaves upon them respectively, must revolve uni- 
formly, carrying the ropes along in the grooves of the 
sheaves, and raising or lowering all parts of the cradle 
uniformly, while the balance weights W7, move in the 
opposite direction. 

It is therefore only necessary to reverse the motion 
of the shaft/, to move the cradle up and down alter- 
nately as often as required. 

The sheaves not connected with the line shafts, move 
with the others, the cradle being stiff enough to over- 
come the small resistance at those points, since the 
endmost sheaves sustain only half as much weight as 
the intermediates. 

Working loose upon the shaft/, is the large gear 
wheel n, attatched ta the winding drum m, and carry- 
ing a reversible spring catch (not shown) which plays 
into the teeth of the ratchet wheel o, made fast on the 
shaft/. Then, by applying power to the wheel w, 
with the catch in the proper position, a line is made 
to wind upon the drum m, (in either direction, as re- 
quired) BO as to raise a power weighty, capable by its 
descent, of raising or lowering the . cradle through the 
required space in a few seconds of time. The line 
raising the weight Pj is carried from the drum m, by 
means of sheaves ^, to any convenient position. 

One movement of the cradle being effected, the 
catch is reversed, the weight p is immediately wound 
up in the opposite direction, andTetained by a catch 
or bolt until the draw requires another movement. 
Then, the weight is disengaged, and the movement 



350 Bridge Building. 

effected in the least admissible time. Ten secouds, 
with a properly adjusted power weight, is estimated to 
be sufficient for a movement of the cradle through a 
space of 12 feet, while the winding up of the weight 
may require two or three minutes labor of a man. The 
oporator is thus enabled to condense the labor of 
s^.^eral minutes into only a few seconds. 

It is proposed to give the power weight twice the 
force necessary tp overcome the friction, allowing one- 
half to overcome inertia, and act as an accelerating 
force; the weight being made to run down and be 
arrested when half the movement has been effected^ 
leaving the acquired momentum to be destroyed by 
the friction during the other half of the movement. 
Thus the motion will stop at the right time without 
concussive shock. 

The wheel n, to which the winding poweris applied^ 
may be a bevel gear wheel driven by a pinion upon the 
vertical shaft of a tread-wheel or a sweep-lever, or a 
spur gear wheel impelled by a pinion upon a horizon- 
tal counter-shaft ; and this also furnished with a large 
gear wheel to be driven by a pinion upon a third shaft 
furnished with a hand crank; thus reducing the 
power to be applied to tne crank to any required de- 
gree. Further detail is not deemed necessary on this 
occasion. The plan is expected soon to be subjected 
to a practical test of its capabilities. 

The advantages promised by the adoption of this 
device, in the situations admitting of its use, are, first, 
it is more cheaply constructed than a swing bridge of 
like span. Second, it requires no more space for its 
operation than a stationary .bridge, while the swing 
draw requires several times as much. Third, its move- 
ment is effected in a fraction of the time required by 
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any otlier draw bridge, whence it occasious lesB inter- 
ruption to the traffic over and beneath it. This last 
advantage results frona the fact that there is not more 
than one-third as much weight to be put in motion, 
and that is required to move over little if any more 
than one quarter (say f ) of the space of the average 
movement of the material of a swing draw of the same 
span. Hence, the inertia to be overcome in starting 
and stopping the latter, is much greater than in case 
of the former. For, the resistance of inertia being as 
the mass into the square of the velocity to be commu- 
nicated in a given time, to give to thrice the mass, 3^ 
times the velocity, as required to shift these draws re- 
spectively in the same time, would give a resistance of 
inertia more than 36 times as great in one case as in 
the other, and require 36 times as much power to 
generate the velocity in the given time. But an ac- 
celerating force equal to the friction, acting through 
half the time of the movement, generates a momentum 
in the lift draw, sufficient to overcome the friction for 
the other half; and, the friction of the swing draw 
being little if any greater for the whole movement 
than that of the lift draw, it would only destroy -^ part 
of the momentum generated in the swing draw during 
the first half of the movement, by a force capable of 
producing that movement in the same time required 
by the lift draw. The other jS of the acquired 
momentum must be destroyed without useful effect, 
in order to avoid severe concussion at the stopping 
point, while in the other case the whole acquired mo- 
mentum may be utilized in overcoming necessary 
friction, so that no power need be wasted. Therefore, 
without extending this discussion, already, perhaps, 
carried too far, it may safely be pronounced practically 
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impossible to effect the movement of the swing draw, 
in the time in which that of the lift draw may be ac- 
complished. 

After all, practical teat is generally the only satisfac- 
tory means of determining the value and utility of any 
mechanical device. 
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Weisbach's Mechanics. 

Kew and Revised Edition* 

8vo. Cloth. $10.00. 

A MANUAL OF THE MECHANICS OF ENGINEERING, 
and of the Construction of Machines. By Jinjus Weisbich, Ph. 
D. Translated from the fourth augmented and improved Ger- 
man edition, by Ecklst B. Goxb, A.M., Mining Engineer. Vol. 
I. — Theoretical Mechanics. 1,100 pages, and 902 wo«d-cut 
illustrations. 

Abstract of Contents. — ^Introduction to the Calcnlna— The Qeneral 
Prinoiplesof .Heohanics — Fhoronomioa, or the Purely Mathematical Theory 
of Motion — ^Mechanics, or the Qeneral Phyaical Theory of Motion - Statics of 
Bigid Bodies — The Application of Statics to Elasticity and Strength — Dynam- 
ics of Bigid Bodies -Statics of Fluids - Dynamics of Fluids — The Theory 
of Oscillation, etc. 

'< The present edition is an entirely new work, greatly extended and very 
much improved. It forms a text-book which must find its way into the hands, 
not only of every student, but of every engineer who desires to refresh his mem- 
ory or acquire clear ideas on doubtful points.'* — Manufacturer and Builder, 

^ We hope the day is not far distant when a thorough course of study and 
education as such shall be demanded of the practising engineer, and with this 
view we are glad to welcome this translation to our tongue and shores of one 
of the most able of the educators of Europe." — The TechnologieL 




FraiLois' Lowell Hydraulics. 

TfUrd Bditiwf^ 

4to. Cloth. $15.00. 

LOWELL HYDRAULIC EXPERIMENTS — being a Seleo- 
tion from Experiments on Hydraulic Motors, on the Flow of 
Water over Weirs, and in Open Canals o£* Uxiiform Rectangular 
Section, made at Lowell, Mass. By J. B.. Fsakcis, Civil Engineer. 
Third edition, revised and enlarged, including many New Ex- 
periments on Gauging Water in Open Canals, and on tlie Flow 
through Submei^ed Orifices and Diverging Tubes. With 23 
copperplates, beautifiolly engraved, and about 100 new x^^^b o^ 
text 

T^e work is divided into parts. Pabt L, on hydraulic motors, includes 
ninety-two experiments on an improved Foomeyron Turbine Water-Wheel, 
of about two hundred horse-power, vsdth rules and tables lor the construction 
of similar motow; thirteen experiments on a model of a oentre-vent water- 
wheel of the most simple design, and thirty-nine experiments on a oentre-vent 
water-wheel of about two hundred and thirty horse-power. 

Pabt II. includes seventy-four experiments made for the purpose of deter- 
miTiing the form of the formula for computing the flow of water over weirB;^ 
nine experiments on the effect of back-water on the flow over weirs; eighty- 
eight experiments made for the purpose of determining the formula for com- 
puting the flow over weirs of regular or standard forms, with several tables 
of comparisons of the new formula with the results obtained by former experi- 
menters; five experiments on the flow over a.dam in which the crest was of the 
same form as that built by the Essex Company across the Merrimack Kiver at 
Lawrence, Massachusetts; twenty-one experiments on the effect of observing 
the depths of water on a weir at different distances from the weir ; an exten- 
sive series of experiments made for the purpose of determining rules for 
gauging streams of water in open canals, with tables for facilitating the same ; 
and one hundred and one experiments on the discharge of water through sub- 
merged orifices and diverging tubes, the whole being fully illustrated by 
twenty-three double plates engraved on copper. 

In 1855 the proprietors of the Locks and Canals on Merrimack River con* 
sented to the publication of the first edition of this work, which contained a 
selection of the most important hydraulic experiments made at Lowell up to 
that time. In this edition the principal hydraulic experiments made there, 
subsequent to 1855, have be<^u added, including the important series above 
mentioned, for determining rules for the gauging the flow of water in open 
canals, and the interesting sories on the flow through a submerged Venturi*s 
t«be, in which a larger flow was obtained than any we find reoorded. 




Francis on Oast-Iron Pillajs, 

8va Cloth. 13.00. 

ON THE STRENGTH OF CAST^mON PILLARS, with Tables 
£oT the use of Engineers, Arohitects, cind Builders. Bj James B. 
FEAircn, Ci^il Engineer* 



Merrill's Iron Truss Bridges. ^ 

Second Editimu 

4to. Clotk $6.0a 

IRON TRUSS BRIDGES POR RAILROADS. The Method of 
Calculating Strains in Trusses, with a careful comparison of the 
most prominent Trusses, in reference to economy in combination, 
etc., etc. By Brevet Colonel Wiluam E. Mbr&zll, U.S.A., 
Major Corps of Engineers. Nine lithographed plates of illustra- 
tions. 

'' The work befove us is an atteaipt to give a basis lor sound reform in this 
feature of railroad engineerinj^, by throwing ' adiitional light upon the 
method of oalcul tting the ma^im* strains that can come upon any part of a 
bridge truss, and upon the manner of proportioning eaoh part, so that it shall 
be as strong relatively to its own strains as any other part, and so that the 
entire bridge may be strong enough to sustain several times as great strains 
as the greatest thai can oome upon it in actual use.' " — ScUniifie American. 

** The author has presented his views in a clear and Intelligent manner, and 
the ingenuity displayed in eoloring the figures so as to present certain facts 
to the eye forms no inappreciable part of the merits of the work. The reduc- 
tion of the * formulao for obtaining the strength, volume, and weight of a cast- 
iron pillar under a strain of compression,' will be very acceptable to those who 
have occasion hereafter to make investigations involving these conditions. As 
a whole, the work has been well done.** — Bailroad Qaaette^ ChicMgo, 



Humberts Strains in 

Idmo. Cloth. $2.50. 

A HANDY BOOK FOR THE CALCULATION OF STRAINS 
IN GIRDERS and Similar Structures, and their Strength, con- 
sisting of Formulas and Corresponding Diagrams, with nupierous 
details for practical application. By William Humbeu. Fully 
illustrated. 




Shreye oil Bridges and Boofls. 

8ro, 87 waod-cnt iUuBtxutknM. Cloth $5.00. 

A TREATISE ON THE 8TBENOTH OF BRIDGES AND 
ROOFS-'Ooinprisixvg the determinatioD of Algebraic formulas 
for Strains in Horizontal, Inclined or Rafter, Triangiilar, Bow- 
string, Lenticular and other Trusses, from fixed and moving 
loads, with practical applications and examples, for the use of 
Students and Engineers. By SaXitsl K. Shesyb, A.]ii., Civil 
Engineer. 

•On the whole, Mr. fihrere has produced a book which is the simplest, 
clearest, and at the same time, the most systematic and with the best math* 
ematical reasoning of Any work upon tlie same subject in the language."^ 
Railroad Gazette, 

** From the nnnsually clear language in which Mr. Shreve has given every 
statement, tlie student will haye but himself to blame if he does not become 
thorough madter of the fi\kh}Gct"'— London Mining JourncU. 

" Mr. Shreve has produced a work that must always take high rank as a 
text-book, ♦ * ♦ and no Bridge Engineer should be without it, as a 
valuable work of reference, and one that will frequently assist him out of 
dmtultiea.*'-^Franklin iMtitute Journal. 



The Kansas City Bridge. 

4to. Cloth. $0.09 

WITH AN ACCOUNT OF THE REGIMEN OF THE MIS- 
SOURI RIVER, and a description of the Methods used for 
Founding in that River. By O. Cha:T0te, Chief Engineer, and 
George Mobison, Assistant Engineer, illustrated with five 
lithographic views and twelve plates of plans. 

lUustrcUions, 



Views.— View of the S:an8a» City 
Bridge, August 2, 1860. Lowering 
Caisson No. 1 into position. Caisson 
for Pier No. 4 brought into position. 
View of Foundation Works, Pier No. 
4. Pier No. 1. J 

Plates. — I. Map showing locatioi^ 
of Bridge. II. Water Record— ^ross 
Section of. River — ^Profile of Crossing 
— Pontoon Protection. III. Water 
Beadener — Caisson No. 2 — Founda 



tion Works, Pier No. 3. IV. Founda- 
tion Works, Pier No# 4. V; Founda- 
tion Works, Pier No. 4 VI. Caisson 
No. 5— Sheet Piling at Pier No. 6— 
Details of Dredges — Pile Shoe — Beton 
Box. VII. M'isonry — Draw Protec- 
tion — ^False Works between Piers 8 
and 4. VIII. Floating Derricks. 

IX. G-eneral Elevation — 176 feet span. 

X. ^48 feet span. XL Plans of Draw. 
XTT. Strain Diagrams. 
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Clarke's Qxiincy Bridge. 

4to. Cloth. <7.5a 

DESCRIPTION OP THE IRON RAILWAY Bridge across the 
Mississippi River at Quinej, Illinois. By Thokas Cubtis Clakke, 
Chief Engineer. Illustrated with twenty-one lithographed 
plans. 

lUustratums, 



Plates.— General Pka of Husb- 
gappi Biver at QuiiKrfi showing loca- 
tion of Bridge. ILi. General Sections 
of MiHsiuippi Birer at Quincy, show- 
ing location of Bridga. n6. General 
Sections of Mississippi Ri^er at Quin- 
sy, showing location of Bridge. IIL 
General Sections of Mississippi River 
at Quincy, showing location of Bridge. 
IV. Plans of Masonry. V. Diagram 
of Spans, showing the Dimensions, 
Arrangement of Panels, etc VI. Two 
bundled and fifty feet span, and de- 
tails. VIL Three hundred and sixty 
feet PiTot Draw. VIIL Details of 
three hundred and sixty feet Draw. 
IX. lee-Hieakers, Foundations of Piers 
and AbmtDMiiti, Water Table^ and 



Cnire of Deflections. X. Founda- 
tions of Pier d, in Process of Con- 
struction. XL Foundations of Pier 
3, and its Protection. XIL Founda- 
tions, of Pier 3, in Process of Oonstruo- 
tion, and Steam Dredge. XIIL Foun- 
dations of Piers 5 to 18, in Process 
of Construction. XIV. False Works, 
sho|ring Process of Handling and Sea- 
ting Stone. XV. False Works for 
Raising Iron Work of Superstructure. 
XVL Steam Dredge used in Founda- 
tions 9 to 18. X VII. Single Bucket 
Dredge used in Foundations of Bay 
Piers. XVnL Saws used for Cut- 
ting Piles under water. XIX. Sand 
Pump and Concrete Box. XX Ma^ 
aonry TrayelUng Craae. 



Whipple on Bridge Building. 

8yo, Illustrated. ClothiT $400. 

AN ELEMENTARY AND PRACTICAL TREATISE ON 
BRIDGE BUILDING. An enlarged and impioyed edition of 
the Author's original work. By S. Whipplb, C. E., Inventor of 
the Whipple Bridges, &c. Second Editioa* 

like design has been to develop from Fundamental Principles a system, easy 
of comprehension, and such as to enable the attentive reader And student to 
judge understandingly for himself, as to the relative merits of different plans 
and combinations, and to adopt for use such as may be most suitable for the 
oases he may have to deal with. 

It is hoped the work may prove an appropriate Text-Book upon the subject 
treated of, for tl^ Engineering Student, and a useful manual for the Praotio- 
ing Engineer and Bridge Builder. 




Stoney on Strains. 

N9W aiM Mevisea EOUion, with nnmertms iUtMeroKoiMw 

Royal 8to» 864 pp. doth. $12.50. 

THE THEORY OF STRAINS IN GIKDEES and Sirailar Strata- 
tuxee^ with Observatioos on the Api^eation oi Tkeofj to Ptaetiee^ 



and Tables of Strength and other Properties of Materials. Bf 
BixnoN B. Stonst, R A. 



Roebling's Bridges. 

ImpeiAal folio. Clo«h. $25.00. 

LONG AND SHORT SPAN RAILWAY BRIDGES. Bj Joinr 
A. RoEBLise, C. E Illustrated with lai^ copperplate engrav- 
ings of pla&s and views. 

List of Platen 

1. Pftraboao Truss RaUway Bridge. 2, 3, 4, 5, 6. Detaik of Pleurabollo 
Tmasy with centre span 500 feet in the okar. 7. Flan and View of a Bridge 
over the MieoBuppi Bivw, at St Louis, lor railway and oommoa tmreL 8^ 0» 
10, 11, 12. DetaUs and View of dt. Loiuft Bridge^ Id. Railioad Bridge am 
the Ohio. 



Biedrichs' Theory of Strains. 

8m Cloth. $5v00. 



A Compendium for the Calculation and Oonstrootiaa of 
Roofs, and Cranes, with the Applioatioa of Trigonometrical 
Notes. Containing the most comprehensive information in re- 
gard to the Resulting Strains for a penna&ent Load, as also for 
a combined (Permanent and Rolling) Load. In two sections 
adapted to the requirements of the present time. By John Dijsik 
BicHs. Illustrated by numerous plates and diagrams. 

*' The want of a oompaot, universal and popular treatiae on the Gonstmo- 
tion of Roofs and Bridges— especially one treating of the influenoe of a varia- 
hle load— and the unsatisfactotT' essays of different authors on the subject, 
induced me to prepare ihis work.*' % 




Whilden's Strengtli of Materials. 

Idmo. Gloih. |2wOO. 

ON THE STRENGTH OF MATERIALS used ia Engiaeering 
Constructioa. By J. K. Whild£n. 



Campin on Iron B00&. 

Large Sto. Clotii. |3L00. 

ON THE CONSTRUCTION OP IRON ROOFS, A Theoretical 
«ad Practical Treatise. By Francis Campin. With wood-cuts 
and plates of Roofs lately executed. 

** Tfa6 mftthemfltioal formulBS are of aa elementarj kind, and the process 
admits of an eas^ extension so as to embraoe the prominent yarieties of iron 
truss bridges. The treatiBe, though of a practical scientific character, may be 
easily mastered by any one familiar with elementary mechanics and plane 

Holley's Railway Practice. 

liroLloUo. Cloth. $12.00. 

AMERICAN AND EUROPEAN RAILWAY PRACTICE, in 
the Economical Oeaeratioa of Steam, including Ihe materials 
and oonstructioa of Coal-burning Boilers, Combustion, the Varia- 
ble Blast, Vaporization, Circulation, Super-heating, Supplying 
and Heating Feed-water, &c., and the adaptation of Wood and 
Coke-builiing Engines to Coal-bumifig ; tod in Permanent Way, 
including Road-bed, Sleepers^ Rails, Joint Fastenings, Street 
Railways, &c., &c. By Alexandeb L. Hollet, B. Pi With 77 
lithographed plates. 

" This is an elaborate treatise by one of our ablest civil engineers, on the oon- 
Btmction and use of locomotives, with a few chapters on the building of Rail- 
roLds. * * * AU these sabj^to are treated by the author, who is a 
first-class railroad engineer, in both an intelligent and intelligible manner. The 
facts and ideas are well arranged, and presented in a clear and simple style, 
iusoompanied by beautifol engravings, and we presume the work will be regard- 
ed as indispensable by all who are interested in a knowledge of the conatruo- 
iion of railroads and rolling stock, or the working of locomotives." — ScUrUiflc 
American, 
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Henricf s Skeleton Stnicttire&. 

8yo. Cloth. $1^ 

SKELETON STRUCTURES, especially in their Application to 
the building of Steel and Iron Bridges. Bj Oiaus HExnici. 
With folding plates and diagrams. 4 

By presenting these general examinationB on Skeleton StrnotoreSy with 
particular application for Suspended Bridges, to Engmeers, I renture to ex- 
press the hope that they will receive these theoretical results with some confi- 
dence, even although an opportunity is wanting to oompare them with praoti- 
oal results. O. H. 



Useful Information for Railway Men. 

Pocket form. Morocco, gUty $2.00. 

Compiled by W. G. Hakilton, Engineer. Fifth edition, revised 
and enlarged. 570 pages. 

'* It embodies many valuable formul» and recipes useful for railway men, 
and, indeed, for almost every class of persons in the world. The ' informa- 
tion ' comprises some valuable formuln and rules for the construction of 
boilers and en^^es, masonry, properties of steel and iron, and the strength 
of materials generally.''-— iiailiVfKf OcMUe, Ohieago. 



Brooklyn Water Works. 

1 vol. foHo. aoth. $25.00. ' 

A DESCRIPTIVE ACCOUNT OF THE CONSTRUCTION OF 
THE WORKS, and also Reports on the Brooklyn, Hartford, 
Belleville, and Cambridge Pumping Engines. Prepared and 
printed by order of tke Board of Water Commissioners. With 
59 illustrations. 

GoNTBfifTa — Supply Ponds — ^The Ck>nduit -Bidgewood Engine House and 
Pump Well — Ridgewood Engines — ^Foroe Mains — ^Bidgewood Beservoir— 
Pipe Distribution — ^ICount Prospect Reservoir— Mount Prospect £ngi&s 
House and Engine— Drainage Grounds — Sewerage Works— Appendix. 
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Kirkwood on Filtration- 

4to. Cloth. flS.OO. 

EEPORT ON THE FILTRA.TION OF RIVEE WATERS, for 
the Supply of Cities, as practised iu Europe, made to the Board 
of Water Commissioners of the City of St. Louis. By James P. 
Kirkwood. Illustrated by 30 double-plate engravings. 

CJoNTENTtt. — ^Report on Filtration — London Works, General — Chelsea 
Water Works and Filters— -Lambeth Water Works and Filters— Southwark 
and Vanxhall Water Works and Filters — Grand Junction Water Works and 
Filters— West Middlesex Water Works and Filters— New River Water 
Works and Filters — East London Water Works and Filters — ^Leioester Water 
Works and Filters— York Water Works and Filters— Liverpool Water Works 
and Filters— Edinburgh Water Works and Filters— Dublin Water Works 
and Filters— Perth Water Works and Filtering Gallery— Berlin Water 
Works and Filters — Hamburg Water Works and Reservoirs — Altona Water 
Works and Filters — Tours Water Works and Filtering Canal — Angers Water 
Works and Filtering Galleries — Kantes Water Works and Filters — Lyons 
Water Works and Filtering Galleries — ^Toulouse Water Works and Filtering 
Galleries — Marseilles Water Works and Filters — Genoa Water Works and 



Filtering Giilleries — Leghorn Water Works and Cisterns— Wakefield Water 
Works and Filters — Appendix. 



Tunner on Roll-Turning. 

1 voL 8vo. and 1 vbL plates. $10.00. 

A TREATISE ON ROLL-TURNING FOR THE MANUFAC- 
TURE OF IRON. By Peter Txtnkek. Translated and adapted. 
By John B. Pe^rsb, of the Pennsylvania Steel Works. With 
numerous wood-cuts, 8yo., together with a foHo atlas of 10 litho- 
graphed plates of Rolls, Measurements, &c. 

** We commend this book as a clear, elaborate, and practical treatise upon 
the depcurtment of iron manufacturing operations to which it is devoted. 
The writer states in his preface, that for twenty-five years he has felt the 
necessity of such a work, and has evidently brought to its preparation the 
fruits of experience, a painstaking regard for accuracy of statement, and a 
desire to furnish information in a style readHy understood. The book should 
be in the hands of every one interested, either in the general practice of 
mechanical engineering, or the special branch of manufacturing operations to 
which the work relates.' — American ArtUan. 
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Glynn on the Power of Water. 

l^mo. Cloth. $1*00. 

A TREATISE ON THE POWER OF WATER, as applied to 
drive Flour Mills, and to give motion to Turbines and other 
Hydrostatic, Engines. By Joseph Glynn, F.R. 8. Third edition, 
revised and enlai^ed, with numerous illustrations. 



Hewson on Embankments. 

8vo. Cloth. $d.OO. 

PRINCIPLES AND PRACTTICE OF EMBANKING LANDS 
from River Floods, as applied to the Levees of the Mississippi 
By William Hewson, Civil Engineer. 

'^ This is a valuable treatiiie on the principles an<f practice of embaaldng 
lands from river floods, as applied to the Levees of the Mississippi, by a highly 
intelligent and experienced engineer. The author says it is a first attempt 
to reduce to order and to rule the design, execution, and measurement of the 
Levees of the MissisaippL It is a most useful and needed contribution to 
scientific literature. — Philadeiphia Evening JoumaL 



Gninej: on Steel. 

8vo. Cloth. 13.50. 

THE MANUFACTURE OF STEEL. By M. L. GRUNfiR, trans- 
lated from the French. By Lenox Smith, A. M., £. M., with an 
appendix on tlie Bessemer Process in the United States, by the 
translator. Illustrated by lithographed drawings and wood-cuts. 

** The purpose of the work is to present a oanful, elaborate, and at the 
same time practical examination into the physical properties of st«cl, as well 
as a description of the new processes and mechanical appliances for its manufac- 
ture. The information which it contains, gathered from many trustworthy 
sources, will be found of much value to the American steel manufacturer, 
who may thus acquaint himself with the results of careful and elabbrato ex- 
periments in other countries, and better prepare himself for successful com- 
petition in this important industry with foreign makers. The fact that thiB 
volume ii from the pen of one of the ablest metaUurgists of the present day, 
cannot fail, we think, te secure for it a favorable consideration. — Iroa AgA, 
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Bauerman on Iron. 

TEEATISE ON THE METALLURGY OF IKON. Contain- 
ing outlines of the Histoiy of Lx>n Manufaoture^ methods of 
Assay, and analysis of 'Lx)n Ores, processes of manufacture of 
Iron and Steel, etc., etc. By H. Batj£Sxa.n. First American 
edition. Revised and enlarged, with an appendix on the Martin 
Process for making Steel, from the report of Abram 8. Hewitt 
Illustrated with numerous wood engravings. 

" This ifl on important addition to the stock of teohnioal works published in 
this country. It embodies the Uitest &cts, discoveries, and processes con- 
nected with the manafaotnre of iron and steel, and should be in the hands of 
every i>erson interested in the subject, as well as in all technical and scientific 
libraries." — 8eierU^ Ameriean. 



Link and Valve Motions, by W. S. 

Auchincloss. 

8vo. Cloth. $9,00. 

APPLICATION OF THE SUDE VALVE and Link Motion to 
Stationary, Portable, Locomotive and Marine Engines, with, neiv 
and simple methods for proportioning the parts. Bj William 
S. Auchincloss, Civil and Mechanical Engineer. Designed as 
a hand-book for Mechanical Engineers, Master Mechanics, 
Draughtsmen and Students of Steam Engineering. All dimen- 
sions of the valve are foimd with the greatest ease by means of 
a Printed Scale, and proportions of the Knk determined without 
the assistance of a model. Illustrated by 37 wood-cuts and 21 
Hthographic plates, together with a copperplate engraving of the 
Travel Scale. 

All the matters we have mentioned are treated with a clearness and absence 
of unnecessary verbiage which renders the work a peculiarly valuable one. 
The Travel Scale only requires. to be known to be appreciated. Mr. A. writes 
so ably on his snbjaot, we wish he had writton more. Idnydat^ Bn» 
gineering, 

We have never opened a work relating to steam which seemed to us better 
oiloulsted to give au Intelligent mind a oleav understaadiiig of the depwtr 
ment it discusses. — Scientific Amerioan, 
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Slide Valve by Eccentrics, by Prof. 

O. W. MacOord. 

4to. niustrated. CloUi, HOO. 

A PEACTICAL TREATISE ON THE SLIDE VALVE BY 
ECCENTRICS, examining by methods, the action of the Eccen- 
tric upon the Slide Valve, and explaining the practical proces- 
ses of laying out the movements, adapting the valve for its' 
various duties in the steam-engine. For the use of Engineers, 
< Draughtsmen, Machinists, and Students of valve motions in 
general. By 0. "W. MacOoild, A. M., Professor of Mechanical 
Drawing, Stevens' Institute of Technology, Hoboken, N J. 



Stillman's Steam-Engine Indicator. 

12mo. Cloth. $1.00. 

TBGE STEAM-ENGINE INDICATOR, and the Improved Mano- 
meter Steam and Vacuum Gauges ; their utility and application 
By Paul Stillmaw. New edition.- 



Bacon's Steam-Engine Indicator. 

12mo. Cloth. $1.00. Hor. $1.50. 

A TREATISE ON THE RICHARDS STEAM-ENGINE IN- 
DICATOR, with directions for its use. By Charles T. Pobteil 
Revised, with notes ax^ lai^e additions as developed by Amer- 
ican Practice, with an Appendix containing useful formulae and 
rules for Engineers. By F. W. Bacon, M. E., Member of the 
American Society of Civil Engineers. Illustrated. Second Edition 

In this worlc. Bir. Porter's book has been taken as the basis, but Mr. Bacon 
has adapted it to American Practice, and has conferred a great boon on 
Anim^"*^" Engineers. — ArUhan, 



Bartol on Marine Boilers. 

8yo. Cloth. 11.50. 

TREATISE ON THE MARINE BOILERS OF THE UNITED 
STATES. By H. B. Babtol. Illustrated. 
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)'s Limes and Cements. 

Taurth BdUion* Revised and Unlargd. 

8vo. Cloth. $4.00. 

PHACnCAL TREATISE ON LIMES, HYDBAUUO CE- 
MENTS, AND MOBTARS. Papers on Rractioal Engineering, 

. U. S. Engineer Department, No. 9, containing Reports of 
numerous experiments conducted in New York City, during the 
years 1858 to 1861, inclusive. By Q. A. Gillhobe, Brig-General 
U. S. Volunteers, and Major U« S. Coxps of Engineers. With 
numerous illustrations. 

<* This work contains a reoord of certain experiments and researohes made, 
nnder the authority of the Engineer Bureau of the War Department from 
1858 to 186 ly upon the various hydraulic cements of the United States, and 
the materials for their manufacture. The experiments were carefully made, 
and are well reported and compiled. *^^oumal BVankUt^ ImUtwU, 



Gillmore's Ooignet Beton. 

8to. Cloth. $2.50. 

COIGNET BETON AND OTHER ARTIFICIAL STONK By 
Q. A. GiLLMosE. 9 Plates, Views, eto. 

This work describes with considerable minuteness of detail the several kinds 
of artificial stone in most general use in Europe and now beginning to be 
introduced in the United States, discusses their properties, relative merits, 

and cost, and describes the materials of which they are composed 

The subject is one of special and growing interest, and we commend the work, 
embodying as it does the matured opinions of an experienced engineer and 
expert. 



Williamson's Practical Tables. 

4to. Flexible Cloth. $2.50. 

PRACTICAL TABLES IN METEOROLOGY AND HYPSO- 
METRYy in oonnection with the use of the Barometer. By Col. 

R. 6. WiLLIAMSOKy U. S. A. 
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WilliEinisbii on the Barometer. 

4tob OotiL $15.0e. 
ON THE USE OP THE BAROMETER ON SURVEYS AND 
RECONNAISSANCES. Part I. Meteorology in its Connec- 
tioii with Hypsometry. Part II. Barometiric Hypsometry. By 
R. S. Williamson, Bvt. lieut-Col. U. S. A., Major Corps of 
Engineers. With Illustrative Tables and Engravings. Paper < 
No. 15, Professioncd Papers, Corps of Engineers. 

" Saw Fkakcisco, Cal., Fth, 27, 1867. 
<'0«ii. A A. HUMFHBETS, Ohief of Eagineerg, U. S. Amy : 

*' General, — I Have the honor to submit to you, in tht following pages, the 
results of my investigations in meteorology and hypsometry, made irith the 
view of ascertaining how far the barometer can be used as a reliable instru- 
ment for determining altitudes on extended linds of survey and reconnais- 
sances. These investigations have occupied the leisure permitted me from my 
professional duties during the last ten years, and I hope the results will be 
deemed of sufficient value to have a place assigned them among the printed 
professional papers of the United States Corps of Engineers. 
'' Very respectfully, your obedient servant^ 

" B. S. WILLXAKSON, 
** Bvt. Lt-OoL tr. S. A., Major Corps of U. S. Engineers." 



Yon Ootta's Ore Deposits. 

8vo. Cloth. $400. 

TREATISE ON ORE DEPOSITS. By Bebnhard Vok Cotta, 
Professor of Geology in the Royal School of Mines, Freidberg, 
Saxony. Translated from the second German edition, by 
Frederick Prime, Jr., Mining Engineer, and revised by the 
author, with numerous illustrations. 

*' P^f. Von Cotta of the Freiberg School of Mines, is the author of the 
best modem treatise on ore deposits, and we are heartily glad that this ad- 
mirable work has been translated and published in this country. The trans- 
lator, Mr. Frederick Prime, Jr., a g^raduate of Freiberg, has had in his work 
the great advantage of a revision by the author himself, who declares in a 
prefatory note that this may be considered as a new edition (the third, of his 
own book. 

'' It is a timely and welcome contribution to the literature of mining in 
this country, and we are grateful to the translator for his enterprise and g^d 
judgment in undertaking its preparation ; while we reoognize with equal cor- 
diality the liberality of the author in granting both penmssion and assist- 
* — Extraeifrwrfk Eniew in Engineering and Mining JmnmaL 




Plattner's Blijwr-J^pe Analysis. 

8eooBd edhiofe. Rovind. 8(to. Oh&u |7.50. 

PLATTNEE'S MANUAL OF QUALITATIVE AND QUAN- 
* TITATIVE ANALYSIS WITH THE BLOW-PIPE. Froni 
the last German editioa Bevised and enlarged. Bj Prof. Th. 
BicHTEii, of the Eojal Saxon Mining Academy. Translated by 
Prof. H. B. Cornwall, Assistant in the Columbia Sehool of 
Mines, New York ; assisted by Jonir H. Caswell. Illustrated 
with eighty-seyen wood-cuts and one lithog^phic Plate. 560 
pages. 

** Flattner'B oelebrated work haa long been reoognized aa the only complete 
book on Blow-Pipe Analysis. Tbe fourth German edition, edited by Prof. 
Blcbter, fully sustaina the reputation which the earlier editions acquired dur« 
ing the lifetime of the author, and it is a source of great satisfaotion to us to 
know that Prof. Bichter has oo-operatod with the translator in issuing the 
American edition of the work, which is in fact a fifth, edition of the original 
work, being far more complete than the last (German edition." — SHUnmii'^ 
Journal 

There is nothing so complete 'to be found in the English language. Flatt- 
ner*8 book is not a mere pocket edition ; it is intended as a comprohensiTO guide 
to all that is at present known on the blow-pipe, and as such is really indis- 
pensable to teachers and advanced pupils. 

" Mr. Cornwall's edition is Bomething more than a translation, as it contains 
many corrections, emendations and additions not to be found in the original. 
It is a decided improvement on the work in its German dieM,"'^0umal of 
Applied Chemuttry. 



Egleston's Mineralogy. 

8to. Illustrated with 84 Lithographic Plates. Cloth. $4.50. 

LECTURES ON DESCRIPTIVE MINERALOGY, DeUyered 
at the School of Mines, Columbia College. Br Professor T. 
Egleston. 

These lectures are what their title indicates, the lectures on Mineralogy 
delivered at the School of Hinoi of Columbia College. They have been 
printed for the students, in order that more time might be given to the vari* 
ous methods of examining and detennining minerals. The second part has 
only been printed. The first port, comprising crystallography and physical 
mineralogy, will be printed at some fninre iuDMu 



16 



SCIENTIFIC BOOKS PUBLISHED BT 



Pynchon's Chemical Physics. 

New Edition, Reviaed and Enlarged. 

Oxown 8yo. Cloth. $3.00. 

INI-RODUCnON TO CHEMICAL PHYSICS, Designed for the 
Use of Academies, Colleges, and High Schools. Illustrated with 
numerous engravings, and containing copious experiments with' 
directions for preparing them. By Thomas Euggles Ptnchok, 
M. A., Professor of Chemistry and the Natural Sciences, Trinity 
College, Hartford. ^ 

Hitherto, no -work suitable for general use, treating of all these subjects 
within the limits of a single Tolume, oould be found ; consequently the atten- 
tion they have receired has not been at all proportionate to their importance. 
It is belieyed that a book containing so much yaluable information within so 
small a compaes, cannot fail to meet with a ready sale among all intelligent 
persons, while Professional men, Physicians, Medical Students, Photograph- 
ers, Telegraphe]:B, Engineers, and Artisans generally, will find it specially 
yaluable, if not nearly indispensable, as a book of reference. 

'' We strongly recommend this able treatise to our readers as the first 
work ever published on the subject free from perplexing technicalities. In 
style it is pure, in description graphic, and its typographical appearance is 
artistic. It is altogether a most excellent work.'' — iiclectlc Medical Journal, 

** It treats fully of Photography, Telegraphy, Steam Engines, and the 
various applications of Electricity. In short, it is a carefully prepared 
volume, abreast with the latest soientifio discoveries and inventions.'' — Hart- 
ffird CourarU. 



Plympton's Blow-Pipe Analysis. 

12mo. Cloth. 13.00. 

THE BLO W-PIPE : A System of Instruction in its practical use 
being a graduate^ course of Analysis for the use of students, 
and all those engaged in the Examination of Metallic Combina- 
tions. Second edition, with an appendix and a copious index. 
By Gborge W- Plympton, of the Polytechnic Institute, Brooklyn. 

*' This manual probably has no superior in the English language as a text- 
book for beginners, or as a guide to the student working without a teacher. 
To the latter many illustrations of the utensils and apparatus required in 
using the blow-pipe, as well as the fuUy illustrated description of the blow- 
pipe flame, will be especially servioeable." — New York TeacJier, 
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lira's Dictionary. 



London, 1873. 

» 

StoU. 8to. Clot3i,'^25.00. Half Hoasia, $82.50. 

DICTIONAEY OF ART8, MANUFACTURES, AND MINES. 
By Aksbxit Uxx, M.B. Bixth edition. Edited by Bobbkt Bvjn^ 
F.B.S.y greatly enlarged and rewritten. 



Brande and Oox's Dictionary. 

2few JSditianm 

London, 1872. 
8 ToU 8to. Cloth, (20.00. Hidl Moroooo, $27.50. 

A Dictionary of Science, Literature, and Art Edited by "W. T. 
Bbaitde and Bev. Geo. W. Cox. New and enlarged edition. 



Watt's. Dictionary of Chemistry. 

Supplementary Voiufne. 

8to. Oloth. $9.00.. 

This Tolnme brings the Becord of Chemical Discoveiy down to the end of 
the year 1869, including also several additions to, and oorreotions of, former 
results which have appoared in 1870 and 1871. 

*^* Complete Sets of the Work, Kew and Bevised edition, including above 
supplement. 6 vols. ^8vo. Cloth. $62.00. 



Bammelsberg's Chemical Analysis. 

* 
8vo. Cloth. $2:25. 

GUIDE TO A COUESE OF QUANTITATIVE CHEMICAL 
ANALYSIS, ESPECIALLY OF MINERALS AND FUR- 
NACE PRODUCTS. Dlustrated by Examples. By C. F. 
lUicxELSBSBa. Translated by J. Towl£b, M.IX 

This work has been translated, and is now published' expressly for those 
students in chemistry whose time and other studies in colleges do not permit 
ihem to enter >ipon the more elaborate and expensive treatises of Fresenius 
and others. It is the condensed labor of a master in chemistry and of a prac- 
iical analyst 




Eliot and Storer's Qualitative 
Chemical Analysis, 

New Edition, Revised^ 

ISmio. BlizstrAted. Cloth. fl.5a 

A COMPENDIOUS MANUAL OF QUALITATIVE 

GAL ANALYSIS. By Charles W. Euot and Fraitk H. Storer. 
Bevised with the Cooperation of the Authors, by William Rif- 
LET NioHOLSy Professor of Chemistry in the Massachusetts Insti- 
tute of Technology. • 

« This M annal has great merits as a praetioal introduction to the soience 
and the art of whioh it treats. It contains enongh of the theory and practice 
of qoalitatiTe analysis, " in the wet way,** to bring out all the reasoning in- 
Tolyed in the science, and to present clearly to the student the most approyed 
methods of the art. It is specially adapted lor exercises and experiments in 
the laboratory; and yet its classiEcationB and manner of treatment are so 
systematic and logical throughout, as to adapt it in a high degree to that 
higher class of students generally who desire an accurate kiowledge of the 
practical methods of arriving at scientific facts.** — Liitkeran Ohmrver, 

" "We wish every adidemlcal class in the land could have the benefit of the 
fifty exercises of two hours each necessary to master this book. Chemistry 
would cease to be a mere Inatter of memory, and become a pleasant experi* 
mental and intellectnal recreation. We heartily commend this little volume 
to the notice of those teachers who believe in using the sciences as means of 
mental discipline.'' — CoUege Caurani. 



Oraig's Decimal System. 

Square 32mo. Limp. 50o. 

WEIGHTS AND MEASURES. Aa Account of the Dedmal 
System, with Tables of Conversion for Commercial and SoientiBc 
Uses. By B. F. Craio, M. D. 

** The most ludd, aoourate, and useful of all the hand-books on this subject 
that we have yet seen. It gives forty-seven tables of comparison between the 
English and French denominations of length, area, capacity, weight, and the 
Centigrade and Fahrenheit thermometers, with clear instructions how to use 
them; and to this practical portion, whioh helps to make th^ transition as 
easy as poasibls, is prefixed a scientific explanation of the errors in tha n«tEio 
system, and how they may be oorreoted in the labonloy." — Ifatifin, 




Nhigent on Optics. 

Idmo. Cloth. 13:00 

TBSATISB ON OPTICS ; or, Light aad SigH theoretioally and 
prftotioaUy treated ; with the applieatioa to Fine Art and Indus- 
trial Pursuits. By £. Nuqxnt. With oa^ hundred and three 
illustrations. 

** This book U of a praotioal raiker than a theoretioal Und, and is de- 
ngnod to afford aooorate and oomplete information to all interested in appli* 
oations of thosoienoe." — Round Table, 



Baxuard's 



10 System. 



BvD. Brown oloih. #aO0. 

THE METRIC SYSTEM OF WBIGqTS AND MEA8UBES. 
An Address delivered before the.Conyooation of the Uniyersity of 
the State of New Yorky at Albany, August, 1871. By FaEDBRicc 
A. P. Baknakd, President of Columbia College, New York City. 
Seoond edition from the Bevised edition printed for the Trustees 
of Columbia College, Tinted paper. 

" It is the best sununaiy of the argaxnents in lanor of the metric weights 
and measures with which we are aoqnainted, not only beoaase it contains in 
small space the leading facts of the case, but beoanse it puts the advocacy of 
that system on the only tenable- g^nnds, namely, the great oonvenience of a 
decimal notation of weight and measure as well as money, the value of inter- 
national uniformity in the matter, and the faot that this metric system is 
adopted and in general use by the majority of civilized nations." — The Ifation. 



The Young Meohanio. 

Hhutrated. Idmo. Olotfa. |1.7Ck 

THE YOUNG MECHANIC. Containing directions for the use 
of all kinds of tools, and for the construction of steam engines 
and mechanical models, including the Art of Turning in Wood 
and Metal. By the author of '*The Lathe and its Uses," etc 
From the English edition, with corrections. 






(I 



20 aCIEKTIFIQ BOOKS PUBLJ-SHED BY 

Harrisou's Mechanic's Tool-Book. 

12fflo. Cloth. tlJiO. 

MECHANIC'S TOOL BOOK, with practical rules and suggestions, 
for the use of Haohinists, Iron Workers, and others. By W. B. 
Harrison, Associate Editor of the *' American ArtiBaii.'' IllastFa- 
ted with 44 engrarifngs* 



** This work is speciaUy adapted to meet the wants of Machfadsts and wtttk-^ 
ers in iron generally. It 14 made up of the work<*day experience of an intelli- 
gent and ingenious mechftnir., who had the faculty of adapting tools to variouB 
purposes. The praotiGability of his plans and suggestions are made apparent 
even to the unpractised eye by a series of well-^xeouted wood engravings.** — 
PlUUtdelphia Inquirer^ 

Pope's Modern Practice of the Eleo- 

tric Telegraph. 

SigLtk fdltiM. 8vo. Cloth $8.00. 

A Hand-book for Electricians and Operators. By Fbakx L. Fops. 
Seventh edition. Bevised and enlarged, and fully illustrated. 

Extract from Letter of Prof. Moru, 

** I have had time only cuzsorily to examine its contents, but this e»aniua- 
tion has resulted in gpreat gratification, especially at the fairness and unpre- 
judiced tone of your whole worib 

** Your illustrated diagrams are admirable and beautifully executed. 

<* I think all your instmoUons in the use of the telegraph apparatus judi- 
cious and oorreot, and I most cordially wish you success." 

Extract from Letter of Prof Q, Fl Houghs iff the DudUff (Mmervaitry, 

** There is no other work of this kind in the English language that con- 
tains in so small a compass so much xjractical information in the application 
of galvanic eleotricity to telegraphy. It should be in the hands of every one 
interested in telegraphy, or the use of Batteries for other purposes." 



Morse's Telegraphic Apparatus. 

lUiutnted. 8vo. Cloth. |3.00. 

EXAMINATION OF THE TELEGRAPHIC APPARATUS 
AND THE PROCESSES IN TELEGAPHY. By Samuel F. 
B. MoBSB, LL.D.y United States Commissioner Paris Universal 
Exposition, 1867. 
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I's Histoiy of the Telegraph. 

lAiBo. Cloth. %\». 

HISTORT AND PROGRESS OF THE ELECTRIC TELE- 
^GBAPHy with Descriptions of some of the Apparatus. By 
£oBSST S^nrs, G. E. • Secoad edition, with additions. 

Oc^RTBNTS.-- -L feftrly Obsenratioits of Eleotrieal FheBomena. II. Tele- 
gn^hs by Friotiimal EleotEiG&ty. lO. TtlegESphs by Voltaio Eteotrioity. 
IV. Telegnphs by BlActio-lCagnetlsa and KagAeto-Kleotrio&ty. V. Tele- 
graphs now in use. YL Overhead LiiuM, VH. Submarine Telegraph linea. 
"Vii-L Uadexgroond Telegraphs. IX. Atmoepherio Elecincity. • 



Haskins* Galvanometer, 

THE GALVANOMETEB, AND ITS USES; a MauuAl for 
EleotriciaiiB aad Students. By 0. H. Habkins. 

" We hope tbfs exeellent HUle work will meel wHk the file Ut merits 
entitle it to. To ev^iy teleg^pher who owati or iunni a Galvanometer, or 
erer expeela te^ it will be quite i]idl8peAsable<^«->2^ Megr ^ipktt. 



Culley's Haad-JBook of Telegraphy. 

8ve. Oloth. $t.O0l 

A HANb-feoOK OF PRACTICAt TBLEGRAPHT. By 
B. S. GuLLBT, Engineer to the Electric and International 
Telegraph Company. Fifth edition, refised and enlarged. 



■ * 

Foster's Submariiie Blasting. 

4to. ' Cloth. $3.50. 

SUBMABINE BLASTING in Boston Barbor, Massachusetts— 
Bemoval of Tower and Corwin Bocks. By John G. Foster, 
Lieutenant-Colonel of Engineers, and Brevet Major- General, U. 
S. Army. Illustrated with s^ven plat^. 

List or Platss.— 1. Sketch of t^e Narrows, Boston Harbor. 2. 
Townasnd'a Submarine DiiUing Maohinfl, and Working Vessel fittending. 
8. .SubnarinA DrilUog Machine employed. 4. Details oi BrUUng Machine 
employed. 5. Cartridges and Tamping used. 6. Fuses and Insulated Wires 
used. 7. Portable Friction Battery used. 
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Barnes' Submarine Warfare. 

8«o: Cloth. tSwOO. 

SUBMARINE WARFARE, DEFENSIVE AND OFFENSITE. 

Coofiprising a full and complete History of the InventioiK of the 
Torpedo, its employment in War and results of its use. Be- 
Bcription^ of the yariaus forms of Torpedoes^ Submarine Batteries 
and Torpedo Boats actually used in War. Methods of Ignitioa 
by Machinery, Oontaot Fuses, and Electricity, and a taXL aeoount 
of experiments made to determine the Explosive Force of Gun- 
powder under Water. Also a discussion of the OflTensive Torpedo 
system, its effect upon Iron-Clad Ship systems, and influence upon 
future N^jrul Wais^ By lieot-Commaadflr Johx S. Basxes, 
U. S. N. With twenty lithographic places and many wood-cuts. 

" A book {mporttoit to military men, and especially so to engineers imd ar> 
tillerists. It ooBsists of an exammatnm of th* yarions oAiasiys sad defensire 
engines that hi^ve been ooairiTed for submarine hostiUtias, jaisludiDg a diaoua- 
sion of the torpedo aystemi its effeota npon i«»N4ad Bbip<^stem8a and its 
probable infla«aoe 'Vpca futtUD^ naval wars. Plates of a valnabk ohoracter 
accompany the treatise, which afEords a nsefol history of the momentons snb- 
jeot it disonsses. A ^^^^t.de^ of ua^ol information is opllected in its pages, 
espeoially conoeiahig tha inyantiona ol SoisocX aad Vsiiinj, and dt Jones' 
and Hunt's liatteries, as well at of other similar machines, and the use in 
submarine (^peratiooa of gan-oottan and nitro-glyoocine.'' — N^ T. Tim48^ 



Handall's Quartz Operator's Hand- 
Book. 

J9mo. Gkith. tSLQO. 

QUARTZ OPERATOR'S HAND-BOOK. By P. M. Rjltoaxl. 

New edition, revised and enlarged. Fully illustrated. • 

The object of this work has been to present a dear and eomprehensire ex- 
position of mineral reins, and the means and modes chioffly employed for the 
mining and working of their ores--more especially those onntaining gold and 

silTer. 
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Mitcheirs Manual of Assaying. 

A MANUAL OF PEACTICAL ASSAYING. By John Mitchell. 
Third edition. Edited by William Cuookes, T.RS. 

In this edition are incorporated all the late important discoyeries in Assay- 
ing made in this country and abroad, and special care is deroted to the very 
important Volumetrio and Golorimetric Assays, as iretl as to the Bloir-Pipe 



Benet's Ohronoscope. 

ninstrated. 4t(i. OlotlL lajOO. 

ELEGTBO-BALLISTIO MACHINES, and the Schnltz Chrono- 
Boope. By lieutenant-Colonel 8. Y . Bevibt, Captain of Ordnanoe, 
U. S. Army. 

CoKTENTS. — 1. Ballistio Penduluip. 2. .Gun Pendulum. 3. Use of Eleo- 
trioity. 4. Navez' Maohine. 5. YtgiMtii*s Machine, vitk Plates. 6. Benton's 
Electro-Ballistic Pendulum, with Plates. 7. Leur's Tro-Pendulum Machine 
8. Sohultz*s Chronosoope, with two Plates. 



Michaelis' Ohronograpli. 

4ta Blnatrated. Cloth. $8.0a 

THE LE BOULENGfi CHEONOGEAPH. With three Utho- 
graphed folding plates of illustrations. By Brevet Captain E. 
MicHABLis, First lieutenant Ordnance Corps, U. 8. Army. 

^ The «xoellent monograph of Captain Miohaelis enters minutely into tiM 
details of construction and management, and gives tables of the timeaof flight 
oaleulated upon a given fall of the obroaomeier for all distaaoes. Captain 
Miohaelis has done gpood service in presenting this work to his brotharoffioers, 
describing, as it does, an faistrument which bids lair to be in eoosteat use in 
our future ballistiD experiments.'-— ^nsty and Nany Jmrn^iL 
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ititi's Hand-Book* 



Fourth Edition, 

nitrntrated. 12mo. Qoth. iSSXK 

A PItACnCAL HAND-BOOK FOR MINERS, MetanupgistB, 
and Assajers, oomprising the most recent improvements in the 
disintegration, amalgamation, smelting, and parting of the 
Precious Ores, with a Comprehensive Digest of the Mining 
Laws. Greatiy augmented, revised, and corrected. By Julius 
SiLVEBSMiTH. Fourth edition. Profusely illustrated. 1 yoL 
12mo. Cloth.. 13.00. 

One of the most important UtAwee^ of thi* work is that in which the 
metallorgy of the precious metahi ia treated ol In it the author has endeav- 
ored to embody all the piooesees for the redootioii and manipulation of the 
precious ores heretofore successfully employed in Germany, England, If ezioo, 
and the United States, together witii suoh as have been more recently invented, 
and not yet fully teeted-^oll of which are profoBely illustrated ' and easy of 



Simms' Levelling. 

8vo. Cloth. |2.50. 

A TREATISE ON THE PRINCIPLES AND PRACTICE OF 
LEVELLING, showing its application to purposes of Railway 
Engineering''aad the CqnstmdlaOp. t>£ Boads, ^. By Fkei>ekici: 
W. SiMHs, C. £. From the fifth London edition, revised and 
corrected, with the addition of Mr. Law's Practical Examples for 
Setting Out Railway Cunres. Illustrate^ with three lithographic 
plates and numerous wood-cuts. 

*' One of the moat important tcotHbooks for the geniraJl surveyor, and Qkers 
is soaroely a question connected with levelling for which a solution would be 
sought, hut that would be sati^Eadiodly aaswwred by ooosulting this v^ume." 
— Mininff Jintmal, 

** The texi*book on levdUng in most of our eBgineering- sobooU and eol- 

'*The publishers have rendned a tubstaatial serfioe to the pEafiesnon, 
especially to the. youn^r mtfmbors^ by bringing eui the pBBseat editm, ol 
ICr. Simms useful work.'* — Engineering, 
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Stuaxt^s Sticcessful Engineer. 

18mO. Bofti^r. HO eehts. 

HOW TO BECOME A SUCCESSFUL ENGINEER: Being 
Hints toToai^ inten^ng to tAopi the Profeaoion. By 
Bernard Stuart, Engineer, Sixth Edition* • 

*« A yalaable little book of aoaad, aensible advice to young men who 
wish to rise in the most important of the professions."— iSbtisn/^ American. 



Stuart's Naval Dry Docks. 

Twenty^ftnir engiavings on steel. 
Tourth Edition* 

4to. Cloth. $6.00. 

THE NAVAL DRY DOCKS OF THE UNITED STATES. 

By Ohablss B. SruASt. Engineer in Chief of the United States 

Navy. 

Idst of lUustrations. 

Pumping Engine and Pumps— Flan of Drj Dock and Pump-Well -Sec- 
tions of Dry Dock — Engine House — ^Iron Floating Gate — Details of Floating 
Gate— Iron Turning G(at^— Plan of Turning Gate — Culvert Gate — Filling 
Culvert Gates — Engine Bed — ^Plate, Pumps, and Culvert — ^Engine House 
Roof — Floating Sectional Dock-^Details of Section, and Plan of Tum-Tables 
—Plan of Basin and Jeanne Btv^^vaysr— Plan of Sliding Frame, and Elevation, 
of Pumps — Hydraulic Cylinder — Plan of Gearing for Pumps and End Floats 
— Perspeotive View of Dock, Basin* and BaUway — Plan of Basin of Ports- 
mouth Dry Dock — Floating Balanoe*Dock — 'Elevation of Trusses and the H»- 
ohinery— Perspeotive View of Balance Dry Dock 



Free Hand Drawing. 

Profusely Illustrated. 18mo. Boards. 60 cents. 

A GUIDE TO ORNAMENTAL, Figure, and Landscape Draw- 
ing. By an Art Student 

I 

CoNTRNTfi. — ^Materials emploj^d in Dsawhig, and how to use them— On 
Lines and how to Draw tbem-r-On Shad^— Concerning linesand sluidiiig» 
with applications of them to simple elementary sabjeots — Sicetehes fro^n Na- 
ture. 
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Minifie's Meohanical Drawing. 

Eighth JSkUtioii, 

JU>r*18m Ck>«h. HOO. 

A TEXT-BOOK: op GBOMETRIOAL drawing for the uae 
of Mechanicis and Schools, in which the Definitions and Bales of 
Geometry are famHiarlj explained ; the Practical Problems are 
arranged, from the most simple to the more complex, and in their 
description technicalities are avoided as much as possible. With 
illustrations for Drawing Plana, Sections, and Elevations of 
Buildings and Machinery ; an Introduction to Isometrical Draw- 
ing, and an Essay on Linear Perspective and Shadows. Illus- 
trated with over 200 diagrams engraved on steel. By Wm. 
MiNiFiE, Architect. Eighth Edition. With an Appendix on the 
Theoiy and Application of Colors. 

*< It is the b«8t work on I>rawiiig that we have ever seen, and is eepeoially a 
text-book of Geometrioal Drawing lor the nee of Heohanioa and Schools. Ko 
young Mechanic, such as a Machinist, Engineer, Cabinet-Maker, Millwright, 
or Carpenter, should be without iL^-r-SeientiJic American. 

*' One of the most comprehensive works of the kind ever published, and can- 
not but possess great value to builders. The style is at once elegant and sub- 
stantial. ' — PeriTMylvanta Inquirer, 

** Whatever is said is rendered perfectly intelligible by remarkably well- 
executed diagrams on steel, leaving nothing lor mere vague supposition ; and 
the addition of an introduction to isometrioal drawing, linear perspective, and 
the projection of shadows, winding up with a useful index to technical terms." 
— Olasgoto M&ihanicti' Journal, 

XSS^ The British Government has authorimd the uae of this book in their 
schools of art at Somerset House, London,' and throughout the Idngdom. 



I's Geometrical Drawing. 

' 12mo. Cloth. $2.00. 

GEOMETRICAL DRAWING, Abridged from the octavo edition, 
for the use of Schools. Illustrated with 481 steel plates. New 
edition, enlarged. 

" It i well adapted as a text-bodk 6f draiHng to be used in our High Schools 
and Academies where this useful branch of the fine arts has been hitherto too 
much neglected." — Boston Journal, 



D. VA2r NOSTBANJ). 



27 



Bell on Iron Smelting. 

8yo! Clotix. 16.03. 

CHEMICAL PHENOMENA OF IRON SMELTING. An ex- 
perimental and practical examination of the ciioumBtances which 
determine the capacity of the Blast Furnace, the Temperature 
of the Air, and the Proper Condition of the Materials to be 
operated upon. By I. Lowthzait Bell. 

" The reaxjtions if hich take place in every foot of the bhist-fumaoe hare 
been inveetigated, and the narnre of erery step in the prooen, from the intro- 
duction of the raw material into the furnace to the production of the pig iion, 
has been carefully ascertained, and recorded so fully that any one in the trade 
can readily avail themselyes of the knowledge acquired ; and we have no hes- 
itation in saying that the judicious application of such knowledge will do 
much to facilitate the introduction of arrangements which will still further 
economize fuel, and at the same time permit of the quality of the resulting 
metal being maintiained, if not improved. The volume is one which no prac- 
tical pig iron manufacturer can afford to be without if he be desirous of en- 
tering upon that competition which nowadays is ess^tial to progress, and 
in issuing such a work Mr. Bell has entitled himself to the best thanks of 
every member of the trade." — London Mining Journal, 



King's Notes on Steam. 

Thirteenth EditUm. 

8vo. Cloth. $2.00. 

LESSONS AND PRACTICAL NOTES ON STEAM, the Stoam- 
Engine, Propellers, &a>, ^ks., for Young Engineers, Students, and 
others. By the late W. R. Kikg, U. S. N. Revised by Chief- 
Engineer J. W. KiKG, TJ. S. Navy. 

** This is one of the bert, beeause eminently plain aad praotioal treatises on 
the Steam Engine ever published. ' — PhUadelphia Preu, 

This is tiiie thirteenth edition of a valuable work of the late W. H. King, 
TJ. 8. K. It contains lessons and practioal notes on Steam and the Steam En- 
gine, Propellers, eto. It is calculated to be of great use to yo\mg marine en- 
e^eers, students, and othets. The text is illustrated and explained by nu- 
merous diagrams and representations of machinery •-^•Bof^ a DaUff Adver* 
tiser. 

Text-book at the XT.- Si Naval Academy, AnI^lpoli•. 
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Burgh's Modem Marine Engineering. 

One thiok 4to wL Caotb. $25.00. HaUmomooo. $80.00. 

MODERN MARINE ENGINEERING, appHed to Paddle and 
Screw Propulsion. Consisting of 86 Colored Plates, 259 Practical 
Wood-cut Illustrations, and 408 pages of Descriptive Matter, the 
whole being an exposition of the present practice of the follow- 
ing firms : Messrs. J. Penn & Sons ; Messrs. Maudslay, Sons & 
Field; Messrs. James Watt & Co.'; Messrs. J. & G. Rennie ; 
Messrs. R. Napier & Sons ; Messrs. J. & W. Dudgeon ; Messrs. 
Ravenhill & Hodgson; Messrs. Humphreys & Tenant; Mr. 
J. T. Spencer, and Messr^. Forrester & Co. By N. P. Bukgh, 
Engineer. 

Pkincipal Contents. — General Ammgements of Engines, 11 examples 
— General Arrangement of Boilers, 14 examples — General Arrangement of 
Supcricaters, 11 examples — Details of Oscillating Paddle Engrines, 84 ex- 
amples — Condensers for Screw Engines, both Injection and Surface, 20 ex- 
amples — Details of Screw Engines, 20 examples — Cylinders and Details of 
Screw Engines, 21 examples — Slide Valves and Detail^, 7 examples — Slide 
Valve, Link Motion, 7 examples-? Expansion Valves and Gear, 10 exam- 
ples — Details in General, 30 examples -- Screw Propeller and Fittings, 13 ex- 
samples Engine and BoUor Fitting;8, 28 examplas In relation to the Princi- 
ples of the MarifLd Engine and Boiler, 83 exaanpln. 

* 

Notices of the Press, 

"Every conceivable detail of the Marine Engine, under all its various 
forms, is profasely, and we ninst add, admirably illustrated by a multitude 
of engravings, selected liom the best and moet modem practice of the first 
Marine Engineeca of the da^. Thei chapter on Coadenjiers is peculiarly valu- 
able. In one word, there is no other work in «xistv nee whi«h will bear a 
moment's comparison with it as an exponent of the skill, talent and practical 
ezperisnoe to which is due. the splendid reputwtiou ecyoyed by many Britiah 
Mnrine Engineers." - Etkgi'^MT, 

' ** This very compreh^slve w*ork, whi(^ wbs isfifued Su Moutiily x»art8, has 
just been completed. It coutams large and full drawings and c»pious de- 
scriptions of most of the best eisamplos of Modem Marine JSnginea, and It is 
a complete the<»«tioaI and ^edoal- ti^astise on the subjeotof Marine Engi- 
neering.'* American Artisan^ ' 

This is the only edition of th" above work with the beautifully colored 
plates, and it is out of print in England. 
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Bourne^ Trea;tiae on the Steam Eii- 

gine. 

itinth Edition. 

niustratedi 4to. Cloth. $15,00« 

TREATISE ON THE STEAM ENGINE iu its various appUca- 
tions to MineSi Mills, Steam Navigation, Kailways, and Agricul- 
ture, with the theoretical investigations respecting the Motive 
Power of Heat and the proper Proportions of Steam Engines* 
Elaborate Tables of the right dimensions of every* part, and 
Ptactical Instruotions for the Mauu&oture a^d Management of 
every speoiefl of Engi&e in aotual use* By J<mif Boitbns, bein^ 
the ninth edition of "A Treatise on the Steam Engine," by 
the " Artisan Club." Illustrated by thirty^eight plates and five 
hundred and forty-six wood-cuts. 

As Mr. Boanie*a work has the great merit of avoiding unsouzid and imma- 
ture viewBy it may flalely be consulted \>y aU who are xsaUy dasirous of ao- 
qniring trustworthy information on tbo subject of which it treats. During 
the twenty-two years which have elapsed from the issue of the first edition, 
the improvements introduced in the construction of the steam engine have 
heen both numerous and important, and o* these Mr. Bourne has taken care 
to point out the more prominent, and to fumisli the reader with such infer* 
mation as shall enable him readily to judge of their relative value. This edi<- 
tion has been thoroughly modernized, and made to accord with the opinions 
and ])ractice of the more successful engineers of the present day. All that 
the book professes to give is given with ability and evident care. The scien- 
tific principles which are permanent are admirably explained, and reference 
is mode to many of the more valuable of the recently introduced ensues. To 
express an opinion of the value and utility of such a work as The ArUsan 
Club's Treatise on iJie Steam Engine^ which has passed thrqugh eight editions 
already, would be superfltraihs ; but it 'nay ^be safely etotell that the work is 
worthy the attentive study of aH either engaged in the manufacture of steam 
engines or interested in economizing the use of steam. — Mining Journal, 



Isherwood's Engineering Precedents. 

Two Vols, in One. 8vo. Cloth. $a/)Ol 

ENGINEERING PRECEDENTS FOR STEAM MACHINERY. 
Arranged in the most practical and useful manner for Engineers^. 
By B. F. IsEfifiWooDy Civil Engineer^ U. S. Navy. With illus- 
trations. 
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Ward's Steam for the 



New and JBevis^ fSdUUnt* 

8va Cloth, f 1.00. 

STEAM FOB THE MILLION. A Popular Treatise on Steam 
and its Application to the Useful Arts, especially to Naviga- 
tion. By J. H. Wajud, Commander XT. 8. Navy. New and re- 
vised edition. 

A most excellent work for the young engineer and general reeder. Many 
ioeta relating to the management of the boiler and engine are set forth with a 
einiplLBity of language and perfection of. detidl that bring' the subject home 
to the leaAeg^'-^Ameriean £nffiiieer. 



Walker's Sorew Propulsion. 

8to. Oloth. 75 cents. 

NOTES ON SCREW PROPULSION, its Rise and History. By 
Capt W. H. Walkee, U. a Navy. 

Commander Walker's book contains an immense amount of concise practi- 
cal data, and every item of information recorded fully proves that the various 
points bearing upon it have been well considered previously to expressing an 
opinion. — London Mining JournaL 



Page's Earth's Crust. 

18mo. Cloth. 75 cents. 

THE EARTHS CRUST : a Handy Outiine of Geology. By 
David Pags. 

'' Such a work as this was much wanted — a work giving in clear and Intel* 
ligible outline the leading &cts of the science, without amplification or irk- 
some details. It is admirable in arrangement, and clear and easy, and, at the 
same time, forcible in stylo. It will lead, we hope, tp the introduction of 
Qeology into many schools thai have neither time nor room for the study of 
large treatises." — The Siuseum, 




Rogers' Qreology of Pennsylvania. 

8 Vols. 4to, with J^ort^ip of Haps. Cloth. $30.00. 

THE GEOLOGY OF PENNSYLVANIA. A Government Sur- 
Tey. With a general new of the Geology of the United States, 
Essays on the Goal Formation and its Fossils, and a description 
of the Coal Fields of North America and Great Britain. By 
Henbt Dabwin Rooves, Late State Geologist of Pennsylvania. 
Splendidly illustrated with Plates and Engravings in the Text. 

It certainly should be in every pnhlio library voroughont the country, and 
Ukewiee in the poflsesaion of all students of Oeology. After the flnal sale of 
these copies, the work will, of course, become more valuable. 

The work for the last five years has been entirely out of the market, but a 
few copies that remained in the hands of Prof. Rogers, in Scotland, at the 
time of his death, are now offered to the public, at a piioe which is even 
below what it was originally sold for when first published. 



Morfit on Piire Fertilizers. 

With 28 lUustiative Plates. 8vo. Cloth. |20.00. 

A PRACTICAL TREATISE ON PURE FERTILIZERS, and 
the Chemical Conversion of Rock Guanos, Marlstones, Coprolites, 
and the Crude Phosphates of Lime and Alumina GeneraUy, into 
various Valuable Products. By Gampbrll Mobut, M.D., F.C.S. 



Sweef s Report on Coal. 

8vo. Cloth. $8.00. 

SPECIAL REPORT ON COAL ; showing its Distributioo, CJassi- 
fication, and Cost delivered over different routes to various points 
in the State of New York, and the principal cities on the Atlantic 
Cocwt. By S. H. SwxET* With maps. 



Oolbnm^s Qas Works of London. 

tSmo. BoanU. OOoents. 
GAS WORKS OF LONDON. By Zseah Golbuut. 
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The Usefal Metals and tlieir Alloys ; 
Scoffi:en, Truran, and others. 

Fifth Edition. 

8vo. Half calf. $3.7^. 

THE USEFUL METALS AND THEm ALLOTS, incliding 
MINING VENTILATION, MINING JUEISPEUDENCE 
AND METALLURGIC CHEMISTRY employed in the conver- 
sion of IRON, COPPER, TIN, ZINC, ANTIMONY, AND 
LEAD ORES, with their • applications to THE INDUSTRIAL 
ARTS. By John Scoffrbk, Wiluak Tkfrak, William Olat, 
BoBBBT Oxlakd, Williax Faibbazbit, W. 0. AiTKiH, and Wor- 

UAM VOSE PlCBBTT. 



Collins^ TTseftil Alloys. 

18mo. Flexible. 75 cents. 

THE PRIVATE BOOK OF USEFUL ALLOYS ^nd Memo- 
randa for Goldsmiths, JeweUere, etc. By Jambs £. Collins 

This little book is compiled from notes made by the Anthor from the 
papers of one of the largest and most eminent Manoiaotnring Goldsmiths a<id 
Jewellers in this country, and as the firm is now no longx^r in existence, and the 
Author is at present engagfed in some other undertaking, he now oifers to the 
public the benefit of his experience, and in so doin^ he begs to state that all 
the alloys, etc., given in chose pages may be eonfidently relied on as being 
thoroughly practicable. 

The Memoranda and Keceipts throughout this book are also compiled 
from practice, and will no doubt be found usefui to the practical jeweller. 
--Shirley, Jrdy, 1871. 

Joynson s Metals Used in Construction. 

12mo. GlcAh. 75 cents. 

THE IHETALS USED IN CONSTRUCTION : Iron, Steel, 
Bessemer Metal, etc., etc. By Fbakcis Herbebt Jotxson. Il- 
lustrated. 

" In the Interests of practical sotenoe, we an bound to notioe this work ; 
and to those who wish farther information, we should say, buy it ; and the 
outlay, we honestly believe, will b* oonsidflnd well spent." — Scientific 
Senet/D, 
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HoUey's Ordjxanoe and -Armor. 

493 EngzavingB. Qidl Boan, $10.00. Half Russia, f 12,00. 

A 7|tEATISE ON OBDNANOB AND ABM)OR-£mibiiMn]ig 
Sesoriptionfiy Ducussioiifly and Ptoleaaional Opinions oonoendng 
' the Maxbbial^ Fabekatiok, BeqnizementB^.Capabilitiea^ and £n- 
duramce of Euyopean and American Guns, for Naval, Sea Coast, 
and Iron-olad War&xe, and their BiFLorei Pbo9xctil£s, and 
BRSECH-LoADiire.; also, Besults of Experiments against Armor, 
from Official Beoords, with an Appendix referring to Gun-Cotton, 
Hooped Oiins, etc., etc. By Aixxandsr L. Hoixet, B. P. 948 
pages, 498 Engravings, and 147 Tables of Besults, etc. 

CoNTsim. 

Chafteb L — Standard Ghms and their Fabrioatioa Described: Section 1. 
Hooped Ghuis; Seetion 2. Solid Wrought Ixoa Qtms; Seotioa 8. Solid Steel 
Gnus; Section 4. Cast-iron Qnns. C&aftbb IL — The Heqniraxnents of Qnns, 
Annor: Section 1. The Work to be done; Section 2. HeaTy Shot at Low Ve- 
locities; Section 8. Small Shot at High Velocities; Section 4. The two Sjrs- 
tems Combined; Section 5. Bieaehing KaK^nrjr. Chaptek III. — The Strains 
and Structnre of Gnna: Section 1. Besifftsiioe to Untio ]^ressnrer Section 2. 
The Efitects of Yxbrationf Seetiim 8. The Ififfects Of Heat/ ChA:i^er IV.— 
Cannon Metals and Processes of FaJbv^oation: Section 1. Elasticity and DnctiL 
ity; Section 2. Cast-iron; Section 8. Wrought Iron; Section 4 Steel; Sec- 
tion 5. Bronze; Section <l. Other Alloys. Ohaptkb V.— Rifling and Projec- 
tiles; Standard Forms and^ Practice Described; Early Experiments; The 
Centring System; The Compressing System; The Expansion System; Armor 
Punching Projectiles; Shells foi^ Holten Ketal; Competitire Trial of Rifled 
Ghms, 1862; Duty of Rifled Quns: General Uses, Aconraey, Range, Velocity, 
Strain, Liability of Projectile to Injury ; Firing Spherical Shot from Rifled 
Guns; Kaiterial for Armor-Pundking Projectiles ; Shape of Aimor-Punching 
Projectiles; Capacity and pestniotiyeness of Shells; Elongated Shot from 
Smooth Bores; Conclusions; Velocity of Projectiles (Table\ Chapter VI.— 
Breech-Loading Advantages and Defects of the System; Rapid Firing and 
Cooling Guns by Maohinwp; Standard Breed^X'Oaders .D^iiBdl^ ^ Part Sec- 
ond: Experimento ag^insi' Armor; Aceount of Experiffibtif ^ from Official 
Records in Chronological Ord^r. , Appendix. — ^Report on the Application of 
Gun-Ootton to Warlike Purposes — British Assooiatiou, 1868; Manufacture and 
Bseperittents in England ; Guns Hooped with Initial Tension— HMtory; How 
Guns Burst, by Wiard, Lyman's Accelerating Gun; Endurance of Parrott 
and Whitfwqrih Guns at Charleston ; Hooping old United States Cast-Iron 
Gitns ; Endurance and Accuracy of the Armstrong 600-pbunder; Competitive 
Trials with 7-inch Guns. ' ' 
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•Peiree^s Analytio Mec^ianies. 

ffisriEM OF* AN Atlf TiCt MEOrfANt(38. l^y^cjal iiid Cefee Al 
Mecbamcs. By Bejtjamik ffeiAcii, fWkins rrofeteorof AHtn md my 
and MalihemAtibs in Harraid tTnittfrBify, aiid Oonsnitiiig As- 
tronomer of ^6 American Bphctoietis and Nautical Almafiac. 
Developed in four syBtems of Analytic Medhanicd, G^letitial 
Meohaniosy Potential Physics, and Ajxalytic Morphology. 

** I katv ref«3saaii9ed the wamgws «f ^ gre%igeoi|i9t«m, a«d ^MTa-^lflTen 
to ooosolidate their lateB^.reeearoh^ and Ui^ most exalted fofms of thought 
into a consistent and uailorm treatise, ti 1 liare hereby euoceeded ill djpen- 
ing to the students of my ooontrj a jseadier aocess to these ohoioe jewels of 
intellect ; if their brilliancy is not impaired in this attempt to reset them ; i^ 
in their own oonst^Qaiion, t^ey illiurirate eacAi o^Sfaer, anct* ookcentrate 
a stronger light upon iftie niunes or ineur ^^iBooterenr, and, still moare, if atfy 
gem which I may hare presumed to add is not' whbUy Instr^ess in the ooileo- 
tion, I shall feel that my work has not besn in rzhx^ Sxttadt fnmh ^ JPhh 
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Burt's Key to Sblax Compass. 

Seaond^JB^itian. 
Pookei Boob Form. TrndtA IBM. 

KEY TO THE SOLAU COMPASS, and Suxr^yor'sCoinpaiuaai; 
eomprijBiiig all the •Buflaft ' nooeBOvy fov nse^ m the fields al0», 
Description, of the Linear Surveys and Pablic Land System <>f 
tfaa United Btateb, MoteB on the BarometidP, Suggestions ioff 0Si 
outfit for a Survey of four months, etc', 'eifc., ete. By W, IL 
BuftTy U. 8. Deputy Surveyor. Seoond edition. 
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Chauirenef s Ltizxar Distances* 

8yo. Cloih. $2.00. 

NEW METHOD OF CORREOTING LUNAE DBOTAMCBB^ 

and Improved Method of Pmding the Error and Bate of a ChWjK 
nometer, by equal altitudes. By Wm. OHA^vriuTET, LL.D., Chan- 
cellor of Washington University of St Louis. 
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IIl«str»tod with 9 Oopperplatss and 81 Wood-cut IUa8irati(m8. 8vtk 

Cloth. |5.oa 

Kaiiy books haVe boon wrfttsa oa each of the iiVLbjeots treated of in the 
dztoen ohaptera of this wo^k; ai^ to eb^ain a oofUgMe^.lmwlfld^a of 
geodetio siurreTing requires a profound study of the whole range of mathe* 
matioal and physical acienoee; but a year of preparation should render any 
intslligeat oAoer competent to oonduot a nautioal surrey. 

CoNTKNTS. — Ghapt^ L 7«fB&uJ« and (C^natavL|r|lJ8efttl in Surreying 
IL Distinotive Chara^idr of Surveys. IH. ^ydro^j^tCphio Surreying under 
Sail ; or, Running Suryey. IV. Hydrographio Surveyifig of Boats; or, Har* 
bor Survey. Y. Tides— Definition of Tidal Phenomenf^Tidal Observations. 
Yi. IfLeasorem^tof Bartsw A,ppropriate and lUreot , VII.,'4fei^itraniijpnt. oC 
the Angles of Triangles — Azimuths — Astronomical Bearings. YUI. Goneo- 
tions to be Applied to the Observed Angles. IX. Levelling—Diflerenoe of 
I^veL X» Ooinputation ef the Sides of the Triangulation— The Three-point 
Problem. XI. Ifetennination of the Oe94^tic Latitudes, I^wiffitades, and 
Azimuths, of Points of a Triangulation. XIL Summary of Subjects treated 
of in preoeding Chapters — ^Elxamples of Ckmiputation by various Formulae. 
XIIL Projection of Charts and Plans. XIY. Astronomical Determination of 
Latitiide and Loiigitude. XY. ICagBe^ws Observations. - £YL Deep Sea 
Soundings. XYIL Tables lot AMertaining^^ DlkudtoeA nt Sea, and a full 
Index. 

List ofPUUei. 

ihate L tHiagrain llltistratf ve of (lie Triangulation. II. Speoisien Page 
6i FieM Book. m. KiMning Sui^^y W l Coast lY. ESiahii^e of ^ Rhttnikig 
Sdfvey ftoA 'AMktt, Y. Flyiikg Suarvey of wi Island. YL Survey of a 
Sho^ YH/ Bo»t Burtey ^ a lUver, YIIL ThMe-Poittt PMbleas. IX. 
Triangulation. 






CoflSifs Na v igati on, 

Fifth BdUU9$i 

12mo. Cloth. (3.50. 

NAVIGATION AND NAUTICAL ASTRONOMY. Prepared 
iW th0 liae 6f the U. S. Naireil Ao^lemy. By J. fi; 0. CoMir, 
Prof, of iLflrbdnoiny, K4irig»tu>ii and Bw^wgring/ mKk bfl wtidd- 
out illuatrations. 
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Clark's Theoretical K'arigation. 

Sro. Cloth. (8.00. 

THEOQE310AL NAYIGAmON AND ViAXmCkh ASfTBOti. 
OMY. By Lewis Glakk, Lieut-Commander, IT. S. Ifkvjr. Il- 
lustrated with 41 Wood-cuts, inoluding the Yemier. 

Frepind ftr TJn at tiie XT. S. VavU AoademT'. 



The Plane Table. 

lUoktrated. 8to. Cloth. $2.00. 

rra XJSES in TOPOaBAPmOAL SUBVBYINa Prom tiie 
PapexB of the XT. 8. Coast Surrey. 

This work gires a deBoription of the Plabe Table emplojred at the IT. S. 
Coaet Survey QiBod, aod thio maimer of tisiiig it. 
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Pock on Shipbuilding. 

t 

8to. Cloth. 15.00. 

METHOD OP OOMPABING THE LINES AND DBAUGHT- 
ING VESSELS PBOPELLED BY SAIL OB STEAM, in- 
eluding a Chapter on Laying off on the Mould-Loft Floor. By 
S^MiTBL M. PooK, Naral Constructor. 1 toL, 8vo. \Tii9i illu»« 
trations. aoth. $5.00. 
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Brunnow's Spherical Astronomy. 

8yo. Cloth. $6.50. 

SPHERICAL ASTBONOMY. By P. Britknow, Ph. Dr. Xwrna- 
lated by <iber Author frnmi the Seooocd German edilioA. 




Van Btiren^s Foimnilas* 

8yo. Cloth. 12.00. 

INVE8TIOAT10N8 OF FORMULAS, for flie Strengtli of the 
Iron Parts of Steam Machinery. By J. D. Yak Bnnsv, Jr., 0. E. 
niustrated. 

This u aa analytioal diflouanon of the formnUB em^oyed by meohatiiol 
engineers in determining the mptoring or crippling preflsore in the different 
parts of a machine. The fonnnlfis are founded upon the principle, that the 
different parts of a mmihinf «haaald be eqiiidly strong, wd are developed in 
reference to the ultimate strengtlk of the material in ordlr to Icare the choica 
of a factor of aafaty to the judgment of the designer. —JSUUman^s Journal, 



Joysson on Machine Gearing. 

Bto. Cloik 12.00. 

THE MECHANKTS AND STUDENT'S GTJIDE in tiie Design- 
ing and Construction of Oeneral Machine Gearing, as Eccentrics, 
Screws, Toothed Wheels, etc., and the Drawing of Bectilineal 
and Chirred Snrflaces ; witii Practical Roles and Details. Edited 
by Frakcis Hbrbbrt Jotnsok. Ulastrated with 18 folded 
plates. 

** The aim of thia work ia to be a guide to mechanica in the deaigning and 
conotnictiion of general in«^hiiio«yefrf>g« ..Thia design. it ^^ falfila^ belief: 
plainly and adnaibly written, and profnaely iHoatrated.*' — H^nday IXmei. 



Bemard^s Report, Paris Exposition, 

1S67. 

ninatraied. 8vo. Cloth. $5.00. 

BEPOBT ON MAOHINEEY AND PBOCB8SE8 ON THE 
INDUSMtlAL AET8 AND APPARATUS OP THE EXACT 
SCIENCES. By P. A. P. Barkakd, LL.D.— Paris Universal 
Exposition, 1867. 

** We have in thia yohune the reanlta of l>r. Bamaxd'a study of the Paris 
Ezpoaition ol 1867, in the form of an oiBoial Report of the Gk>yemment It 
ia the moat azhauatlre treiitiae upon modem inrentiona that haa appeared 
ainoe the UniTcnal Exhibition of 1851, and we doubt if anything e^ual to it 
haa appeared thia century." -Journal Applied ChemiHry. 
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lama f^loUi. ^50 per Yoliime. 

AN AJnSUAL I^JBaiSTpp QF PRpQ^DS? Vf ^^pBJ^^ 
CAL ENGINEE|fcI?f a AND COJfSTBUCTiON, for tk^ 
1863-64-05-66-67-68. Fully illustrated. 6voiui««^ 



Beclpwith's Pottery. 

OBSERVATIONS QN THE MATERIALS and Maoufacture of 
Terra-Ootta, Stond-Wa<«, Fire-Brick^ - OaibiUin: iBi^dO^caustie 
Tiles, with Remarks on 1i» Ptoducts* exhibited at the London 
Interuatioaal Eid[^l|itiDifr ISilh % AfSXjgm^ B^p^k^o^ CKf^I 
Engineer. 

** £Tn7thiiig> isn«4iood in flu« book wftttoU eoiqea m^der tb» h9i4 of Foi- 
tery» from fin^ porofUiA to ordinary briok, «ud asido ^Eom tho in^excpff ^i^pok 
all take iif si^eb ma^nfaotnrefs the ifork w^ l>e of oqnaidenUU^ jslui^ to 
followers of the oeramio art*' — Evening Mail. 



Dodd's Bietiongixy of Mai^tifefCtipres, etc^ 

lamo. GUtUi. KiSXL 
ERY, AND THE INDUS^K^lp ARTS. By Gkobob D»dd. 

This work; a small book ox^ i^ great su^ject^ tr^afcs, in alphabetioal ar- 
rangement, of those numerous matters which come generally within the range 
of manufaotures and tHe ptoduoli^e arta Htyb raw aJaMriutt? ■ anJMal, Vega- 
\d^t and minBral^^iirbeniBe Ihq |n«p<|fcnt^^ pn>d^ls fif^ ^afirsd, Mnp #ne- 
cinctly noticed in connection -vfith th^r jiroocpe^ which they ^pnj^ey|fo^ >mt not 
as subjects of natural history. The operations of the Mine and the Mill, the 
Foundry and the Forge, the Factory and the Workshop, are paaaecf under re- 
view. The principal machines and engines, tools and apparatus, oonoemed in 
mannfaotnringproeesses, are briefty desoribed. The scale on which our chief 
branches of national indtistry are ^cptmdacited, in rogaid to values and quantltiiei^ 
is indicated in iraxkma wnya 



D. VAX/ XfOSTJRANIii. 
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Stuart's Civil and Military Engineer- 
ing of Anlerioa. ^ 

8to. IlliulTatodj Clolii. $5.00. 

IHB OTVIL AND MIMTAItY E97GINEESIS OF AME&IOA. 
By (}eii6ral Gkablbs B« 8tvabx» Author of '^ Karal Dry Docks 



of ike United fitautofi,* etc., etc BmbelKdi^ ynf3k nine finely 
executed portraits on steel of eminent engineers, and illustrated 
by epgravingjs of soxuq oi tbe xvuost important vid origiaal works 
constructed in America,. 

Qontalxung aketohfis of th^ LUe and Worki of Ifxgor Andrew £lU«>it» 
Jai^^ GMdM (yfiiSk F<irtndt\ Ben^mia. Wright (ifitli Fortnit), Canvaas 
White (with Portrait), David Stanhope Bates, Nathan S. Roberts, Gridley 
Bryant (with Portrait), GeneralJoaeph G. Swift, Jesse L. Williams (with 
Portrait), Colonel William Mcltee, Samuel H. Kneass, Captain John Childe 
with Portrait \ Frederick Harbach, Major David Bates Douglas with Por^ 
trait), Jonathan Xiiight,.1|BnjiB0^n'!Sf IpfpJlbor (with "Purttail), jDolonel Char- 
les Ellet, Jr. vwith t^ortrait), Samuel Forrer, William Stuart Watson, John 
A. Boebling. 

■ 

Alexander's Dictionary of Weights 

and Measures. 

Std. CloO. $3JSQ. 

# J 

UNIYERSAL DIOTIOHABY OP WEIGHTS AND MBAS- 

XJBES, Andent and Modem, veduoed to the standatds of the 

United States of America. By J. H. Alsxandeb. New edition. 

1vol. 

" As % standard work of reference, this hook should b« in everj ^brarj ; it 
is one which we liave long panted, and iiwiK save Miteh tronbte and re- 
seaxoh." — Sdentific Amfrtum^ 



Gouge on Ventilation, 

Third Edition Enlarged. 

8vo. Cloth. |2.06. 

NEW SYSTEM OF VENTILATION, whioh has been thoroughly 
tested under th^ patronage of many distinguished persons. By 
Henrt a. Gou6£| with ifiany illustratioi^. 
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Saeltzer'8. Aoo^^tics. 

12mo. Cloth. $2.00. 

TBEATIBE ON AOOUSTICB in Gonneotion with Ventilation. 
With a new theory based on an important diseoveryy of facilitat- 
ing clear and intelligible sound in any building. By Aijexavdeb 

SA.£l.X3Ea. 

'* A pnotieal «nd Tery sound treatise on a snbject of great importance to 
architects, and one to which there has hitherto been entirly too little attention 
paid. The author's theory is, that, by bestowing proper care npon the point 
of Acoustics, the requisite Tentilation will be obtained, and ticB vena, — 
Brooklyn Union. 



Myer's Manual of Signals. 

yew Edition* Enlarged* 

12mo. 48 Plates full Boan. 16.00. 

MANUAL OF SIGNALS, for the Use of Signal Officers in the 
Field, and for Military and Naval Students, Military Schools, 
etc. A new edition, enlarged and illustrated. By Brig.-Gen. 
Albebi J. Mt£B, Chief Signal Officer of the Army, Colonel of 
the Signal Corps during the War of the BebeUion. 



r 



Larrabee^s Secret Letter and 
Telegraph Code. 

18mo. Qloth. $1.00. 

CIPHER AND BECEET LETTER AND TELEGRAPHIO 
CjDE, with Hogg's Improvements. The most perfect secret 
Code ever invented or discovered. Impossible to read withoiit 
the Key. Invaluable for Secret, Military, ^Naval, and Diplo- 
matic Service, as well as for Brokers, Bankers, and Merchants. 
By C. S. Labbabeb, the original inventor of the scheme. 



2). VAN ^OSTRAND. 
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Htlnt?s Deslg3;i$ folr dfentral Park 

Oafeways. 



DESIGNS FOR THE GATEWAYS OF THE SOUTHERN 
ENTRANCES TO TSPS CENTRAL PARK. By Richakp M. 
HuHT.' With a description of £he desig^ns. 



Pickert a^d Meters Art of Graining. 

, 1 v^l; 4to. Cloth. $10.QO. 

THE ART OF GRAINING. How Aoquited and How Piwluoed, 
with description of colon -and tiieir application. By Charles 
PicxsRT a«^(| A»ea94^ Mxvo^. BeaiitifuUy illustrated with 42 
tinted plates of the yarious woods used in interior finishing. 

Tinted paper. 

.■.■'.' ' 

The authors pveMnt hesa th^ resu^b of loi:^ experienoe in the praotioe of 
this deo(»ratiTe art, and feel ponfident that they hereby offer to their brother 
artisaiis a reliable guide to improTement in the practice of graining. 



Portm^ C^lftljpry of the War. 

eo Ane 7ortnito on Steal. BoyfASro. Cloth. |8.00. 

PORTRAIT OALLBRT OF THE WAR, OIVIL, MIUTART 
AND NAVAL. A^Biognaphitel Reoovd. BdHed by Feajtx 

MOOKB. 



One Law in Nature. 

Itmo. €i6th. 11.50. 

ONE LAW IN NATURE. By Capi H. M. La«blle, U. S. A. 
A New Corpuscular Theory, comprehending Unity of Force, 
Identity of Matter, and its Multiple Atom Constitution, ajjplied 
to the Physical Affections or Modes of Energy. 
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gfQeerfiig, 

108 WoodCats and8LMhaynpli«dl4«leii' l&no. dotli. $5.00. 

A MANUAL OP PEACTIOAIi MIUTAEY ENGDTEEBr 
mQ, Prepai:e4.for.^e.a^oftb^Pi^e^of.tb0U,S.Mili^ 
Academy, aod for iSogii^eejr TipoQifi. 3j C^pi 0* H. Esjbtsx, 
Corps of Engineers, Instrnctoir in Practical }/lilit»Tj En^i* 
neeringy U. 8. Military Academy. 

a4'ina8tnitIona. 8Vo. Obtb. |2.0a 

NOTES OP A METALLTTBGIOAL JOUBNEY IN 
EUROPE. By Joss A* Osimoa« IhgtAeer of HCiaea. 



T^ 
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Blaise's Prectons Metals. 

8vo. aoih. $3.00. 

EEPOETUPON THE PRECIOUS METALS: Being Statisti- 
cal Notices of the principal (StolA and l^lrer producing regions 
of the World. Represented at the Pvis Universal Exposi- 
tion. By William P. Blakb, Commissioner from the State 
of California. ' 



» r ft 

devenger'g Suiyeying. 

Bltiitrated Pocket "WcartiL Ifotoceo €HIi. 93JSQ. 

A TBKATISB ON THE. mnrHOD OP GOYESNMBNT 
SUBVETINO, as ]Mre8otilwd bf tthe United States Congress, 
and Commissioner of the General Land Office. With ootti- 
plete Mathematical^ Astronomical and Practical InstmctionSy 
for the nse of the Unlt^ States Sunceyors ip^^the Field, and 
Students whe eoii^empKbte ett^agfng iiKhe bihrfness of Public 
Land Surveying. By Sif B^ OvYlimBB, U. S. Deputy Sur- 
veyor. 

* TI19 reputation of tlie author as a surveyor guarantees an exhaustive 
treatise on this aixbjecc."— 2>aJb(>te BefjiUUf, 

" Surveyors have long needed a text-book of this deseripflon.— J9U Prill. 
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Bow on Bracing. 

146 lUaflknttiQBf qn 8t«o«. 8to. Caoth. $1.50. 

A TREATISE ON BRACING, witli its application to Bridges 
and other Structui^es of Wood or IrQU. By Robeut Henby 
Bow, C. E. 



Howard's Earthwork Mensuration. 

8vo. Illustrated. Cloth. $1.50. 

EARTHWORK MENSURATION ON THE BASIS OP 
THE PRISMOIDAL E0RMCiLi5l Containing simple and 
labor-saving method of obtaining Prismoidui Contents direct- 
ly from End Areas. Blnstrated by Examples, and accom- 
panied by Plain Rules for practical uses. By Conway R. 
HoWASJ>t Civil Sagrno^r, J^i«bq»aad, V^ 



MoAlpine^B Modem Engineering. 

Second Edition. 8to. ClotU. $1.50. 

MODERN ENGINEERING. A Lecture delivered at the Amer- 
ican Institute iu New York. By William J. Mc Alpine. 



Mowbray's Tri-Nitro-Glyoerine. 

m 

dvo. Clotli. niufltnited. $8.00. 

TRI-NITRO-GLYCERINE, as applied in the Hoosac Tunnel, 
and to Submarine ^Imting, Torpedoes, Quarrying, etc. BeiBg 

' the result of six years' observaUoq ^rnd practice during the 
manufacture of five bundled thousand pounds of this explo- 
sive, Mica Blasting Powder^ Djnaiqitea ; ifith an ^oonnt of 
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the various Sysbema of Blaaiin; by Bleotridity, Priming Com- 
pounds, Explosives, eta, etc By George M. Mowbray, 
Operative Chemist, with thirteen illustratioos, tables, and 
appendix. Third Edition. Be-written. 



Wanklyn^s Milk Analysis, 

12mo. Cloth. $1.00. 

MILK ANALYSIS. A Practical Treatise on the Examination 
of Milk, and its Derirativea, Cream, Batter and Cheese. By 
J. Alfred Wankltn, M. B. C. S. 



Toner's Dictionary of Elevations, 

8vo. Paper, $3.00. Qoth, $8.76. ' 

DIOllONABY OP ELKVATlONfi AKD CLIMATIC KEG- 
ISTEB OP THE UNITED STATES. Containing, in addi- 
tion to Elevations, the Latitude, Mean Annual Temperature, 
and the total Annual Bain Fall of many localities ; with a 
brief Introduction on the Orographic and Physical Peculiari- 
ties of North America. By J. M. Toner, M. D. 



Adams. Sewers and Drains. 

(/n Press.) 

8EWEBS AND DRAINS FOR POPULOUS DISTRICTS. 
Embracing Rules and Formulas for the dimensions of Sani- 
tary Engineers. By Julius W. Adaii6, Chief Engineer of the 
Board of City Works, Brooklyn. 
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SILVER MDtlNg EEGHONS OP OOLOBADQ, with seme 
account of the different Processed now being introduced for 
working the Cbld Ore^ of that Teniteiry. By J. P. Wbubst. 
12nio. Paper* 26 o^nta* 



COLOEADO: SCHEDULE OF ORES contributed by sundry 
persons to the Paris UniversaL Exposition of 1867, with some 
^formatioii ahou^ the Begipii and itt Besouroes. By J, P. 
Whitkbt, Coofin^ssioner from the Tendtoi^^ Sto. Paper, with 
Maps. . 25 cents. 

THE SILVER DISTRICTS OF NEVADA. With Map. 8vo. 
Paf>en. 35 ceati. 
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ARIZONA : ITS RESOURCES AND PROSPECTS. By Hon. 
B. 0. MoCoBiacK, Secretary ol the Territory. With Map. 8vo« 
Paper. 25 oenift. 

AtONTANA AS IT IS. Being a general description of its Re- 
sources, both Mineral and Ag^cultural ; including a complete 
description of the &Ae of the oountxy^ its elioiate^ eV). Illustrate^ 
with a Map-of the Territory^ showing the different Roads and 
the location of the different Mining Districts. To which is 
appended a complete Dictionary^ of Thb Snake luLSQtka^ and 
also of the famous GhiBnook Jaigon, with numprorus critical and 
explanatory Notes. ] By Qbawseja Stuabx« 8yo. Paper. . $2.00. 
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RAILWAY GAUGES. A Rbtiew 6f the Theory of Narrow 
Gauges as applied to Main TruHk lines of Railway. By Sila.s 
' BxTMouR, G«nl. Oonsulting Engineer. 8to. Paper. 50 cents; - 



REPORT made to the Presidisnt and Executive Board of the 
Texas Pf^jific Railroafl- By Gen. G. P. Bubll,, Chief Engineer., 
8vo. Paper. 75 cents. 




Tan ^ddtt^d^ Soteiicd Series. 
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IHft the InUntioli of tHK PtfflteHer'of Ihk'SwM tb kiihiO t^ete ftt loMr^ 
teIb of about a month. They will be put up Hi • nolf ona^ neAl and a*Mc- 
tive form, 18mo, fancy boards. The aabjecto will be of an eminently 
Bclentific character, and embrace a^ wide a range 6i topics as possible, all 
of the highest chaiaeter. . i ; ■ , 

Moe, 60 Cenfai ttaolL 
t. 

6bl!MKrET8 FOB PTJltasrAOBB, PrftB-PLACES, AITD 
* flTEAM BOILEHa Bj^ B. Attft8TiO«f6, O.E. 

o. 
STEAM BOILEB EXPLOSIONS. By Zbrah Oolbubk. 

a.- 
PBACTIOAL DESIGNING .OP BETAHfING WAUDB 
By Abthub Jacob, A. B. With ninstrations. 



PBOPOKTIONS OP PINS USED IN BBIDGBB. By 
Ghables B. Bekdeb, G.E. With nn8trfttion& 

VENTILATION OP BTJILDDIGS. ByW-P.BuTLBB. With. 

ninstrations. 

d 

CM" THE DESIGNING AND CONSHttTOtlON OP STOB^ 
AGE BESEEVOIES. By ABttttm jACdfi. With rilastrfe. 
tions. 

dTTEOHAEGED AND DIPPEKlBNT POEMS OP BETAIN- 

ING WALL©. By JlMBS R Ta^, a R 

a. 
A TEEATISE ON THE COMPOUND ENGINE. By Jomr 

Tfbxtbulbi With ffltfirtratiOBC 

^^ a. 

FUEL. By 0. Wiluax SnoooiSi to whidh is^appm^ed the value 
of ARTIFICIAL FUELS AS COMPABEI) WITH COAL. 
By John Wobmald, C. E. 

10.— COMPOUND ENGINES. Translated from the French of 

A. Malle^. With Illustrations. 
It— THEORY 0* AECHElS. By Rrof. W. Allak. With lllufl- 
trations. 
%* Other 'Works In preparatioB. 
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